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Note
Well is located at507’ FSL 666’ FEL (SESE)per plat and per Newfield Production Company, 3/24/2010.



TBS, Ri6E, S. L.B. &M. LOMAXEXPLORATION CO.

Well location, MONUMENTBUTTE #16-26,
589 52'w - 80.10 (G.L.O.) located os shown in the SE 1/4 SE 1/4

of Section 26, T8S, R16E, S.L.B.&M.
Duchesne County, Utah.

BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHEAST CORRER OF SECTION
26, TSS, R16E, S.L.B.&M. TAKEN FROM THE MYTONSE
QUADRANGLE,DUCHESNE COUNTY, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBUSHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.

p SAID ELEVATIONIS MARKEDAS BEING 5424 FEET.
o
O
z
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Brass ¢ap

o

o - o
o o o
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---- SC A LE

CERT1FICATE

MONUM£NTBUT7E £16-26 THIS IS TO CERTIFYTHAT THE ABOVEPtÑ WASPRERARED Ì¯RQM

F1ELDNOTES OF ACTUALSURVEYS MAS SY ME OR UWbER My

Elev. Ungraded Ground = 5474' 666' SUPERVISIONAND THAT THE SAME ?)ÍE Tituf'AND CORRÈCT To THE
BEST OF MY KNOWLEDGEAND BEUg.

26JB.24' (Measured) * '74 **

1910 Brass ¢op Brass Cop 2.5 Brass

L I
09 REGI$TEREDLAND SUNŸEYOR

SS9 56'W - 40.02 (G.L.O.) SB9°54'04"E
- 2647.62' (Meas.)

REcts1RAltoN No. 181319
NB9°59'W

- G.L.0. (Ðasisof Bearings) STATE'OF UTAH ,

UINTAH ENGINEERING a LA SURYEYING

85 SOUTH 200 EAST - VERNA1,, UTAH 84078
(801) 789-1017

LEGEND: scAtE DATE SURVEYED: DATE DRAWN:

1" = 1000' 2-6-95 2-8-95

=
90° SYMBOL PARTY REFERENCES

B.B. J.K. C.B.T. G.L.O. PLAT
= PROPOSED WELLHEAD.

WEATHER FILE

A = SECTl0N CORNERS LOCATED. (Brass Caps) COOL LOMAX EXPLORATION
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MONUMENT BUTTE FEDERAL #16-26
SE/SE SECTION 26, T8S, R16E
DUCHESNE COUNTY,UTAH

LEASE #U-67170

HAZARDOUS MATERIAL DECLARATION

LOMAX EXPLORATION COMPANY guarantees that during the drilling & completion of the

above referenced well, we will not use, produce, store, transport or dispose 10,000# annually of

any of the hazardous chemicals contained in the Environmental Protection Agency's consolidated

list of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization

Act (SARA) of 1986.

LOMAX EXPLORATION COMPANY guarantees that during the drilling and completion of the

above referenced well, we will use, produce, store, transport or dispose less than the threshold

planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR
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JOHNSON WATER DISTRICT
R.R. 3 BOX 3188

ROOSEVELT, UT 84068
TELEPHONE (801) 722-2820

March 20, 1995

TO WHOM IT MAY CONCERN:

Loma× E×üleration Company has purchased a 3 inch water connection

with Johnson Water District to supply Monument Butte oilfield.

Johnman Water District has given permission to Lomax Exploration

Company to use water from our system for the purpose of drilling

and completing the Monument Butte Federal 16-26.

Sincerely,

sh
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LOMAX EXPLORATION COMPANY
MONUMENT BUTTE FEDERAL #16-26

SWISE SECTION 26, TSS, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELLPROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 3030'

GreenRiver 3030'
Wasatch 6200'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 4500' - 6200' - Oil

4. PROPOSED CASING PROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set at 300' (New)
S 1/2", J-55, 15.5# w/ LT&C collars; set at TD (New)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimuispecifications for pressure control equipment are as follows:

A 8" Series 900 Hydril Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit

will be utilized. Pressure test of BOPS's will be checked daily.

(See Exhibit F)

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole be drilled with fresh water to the Green River formation @
approximately 3030'. The mud system will be a water based gel-chemical, weighted to 10.0 ppg

as necessary for gas control.

7. AUXILIARY SAFETY EOUIPMENT TOBE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
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MONUMENT BUTTE FEDERAL #16-26

8. TESTING, LOGGING AND CORING PROGRAMS:

No drill stem testing has been scheduled for this well. It is anticipated at this time that the

logging will consist of a Dual Induction Laterolog, Compensated Neutron-Formation Density

Log. Logs will run from TD to 3500'. The cement log will be run from PBTD to cement top.

The use of mud loggers to be determined at a later date.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated bottom hole pressure is 1800psi. It is not anticipated that abnormal

temperatures will be encountered; nor that any other abnormal hazards such as H2S will be

encountered in this area.

10. ANTICIPATED STARTING DATE AN D DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the second quarter of 1995, and take

approximately nine days to drill.
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LOMAX EXPLORATION COMPANY
MONUMENT BUTTE FEDERAL #16-26

SWISE SECTION 26, TSS, R16E

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Lomax Exploration Company well location site Monument Butte Federal #16-26

located in the SW 1/4 SE 1/4 Section 26, T8S, R16E, S.L.B. & M. Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles ± to the junctionof this

highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 1.9 miles

to its junctionwith Utah StateHighway 216; proceed southerly along State Highway 216 - 4.4

miles to its junctionwith an existing dirt road to the southwest; proceed south along this

road 2.8 miles to its junctionwith an existing dirt road to the south; proceed southeasterly

along this road .5 miles to its intersection with the beginning of the proposed access road to be

discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point

where Highway 216 exists to the South, thereafter the roads are constructed with existing

materials and gravel. The highways are maintained by Utah State road crews. All other roads

are maintainedby County Crews.

The afbrementioned dirt oilfield service roads and other roads in the vicinity are constructed out

of existing native materials that are prevalent to the existing area they are located in and range f

from clays to a sandy-clay shalematerial.

The roads required for access duringthe drilling,completion and production phase will be

maintained at the standards required by the BLM or other controlling agencies. This

maintenance will consist of some minor grader work for smoothing road surfaces and for snow

removal.

2. PLANNED ACCESS ROAD

SeeTopographic Map "B".

The planned access road leaves the existing location described in Item #1 in the SW 1/4 NW 1/4

Section35, TSS, R16E, S.L.B. & M., and proceeds in a northeasterly direction approximately .6

miles, +_ to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of the centerline) with

drainage ditches along either side of the proposed road whether it is determined necessary in

order to handle any run-off from normal meteorological conditions that are prevalent to this

area. The maximum grade will be less than
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MONUMENT BUTTE FEDERAL #16-24

i

There will no culverts required along this access road. There will be barrow ditches and

turnouts as needed along this road.

There are no fences encountered along this proposed road. There will no new gates or cattle

guards required.

All construction material for this access road will be borrowed material accumulated during

construction of the access road.

3. LOCATION OF EXISTING WELLS

There are four (4) producing, seven (7) injection and one (1) P&A Lomax Exploration wells

within a one (1) mile radius of this location. See Exhibit "D".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient

capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be placed on a per SundryNotice if the well is completed as a producer.

All permanent (on site for six (6) months or longer) structures constructed or installed (including

pumping units) will be painted Desert Tan. All facilities will be painted within six months of

installation.

5. LOCATION AND TYPE OF WATERSUPPLY

At the present time, it is anticipatëd that the water for this well will be transported through a

temporarysurface pipeline from our pre-approved Lomax Exploration Company fresh water

supplyline located at the Monument Butte Federal #5-35 (SW/NW Sec. 35, T8S, RI6E) location

as indicated on Topographic Map - Exhibit "C".

In the event this water source is not used an alternate source will be used and all the necessary

arrangements will be made with the proper authorities.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during

construction of the location siteand access road. (Pit lining material is referred to in Item #7.)
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MONUMENT BUTTE FEDERAL #16-20

A mineral material application is not required for this location.

7. METIIODS FOR HANDLING WASTEDISPOSAL

See Location Layout Sheet - Exhibit "E".

A reserve pit will be constructed and lined with a plastic nylon reinforced line so as not to leak,

break, or allow discharge. It will be a minimum of 12 mil thickness with sufficient bedding

(either straw or dirt) to cover any rocks. The line will overlap the pit wall and be covered with

dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will

be disposed on in the pit,

After first production, produced water will be confined to a pit or storage tank for a period not to

exceed one hundred twenty (120) days. During the one hundred twenty (120) day period, in

accordance with the Onshore Order #7, an application for approval of permanent disposal

method and location, along with required water analysis, shall be submitted for the Authorized

Officers approval. -

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site

at the completion of the drilling activities.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near

future.

9. WELL SITE LAYOUT

See attachedLocation Layout Sheet- Exhibit "E".

The reserve pit will be located on the southwest side between stakes 4 & 5.

There will be no flare pit on this well.

The stockpiled topsoil (first six (6) inches) will be stored on the southeast side, near

stake #1.

Access to the well pad will be from the south side between stakes 2 & 3.

Corner 8 will be rounded to avoid thedrainage.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.
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b) The net wire shall be nor more than two (2) inches above the ground. The barbed wire

shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Cornerposts shall be cemented and/or braced in such a manner to keep tight at all

times.

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum

distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device,before it is attached to the

corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the

fourth side when the rig movesoff location. Pits will be fenced and maintained until

cleanup.

10. PLANS FOR RESTORATION OF SURFACE

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of

all unused tubing, equipment, debris, material, trash and junk not required for

production.

If a plastic nylon reinforced liner is used, it shall be torn and perforated before

back filling of the reserve pit.

The reserve pit and that portion of the location not needed for production
facilities/operations will be re contoured to the approximated natural contours. The

reserve pit will be reclaimed within one hundred twenty (120) days from the date of well

completion Before any dirt work takes place, the reserve pit must have all fluids and

hydrocarbons, all cans, barrels, pipe, etc., removed.

When the drilling and completion phase ends, reclamation of unused disturbed areas on

the well pad/access road no longer needed for operations, such as cut slopes, and fill

areas will be accomplished bygrading, leveling and seeding as recommended by the

Authorized Officer. The seed mixture will be per B.L.M. and stated in the conditions of

approval.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the B.L.M. will attach the appropriate surface
rehabilitation conditions of approval.

11. SURE4CE OWNERSHIP - Bureau Of Lan4d
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12. OTHER ADDITIONAL INFORMATION

a) Lomax Exploration Company is responsible for informing all persons in the area who

are associated with this project that they will be subject to prosecution for knowingly

disturbing historic or archaeological sites, or for collecting artifacts. If historic or

archaeological materials are uncovered during construction,Lomax is to immediately

stop work that might further disturb such materials, and contact the Authorized Officer,

b) Lomax Exploration will control noxious weeds along rights-of-way for roads, pipelines,

well sites, or other applicable facilities. On B.L.M. administered land it is required that

a Pesticide Use Proposal shall be submitted, and given approval, prior to the application

of herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not

be stacked or stored on Federal Lands after the conclusion of drilling operations or at

any other time without B.L.M. authorization. However, if B.L.M. authorization is

obtained, it is only a temporary measure to allow time to make arrangements for

permanent storage on commercial facilities.

There are no dwellings or facilities in the general area. There are no visible archaeological,

historical or cultural sites within any reasonable proximity of the proposed location site.

Cultural Resource Survey attached.

Additional Surface Stipulations

All lease and/orunit operations will be conducted in such a manner that full compliance is made

with all applicable laws and regulations. Onshore Oil and GasOrders, the approved plan of

operations, and any applicable Notice to Lessees. Lomax Exploration is fully responsible for the

actions of its subcontractors. A copy of these conditions will be furnished to the field

representative to insure compliance.

A complete copy of the approved APD, if applicable, shall be on location during the construction

of the location and drilling activities.

Lomax Exploration Company or a contractor employedby Lomax Exploration shall contact the

B.L.M. oilice at (801) 789-1362, 48 hours prior to construction activities.

The B.L.M. office shall be notified upon site completion prior to moving on the drilling rig.
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13. LESSEE'S OR

OPERAMOO ENTRESUEN

A

ŒEA

TIFICATION

Representative

Name: Brad Mecham

Address: P.O. Box 1446 Roosevelt,Utah 84066

Telephone: (801) 722-5103

Certification

Please be advised that LOMAX EXPLORATION COMPANY is considered to be the

operator of Well # 16-26 SW/SE Section 26, Township 8S, Range 16E: Lease #U-67170;

Duchesne County, Utah: and is responsible under the terms and conditions of the lease for

the operations conducted upon the leased lands. Bond coverage is provided by Hartford

Accident #4488944.

I hereby certify that I, or persons under my direct supervision have inspected the

proposed drill site and access route; that I am familiar with the conditions which currently exist;

that the statements made in this plan are true and correct to the best of my knowledge; and that

the work associatedwith the operations proposed here will be performed by Lomax Exploration

Company and its contractors and subcontractors in conformity with this plan and the terms and

conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.

1001 for the filing of a false statement.

Date Brad Mecham
Operations Manager
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INTRODUCTION

In February 1995, Lomax Exploration Company (Lomax) of Roosevelt, Utah requested
that Sagebrush Archaeological Consultants, L.L.C. (Sagebrush) conduct a cultural resources

inventory of three Lomax Wells, #16-26, #7-23 and #8-23, and access roads in Duchesne and

Uintah Counties, Utah.

The well locations and access roads are located on lands controlled by the Bureau of

Land Management (BLM) in T. 8S., R. 17E., S. 23; and, T. 8S., R. 16E., S. 26. Footages
for well location #16-26 are 507 FSL, 666 FWL. Footages for well #7-23 are 3533 FSL, 2026
FEL. Footages for well #8-23 are 3353 FSL, 875 FEL. The project areas lie on the following
USGS 7.5' Quadrangles:Pariette Draw SW, Utah (1964); and, Myton SE, Utah (1964)(Fig-

ures 1 and 2). The field inspection was carried out by the author on February 23, 1995, under

authority of Cultural Resources Use Permit No. 95-UT-4630 and Utah State Antiquities Permit

No. U-95-SJ-061b. A total of 38.5 acres were surveyed during this project.

A file search for previously recorded cultural resources sites and paleontological locali-

ties near the project area was conducted by Kathie A. Davies at the Division of State History,
Utah State Historic Preservation Office, Salt Lake City on February 23, 1995, to determine if
any cultural resources projects have been conducted or sites recorded in the project area.

Additionally, Blaine Phillips, Bureau of Land Management, Vernal District Archaeologist was

consulted concerning culturabresources projects and sites recorded in or near the current
project area.

More than 10 previous cultural resources projects have been conducted in the area of the
current project. Due to the large number of projects conducted in this area, individual project
descriptions will not be listed. However, 3 cultural resources sites, including both project
related sites and individual sites, have been previously recorded in the vicinity of the current
project area. Following is a brief description of these sites:

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many crude bifaces, lithic cores and lithic flakes. This site was
recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in a dirt road cut east of Wells Draw, is a lithic quarry
with lithic cores and lithic flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in a dirt road cut east of Wells Draw, is a light lithic
scatter consisting of four to five worked pieces of chalcedony and one lithic flake of the
same material. This site was recommended NOT ELIGIBLE to the NRHP.

No paleontological localities are listed as being located within the current project area.
The National Register of Historic Places (NRHP) was consulted prior to the commencement of
fieldwork for the present project. No NRHP sites were found located in the vicinity of the
current project area.
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current project. Due to the large number of projects conducted in this area, individual project
descriptions will not be listed. However, 3 cultural resources sites, including both project
related sites and individual sites, have been previously recorded in the vicinity of the current
project area. Following is a brief description of these sites:

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many crude bifaces, lithic cores and lithic flakes. This site was
recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in a dirt road cut east of Wells Draw, is a lithic quarry
with lithic cores and lithic flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in a dirt road cut east of Wells Draw, is a light lithic
scatter consisting of four to five worked pieces of chalcedony and one lithic flake of the
same material. This site was recommended NOT ELIGIBLE to the NRHP.

No paleontological localities are listed as being located within the current project area.
The National Register of Historic Places (NRHP) was consulted prior to the commencement of
fieldwork for the present project. No NRHP sites were found located in the vicinity of the
current project area.
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ENVIRONMENT

The well pads surveyed during this project lie approximately ten miles south of Myton,
Utah just south of Pleasant Valley. All three well pads and access roads lie in areas of low
rolling tablelands dissected by deep drainages and low eroding bedrock outcrops of sandstone
and limestone. The surface sediments consist of an interfingering of fluvial deposits and thinly
bedded Pleistocene lake bed deposits. Soils in these areas are poorly developed and extremely
sandy in nature. Sediments consist of very fine grained, buff colored sand which contains a
moderate amount of Pleistocene gravels and angular rock fragments composed of quartzite,
mudstone, blocky chert, limestone and sandstone. The elevation of the areas surveyed ranges
between 5050 and 5660 feet (ft) a.s.l. Vegetation in the area covers approximately 30 percent
of the surface and is predominantly shadscale community species. Noted species include prick-
ly pear cactus, ricegrass, greasewood, gray rabbitbrush, spiny horsebrush, desert buckwheat,
bladderpod, spiny hopsage, riddell groundsel and various other desert species. The nearest
permanent water sources are Antelope Creek which is located approximately five miles to the
west-northwest and Pariette Draw which is located in the project area. Many seasonally flow-
ing drainages and washes are present in the vicinity of the project area. These seasonal water
sources were, no doubt, the primary source of water in this area historically. Natural distur-
bance in the area consists primarily of sheetwash erosion and arroyo cutting. Cultural distur-
bance includes pre-existing well pad locations, and a number of roads and access roads which
lead to well locations.

NŒTHODOLOGY

The survey area covered during this project consists of three ten acre parcels of land
centered on proposed well heads and three access road corridors connecting the well locations
to pre-existing well location access roads. The well pads were inventoried by the author and in
parallel transects spaced no more than 15 meters (m) apart. The access roads, which totaled
3,700 ft in length, were walked in two parallel transects spaced 10 m apart to cover a corridor
width of 100 ft (30 m) each. The area surveyed on this project (including both well pads and
access roads) totaled 38.5 acres.

RESULTS

No cultural resources sites or isolated were found as a result of this inventory and three
paleontological localities (42UN906V, 42UN907VP and 42UN908P) were found.

Locality 42UN906V

This locality includes three turtle sites located near the proposed access road for Lomax
well pad Pariette Draw #7-23. These three turtle sites will not be effected by road construc-
tion, but could be subjected to collection by people working in the area.
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Locality 42UN907VP

This fossil locality consists of approximately 50 fragments of scattered turtle shell frag-

ments located on Lomax well pad Pariette Draw #7-23. These appeared to be weathered and

fragmented prior to deposition, judgingfrom the rounded edges and fragmental nature. Two

partial turtle shells were present on the east side of the location, but both of these are outside

the bounds of the well pad area as staked. One was 265 ft (81 m) east of the center stake at

113 degrees. The other was 200 ft (61 m) southeast of the center stake at 127 degrees.

Additionally, fragments of petrified wood were found eroding out of the southwest side

of a small mound 75 ft (23 m) southwest of the center stake at 237 degrees. A few samples

were collected.

Locality 42UN908P

This fossil locality consists of a sandstone outcrop with petrified wood fragments as well

as plant impressions within the sandstone. The petrified wood fragments range in size from
½-by-¼-in. up to 3-to-6-in. in size and represent the best petrified wood encountered in the

Uintah formation.

RECOMMENDATIONS

Since there were no cultural resources were found, cultural resource clearance is recom-

mended for the proposed project. No paleontological localities were found at well pad #8-23,

paleontological clearance is therefore recommended for this well. Three paleontological locali-

ties (42UN906V, 42UN907VP and 42UN908P) were found on well pads #7-23 and #8-23 and
accompanymg access roads.

Paleontological locality 42UN906V is recommended as an important locality. However,
because of the scattered and fragmental nature and poor quality of the turtle shell present no
recommendations are made for this locality.

Locality 42UN907VP is also recommended an importantfossillocality. Because of the
scattered and fragmental nature and poor quality of the turtle shell present no recommendations
are made for this location. Samples of petrified wood were collected from this site. A much
better petrified wood site was located several hundred yards east of this location.

Locality 42UN908VP is an important fossil locality consisting of the best deposit of
petrified wood identified by the investigator in the Uintah formation. It is recommended that

Jil road construction to well pad Pariette Draw #8-23 be monitored for additional samples of
petrified wood and to assure protection of the current identified deposit of wood.

I If these recommendations are adhered to, paleontological clearance is recommended for

the proposed project.

This investigation was conducted with techniques which are considered to be adequate
for evaluating cultural and paleontological resources which could be adversely affected by the
project. However, should such resources be discovered during construction, a report should
be made immediately to the BLM District Archaeologist, Vernal District Office, Vernal, Utah.
Also, if well preserved fossil material is encountered during construction, contact needs to be
made with the Paleontological Office of the Utah Geological Survey in Salt Lake City, Utah.
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III
RESULTS OF PALEONTOLOGYSURVEY AT LOMAXEXPLORATIONPARIETTE DRAW #7-23
SW, NE Section 23, T8S, R17E, SLB&M, Uintah County, Utah.

Description of Geology and Topography-

This well is located approximately 6 miles south and 5 miles east of Myton,
Utah. It sits on the north side of the stream bed in Pariette Draw. The
wellpad sits on exposures of the Uinta Formation composed of interbedded
sandstone, mudtsone, and clay. The access road runs north from existing well
#9-23, turns west to a junction, then .north across Pariette Draw and northwest
to the well location.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

The archaeologist had noted turtle shell fragments around the wellpad during
the Archaeological survey. There were three turtle site near the proposed
access rcad before the junŒtion. These, three turtle sites will not be
effected by road construction, but cou-ld be subject to collection by people
working in the area.

The well location had a fair number of-scattered turtle shell fragments.
These appeared to be weathered and fragmented prior to deposition judging from
the rounded edges and fragmental natural. Two partial turtle shells were
present on the east side of the location, but both of these are outside the
bounds of the wellpad area as staked. -One was 265 feet east of the center
stake at 113 degrees. The other was 200 feet southeast of the center stake at
127 degrees.

Fragments of petrified wood were found eroding out of the southwest side of a
small mound 75 feet southwest of the center stake at 237 degrees. A few
samples were collected.

Recommendations-

Because of the scattered and fragmental natural and poor quality of the turtle
shell present no other recommendations for mitigation are made for this
location.

Samples of petrified wood were collected from this site. A much better
petrified wood site was located several hundred yards east of this
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RESULTS OF PALEONTOLOGYSURVEY AT LOMAXEXPLORATION PARIETTE DRAW #8-23

SE, NE Section 23, T8S, R17E, SLB&M, Uintah County, Utah.

Description of Geology and Topography-

This well is located approximately 6 miles south and 5 miles east of Myton,
Utah. It sits on the north side of the stream bed in Pariette Draw. The
wellpad sits on exposures of the Uinta Formation composed of interbedded
sandstone, mudtsone, and clay. The access road runs north from existing well
#9-23, turns west to a junction, then north across Pariette Draw and east to
the well location.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

Only a few minor fragments of turtle shell were found on the wellpad.

The proposed access road between well #T-23 and well #8-23 passes over a
sandstone outcrop with petrified wood fragments as well as plant impressions
within the sandstone. As the road swings to the southeast to drop down toward
the wellpad, there is a deposit of petrified wood chunks to the southwest of
the road alignment. The chunks range from small up to 3 X 6+ inches in size
and represents the best petrified wood this investigator has seen the Uinta
Formation.

Several chunks of petrified wood were collected for possible identification.

Recommendations-

It is recommended that road construction to #8-23 be monitored for additional
samples of petrified wood and to assure projection of the deposit of wood
described above.
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/06/95 API NO. ASSIGNED: 43-013-31517

WELL NAME: MONUMENT BUTTE 16-26
OPERATOR: LOMAX EXPLORATION COMPANY (NO580)

PROPOSED LOCATION: -- INSPECT LOCATION BY: | |
SESE 26 - TOSS - R16E

¯

SURFACE: 0507-FSL-0666-FWL TECH REVIEW Initials Date
BOTTOM: 0507-FSL-0666-FWL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 67170 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:

y Bond: Federal[f'State[] Fee[]
(Number ggg¶ 94/4/ )

_

R649-3-2. General.
Potash (Y/N)

g Oil shale (Y/N) R649-3-3. Exception.

y Water permit
(Number yaj/gregg wjyta $)/ff Y Drilling Unit.

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:
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OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



BTATE OF UTAH

Operator: LOMAX EXPLORATION CO | Well Name: MONUMENT BUTTE 16-26

Project ID: 43-013-31517 | Location: SEC. 26 - TO88 - R16E

Design Parameters: Design Factors:
Mud weight (10.00 ppg) : 0.519 psi/ft Cottapse : 1.125

Shut in surface pressure : 2911 psi Burst : 1.00

Internal gradient (burst) : 0.072 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using buoyed weight Other : 1.50 (J)

Service rating is **Sweet•• Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,500 5.500 15.50 J-55 LT&C 6,500 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 3377 4040 1.196 3377 4810 1.42 85.35 217 2.54 J

Prepared by : FRM, Salt Lake City, UT
Date : 04-20-1995
Remarks :

Minimum segment length for the 6,500 foot well is 1,000 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 107°F (Surface 74°F
, BHT 139°F & temp. gradient 1.000°/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.519 psi/ft and
3,377 poi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemier curve. Engineering responsibility for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version
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EDUIPMENT INVENTORY
UTAH DIVISION OP OIL, GAS AMD HINING

STATE OF UTAH

Operator: INLAND PRODUCTION Lease: State: Federal: X Indian: Fee:

Well Names FEDERAL #16-26 API Number: 43-013-31517

Section:_26_ Township: gS_ Range:1&E County: DUCHESNE Pield: MON BUTTE

We11 Statua: POW Well Type: 011: YES Gaa:

PRODUCTION LEASE EGUIPNENT: (NUMBER)

Boiler(s): Compressor(s): Separator(s): Dehydrator(s):

Shed(a): Line Heeter(a): Heated Separator(s): VRU:

Hester Trenter(s): (1)

PUMPS:

Triplex: Chemical: Centrifugal: (1)

LIFT NETHOD:

Pumpjack: YES Hydraulic: Submersibles Flowing:

GAS EOUIPHENT: (NUMBER)

Purchase Neter: NO Sales Meter: YES

TANKS: NUMBER SIZE

Oil Storage Tank(s): YES 2-400 BBLS

Water Tank(s): YES 1-200 BBLS

Power Water Tankt BBLS

Condensete Tank(s): BBLS

Propane Tank: NO

Central Battery Location: (IF APPLICABLE)

Otr/Gtra Section:___ Township:___ Range:

RENARKS: CENTRIFUGAL IS FOR HEAT TRACE SYSTEN. EOUIPMENT IS RUNNING OFF

RESIDUE GAS, WHICH IS HETERED OFF LEASE.

Inapector: DENNIS L. INGRAN Date:
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart, Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

April 20, 1995

Lomax Exploration Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Monument Butte #16-26 Well, 507' FSL, 666' FWL, SE SE, Sec. 26, T. 8 S., R. 16
E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31517.

Sincerely,

Associate Director

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart, Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

April 20, 1995

Lomax Exploration Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Monument Butte #16-26 Well, 507' FSL, 666' FWL, SE SE, Sec. 26, T. 8 S., R. 16
E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31517.

Sincerely,

Associate Director

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



Operator: Lomax Exploration Company

Well Name & Number: Monument Butte #16-26

API Number: 43-013-31517

Lease: Federal U-67170

Location: SE SE Sec. 26 T. 8 S., R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours followingspudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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(Noveraber 1983)
(O er at tt get Bureau No. 1004-0136

04,...., 9-aare
UNITED STATE5 Q ar.. August at. 19ss

DEPARTMENT OF THE INTERIO
BUREAUOF LAND MANAGEMENT

n..ausarson aan asasas no.

APPLICATION FOR PERMITTO DRILL,DEEPEN R Ly * '"''"°""°2"""'"•

la. TTraorwoaK

ANU

DRILL [1 DEEPEN O
**""""' "'""

b. TTPE OF WELL

ELL Wzt.I. OTHER

U Tw S. Om MAsa -

2. NAME OF OFERATO.

Monument Butte

Lomax Exploration Company
e. was.x. no.

3. ADDEEas OF OPERATO.

#16-26

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 to. raar.o aan voor.. on w: near

4. LOCATION or war.r. (Report location clearly and in accordance with any State requirements.•)

At surface
SE/SE

11. asc., r.. a.. x.. on ar.=.
AND BURVET OR AREA

At proposed prod. sone 507 ' FSL 666' FWL 47..0 17.7/r/7 Sec. 26, TSS, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAtzaT TOWN OE POST OrrlCE* 12. COUNTT 05 PARIBE 13. STATE

12.1 Miles Northwest of Myton, Utah ,
Duchesne Utah

10. DISTANCE PROM PROPOSED* 10. NO. OF ACRES IN LEASE 17. NO. OF ACEES ABBIGNED

LOCATION TO NEAREST
TO TRIS WELI.

PROPERTT OB LEASE LINE. FT. r I

(Also to nearest drlg. unit line, if any) O

18. DISTANem FROM PROPOazD
LOCATION* 19. PROPOSED DzrTH 20. ROTART 05 CABI.E TOOLa

TO NEAREST WELL, DRILLING. CO3tPLETED,

OR APPUED TOR. ON TE= = "· 1622' 6500' Rotary

21. zLavartons (Show whether DF. ET, GE. etc.)
22. Arraox. nazz woax wtz.I. araaT•

5473.9'
Second Quarter 1995

23' PROPOSED CASING AND CEMENTING PROGRAM

sizz or not.s siza or caalNO WEIGHT PER FOOT sšTTING DEPTH QUANTITT OF CEMENT

17 1 /4 8 5/8 74# 300' 240 ex Class G + 77 CaC1

7 7/8 5 1/7 15 5 TD 530 sv Filift followed bv
450 sx Class G w/ 2% CaC1

IN ABOVE 3PACE DESCRIBE PROPOSED Paooman: If proDosal is to deepen or plug back. give data on present productive zone and proposed new product17e

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

(This space for Federal or State omce use)
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NOTICEOF ROV CONDITIONSOFAPPROVALATTACHED
TOOPERATOR'SCOPY

0 ZO-547 N3 '6••••«-° R•ven.Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of tfie

United States any false. fictitious or fraudulent statements or representations as to any matter within its
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COA's Page 1 of 8
Well: 16-26

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Lomax Exploration Company

Well Name & Number: 16-26

API Number: 43-013-31517

Lease Number: U-67170

Location: SESE Sec. 26_ T._1LS_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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COA's Page 2 of _8

Well: 16-26

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title

to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

applicable laws, regulations (43 CFR 3100), OnshoreOil and Gas Orders, and the approved plan of

operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is

being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to

be Encountered

Report A_Il water shows and water-bearing sands to Tim Ingwell of this office. Copies of

State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit

samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as describedby BLM at onsite)
encountered during drilling, will be recorded by depthand adequatelyprotected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and

Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while

drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to have a BLM representative on location during pressure
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Well: 16-26

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one

centralizer per joint.

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled

prior to cementing surface casing.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by

having a cement top for the production casing at least 200 ft. above the top of the usable

water zone identified at ± 438 ft. or by setting the surface casing at ± 488 ft. and have a

cement top for the production casing at least 200 ft. above the Mahogany Oil Shale ,

identified at ± 3254 ft. If gilsonite is encountered while drilling, it shall be isolated and/or

protected via the cementing program.

The Vernal District Officeshallbe notified at least 24 hours prior to the running and

cementing of all casing strings, in order to have a BLM representative on location while

running and cementing all casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a

characteristic of a hazardous waste will not be used in drilling, testing, or completion

operations.

No chromate additives will be used in the mud system on Federal and Indian lands without

prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shallbe submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplishedduring daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow

is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility

and vaporproof for safe operations). Packers can be released, but tripping should not begin

before daylightunless prior approvalis obtained from the AO.

The Gamma Ray and Induction Logs need to be pulled from TD to the Surface Shoe.

A cement bond log (CBL) will be run from the production casing shoe to ± 3054 ft. if the
surface casing is set at ± 438 ft. or it will be run to surface if the surface casing is set at

± 300 ft. and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this
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Whether the well is completed as a dry hole or as a producer, "Well Completion and

Recompletion Report and Log" (Form 3160-4) will be submittednot later than 30 days after

completion of the well or after completion of operations being performed, in accordance with

43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,

geologic summaries, sample description,and all other surveys or data obtainedand compiled

during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.

Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or

workover equipment will be removed from a well to be placed in a suspended status without

prior approval of the AO. If operationsare to be suspended, prior approval of the AO will

be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,

Monday through Friday except holidays), at least 24 hours orior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form

MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences

shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "SundryNotice" (Form

3160-5) to that effect will be filed, for prior approval of the AO, and all conditionsof this

approved plan are applicable during all operations conducted with the replacement rig.

The date on which productionis commenced or resumed will be construed for oil wells as the

date on which liquid hydrocarbons are first sold or shipped from a temporarystorage facility,

such as a test tank, and for which a run ticket is required to be generated or, the date on

which liquid hydrocarbons are first produced into a permanent storage facility, whichever first

occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold

or shipped from a temporarystoragefacility, such as a test tank, and for which a run ticket is

required to be generated or, the date on which gas is first measured through permanent

metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the

well is placed in a producing status. Suchnotification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is

placed on
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during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.

Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

6. Notifications of Operations
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The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,

Monday through Friday except holidays), at least 24 hours orior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form

MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences

shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "SundryNotice" (Form

3160-5) to that effect will be filed, for prior approval of the AO, and all conditionsof this

approved plan are applicable during all operations conducted with the replacement rig.

The date on which productionis commenced or resumed will be construed for oil wells as the

date on which liquid hydrocarbons are first sold or shipped from a temporarystorage facility,

such as a test tank, and for which a run ticket is required to be generated or, the date on

which liquid hydrocarbons are first produced into a permanent storage facility, whichever first

occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold

or shipped from a temporarystoragefacility, such as a test tank, and for which a run ticket is

required to be generated or, the date on which gas is first measured through permanent

metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the

well is placed in a producing status. Suchnotification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is

placed on
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Gas produced from this well may not be vented or flared beyond an initial authorized test

period of 30 days or 50 MMCF following its completion, whichever occurs first, without the

prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well

until the gas can be captured or approval to continue venting or flaring as uneconomic is

granted and the operator shall be required to compensate the lessor for that portion of the gas

vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon

storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approvalof the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will

be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation

work required by the approved APD or approvedabandonment notice has been completed to
the satisfactionof the AO or his representative, or the appropriateSurface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submittedto the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4

for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materialsunder BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordancewith 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as

implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on

which royalty is due anywhere on a lease site or allocated to a lease site, or resumes

production in the case of a well which has been off production for more than 90 days, the

operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally

to be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the mannerand time allowed, you shall be

liable for a civil penalty of up to $10,000per violation for each day such violation continues,

not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-

1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension

period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the

following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,

sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

Lomax Exploration Co.- Well #16-26

Well Site Layout

To reduce disturbance to a drainage, the end of the location from
corner #6 to corner #8 will be shortened 20 feet. For clearity,
from the well hole stake to the #7 corner will be 135 feet instead
of the proposed 155 feet.

Plans For Reclamation Of Location

At time of abandonment the intent of reclamation will be to return
the disturbed area to near natural conditions. Recontour the
surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding
terrain. After recontouring of the area, the stockpiled topsoil
will be spread over the surface, and the area revegetated to the
satisfaction of the authorized officer of the BLM.

Other Information

If the proposed oil well is scheduled for development between March
15 and August 15, additional surveys for special status animal
species will be required a minimum of 14 days prior to access and
location construction and also the drilling operations. Contact
the Authorized Officer of the BLM for specific
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United States Department of the
BUREAU OF IAND MANAGEMENT

Utah State Office
P.O. Box 45155 JUL 2 8 1995

Salt Lake City, Utah 84165-0155

IN RM.Y RF.FR TO:

31oo DIV.OFOIL,GAS&MINING
SL-065914 et al rkL 2 5 WE(UT-923)

NGTICE

Inland Production Company : Oil and Gas Leases
475 Seventeenth St., Ste. 1500 : SL-065914 et al
Denver, Colorado 80202 :

Name Change fecognized

Acceptable evidence has been received in this office concerning the change of
name of Lomax Exploration Company to Inland Production Company on Federal oil
and gas leases.

The oil and gas lease files identified on the enclosed exhibit have been noted
as to the name change. We are notifying the Minerals Management Service and
all applicable Bureau of Land Management offices of the name change by a copy
of this notice. If additional documentation for changes of operator are
required by our Field Offices, you will be contacted by them.

For our purposes, the name change is recognized effective June 29, 1995
(Secretary of State's approval date) .

Due to the name change, the name of the principal/obligor on the bond is
required to be changed from Lomax Exploration Company to Inland Production
Company on Bond No. 4488944 (BIN Bond No. UTOO56) . You may accomplish this
name change either by consent of the surety on the original bond or by a rider
to the original bond. Otherwise, a replacement bond with the new name should
be furnished to this office. BIM Bond Nos. MTO771 and WYOS21 should also be
changed for the bonds held by Montana and Wyoming respectively.

/s/ ROBERTLOPEZ
Chief, Branch of Mineral

Leasing Adjudication

Enclosure
1-Exhibit (1 p)

cc: Hartford Accident & Indemnity Co.
Hartford Plaza
Hartford, CT 06115

bc: Moab District Office
Vernal District Office
Montana state Office
Wyoming State Office
Eastern States Office
MMS--Data Management Division, MS 3113, P.O. Box 5860, Denverr CO 80217
State of Utah, Attn: Lisha Cordova, Division of oil, Gas & Mining,

355 West North Temple, 3 Triad Center, suite 350, SIC, UT 84180
Teresa Thompson (UT-922)
Dianne wright
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EXHIBIT

SL-065914 U-36846 UTU-66185

SL-071572A U-38428 UTU-67170

U-02458 U-45431 UTU-68548

U-15855 U-47171 UTU-69060

U-16535 U-50376 UTU-69061

U-26026 U-62848 UTU-72103

U-34173 UTU-65965 UTU-72104

U-36442 UTU-66184
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FAX COVER SHEET

RESOURCESINC.
475 17th Street, Suite 1500

Denver, CO 80202
303-292-0900, Fax #303-296-4070

DATE: August 8, 1995

TO: Lisha Cordova

COMPANY: State of Utah - Division of Oil, Gas and Mining

FAX NUMBER: 801 359 3940

FROM: Chris A Potter

NUMBER OF PAGES: 1 (INCLUDINGCOVER SHEET):

RE: Transfer of Authority to Inject
Lomax Exploration Company to Inland Production Company

I hope the info I sent to you August 1st was acceptable regarding our name change and
your phone call to me lastweek.......

If there is anything missing or you need additionalinfo, please let me know. I am located
in our Denver
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ÛmarExplorationCompany
A ,audimy of inland ResenreesInc.

LOIHBX
July 13, 1995

Stateof UtahDepartmentof Natural Resources
Attention: Ms Becky Pritchet
355 W. North Temple
3 Triad Center, Suite 400
Salt Lake City,Utah 84180-1204

RE: Corporate Name Change

DearSiror Madame:

EEectiveJuly 1, 1995,LomaxExplorationCompanywill havetakenthe steps necessary
to changeits name to Inland Production Company. A Certificateissued by the Texas
Secretaryof Stateevidencing the name change isattached foryour files. Wehavealso
attached to this letter those Utah Stateleases (Exhibit "B") and wells (Exhibit"A")affected by this name change. We have attempted to provide a complete list from the
records we have. Theintentis to includeall leasesandwells thatLomax Exploration
Companyoperatesor has an interestin.

Riderschangingthe PrincipalfromLomaxExplorationCompanyto Inland Production
Company under NationwideOiland GasBond# 4488944 for Lomax Exploration
Company will be furnishedto the Stateof Utahin the verynearfuture.

Please amendyour records by substitutingInlandProductionCompanyin place of
Lomax ExplorationCompanyon the leasesand wells listedon the attachedexhibits. In
the futurewe will beginsubmitting notices and pennits for new operations afterJuly 1,
1995 in thename of TelnM Production Company.

Shoulda fee be required or should you needfurtherinformationor documentsrelatingto
ourname change please contact the undersignedat your convenienceat the following
number: (303) 292-0900 or CherylCameronat our Roosevelt,Utah office(801) 722-
5103.

Sinc 1 yours,

A Potter, CPL
ManagerofLand
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heŠtateof Erxas
tertfary of þtatt

JUNE 309 1995

MIKE PARSONS...GLAST,PHILLIPS E MURRAY
2200 CNG GALLERIA TWRe13355 NCEL RO.LB48
DALLAS sTX 75240-6657

INLAND PRODUCTION COMPANY
CHARTFR NUMßiß 00415304-00

IT HAS BEEN ûUR PLEASURE TO APPROVE ANO PLACG ON RECORD YOUR ARTICLESOF AMENOMENT. A COPY OF THE INSTRUMENT FILED 1N THIS OFFICE IS
ATToCHED FOR YOUR RECORDS.

TNIS LETTER WILL ACKNOWLEDGE PAYMENT OF THE FILING FEE.

IF ME CAN BE OF FURTHER SERVICE AT ANY TlAËv PLEASE LET US KNOW.

VERY TRULY YOURS,

/ Antonio 0. Garza, Jr., Secretaryof
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642Štafaof Sexas
jittrdaryof |State

CERTIFICATE OF ARENDMENT

FOR

INLAND PRODUCTION COMPANY

FORMERLY

L3MAX EXPLORATION COMPANY
CHAATER NUMBER 00415304

THE UNDEPSIGNGO, A$ SECRETARY OF 5TATS OF THE STATE OF TEXAS:

HEREßY CESTIFIb5 THAT THE ATTACHED ARTICLES Oc AMENDMENT FOR THE ABOVE

NAMED ENTITY HAVE SEEN RECEIVED IN THIS OFFICE AND ARE FOUND TO

CONFC M TO LAN.

ACCDDDINGLY THE UNDERSIGNED, AS SECRETARY OF STATE, AND BY VIRTUE

OF THE AUTHORITY VESTED IN THE SECRETARY SY LAw, HEREBY ISSUES THIS

CERTIFICATE OF AMENOMENT.

DATED JUNE 29, 1995

EFFECTIVE JUNE 24, 1995

Antonio O. Garza, Jr.. Secre of
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ARTICLESOF AMENDMENT in the if e of theTO THE SecretaryofState ofTexARTICLES OF INCORPORATION
op JUN29 1995LOMAXEXPLORATIONCOMPANY

Corporations se:Uw
Pursuant to the provisions of Part Pour of the Texas Business Corporation Act, the '

undersigned corporation adopts the following articles of amendment to its Articles of

Incorporation

1. Name. The nameof the corporationis LOMAXEXPLORATIONCOMPANY.

2. Statement ofAmendment. The amendmentaltersor changesArticle One of the
originalArticles of Incorporationto read in full as follows:

"ArticleOne. The nameof the corporation is INLANDPRODUCTION
. COMPANY."

3. Shareholders. The numberof sharesofthecorporationoutstm<bgat thetime·of
such adoption was 205,315, there being 107,546 Common Shares and 97,769 Non-voting
PreferredShares; and the numberof sharesentitled to vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporation are entitled to vote on the amendment. The shareholdersadopted the foregoing
amendmentby un nanus writtenconsentdated June 23, 1995, pursuant to the provisions of
Article9.10 of the TexasEusinessCorporationAct and,therefore,no noticewasrequiredto be
deliveredunder saidArticle9.10.

5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signedby all Directors.'

6. Future Effective Date. This amendment will becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

KyleR. , President
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Daision of Gil, Gas and Mining
OPERATORCHANGEHORKSHEET "°" "/ .(GI

Attach all documentation received by the division regarding this change. 2-L 8-SJ
Initial each listed item when completed. Write N/A if item is not applicable. 1 -FI

4-

RE Change of Operator (well sold) O Designation of Agent 5-Anr
O Designation of Operator O Operator Name Change Only 6-LWP

(MERGER)
The operator of the well(s) listed below has changed (EFFECTIVE DATE: 6-29-95

)

TO (new operator) INLAND PRODUCTION COMPANY FROM (former operator) LOMAX EXPLORATION COMPANY
(address) PO BOX 1446 (address) Po Box 1446

ROOSEVELT UT 84066 ROOSEVELT UT 84066
KKBBIE J_ONES KEBBIE JONES
phone ( 801 ) 722-5103 phone ( 801) 722-5103
account no. N 5160 account no. N 0580

Hell(s) (attach additional page if needed):

Name:**SEE ATTACHED** API: Entity: Sec___Twp _Rng__ Lease Type:
Name: API: Entity: Sec_ _Twp_ Rng___ Lease Type:
Name: API: Entity: Sec___Twp_ Rng

__
Lease Type:

Name: API: Entity: Sec__ Twp_ Rng___ Lease Type:
Name: API: Entity: Sec__ Twp__ Rng___ Lease Type:
Name: API: Entity: Sec___Twp__ Rng___ Lease Type:
Name: API: Entity: Sec _Twp__ Rng _ Lease Type:

OP RATOR CHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).( //DM6

PÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator

3. The

Dehpa tmthn oforCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (ye§f If
yes, show company file n.umber: .(ggr¶ )

C4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

L5. Changes have been entered in the Øil and Gas Information System (Hang/IBM) for each well
listed above. (73/-f5)

06. Cardex file has been updated for each well listed above.df-/b- ¶p
7. Hell file labels have.been updated for each well listed above.gi.

_g
.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (¶¶L¶Ñ)

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER
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OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes no (If entity assignments were changed, attach c Dies of
Form 6, Entity Action Form).

2. State Lands and the Tax Commission have been notified through normal proced res of
entity changes.

BONDVERIFICATION (

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) _ _.

Today's date 19 ___. If yes, division response was made by letter
dated 19 __.

.INRuEReESR60HNERNOTFhe TIrOmNerRESPONaSIBILIe

see of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. C pf d um n h bben sent to State Lands for changes involving State leases.

FILMING

1. All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
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Today's date 19 ___. If yes, division response was made by letter
dated 19 __.

.INRuEReESR60HNERNOTFhe TIrOmNerRESPONaSIBILIe

see of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. C pf d um n h bben sent to State Lands for changes involving State leases.

FILMING

1. All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS



"MONUMENT BUTTE 16-34 43-013-31436 SEC. 34, T. 8S, R. 16E DRL Ul6535
''ÉOUNDARY FEDERAL 14-21 43-013-31441 SEC. 21, T. 8S, R. 17E DRL U50376
JGILSONITE STATE 10-32 43-013-31485 SEC. 32, T. 8S, R. 17E DRL ML22061
/ÚILSONITE STATE 8-32 43-013-31498 SEC. 32, T. 8S, R. 17E DRL ML22061
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MONUMENT BUTTE 16-26 43-013-31517 SEC. 26, T. 8S, R. 16E DRL U67170
/ÍRAVIS FEDERAL 8-33 43-013-31503 SEC. 33, T. 8S, R. 16E DRL U34173

P IETTE DRAW FED 10-23 43-047-32672 SEC. 23, T. 8S, R. 17E DRL U45431
PARIETTE DRAW FED 8-23 43-047-32676 SEC. 23, T. 8S, R. 17E DRL UA5431

ARIETTE DRAW FED 7-23 43-047-32673 SEC. 23, T. 8S, R. 17E DRL U45431
SUNDANCE STATE 5-32 43-047-32685 SEC. 32, T. 8S, R. 18E DRL ML22058

cdBONUMENT BUTTE ST 14-36 43-013-31508 SEC. 36, T. 8S, R. 16E DRL ML22061
c/'ASHLEY FEDERAL 10-23 43-013-31519 SEC. 23, T. 9S, R. 15E DRL U66185
enk0NUMENT FEDERAL lA-35 43-013-31514 SEC. 35, T. 8S, R. 16E DRL Ul6535

K CORRAL FEDERAL 1-30 43-047-32686 SEC. 30, T. 9S, R. 18E DRL Ul9267
PLEASANT VALLEY 4-22 43-013-31522 SEC. 22, T. 93, R. 17E DRL Ul3905

ODY FEDERAL 2-35 43-013-31525 SEC. 35, T. 8S, R. 15E DRL UTU67168
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PLEASANT VALLEY 4-22 43-013-31522 SEC. 22, T. 93, R. 17E DRL Ul3905
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I i M. Gas Ano slume ortius Exploration Company 0PEBAW AccT. a 05160

ENTITY AC110N FORH- roan 6 AcoaEss
2.0. Box 1446

Roosevelt, UT 84066

ACi10N (DitilEll1 ffEtt APE talt0Eli WELL taitE
SPt;D EffECTIVE

CDDE trill tY 910. EttlITY ND. 90 SC TP RG COuttiy DAff BATE

A 99999 /¾ 43-013-31545 Mon. 3utte Federal #4-1 NWNW 1 9S 16E chesne 9/8/95 9/8/95

Ett I tiitiMEills:
x--I

lf)
o

A 99999 /8 43-013-31522 5. Pleasant Valley Fed #4-22 NNNW 22 95 17E Duchesne 9/11/95 9/11/95

WELL 2 Coltlfil!$:

A 99999 43-013-31517 Kon. Eutte Federal #16-26 ESE 26 83 6E Duchesne 9/5/95 9/5/95

taELL 3 fildMillf $:

LT)
I

N UELL 4 CunkKIUS:

I

..J
DJ

WELL 5 Ukiltilli:

AClioN CODE$(See instructions ca hacli of fora}
A - fatablisli new entity for new weU (single well only)

Ch€ryl Camet

- 0 - Add new well to existing entity (group or unit well)
Signature

( - Re-assign well from one existing entity to another existing entity

D - ke-assip well from one existing entity to a new entity
Secretary 9/13/95

E - uther (explain in <oenents section)
Titta Oate

801 722-5103

a. tiofE: use (OtelENl section to explain why each Action Code was selected. Ptione No. ( )

(
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Form 3f60-5 UNITED STATES
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bureau No. 1004-0135

Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. I.ease Designanon and Senal No.
U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PEAMIT--" for such proposals

SUBMIT IN TRIPLICA TE
7. It umtor cA, Agreement Designation

1 Type of Well

OW
H

Gasu
O her

8. Wen Name and No.

2 same of operator
Mon. Butte Federal 16-26

Inland Production Company
9. API Wen No.

3 Address and Telephone No

43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool. or Exploratory Area

-t Locanon of Well (Footage, Sec., T.. R.. M., or Survey Description)
Monument Butte

SE/SE 507' FSL & 666' FWL
11. couaryor Pansa, state

Sec. 26, T8S, R16E

Duchesne Cty, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Notice of Intent
Abandonment

Change of Plans

O acco.pietion O New Constniction

Subsequent Repon
Plugging Back

Non-Routine Fracturing

O cassa,a.pat, O water saut-oss

O Final Abandonment Notice Altering Casing
Conversion to Injection

O Other Weekly Status Dispose water
tNote: Reportresultsof multipiccompictionon Well

Compicuon or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work, If well is directionally drilled,

give subsurface locations and measured and true venical depths for all markers and zones pertinent to this work.;*

Drilled 310' of 12½;" hole w/ Leon Ross Rathole Rig. Spud @ 10:00 AM 9/5/95.

RIH w/ 312' of 8 5/8" csg. Cmt w/ 170 sx premium cmt.

W/O Rotary Rig

SEP 18 1995

14.Ihereby bM
I$¾¾itleSecretary/Drilling & Completion Date 9/Î5$96

(This space for Federal or State office use)

Approved by Tide
Date

Conditions of approval, if any:

Tide 18U.S.C. Section1001,makesit a enme for anypetton knowingly and wdifully to make to any department or agency of the United States any false, fictitious or fraudulent statemems

or represenmions as to any matter withm its jurisdiction.
*See Instruction on Reverse

Form 3f60-5 UNITED STATES
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bureau No. 1004-0135

Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. I.ease Designanon and Senal No.
U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PEAMIT--" for such proposals

SUBMIT IN TRIPLICA TE
7. It umtor cA, Agreement Designation

1 Type of Well

OW
H

Gasu
O her

8. Wen Name and No.

2 same of operator
Mon. Butte Federal 16-26

Inland Production Company
9. API Wen No.

3 Address and Telephone No

43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool. or Exploratory Area

-t Locanon of Well (Footage, Sec., T.. R.. M., or Survey Description)
Monument Butte

SE/SE 507' FSL & 666' FWL
11. couaryor Pansa, state

Sec. 26, T8S, R16E

Duchesne Cty, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Notice of Intent
Abandonment

Change of Plans

O acco.pietion O New Constniction

Subsequent Repon
Plugging Back

Non-Routine Fracturing

O cassa,a.pat, O water saut-oss

O Final Abandonment Notice Altering Casing
Conversion to Injection

O Other Weekly Status Dispose water
tNote: Reportresultsof multipiccompictionon Well

Compicuon or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work, If well is directionally drilled,

give subsurface locations and measured and true venical depths for all markers and zones pertinent to this work.;*

Drilled 310' of 12½;" hole w/ Leon Ross Rathole Rig. Spud @ 10:00 AM 9/5/95.

RIH w/ 312' of 8 5/8" csg. Cmt w/ 170 sx premium cmt.

W/O Rotary Rig

SEP 18 1995

14.Ihereby bM
I$¾¾itleSecretary/Drilling & Completion Date 9/Î5$96

(This space for Federal or State office use)

Approved by Tide
Date

Conditions of approval, if any:

Tide 18U.S.C. Section1001,makesit a enme for anypetton knowingly and wdifully to make to any department or agency of the United States any false, fictitious or fraudulent statemems

or represenmions as to any matter withm its jurisdiction.
*See Instruction on Reverse

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



Form 3160-5 UNITED STATES
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
No

BUREAU OF LAND MANAGEMENT 5. D:ase Designanon and Senal No.

U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Anonce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PEAMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA. Agreement Designanon

1 Type of Well
OW

Il
GWasH

Other

8. Well Name and No.

2 Name of Operator
Mon. Butte Fed. 16-26

Inland Production Company
9. API Wen No.

3 Address and Telephone No

~Û13"$1 17

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec.. T.. R.. M., or Survey Description)
Monument Butte

SE/SE 507' PSL & 666' FK
11. countyor vansa.state

Sec. 26, T88, R16E
Duchesne County, UT

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Notice of Intent *
Abandonment

Change of Plus

O acco.pierio. O New Construchon

O Subsequent Repon
Plugging Back

Non-Routine Fracturing

O casi.,aesair O wa er ss...o«

O Final Abandonment Notice
Altering Casing

Conversion to Ingion

i Other Neekly Status Report oisposewater
(Note: Reponresultsof mulupiccompicuonon Well

Complehon or Recompletton Report and Log form.)

13 Describe Proposed or Completed Operations ¿Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If weil is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

NEEKLY STATYS REPORT FOR WEEKOF 9/18/95 - 9/25/95

Drilled 7 7/8" hole from 310' - 6175' w/ Kenting Apollo, Rig #56.

Run 6175' of 5½" J-55 cag. Cement w/ 290 sx Hilift + Add, 375 sx

Thrixotropic. Set slips. Cut off csg.

N/O Completion Rig.

L
DN O

14. I hereby certify that the foregoing is tiye and correct

(This space for Federal or State office use;

Approved by
Title

Date

Condicions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wÑÑlyto make to anydepartmentor agencyof the UnitedStatesany false, fictitious or fraudulent statemene

or representations as to any matter within its jurisdiciion.
*See Instruction on Reverse

Form 3160-5 UNITED STATES
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
No

BUREAU OF LAND MANAGEMENT 5. D:ase Designanon and Senal No.

U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Anonce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PEAMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA. Agreement Designanon

1 Type of Well
OW

Il
GWasH

Other

8. Well Name and No.

2 Name of Operator
Mon. Butte Fed. 16-26

Inland Production Company
9. API Wen No.

3 Address and Telephone No

~Û13"$1 17

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec.. T.. R.. M., or Survey Description)
Monument Butte

SE/SE 507' PSL & 666' FK
11. countyor vansa.state

Sec. 26, T88, R16E
Duchesne County, UT

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Notice of Intent *
Abandonment

Change of Plus

O acco.pierio. O New Construchon

O Subsequent Repon
Plugging Back

Non-Routine Fracturing

O casi.,aesair O wa er ss...o«

O Final Abandonment Notice
Altering Casing

Conversion to Ingion

i Other Neekly Status Report oisposewater
(Note: Reponresultsof mulupiccompicuonon Well

Complehon or Recompletton Report and Log form.)

13 Describe Proposed or Completed Operations ¿Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If weil is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

NEEKLY STATYS REPORT FOR WEEKOF 9/18/95 - 9/25/95

Drilled 7 7/8" hole from 310' - 6175' w/ Kenting Apollo, Rig #56.

Run 6175' of 5½" J-55 cag. Cement w/ 290 sx Hilift + Add, 375 sx

Thrixotropic. Set slips. Cut off csg.

N/O Completion Rig.

L
DN O

14. I hereby certify that the foregoing is tiye and correct

(This space for Federal or State office use;

Approved by
Title

Date

Condicions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wÑÑlyto make to anydepartmentor agencyof the UnitedStatesany false, fictitious or fraudulent statemene

or representations as to any matter within its jurisdiciion.
*See Instruction on Reverse

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



rm ITED STATES Buonet Bureau No D 135
(June 990) DEPARTMENT OF THE INTERIO Exvires: March 3L

U-6¶l70
SUNDRY NOTICES AND REPORTS ON1\¾4§FOIL, GAS&MiNAtyindian,Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or inomtyn
ud¾uruneeuvonai-

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPL/CA TE
7. If unitor cA. Agreement oesignanon

I. Type of Well

°"a O GWa
H Mer

8. Well Name and No.

2. Name of Operator
¯

Mon Butte Fed. #16-26

Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of well (Footage. Sec., T.. R.. M., or Survey Description) Monument Butte

SE/SE 507' FSL & 666' FwL 11. countyor Parish, State

Sec. 26, T8S, R16E
Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plus

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturmg

Cäng Repair Water Shut-Off

Final Abandonment Notice M ering Cmng Conversion to Injecnon

other Weekly Status oisposewater
(Note: Reportresultsof multiplecompicuonen Well

Completion or Recompleton Recort ana I.og forma

13. Describe Proposed or Compieted Operations (Clearly state all pertinent details, and give pertment dates, mcluding estimated date of starting any proposed work. If well is directionally artilea,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 10/17/95 - 10/19/95:

10/17/95: Perf B-2 sd 5373'-5386' Frac as Follows:
Pad 5,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-8 PPG 20/40 sd w/ 9,000 gal gel
Pump 3,258 gal w/ 8 PPG 20/40 sd
Flush w/ 5,436 gals - Total fluid 26,694 gal gel - Total sd 90,700# 20/40

10/19/95: Perf C sd 5173'-78', 5182'-87', 5192'-98' Frac as Follows:
Pad 6,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-6 PPG 20/40 sd w/ 8,000 gal gel
Ramp 6-8 PPG 20/40 sd w/ 4,045 gal gel
Flush w/ 5,087 gal gel - Total fluid 27,132 gal gel - Total sd 80,600# 20/40

14. I hereby cecrt fyethat the foregomg i rg and orrec

100 wy Secretary Drilling & Completion oat, 11/3/95

(This space for Federal or State office use)

Approved by Title Date
Conaitions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a cnme for any person knowmgly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any m.atter withm its tunsdiction.

*See Instruction on Reverse

rm ITED STATES Buonet Bureau No D 135
(June 990) DEPARTMENT OF THE INTERIO Exvires: March 3L

U-6¶l70
SUNDRY NOTICES AND REPORTS ON1\¾4§FOIL, GAS&MiNAtyindian,Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or inomtyn
ud¾uruneeuvonai-

Use "APPLICATION FOR PERMIT-" for such proposals
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H Mer
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¯
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SE/SE 507' FSL & 666' FwL 11. countyor Parish, State
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Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
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other Weekly Status oisposewater
(Note: Reportresultsof multiplecompicuonen Well

Completion or Recompleton Recort ana I.og forma

13. Describe Proposed or Compieted Operations (Clearly state all pertinent details, and give pertment dates, mcluding estimated date of starting any proposed work. If well is directionally artilea,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 10/17/95 - 10/19/95:

10/17/95: Perf B-2 sd 5373'-5386' Frac as Follows:
Pad 5,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-8 PPG 20/40 sd w/ 9,000 gal gel
Pump 3,258 gal w/ 8 PPG 20/40 sd
Flush w/ 5,436 gals - Total fluid 26,694 gal gel - Total sd 90,700# 20/40

10/19/95: Perf C sd 5173'-78', 5182'-87', 5192'-98' Frac as Follows:
Pad 6,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-6 PPG 20/40 sd w/ 8,000 gal gel
Ramp 6-8 PPG 20/40 sd w/ 4,045 gal gel
Flush w/ 5,087 gal gel - Total fluid 27,132 gal gel - Total sd 80,600# 20/40

14. I hereby cecrt fyethat the foregomg i rg and orrec

100 wy Secretary Drilling & Completion oat, 11/3/95

(This space for Federal or State office use)

Approved by Title Date
Conaitions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a cnme for any person knowmgly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any m.atter withm its tunsdiction.

*See Instruction on Reverse



June 201 ,EPARTMENT OF THE INTERI Exmres: March °'

uL REAU UF LAND MANAGEME 995 se Designauon ano Senal No.

SUNDRY NOTICES AND REPORTS O 4 WE 6. I di . A lottee or Tribe Name

Do not use his form for proposals to drill or to deepen or regg r ggg G
Use "APPLICATION FOR PERMIT--" for suc -- -

SUBMIT IN TRIPLICA TE
7. It unitor cA, Agreement oesignation

1. Type of Well

11
Gaell

Other
8. Well Name and No.

2. Name of Operator Mon Butte Fed. #16-26
Inland Production Company 9. API Well No.

3 Address and Telephone No
43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4 Locanon of Weil (Footage. Sec., T., R., M.. or Survey Descripium, Monument Butte
SE/SE 507' FSL & 666' FK li. countyor Pansh, State

sec. 26, T8s,R16E Duchesne County, UT

CHECK APPROPRIATE BOX(s) TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.co. .. O New Construction

Subsequent Recon Plugging Back Non-Routme Fractunng

O Casmg Repaa Water Shut-Off

Final Abanaonment Notice Al CW$kly Status
conversionto injecuon

Other Dispose Water
(Note: Reportresultsof muitipiccompienonon Well
Completton or Recometetten Reoort and Lag forma

13 Descnoe Proposed or Completed Operations (Clearly state all pertinent details. and give pertinent dates, including estimated date of startmg any proposed work. If weil is direcnonally dnlled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)•

WEEKLY STATUS REPORT FOR WEEKOF 10/21/95 - 10/27/95:

10/21/95: Perf D-1 sd 5034'-5043' Frac as Follows:
Pumped 4,000 gal gel
Ramp 2-4 PPG 16/30 sd w/ 3,000 gal gel
Ramp 4-6 PPG 16/30 sd w/ 7,000 gal gel
Ramp 6-8 PPG 16/30 sd w/ 3,257 gal gel
Flush w/ 4,909 gal gel - Total fluid 22,166 gal gel - Total sd 59,800# 16/30

10/27/95: RIH w/ Trico 1½n THD pump, 4 wt rods, 4 - 3/4" scrapered, 105 - 3/4" slick,
99 - 3/4n scrapered rods. Space out w/ 1 - 8' X 3/4" pony rod. PU polished
rod. Seat pump.

ON PRODUCTION @5:00 PM 10/28/95

14 I hereby certify that the foregomg is and correc

Signed Phong] Ommgr Thle Secretary DRilling & Completion oare 11/3/95

(This space for Feaeral or State office use)

Approved by . Title Date
Conaitions of approval, if any:

itle 18 U.S.C Section 1001. nakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. Sctitious or fraudulent statements
r reeresentanons as to anv m.atter within as turisaicuon.

'See Instruction on Reverse

June 201 ,EPARTMENT OF THE INTERI Exmres: March °'

uL REAU UF LAND MANAGEME 995 se Designauon ano Senal No.

SUNDRY NOTICES AND REPORTS O 4 WE 6. I di . A lottee or Tribe Name

Do not use his form for proposals to drill or to deepen or regg r ggg G
Use "APPLICATION FOR PERMIT--" for suc -- -

SUBMIT IN TRIPLICA TE
7. It unitor cA, Agreement oesignation

1. Type of Well

11
Gaell

Other
8. Well Name and No.

2. Name of Operator Mon Butte Fed. #16-26
Inland Production Company 9. API Well No.

3 Address and Telephone No
43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4 Locanon of Weil (Footage. Sec., T., R., M.. or Survey Descripium, Monument Butte
SE/SE 507' FSL & 666' FK li. countyor Pansh, State

sec. 26, T8s,R16E Duchesne County, UT

CHECK APPROPRIATE BOX(s) TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.co. .. O New Construction

Subsequent Recon Plugging Back Non-Routme Fractunng

O Casmg Repaa Water Shut-Off

Final Abanaonment Notice Al CW$kly Status
conversionto injecuon

Other Dispose Water
(Note: Reportresultsof muitipiccompienonon Well
Completton or Recometetten Reoort and Lag forma

13 Descnoe Proposed or Completed Operations (Clearly state all pertinent details. and give pertinent dates, including estimated date of startmg any proposed work. If weil is direcnonally dnlled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)•

WEEKLY STATUS REPORT FOR WEEKOF 10/21/95 - 10/27/95:

10/21/95: Perf D-1 sd 5034'-5043' Frac as Follows:
Pumped 4,000 gal gel
Ramp 2-4 PPG 16/30 sd w/ 3,000 gal gel
Ramp 4-6 PPG 16/30 sd w/ 7,000 gal gel
Ramp 6-8 PPG 16/30 sd w/ 3,257 gal gel
Flush w/ 4,909 gal gel - Total fluid 22,166 gal gel - Total sd 59,800# 16/30

10/27/95: RIH w/ Trico 1½n THD pump, 4 wt rods, 4 - 3/4" scrapered, 105 - 3/4" slick,
99 - 3/4n scrapered rods. Space out w/ 1 - 8' X 3/4" pony rod. PU polished
rod. Seat pump.

ON PRODUCTION @5:00 PM 10/28/95

14 I hereby certify that the foregomg is and correc

Signed Phong] Ommgr Thle Secretary DRilling & Completion oare 11/3/95

(This space for Feaeral or State office use)

Approved by . Title Date
Conaitions of approval, if any:

itle 18 U.S.C Section 1001. nakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. Sctitious or fraudulent statements
r reeresentanons as to anv m.atter within as turisaicuon.

'See Instruction on Reverse



r RESOURCES INC.

December 4, 1995

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
7hree Triad Center Suite 350 DEC- I m
Salt Lake City Utah 8418 1203

DIVOFOll, GAS&MINING

ATTENTION: Mike Hebertson

RE: Monument Butte Federal #4-1 Monument Butte Federal #5-1
NW/NW Sec. 1, TPS, R16E SW/NW Sec. 1, T9S, R16E

Monument Butte Federal #16-26 Patiette Draw Federal #7-23
SE/SESec. 26, T8S, R16E SWINESec. 23, T8S, R17E
43 cis a/gly o

Dear Mike,

Enclosed are the CBL, CNL, and the DIL, for the MBF #4-1, 5-1, and the 16-26.
lncluded are the CNL, and the DLLfor the PDF #7-23.

Please do not hesitate to call me if you need additional information, or have
any questions, (801) 722-5103.

Secretary, Drilling & Completion

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX

r RESOURCES INC.

December 4, 1995

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
7hree Triad Center Suite 350 DEC- I m
Salt Lake City Utah 8418 1203

DIVOFOll, GAS&MINING

ATTENTION: Mike Hebertson

RE: Monument Butte Federal #4-1 Monument Butte Federal #5-1
NW/NW Sec. 1, TPS, R16E SW/NW Sec. 1, T9S, R16E

Monument Butte Federal #16-26 Patiette Draw Federal #7-23
SE/SESec. 26, T8S, R16E SWINESec. 23, T8S, R17E
43 cis a/gly o

Dear Mike,

Enclosed are the CBL, CNL, and the DIL, for the MBF #4-1, 5-1, and the 16-26.
lncluded are the CNL, and the DLLfor the PDF #7-23.

Please do not hesitate to call me if you need additional information, or have
any questions, (801) 722-5103.

Secretary, Drilling & Completion

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



Form 3160 Form approvea.
(N ern r UNÍ .D STATE5 sygglT IN DUP IC E

pdirees Aur uNo. 1109C-0137

DEPARTMENT OF THE IgTERIOR v.sse assa.x,,,os ao s.ars so.

BUREAU OF LAND MANAGEM g \ § U-67170
V INDIAN. ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORTAND .LOG
la. TYPE OF WELL:

T
- IT EEMENT NAME

b. TYPE OF COMPLET10N: L-"

2. NAME OF OPERATOR Mon. Butte Federal
Inland Production Company 9. WELL NO.

3. ADDRESS OF OPERATOR #16-26
P.O. Box 1446 Roosevelt, UT 84066 io. FIELD AND POOL, 08 WILDCAT

4. LOCATION OF WP:LL tReport location clearly and in accordance teith any ßtate requirements)* Monument Butte
At surface SE/SE 11. see . T.. a...st.. on neoca xxo svavev

At top prod. interval reported below 507' FSL & 666' FNL sg
At total depth Sec. 26, T83, R16E

14. PERNIIT No. DATE isstED 12. coCNTY on 13. sTATE

43-013-31517 | 4/20/95 Du h sne : UT
ÎÕ. DATE SPI'DDED 16. DATE T.D. REACHED lÎ. DATE COMPL. (Ready to prott.) 18. ELEVATIONU IDF. RKB, RT, GR, ETC.)e 19. ELEV. CASINGHEAD

9/5/95 9/25/95 10/28/95 | 5473.9' GR
20. T&rAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF Ñt I I P O 23. INTERiAIS ROTARY TOOLS CABLE TOOLS

HOW NIANTe DRILLED BY6175' 6123' - ) Rotary \
24. PRODUCING INTERVAI.(S). OF THls COMPLETION-TOP, BOTTOM, NAME IMD AND TVD)* 25. WAS DIRECTIONAL

5378'-86', 5173'-78', 5182'-87'; 5192'-98, Green River SURVEY MADE

5034'-43' No
26. TTPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

a----" / '-~'

NCBL, DLL,CNL >?-7
28. CASING RECORD (Report all atrings set in well)

CASING SIZE WEIGHT. LB./FT. DEPTH SET (MD) HOI.E SIZE CEMENTING RECORD A&fOUNT PULLED

8 5/8 24# 310' 12 1/8 19n 97 Pmsn + nG =·r/ 21 gol M rel y /s
flocele 50 ax PT•em + An Nant

5 1/2 is se 4178 53' 7 7/8 90 ax Lead. 175 av Thivo RL1A$ CaC1 -

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD tInterrai, asze and nutnber) ag. ACID, SHOT, FRACTURE. CEMENT SQUEEZE. ETC.
B-2 Sd 5373'-867 PTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

C Sd 5173'-78, 5182'-87, 5192'-98' *See BackD-1 Sd 5034'-43'

i I
33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, grijzig-size and type of pump) WELL STATes (Producirsp or

shut-in)
10/28/95 Pumping - THD Trico Pump ProducingDATE OF TEST HOURS TESTED CHOKE SIEE PROD'N. FOR DIL-BBL. CAS-MCF. WATER--BBL. GAS-OlL RATIO

TEST PERIOD
11/14/95 24 N/A 93 - 100 _ i 5 1 1FLOW. TURING PRESS, CASING PRESSURE CALCCLATED OIL--BBL. GAS--MCF. WATER--HBL. OIL GRAVITT-API (CORB.)24-HOUR RATE

34. DISPOSITION OF GAs (Sold, used for fuel, vented, etc.) TEST WITNESSED BT

Sold & Used for fuel
35. LIST OF ATTACHMENTS

Logs in Item #26 (Mailed on 12/4/95)
36. I hereby certifydtaat en.h rego at d n mation la com te an Ocorrec as d e mined from all available rEecords

*(See Instructionsand Spaces fer Additional Data on Reverse

Form 3160 Form approvea.
(N ern r UNÍ .D STATE5 sygglT IN DUP IC E

pdirees Aur uNo. 1109C-0137

DEPARTMENT OF THE IgTERIOR v.sse assa.x,,,os ao s.ars so.

BUREAU OF LAND MANAGEM g \ § U-67170
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a----" / '-~'
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28. CASING RECORD (Report all atrings set in well)

CASING SIZE WEIGHT. LB./FT. DEPTH SET (MD) HOI.E SIZE CEMENTING RECORD A&fOUNT PULLED
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flocele 50 ax PT•em + An Nant

5 1/2 is se 4178 53' 7 7/8 90 ax Lead. 175 av Thivo RL1A$ CaC1 -

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD tInterrai, asze and nutnber) ag. ACID, SHOT, FRACTURE. CEMENT SQUEEZE. ETC.
B-2 Sd 5373'-867 PTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

C Sd 5173'-78, 5182'-87, 5192'-98' *See BackD-1 Sd 5034'-43'
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33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, grijzig-size and type of pump) WELL STATes (Producirsp or

shut-in)
10/28/95 Pumping - THD Trico Pump ProducingDATE OF TEST HOURS TESTED CHOKE SIEE PROD'N. FOR DIL-BBL. CAS-MCF. WATER--BBL. GAS-OlL RATIO

TEST PERIOD
11/14/95 24 N/A 93 - 100 _ i 5 1 1FLOW. TURING PRESS, CASING PRESSURE CALCCLATED OIL--BBL. GAS--MCF. WATER--HBL. OIL GRAVITT-API (CORB.)24-HOUR RATE

34. DISPOSITION OF GAs (Sold, used for fuel, vented, etc.) TEST WITNESSED BT

Sold & Used for fuel
35. LIST OF ATTACHMENTS

Logs in Item #26 (Mailed on 12/4/95)
36. I hereby certifydtaat en.h rego at d n mation la com te an Ocorrec as d e mined from all available rEecords

*(See Instructionsand Spaces fer Additional Data on Reverse

OGMUSER
Note
Well is located at507’ FSL 666’ FEL (SESE)per plat and per Newfield Production Company, 3/24/2010.



37. SUMMARY OF POROUS 2'ONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. Ti P

Garden Gulch 4320' #32
NAME

MEAS. DEPTH VERT.RDUEEPTH

Point 3 4582'
X Mkr 4840' Perf B-2 Sd 5373'-5386'
Y Mkr 4873' Ffac w/ 90,700# 20/40 sd w/ 26,694 gal gel
Douglas Ck 4995'
BiCarbonate 5248' Perf C Sd 5173'-78', 5182'-87, 5192'-98'
B Limestone 5373' Frac w/ 80,600# 20/40 sd w/ 27,132 gal gel
Castle Peak 5884'

Perf D-1 Sd 5034'-43'
Frac w/ 59,800# 16/30 sd w/ 22,166 gal
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FORM 3160-5 UNITED STATES FORMAPPROVED
(June 1990) DEPA MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Izase Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-67170
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. IfIndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

Oil Gas 8. Well Name and No.X
Well Well Other MONUMENT BUTTE FEDERAL 16-26

9. API Well No.
2. Name of Operator 43-013-31517

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0507 FSL 0666 FWL SE/SE Section 26, TOSS R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-RoutineFracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of staning any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT13 1998

DIV.0F01L,GAS&WIINING

14. I her by certify tha o

yt cy((Title Manager, Regulatory Compliance Date 10/8/98

(This space for Federal or State office use)

Approved by Title Date
Conditionsof approval, if any:

CC: UTAHDOGM
Title 18 U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious
or fradulent statements or representationsas to any matter within its
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Inland Production Company
Site Facility Diagram

Monument Butte 16-26

SE/SE Sec. 26, TSS, 16E

Duchesne County

Sept. 17, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1, and 3 sealed closed

Production Tank 2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 2, 3, and 4 sealed closed

2) Valves 1 open

Production Tank Draining Phase:

1) Valve 3 open

Water Tank Diked Section

Legend

Emulsion Line -

L . -.

-----

Treater - ·-· - Gas Sales Meter Load Line ¯¯¯¯¯¯¯¯~¯¯

Water Line - -·- - - -·

Oil Line

Gas Sales -··-··-··-·-·

Well
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CorporationsSection gEo Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as describedbelow:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004,

Secretary of State

Comevisit us ontheinternetathttp://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection gEo Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as describedbelow:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004,

Secretary of State

Comevisit us ontheinternetathttp://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT ofthe
TO THE Secretary ofState ofTexas

ARTICLESOF INCORPORATION
OF SW02 EA

INLAND PRODUCTION COMPAN'r' CorpotationsSection

Pursuant_to the provisions of Article 4.04 of the TexasBusinessCorporation Act (the

"TBCA"), the undersigned corporation adopts the following articles of amendment to the articles

of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - AmendedName

The following amendment to the Articles of Incorporation was approved by the Board of

Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entimty as follows:

"ARTI.CLE ONE - The name of the corporation is NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
. upon filing.

The holder of all of the shares outstanding and entitled to voteon said amendment has
signed a consent in writing pursuantto Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigne_d corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT ofthe
TO THE Secretary ofState ofTexas

ARTICLESOF INCORPORATION
OF SW02 EA
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the name of the corporation so that, as amended, Article One shall read in its entimty as follows:

"ARTI.CLE ONE - The name of the corporation is NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
. upon filing.

The holder of all of the shares outstanding and entitled to voteon said amendment has
signed a consent in writing pursuantto Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigne_d corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
. Tage pyggg•

Utah State Office INgERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie

United States Department of the Interior
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UTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477)£
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560>(
018073 38429 66185 74805 78022 79485)(
019222 38431 66191 74806 79013 79641)£
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307)E
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004

FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630

Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS

WALKER/SAND PASS 14-21R-4-l(REEN' 21 040S Ol0W 4301331069 14300 Fee NA P K

CODY FEDERAL 2-35 (REENTRY) 35 080S 150E 4301331525 11794 Federal OW P

MONUMENT BUTTE FED 14-25 25 080S 160E 4301331531 11805 Federal OW P

MONUMENT BUTTE FED 12-25 25 080S 160E 4301331554 11840 Federal OW P

MONUMENT BUTTE FED 10-25 25 080S 160E 4301331562 11874 Federal OW P

MONUMENT BUTTE FED 16-26 26 080S 160E 4301331517 11814 Federal OW P

MONUMENT BUTTE ST 14-36 36 080S 160E 4301331508 11774 State OW P

MONUMENT BUTTE ST 10-36 36 080S 160E 4301331551 11822 State OW P

MONUMENT BUTTE ST 2-36 36 080S 160E 4301331556 11855 State OW P

ASHLEY FEDERAL 10-23 23 090S 150E 4301331519 11775 Federal OW P

FEDERAL 41-10Y 10 090S 160E 4301331478 11764 Federal NA PA

FEDERAL 21-13Y 13 090S 160E 4301331400 11510 Federal OW P

NOVA 31-20 G NGC FEDERAL 20 090S 160E 4301331071 10185 Federal OW S

FEDERAL 41-21Y 21 090S 160E 4301331392 11505 Federal OW S

FEDERAL 21-25Y 25 090S 160E 4301331394 11530 Federal OW S

ALLEN FEDERAL 31-6G 06 090S 170E 4301331442 11642 Federal GW S

FEDERAL 41-18 18 090S 170E 4301331399 11536 Federal NA PA

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield 2 FORM_48.xis 4/19/2005

Division of Oil, Gas and Mining
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-l0) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_2_FORM 4B.xis 4/19/2005

6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-l0) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_2_FORM 4B.xis 4/19/2005



NEWFlELD PRODUCTION COMPANY ENTITY ACTION FORM FORM 6
RT. 3 BOX 3630 DEPARTMENT OF NATURAL RESOURCES

MYTON, UT 84052 DIVISION OF OIL, GASAND MINING OPERATOR ACCT NO: N2695

ACTIN CRRNT NEW API NUMBER WELL QQ SEC TWN RNG REASON EFFECTIVE
CODE ENTITY ENTITY

D 14648 15150 4301332359 FEDERAL 9-24-8-16 NENSE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 99998 15150 4301331633 MONUMENT BUTTE FED NE 11-24 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 12293 15150 4301331990 MBFNE 11-24-8-16 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 14611 15150 4301332366 FEDERAL 10-24-8-16 NWSE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 12244 15150 4301331923 MBFNE 12-24 NWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11907 15150 4301331629 MONUMENT BUTTE FED NE 16-24 SESE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11930 15150 4301331630 MONUMENT BUTTE FED 14-24 SESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11912 15150 4301331628 MON BUTTE FED NE 15-24 SWSE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11984 15150 4301331653 MON BUTTE FED NE 13-24 SWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11884 15150 4301331608 MON BUTTE FED 1-25(I) NENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11881 15150 4301331601 MONUMENT BUTTE FED 8-25 SENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11887 15150 4301331604 MONUMENT BUTTE FED 2-25 NWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11873 15150 4301331561 MON BUTTE FED 7-25 SWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11882 15150 4301331596 MONUMENT BUTTE FED 6-25 SENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11922 15150 4301331605 MON BUTTE FED 3-25 NENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11897 15150 4301331600 MON BUTTE FED 9-25 NESE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11874 15150 4301331562 MONUMENT BUTTE FED 10-25 NWSE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11899 15150 4301331597 MONUMENT BUTTE FED 16-25 SESE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11847 15150 4301331559 MON BUTTE FED 15-25 SWSE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11840 15150 4301331554 MONUMENT BUTTE FED 12-25 NWSW 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11841 15150 4301331553 MON BUTTE FED 11-25 NESW 25 8S 16E Monument Butte North East EOR 1/1/2006
D l 1805 15150 4301331531 MONUMENT BUTTE FED 14-25 SESW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11786 15150 4301331513 MON BUTTE FED 13-25 SWSW 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11900 15150 4301331502 MON BUTTE FED 15-26 SWSE 26 8S 16E Monument Butte North East EOR 1/1/2006

D 11814 15150 4301331517 MONUMENT BUTTE FED 16-26 SESE 26 8S 16E Monument Butte North East EOR I 1/1/2006

'RLLU~ '$ QOG RECEIVED lGM KETTLE

S > JAN252006 PRODUCTION CLERK 1/25/2006
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NEWFlELD PRODUCTION COMPANY ENTITY ACTION FORM FORM 6
RT. 3 BOX 3630 DEPARTMENT OF NATURAL RESOURCES

MYTON, UT 84052 DIVISION OF OIL, GASAND MINING OPERATOR ACCT NO: N2695

ACTIN CRRNT NEW API NUMBER WELL QQ SEC TWN RNG REASON EFFECTIVE
CODE ENTITY ENTITY

D 14648 15150 4301332359 FEDERAL 9-24-8-16 NENSE 24 8S 16E Monument Butte North East EOR 1/1/2006
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D 14611 15150 4301332366 FEDERAL 10-24-8-16 NWSE 24 8S 16E Monument Butte North East EOR 1/1/2006
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D 11922 15150 4301331605 MON BUTTE FED 3-25 NENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11897 15150 4301331600 MON BUTTE FED 9-25 NESE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11874 15150 4301331562 MONUMENT BUTTE FED 10-25 NWSE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11899 15150 4301331597 MONUMENT BUTTE FED 16-25 SESE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11847 15150 4301331559 MON BUTTE FED 15-25 SWSE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11840 15150 4301331554 MONUMENT BUTTE FED 12-25 NWSW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11841 15150 4301331553 MON BUTTE FED 11-25 NESW 25 8S 16E Monument Butte North East EOR 1/1/2006

D l 1805 15150 4301331531 MONUMENT BUTTE FED 14-25 SESW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11786 15150 4301331513 MON BUTTE FED 13-25 SWSW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11900 15150 4301331502 MON BUTTE FED 15-26 SWSE 26 8S 16E Monument Butte North East EOR 1/1/2006

D 11814 15150 4301331517 MONUMENT BUTTE FED 16-26 SESE 26 8S 16E Monument Butte North East EOR I 1/1/2006

'RLLU~ '$ QOG RECEIVED lGM KETTLE

S > JAN252006 PRODUCTION CLERK 1/25/2006
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NEWFIELD

May 25, 2007

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-completion
Mon Bt 16-26-8-16
Sec.26, T8S, Rl6E
API #4301331517

Dear Mr. Brad Hill:
The subject well had new perforations added in the Green River Formation. Then

put back on production. Please find enclosed the sundry.

Sin erely,

Jentri Par
Production Clerk

RECEIVED
MAY2 9 2007

DIV.0FOILGASS
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STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIALNUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this formfor proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. MON BUTTE NE

l TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MONUMENT BUTTE FED 16-26

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331517

3 ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 crfY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4 LOCATION OF WELL:

FOOTAGESAT SURFACE: 507 FSL 666 L couNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE.MERIDIAN: SESE, 26, T8S, R16E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate> 0 ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARTTLY ABANDON

O CHANGETO PREVIOUSPLANs O OPERATOR CHANGE O TUBING REPAIR

O CHANGETUBING PLUO AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELL NAME O PLUG BACK WATER DISPOSAL

(SubmitOriginalFormOnly)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATION OF WELL SYTE OTHER: -

05/25/2007 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subjectwell was recompleted on 05/01/07, attached is a daily status report.

SNAME(PLEASEPRINT) -I TrfLE Producti0on7Clerk

(ThisspaceforSwe
HI-Lii i-D
MAY29 2007

DIV.0F0lL,GAS&

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIALNUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this formfor proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. MON BUTTE NE

l TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MONUMENT BUTTE FED 16-26

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331517

3 ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 crfY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4 LOCATION OF WELL:

FOOTAGESAT SURFACE: 507 FSL 666 L couNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE.MERIDIAN: SESE, 26, T8S, R16E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate> 0 ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARTTLY ABANDON

O CHANGETO PREVIOUSPLANs O OPERATOR CHANGE O TUBING REPAIR

O CHANGETUBING PLUO AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELL NAME O PLUG BACK WATER DISPOSAL

(SubmitOriginalFormOnly)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATION OF WELL SYTE OTHER: -

05/25/2007 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subjectwell was recompleted on 05/01/07, attached is a daily status report.

SNAME(PLEASEPRINT) -I TrfLE Producti0on7Clerk

(ThisspaceforSwe
HI-Lii i-D
MAY29 2007

DIV.0F0lL,GAS&

OGMUSER
Note
Well is located at507’ FSL 666’ FEL (SESE)per plat and per Newfield Production Company, 3/24/2010.



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

MON BT 16-26-8-16
2/1/2007 To 6/30/2007

4/24/2007 Day: 1 Recompletion

Nabors #919 on 4/23/2007 - MIRU Nabors #919. RD pumping unit. Hotoiler
pumped 60 bbis 250° water down csg. Open well to tank. Tbg. flowed for 3 hrs. &
died. Recovered 20 bbis. Unseat pump. Flush rods w/ 35 bbis water. Softseat pump.
Pressure test tbg. to 3000 psi. POOH w/ rods, stopping 3 times to flush rods w/ 20
bbis water total. LD pump. X-over for tbg. ND wellhead. TAC was not set. NU BOP.
POOH w/ tbg., tallying tbg. LD BHA. SWIFN.

4/25/2007 Day: 2 Recompletion

Nabors #919 on 4/24/2007 - RIH w/ 4 3/4" rock bit, 5 1/2" csg. scraper, PSN & 2
7/8" tbg. to 5917'. Circulate well clean. POOH w/ tbg. LD BHA. RU wireline truck.
Perforate PB11 sds @ 4788-4803' w/ 4 spf for total of 60 holes. RD wireline truck.
MU & RIH w/ 5 1/2" TS plug, on/off tool, 4' x 2 3/8" tbg. sub, 5 1/2" HD pkr., PSN
& 60 jts 2 7/8" tbg. SWIFN.

4/26/2007 Day: 3 Recompletion

Nabors #919 on 4/25/2007 - Cont. RIH w/ tools. Set TS plug @ 5411'. Set HD pkr. @
5338' w/ EOT @ 5349'. RU BJ services acid truck. Acidize B2 sds @ 5373-5386' as
shown below. Bleed off well. Release tools. Set TS plug @ 5220'. Set HD pkr. @ 5144'
w/ EOT @ 5155'. RU BJ services to tbg. Acidize C sds @ 5173-5208' as shown below.
Bleed off well. Release tools. Set TS plug @ 5060'. Set HD pkr. @ 5014' w/ EOT @
5025'. RU BJ services to tbg. Acidize D1 sds as shown below. Bleed off well. Release
tools. Set TS plug @ 5411'. Set HD pkr. @ 5014' w/ EOT @ 5025'. RU swab. SWIFN.

4/27/2007 Day: 4 Recompletion

Nabors #919 on 4/26/2007 - RIH w/ swab. SFL ® surface. Made 8 runs. Recovered

72 bbis. No show of oil or gas. EFL @ 1600'. RD swab. Release tools. Set TS plug @
4950'. Set HD pkr. @ 4724' w/ EOT @ 4735'. RU BJ Services frac crew to tbg. O psi
on well. Frac PB11 sds w/ 22,288#'s of 20/40 sand in 233 bbis of Lightning 17 fluid.
Broke @ 3340 psi. Treated w/ ave. pressure of 4125 psi @ ave. rate of 14.3 BPM.
Open well to flattank for immediate flowback @ 1 bpm. Well flowed for 1 hour &
died. Recovered 60 bbis water. Release HD pkr. RIH w/ tbg. Tag sand @ 4738'. C/O
to TS plug @ 4950'. Release TS plug. POOH w/ 60 jts 2 7/8" workstring tbg., laying
tbg. down on trailer. EOT @ 3090'. SWIFN.

4/29/2007 Day: 5 Recompletion

Nabors #919 on 4/28/2007 - Cont. POOH w/ workstring tbg., laying down on
trailer. LD BHA. RIH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg., PSN, 1 jt 2 7/8"
tbg., 5 1/2" TAC, 172 jts 2 7/8" tbg. ND BOP. Set TAC w/ 15,000# tension. NU
wellhead. X-over for rods. Clean up wellhead area. SWIFN.

5/1/2007 Day: 6 Recompletion

Nabors #919 on 4/30/2007 - RU hotoiler to tbg. Flush tbg. w/ 60 bbis 250° water.
RIH w/ CDI 2 1/2" x 1 3/4" x 12' x 15.5' RHAC pump, 6- 1 1/2" weight bars, 20-

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152773&API=4301331517000...
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w/ EOT @ 5155'. RU BJ services to tbg. Acidize C sds @ 5173-5208' as shown below.
Bleed off well. Release tools. Set TS plug @ 5060'. Set HD pkr. @ 5014' w/ EOT @
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Nabors #919 on 4/26/2007 - RIH w/ swab. SFL ® surface. Made 8 runs. Recovered

72 bbis. No show of oil or gas. EFL @ 1600'. RD swab. Release tools. Set TS plug @
4950'. Set HD pkr. @ 4724' w/ EOT @ 4735'. RU BJ Services frac crew to tbg. O psi
on well. Frac PB11 sds w/ 22,288#'s of 20/40 sand in 233 bbis of Lightning 17 fluid.
Broke @ 3340 psi. Treated w/ ave. pressure of 4125 psi @ ave. rate of 14.3 BPM.
Open well to flattank for immediate flowback @ 1 bpm. Well flowed for 1 hour &
died. Recovered 60 bbis water. Release HD pkr. RIH w/ tbg. Tag sand @ 4738'. C/O
to TS plug @ 4950'. Release TS plug. POOH w/ 60 jts 2 7/8" workstring tbg., laying
tbg. down on trailer. EOT @ 3090'. SWIFN.

4/29/2007 Day: 5 Recompletion

Nabors #919 on 4/28/2007 - Cont. POOH w/ workstring tbg., laying down on
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Summary Rig Activity Page 2 of 2

3/4" guided rods, 102- 3/4" slick rods, 90- 7/8" guided rods, 1- 6', 4' x 7/8" pony
subs, 1 1/2" x 26' polished rod. Tbg. was full. Stroke test to 800 psi. RU pumping
unit. Hang off rods. Adjust tag. RD. Return well to production @ 1:30 p.m. 86" stroke
length, 5 spm. Final Report.

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152773&API=4301331517000...
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RECEIVED: Nov. 30, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/27 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 11/26/2012. 11/21/2012 22 bbls Anguard, 10 bbls

fresh water and 60 bbls packer fluid pumped down csg. On
11/27/2012 Chris Jensen with the State of Utah DOGM was contacted

concerning the initial MIT on the above listed well. On 11/27/2012 the
casing was pressured up to 1030 psig and charted for 30 minutes with
no pressure loss. The well was not injecting during the test. The tubing

pressure was 0 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/30/2012

December 03, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/27/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/26/2012. 11/21/2012 22 bbls Anguard, 10 bbls utah Division of

fresh water and 60 bbls packer fluid pumped down csg. On Oil, Gas and Mining

11/27/2012 Chris Jensen with the State of Utah DOGM was contacted Date: December 03, 2012
concerning the initial MIT on the above listed well. On 11/27/2012 the
casing was pressured up to 1030 psig and charted for 30 minutes with sy: e
no pressure loss. The well was not injecting during the test. The tubing

pressure was 0 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/30/2012

RECEIVED: Nov. 30,

Sundry Number: 32546 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/27/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/26/2012. 11/21/2012 22 bbls Anguard, 10 bbls utah Division of

fresh water and 60 bbls packer fluid pumped down csg. On Oil, Gas and Mining

11/27/2012 Chris Jensen with the State of Utah DOGM was contacted Date: December 03, 2012
concerning the initial MIT on the above listed well. On 11/27/2012 the
casing was pressured up to 1030 psig and charted for 30 minutes with sy: e
no pressure loss. The well was not injecting during the test. The tubing

pressure was 0 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/30/2012

RECEIVED: Nov. 30,



RECEIVED: Nov. 30, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date i gi g Time 10:to pm

Test Conducted by: C.eks pl yk
Others Present:

We11Location: Susr So-'>¾ TSS, NIGŒ APINo: V3-o;3-31537

Time_ Casinq Pressure

0 min ) 0 3o ps¡g

5 fo 3 o psig

10 / oro psig

15 | o 30 psig

20 / O 10 psig

25 /01O U"O

30 min / 010 psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: O psig

Result: Fail

Signature of Witness:

Signature of Person Conducting

Sundry Number: 32546 API Well Number: 43013315170000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date i gi g Time 10:to pm

Test Conducted by: C.eks pl yk
Others Present:

We11Location: Susr So-'>¾ TSS, NIGŒ APINo: V3-o;3-31537

Time_ Casinq Pressure

0 min ) 0 3o ps¡g

5 fo 3 o psig

10 / oro psig

15 | o 30 psig

20 / O 10 psig

25 /01O U"O

30 min / 010 psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: O psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Nov. 30, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000
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RECEIVED: Nov. 30, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 1 of 5

Daily Activity Report

Format For Sundry

MON BT 16-26-8-16
9/1/2012 To 1/30/2013

11/12/2012 Day: 1 Conversion

NC #3 on 11/12/2012 - MIRU NC#3, Flush, Soft Seat Tst, Psr Tst Tbg to 3500psi, Tst Good,
L/D Rod String, N/U BOPs, TOOH W/ Tbg, Brake & Dope Each Conn. - 5:30AM-6:00AM C/Tvl,
6:00AM Move Rig, 7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @
250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst
Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods,
90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D,
N/U BOPs, R/U Rig Fir, TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope,
SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig,
7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit,
R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr
Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4
Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr,
TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig, 7:00AM MIRU NC#3, R/U
Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod,
Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH
& L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers,
6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr, TOOH W/ 20Jts Tbg, Brake
& Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $8,692

11/13/2012 Day: 2 Conversion

NC #3 on 11/13/2012 - Brake & Dope Each Conn W/ Lubon 404 Dope, L/D Tail Jts, P/U & RIH
W/ Pkr, Psr Tst Tbg, N/D BOPs, Pmp Pkr Fluid, N/U Injection Tree, Psr Tst Csg. - 5:30AM-
6:00AM C/Tvl, 6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope,
Flush 3 Time W/ 20BW Do to Oil In Tbg, L/D 22]ts, T/A, 1Jt, S/N, 2]ts, & N/C. P/U & RIH W/
Guide Collar, XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr
@, EOT @ , Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained
100psi One Hour, Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish
S/Vlve, R/D Snd Line, R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The
Bottom, Pmp 70BW W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension,
L/D 6' Tbg Sub, N/U Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back
Up To 1500psi, Left Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office
To Do Self Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl,
6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time
W/ 20BW Do to Oil In Tbg, L/D 22Jts, T/A, 1]t, S/N, 2]ts, & N/C. P/U & RIH W/ Guide Collar,
XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ ,

Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour,
Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/VIve, R/D Snd Line,
R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW
W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U
Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left
Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office To Do Self
Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time W/ 20BW Do to

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...

Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 1 of 5

Daily Activity Report

Format For Sundry

MON BT 16-26-8-16
9/1/2012 To 1/30/2013

11/12/2012 Day: 1 Conversion

NC #3 on 11/12/2012 - MIRU NC#3, Flush, Soft Seat Tst, Psr Tst Tbg to 3500psi, Tst Good,
L/D Rod String, N/U BOPs, TOOH W/ Tbg, Brake & Dope Each Conn. - 5:30AM-6:00AM C/Tvl,
6:00AM Move Rig, 7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @
250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst
Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods,
90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D,
N/U BOPs, R/U Rig Fir, TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope,
SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig,
7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit,
R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr
Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4
Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr,
TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig, 7:00AM MIRU NC#3, R/U
Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod,
Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH
& L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers,
6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr, TOOH W/ 20Jts Tbg, Brake
& Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $8,692

11/13/2012 Day: 2 Conversion

NC #3 on 11/13/2012 - Brake & Dope Each Conn W/ Lubon 404 Dope, L/D Tail Jts, P/U & RIH
W/ Pkr, Psr Tst Tbg, N/D BOPs, Pmp Pkr Fluid, N/U Injection Tree, Psr Tst Csg. - 5:30AM-
6:00AM C/Tvl, 6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope,
Flush 3 Time W/ 20BW Do to Oil In Tbg, L/D 22]ts, T/A, 1Jt, S/N, 2]ts, & N/C. P/U & RIH W/
Guide Collar, XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr
@, EOT @ , Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained
100psi One Hour, Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish
S/Vlve, R/D Snd Line, R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The
Bottom, Pmp 70BW W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension,
L/D 6' Tbg Sub, N/U Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back
Up To 1500psi, Left Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office
To Do Self Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl,
6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time
W/ 20BW Do to Oil In Tbg, L/D 22Jts, T/A, 1]t, S/N, 2]ts, & N/C. P/U & RIH W/ Guide Collar,
XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ ,

Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour,
Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/VIve, R/D Snd Line,
R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW
W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U
Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left
Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office To Do Self
Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time W/ 20BW Do to

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...



RECEIVED: Nov. 30, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 2 of 5

Oil In Tbg, L/D 22Jts, T/A, 1Jt, S/N, 2Jts, & N/C. P/U & RIH W/ Guide Collar, XN Nipple, 2 3/8
Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ , Pmp 10BW Pad,
Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour, Good Tst, Bled
Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Line, R/D Tbg Epq,
R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW W/ Pkr Fluid In
It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U Injection Tree,
Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left Psr On Csg Over
Night To Help It Level Out, Sent Crew To Newfield Office To Do Self Assesments, 6:00PM
CSDFN, 6:00PM-6:30PM C/Tvl. Finalized
Daily Cost: $0
Cumulative cost: $16,984

11/14/2012 Day: 3 Conversion

NC #3 on 11/14/2012 - Try To Get A Psr Tst On The Csg, Release Pkr, L/D One Jt, Set Pkr,
Try To Psr Tst, Leave Well W/1500psi On It Over Night. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @480psi, Bumped Up To 1500psi Six More Times, Was Losing Psr @ +/-33psi per min
From 1500psi to 1000psi, +/-10psi per min From 1000psi to 830psi, +/- 2.7psi per min From
830psi To 800psi. The Same Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D
Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k#
Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts
tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN
Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
- 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To 1500psi Six More Times,
Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-10psi per min From 1000psi
to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same Results W/ Each Tst, Hole
Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D ljt Tbg
& 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To
1500psi, New Tally=149jts tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg
Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To
1500psi Six More Times, Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-

10psi per min From 1000psi to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same
Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg
Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection
Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts tbg=4700.49, S/N=1.10,
Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @
4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $24,844

11/15/2012 Day: 4 Conversion

NC #3 on 11/15/2012 - Try To Psr Tst Pkr, Would Not, TOOH, Pkr Was Safetied, Replace Pkr &
TIH, Psr Tst Tbg. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi,
Psr Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vive To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @420psi, Bumped Up To 1500psi, Psr Bled Off @+/- 43.3psi Per Min From 1500psi-

850psi, +/- 6psi Per Min From 850-760psi, Bumped Back Up Three More Times W/ Simular
Results, N/D Injection Tree, N/U BOPs, R/U Rig Fir, R/U Tbg Eqp, P/U Jt Tbg That We Laid
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Oil In Tbg, L/D 22Jts, T/A, 1Jt, S/N, 2Jts, & N/C. P/U & RIH W/ Guide Collar, XN Nipple, 2 3/8
Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ , Pmp 10BW Pad,
Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour, Good Tst, Bled
Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Line, R/D Tbg Epq,
R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW W/ Pkr Fluid In
It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U Injection Tree,
Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left Psr On Csg Over
Night To Help It Level Out, Sent Crew To Newfield Office To Do Self Assesments, 6:00PM
CSDFN, 6:00PM-6:30PM C/Tvl. Finalized
Daily Cost: $0
Cumulative cost: $16,984

11/14/2012 Day: 3 Conversion

NC #3 on 11/14/2012 - Try To Get A Psr Tst On The Csg, Release Pkr, L/D One Jt, Set Pkr,
Try To Psr Tst, Leave Well W/1500psi On It Over Night. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @480psi, Bumped Up To 1500psi Six More Times, Was Losing Psr @ +/-33psi per min
From 1500psi to 1000psi, +/-10psi per min From 1000psi to 830psi, +/- 2.7psi per min From
830psi To 800psi. The Same Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D
Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k#
Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts
tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN
Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
- 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To 1500psi Six More Times,
Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-10psi per min From 1000psi
to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same Results W/ Each Tst, Hole
Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D ljt Tbg
& 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To
1500psi, New Tally=149jts tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg
Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To
1500psi Six More Times, Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-

10psi per min From 1000psi to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same
Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg
Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection
Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts tbg=4700.49, S/N=1.10,
Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @
4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $24,844

11/15/2012 Day: 4 Conversion

NC #3 on 11/15/2012 - Try To Psr Tst Pkr, Would Not, TOOH, Pkr Was Safetied, Replace Pkr &
TIH, Psr Tst Tbg. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi,
Psr Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vive To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @420psi, Bumped Up To 1500psi, Psr Bled Off @+/- 43.3psi Per Min From 1500psi-

850psi, +/- 6psi Per Min From 850-760psi, Bumped Back Up Three More Times W/ Simular
Results, N/D Injection Tree, N/U BOPs, R/U Rig Fir, R/U Tbg Eqp, P/U Jt Tbg That We Laid
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Down & Release Pkr, TOOH To Change Pkr, Pkr Was Safetied, P/U & RIH W/ New 5 1/2
Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW Pad, Drop S/Vlve, Pmp W/30BW, Would
Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To 3000psi, SWI, 6:00PM CSDFN, 6:00PM-
6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi, Psr
Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig FIr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. Finalizecl
Daily Cost: $0
Cumulative Cost: $32,476

11/16/2012 Day: 5 Conversion

NC #3 on 11/16/2012 - TOH w/ pkr. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night
(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O
6'Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/
Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To
700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D
Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D,
R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM CSDFN. - 6:00AM Tbg Psr @
3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish
S/Vive, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D Rig FIr, N/D BOPs, N/U W/H-D
W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst
Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off
@ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On
Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM
CSDFN. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/
Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D
Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k#
Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To
1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D,
W/H-D Psr Tsted, SWI, 6:00PM CSDFN.
Daily Cost: $0
Cumulative Cost: $51,928

11/19/2012 Day: 6 Conversion

NC #3 on 11/19/2012 - TOH w/ tbg & pkr. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls
water @ 250. Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bb\s water @ 250. Cont. to
TOH w/ 50-jts 2 7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @
4747', pulled 2-jts & set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi.
Watched for 15 min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 4108'. Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure
test csg to 1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8
tbg. Set pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747'
to 2222'. Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/
50-jts 2 7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched
for 30 min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250.
Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2
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Down & Release Pkr, TOOH To Change Pkr, Pkr Was Safetied, P/U & RIH W/ New 5 1/2
Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW Pad, Drop S/Vlve, Pmp W/30BW, Would
Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To 3000psi, SWI, 6:00PM CSDFN, 6:00PM-
6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi, Psr
Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig FIr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. Finalizecl
Daily Cost: $0
Cumulative Cost: $32,476

11/16/2012 Day: 5 Conversion

NC #3 on 11/16/2012 - TOH w/ pkr. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night
(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O
6'Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/
Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To
700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D
Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D,
R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM CSDFN. - 6:00AM Tbg Psr @
3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish
S/Vive, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D Rig FIr, N/D BOPs, N/U W/H-D
W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst
Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off
@ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On
Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM
CSDFN. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/
Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D
Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k#
Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To
1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D,
W/H-D Psr Tsted, SWI, 6:00PM CSDFN.
Daily Cost: $0
Cumulative Cost: $51,928

11/19/2012 Day: 6 Conversion

NC #3 on 11/19/2012 - TOH w/ tbg & pkr. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls
water @ 250. Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bb\s water @ 250. Cont. to
TOH w/ 50-jts 2 7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @
4747', pulled 2-jts & set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi.
Watched for 15 min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 4108'. Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure
test csg to 1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8
tbg. Set pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747'
to 2222'. Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/
50-jts 2 7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched
for 30 min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250.
Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2
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7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts
& set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15
min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'.
Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test.
Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to
1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min. Good test.
TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to
TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2 7/8 tbg
& pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts & set
Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'. Pressure
test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test. Bleed off
pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to 1500 psi
from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @
2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min. Good test. TOH
w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD.
Daily Cost: $0
Cumulative Cost: $63,535

11/20/2012 Day: 7 Conversion

NC #3 on 11/20/2012 - TOH w/ tbg, pressure test csg. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @
957'. Pressure test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg.
Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2
7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2
7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH
w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts
2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop STD valve. Pumped 30 bbis water to push
STD valve to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD. -

TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 95T. Pressure test csg to 1500 psi. Watched for 30 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for
30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi.
Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test.
Found hole between 677'- 708'. TOH w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg
and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop
STD valve. Pumped 30 bb\s water to push STD valve to SN. Pressure test tbg to 3000 psi.
Leave pressure on tbg over night. SDFD. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 957'. Pressure
test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'.
Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr
@ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr
@ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH w/ tbg & pkr.
TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg.
Flush tbg w/ 30 bbis water @ 250. Drop STD valve. Pumped 30 bbis water to push STD valve
to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD.
Daily Cost: $0
Cumulative Cost: $72,277

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...

Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 4 of 5

7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts
& set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15
min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'.
Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test.
Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to
1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min. Good test.
TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to
TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2 7/8 tbg
& pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts & set
Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'. Pressure
test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test. Bleed off
pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to 1500 psi
from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @
2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min. Good test. TOH
w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD.
Daily Cost: $0
Cumulative Cost: $63,535

11/20/2012 Day: 7 Conversion

NC #3 on 11/20/2012 - TOH w/ tbg, pressure test csg. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @
957'. Pressure test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg.
Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2
7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2
7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH
w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts
2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop STD valve. Pumped 30 bbis water to push
STD valve to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD. -

TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 95T. Pressure test csg to 1500 psi. Watched for 30 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for
30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi.
Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test.
Found hole between 677'- 708'. TOH w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg
and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop
STD valve. Pumped 30 bb\s water to push STD valve to SN. Pressure test tbg to 3000 psi.
Leave pressure on tbg over night. SDFD. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 957'. Pressure
test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'.
Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr
@ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr
@ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH w/ tbg & pkr.
TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg.
Flush tbg w/ 30 bbis water @ 250. Drop STD valve. Pumped 30 bbis water to push STD valve
to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD.
Daily Cost: $0
Cumulative Cost: $72,277

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...



RECEIVED: Nov. 30, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 5 of 5

11/21/2012 Day: 8 Conversion

NC #3 on 11/21/2012 - RIH w/ sandline & fish STD valve. - Pressure dropped 100 psi over
night. Pumped it up back to 3000 psi. Pressure held for 1 hour. Good test. RIH w/ sandline &
fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10
bbls fresh water & 20 bbls of An-Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of
An-guard into hole. SDFD. - Pressure dropped 100 psi over night. Pumped it up back to 3000
psi. Pressure held for 1 hour. Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND
bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bbis of An-

Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD. -

Pressure dropped 100 psi over night. Pumped it up back to 3000 psi. Pressure held for 1 hour.
Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton
pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bb\s of An-Guard. Set pkr @ 4751' w/
15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD.
Daily Cost: $0
Cumulative Cost: $93,469

11/26/2012 Day: 9 Conversion

NC #3 on 11/26/2012 - Psr Csg Up & Psr Tst, Held 1000psi For One Hour, R/D & M/O NC#3. -

5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For
One Hour, Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @
12:00PM Final Report Ready For MIT. - 5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To
1100psi, Bled Off To 1000 & Held For One Hour, Good Tst, Pmped Back Up To 1100psi For
MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM Final Report Ready For MIT. - 5:30AM-
6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For One Hour,
Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM
Final Report Ready For MIT.
Daily Cost: $0
Cumulative Cost: $97,184

11/28/2012 Day: 10 Conversion

Rigless on 11/28/2012 - Conduct initial MIT - On 11/27/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/27/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test.. - On 11/27/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 11/27/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test..
- On 11/27/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 11/27/2012 the casing was pressured up to 1030 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was 0 psig during the test. There was not a State representative available
to witness the test..
Daily Cost: $0
Cumulative Cost: $176,018

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...

Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 5 of 5

11/21/2012 Day: 8 Conversion

NC #3 on 11/21/2012 - RIH w/ sandline & fish STD valve. - Pressure dropped 100 psi over
night. Pumped it up back to 3000 psi. Pressure held for 1 hour. Good test. RIH w/ sandline &
fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10
bbls fresh water & 20 bbls of An-Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of
An-guard into hole. SDFD. - Pressure dropped 100 psi over night. Pumped it up back to 3000
psi. Pressure held for 1 hour. Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND
bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bbis of An-

Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD. -

Pressure dropped 100 psi over night. Pumped it up back to 3000 psi. Pressure held for 1 hour.
Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton
pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bb\s of An-Guard. Set pkr @ 4751' w/
15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD.
Daily Cost: $0
Cumulative Cost: $93,469

11/26/2012 Day: 9 Conversion

NC #3 on 11/26/2012 - Psr Csg Up & Psr Tst, Held 1000psi For One Hour, R/D & M/O NC#3. -

5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For
One Hour, Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @
12:00PM Final Report Ready For MIT. - 5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To
1100psi, Bled Off To 1000 & Held For One Hour, Good Tst, Pmped Back Up To 1100psi For
MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM Final Report Ready For MIT. - 5:30AM-
6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For One Hour,
Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM
Final Report Ready For MIT.
Daily Cost: $0
Cumulative Cost: $97,184

11/28/2012 Day: 10 Conversion

Rigless on 11/28/2012 - Conduct initial MIT - On 11/27/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/27/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test.. - On 11/27/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 11/27/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test..
- On 11/27/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 11/27/2012 the casing was pressured up to 1030 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was 0 psig during the test. There was not a State representative available
to witness the test..
Daily Cost: $0
Cumulative Cost: $176,018

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...



RECEIVED: Jan. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

12/24 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:30 PM on
12/24/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /3 /2013

January 07, 2013

Sundry Number: 33519 API Well Number: 43013315170000Sundry Number: 33519 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
12/24/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 07, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/3/2013

RECEIVED: Jan. 03,

Sundry Number: 33519 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
12/24/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 07, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/3/2013

RECEIVED: Jan. 03,
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(romérly 9-Jaac, UNI (ED STATES reverse side
..xpires

August 31, 1985

DEPARTMENT OF THE INTERIOR ,, ,,,, ,,,,,

BUREAU OF LAND MANAGEMENT U-67170

APPUCATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK ' "'""' "·*'·'°="**="'•••'-•

18. TTPS OF WOEK

DRILL3 DEEPENO PLUG BACKO ' "" " """" "'""

b. TTTE OF WELL

ELL ELL O .....

:T= O "."i.'"" O '-- -= "*=•

2. .mana or orsmazon
Monument Butte

Lomax Exploration Company e. war.x. .so.

a. sona... or or==aro.
#16-26

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 lo. r:=r.o aan voor.. on wrr.ncar

4. LocATron or war.r. (Report location clearly and in accordance with any State requirements.*)

At nuriace
SE/SE

11. asc..r.. a.. x..oa ar.x.
AND BURYET 08 AAEA

At Droposed prod, zone 507' FSL 666' FWL Sec. 26, T8S, R16E

14. DISTAlfC3 IN MILES AND DIRECTION TEON NEAREST TOWN OE POST OFFICE* 12. COCNTT OB Paglas 13, STATE

12.1 Miles Northwest of Myton, Utah I Duchesne Utah

1 . DISTANCE PROM PROPOSED* 16. NO. OF ACESS IN LEASE 17. NO. Or ACRES ASSIGNED

LOCATION TO NEAREST
TO THIS WET.I.

PROPERTY OB LEASE I.INE, FT. Oroy rn i n

(Also to nearest drig. unit line. If any) JOJ OU 4U

18. DISTANem FROM PEOPO3ED COCATION* 19. FKOPO3ED DEPTS 20. ROTART OR CABLE TOOLS

TO NEAREST WELL. DRILLING. COMPI.zTED,

05 APPI.IED FOR, ON THIS M W· 1622' 6500' Rotary

21. stavArzona (Show whether DF, RT. GR. etc.)
22. APPROX. DATE WORE WII.I. START*

5473.9'
Second Quarter 1995

23. PROPOSED CASING AND CEMENTING PROGRAM

szzz or 801.5 SIZE OP CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

17 1 /4 P, 5/8 74# '300' 760 97 Clys G † ?¶ CaC1

7 7 8 5 1/7 15 54 TO 530 sv Hilift followed bv
450 sx Class G w/ 2% CaC1

APR- 6 1995 -

Di OIL, GAS &MINING

IN ABOVE 3PACE DE3CRIBE PROPOSED PROGRAM : If proposal is to deepen or ping back. give data on present productive sone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subaurface locationa and measured and true vertical depths. Give blowout

(This space for Federal or State odice use)

ytaittT NO.
IPPWOfil DITT

APPROVED
97

DATE

CONDITIONS OF AFPROVAL. IF T :

*S.. InstructiourOn Revers.Sid.

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of ttle

United States any false. fictitious or fraudulent statements or representations as to any matter within its
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TBS, Ri6E, S. L.B. &M. LOMAXEXPLORATIONCO.

Well location, MONUMENTBUTTE #16-26,
589 52'w - 80.10 (G.L.O.) located os shown in the SE 1/4 SE 1/4

of Section 26, T8S, R16E, S.L.B.&M.
Duchesne County, Utah.

BASIS OF ELEVATION
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MONUMENT BUTTE FEDERAL #16-26
SE/SE SECTION 26, T8S, R16E
DUCHESNE COUNTY,UTAH

LEASE #U-67170

HAZARDOUS MATERIAL DECLARATION

LOMAX EXPLORATION COMPANY guarantees that during the drilling & completion of the

above referenced well, we will not use, produce, store, transport or dispose 10,000# annually of

any of the hazardous chemicals contained in the Environmental Protection Agency's consolidated

list of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization

Act (SARA) of 1986.

LOMAX EXPLORATION COMPANY guarantees that during the drilling and completion of the

above referenced well, we will use, produce, store, transport or dispose less than the threshold

planning quantity (T.P.Q.)of any extremelyhazardous substances as defined in 40 CFR
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JOHNSON WATER DISTRICT
R.R. 3 BOX 3188

ROOSEVELT, UT 84068
TELEPHONE (801) 722-2820

March 20, 1995

TO WHOM IT MAY CONCERN:

Lama× E×üloration Company has purchased a 3 inch water connection

with Johnson Water District to supply Monument Butte oilfield.

Johnman Water District has given permission to Lomax Exploration

Company to use water from our system for the purpose of drilling

and completing the Monument Butte Federal 16-26.

Sincerely,

sh
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LOMAX EXPLORATION COMPANY
MONUMENT BUTTE FEDERAL #16-26

SWISE SECTION 26, TSS, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELLPROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 3030'

GreenRiver 3030'
Wasatch 6200'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 4500' - 6200' - Oil

4. PROPOSED CASING PROGRAM

8 5/8", J-55, 24# w/ ST&Ccollars; set at 300' (New)
5 1/2", J-55, 15.5# w/ LT&C collars; set at TD (New)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimuispecifications for pressure control equipment are as follows:

A 8" Series 900 Hydril Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit

will be utilized. Pressure test of BOPS's will be checked daily.

(See Exhibit F)

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole be drilled with fresh water to the Green River formation @
approximately 3030'. The mud systemwill be a water based gel-chemical, weighted to 10.0 ppg

as necessary for gas control.

7. AUXILIARY SAFETY EOUIPMENT TOBE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
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MONUMENT BUTTE FEDERAL #16-26

8. TESTING, LOGGING AND CORING PROGRAMS:

No drill stem testing has been scheduled for this well. It is anticipated at this time that the

logging will consist of a Dual Induction Laterolog, Compensated Neutron-Formation Density

Log. Logs will run from TD to 3500'. The cement log will be run from PBTD to cement top.

The use of mud loggers to be determined at a later date.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated bottom hole pressure is 1800 psi. It is not anticipated that abnormal

temperatures will be encountered; nor that any other abnormal hazards such as H2S will be

encountered in this area.

10. ANTICIPATED STARTING DATE AN D DURATION OF TITEOPERATIONS:

It is anticipated that the drilling operations will commence the second quarter of 1995, and take

approximately nine days to drill.
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LOMAX EXPLORATION COMPANY
MONUMENT BUTTE FEDERAL #16-26

SWISE SECTION 26, TSS, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT WELLPROGRAM

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Lomax Exploration Company well location site Monument Butte Federal #16-26

located in the SW 1/4 SE 1/4 Section 26, T8S, R16E, S.L.B. & M. Duchesne County,Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles ± to the junctionof this

highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 1.9 miles

to its junctionwith Utah StateHighway 216; proceed southerly along State Highway 216 - 4.4

miles to its junctionwith an existing dirt road to the southwest; proceed south along this

road 2.8 miles to its junctionwith an existing dirt road to the south; proceed southeasterly

along this road .5 miles to its intersection with the beginning of the proposed access road to be

discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point

where Highway 216 exists to the South, thereafter the roads are constructed with existing

materials and gravel. The highways are maintained by Utah State road crews. All other roads

are maintainedby County Crews.

The afbrementioned dirt oilfield service roads and other roads in the vicinity are constructed out

of existing native materials that are prevalent to the existing area they are located in and range f

from clays to a sandy-clay shalematerial.

The roads required for access during the drilling, completion and production phase will be

maintained at the standards required by the BLM or other controlling agencies. This

maintenance will consist of some minor grader work for smoothing road surfàces and for snow

removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existinglocation described in Item #1 in the SW 1/4 NW 1/4

Section 35, TSS,R16E, S.L.B. & M., and proceeds in a northeasterly direction approximately .6

miles, + to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of the centerline) with

drainage ditches along either side of the proposed road whether it is determined necessary in

order to handle any run-off from normal meteorological conditions that are prevalent to this

area. The maximum grade will be less than
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MONUMENT BUTTE FEDERAL #16-24

There will no culverts required along this access road. There will be barrow ditches and

turnouts as needed along this road.

There are no fences encountered along this proposed road. There will no new gates or cattle

guards required.

All construction material for this access road will be borrowed material accumulated during

construction of the access road.

3. LOCATION OF EXISTING WELLS

There are four (4) producing, seven (7) injection and one (1) P&A Lomax Exploration wells

within a one (1) mile radius of this location. See Exhibit "D".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipatedthat this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient

capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be placed on a per Sundry Notice if the well is completed as a producer.

All permanent (on site for six (6) months or longer) structures constructed or installed (including

pumping units) will be painted Desert Tan. All facilities will be painted within six months of

installation.

5. LOCATIONAND TYPE OF WATERSUPPLY

At the present time, it is anticipatëd that the water for this well will be transported through a

temporary surfàce pipeline from our pre-approved Lomax Exploration Company fresh water

supply line located at the Monument Butte Federal #5-35 (SW/NW Sec. 35, T8S, RI6E) location

as indicated on Topographic Map - Exhibit "C".

In the event this water source is not used an alternate source will be used and all the necessary

arrangements will be made with the proper authorities.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during

construction of the location siteand access road. (Pit lining material is referred to in Item #7.)
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MONUMENT BUTTE FEDERAL #16-2(

A mineral material application is not required for this location.

7. METIIODS FOR ITANDLING WASTEDISPOSAL

See Location Layout Sheet - Exhibit "E".

A reserve pit will be constructed and lined with a plastic nylon reinforced line so as not to leak,

break, or allow discharge. It will be a minimum of 12 mil thickness with sufficient bedding

(either straw or dirt) to cover any rocks. The line will overlap the pit wall and be covered with

dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will

be disposed on in the pit.

After first production, produced water will be confined to a pit or storage tank for a period not to

exceed one hundred twenty (120) days. During the one hundred twenty (120) day period, in

accordance with the Onshore Order #7, an application for approval of permanent disposal

method and location, along with required water analysis, shall be submitted for the Authorized

Officers approval. -

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site

at the completion of the drilling activities.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near

future.

9. WELL SITE LAYOUT

See attachedLocation Layout Sheet- Exhibit "E".

The reserve pit will be located on the southwest side between stakes 4 & 5.

There will be no flare pit on this well.

The stockpiled topsoil (first six (6) inches) will be stored on the southeast side, near

stake #1.

Access to the well pad will be from the south side between stakes 2 & 3.

Corner 8 will be rounded to avoid thedrainage.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.
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MONUMENT BUTTE FEDERAL #16-2,

b) The net wire shall be nor more than two (2) inches above the ground. The barbed wire

shall be three (3) inches abovethe net wire. Total height of the fence shall be at least

forty-two (42) inches.

c) Cornerposts shall be cemented and/orbraced in sucha manner to keep tight at all

times.

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum

distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the

corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the

fourth side when the rig movesolf location. Pits will be fenced and maintained until

cleanup.

10. PLANS FOR RESTORATION OF SURFACE

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of

all unused tubing, equipment, debris, material, trash and junk not required for

production.

If a plastic nylon reinforced liner is used, it shall be torn and perforated before

back filling of the reserve pit.

The reserve pit and that portion of the location not needed for production
facilities/operations will be re contoured to the approximated natural contours. The

reserve pit will be reclaimed within one hundred twenty (120) days from the date of well

completion Before any dirt work takes place, the reserve pit must have all fluids and
hydrocarbons, all cans, barrels, pipe, etc., removed.

When the drilling and completion phase ends, reclamation of unused disturbed areas on

the well pad/access road no longer needed for operations, such as cut slopes, and fill

areas will be accomplished by grading, leveling and seeding as recommended by the

Authorized Officer. The seed mixture will be per B.L.M. and stated in the conditions of

approval.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the B.L.M. will attach the appropriate surface
rehabilitation conditions of approval.
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12. OTHER ADDITIONAL INFORMATION

a) Lomax Exploration Company is responsible for informing all persons in the area who

are associated with this project that they will be subject to prosecution for knowingly

disturbing historic or archaeological sites, or for collecting artifacts. If historic or

archaeological materials are uncovered during construction, Lomax is to immediately

stop work that might further disturb such materials, and contact the Authorized Officer.

b) Lomax Exploration will control noxious weeds along rights-of-way for roads, pipelines,

well sites, or other applicable facilities. On B.L.M. administered land it is required that

a Pesticide Use Proposal shall be submitted, and given approval, prior to the application

of herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not

be stacked or stored on Federal Lands after the conclusion of drilling operations or at

any other time without B.L.M. authorization. However, if B.L.M. authorization is

obtained, it is only a temporary measure to allow time to make arrangements for

permanent storage on commercial facilities.

There are no dwellings or facilities in the general area. There are no visible archaeological,

historical or cultural sites within any reasonable proximity of the proposed location site.

Cultural Resource Survey attached.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made

with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of

operations, and any applicable Notice to Lessees. Lomax Exploration is fully responsible for the

actions of its subcontractors. A copy of these conditions will be furnished to the field

representative to insure compliance.

A complete copy of the approved APD, if applicable,shall be on location during the construction

of the location and drilling activities.

Lomax Exploration Company or a contractor employedby Lomax Exploration shall contact the

B.L.M. office at (801) 789-1362, 48 hours prior to construction activities.

The B.L.M. office shall be notified upon site completion prior to moving on the drilling rig.
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13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: P.O. Box 1446 Roosevelt,Utah 84066

Telephone: (801) 722-5103

Certification

Please be advised that LOMAX EXPLORATION COMPANY is considered to be the

operator of Well # 16-26 SW/SE Section 26, Township 8S, Range 16E: Lease #U-67170;

Duchesne County, Utah: and is responsible under the terms and conditions of the lease for

the operations conducted upon the leased lands. Bond coverage is provided by Hartford

Accident #4488944.

I hereby certify tilat I, or persons under my direct supervision have inspected the

proposed drill site and access route; that I am familiar with the conditions which currently exist;

that the statements made in this plan are true and correct to the best of my knowledge; and that

the work associated with the operations proposed here will be performed by Lomax Exploration

Company and its contractors and subcontractors in conformity with this plan and the terms and

conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.

100 I for the filing of a false statement.

Date
'

Brad Mecham
Operations Manager
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INTRODUCTION

In February 1995, Lomax Exploration Company (Lomax) of Roosevelt, Utah requested
that Sagebrush Archaeological Consultants, L.L.C. (Sagebrush) conduct a cultural resources

inventory of three Lomax Wells, #16-26, #7-23 and #8-23, and access roads in Duchesne and
Uintah Counties, Utah.

The well locations and access roads are located on lands controlled by the Bureau of

Land Management (BLM) in T. 8S., R. 17E., S. 23; and, T. 8S., R. 16E., S. 26. Footages
for well location #16-26 are 507 FSL, 666 FWL. Footages for well #7-23 are 3533 FSL, 2026
FEL. Footages for well #8-23 are 3353 FSL, 875 FEL. The project areas lie on the following
USGS 7.5' Quadrangles:Pariette Draw SW, Utah (1964); and, Myton SE, Utah (1964)(Fig-

ures 1 and 2). The field inspection was carried out by the author on February 23, 1995, under

authority of Cultural Resources Use Permit No. 95-UT-4630 and Utah State Antiquities Permit

No. U-95-SJ-061b. A total of 38.5 acres were surveyed during this project.

A file search for previously recorded cultural resources sites and paleontological locali-

ties near the project area was conducted by Kathie A. Davies at the Division of State History,
Utah State Historic Preservation Office, Salt Lake City on February 23, 1995, to determine if
any cultural resources projects have been conducted or sites recorded in the project area.

Additionally, Blaine Phillips, Bureau of Land Management, Vernal District Archaeologist was

consulted concerning culturabresources projects and sites recorded in or near the current
project area.

More than 10 previous cultural resources projects have been conducted in the area of the
current project. Due to the large number of projects conducted in this area, individual project
descriptions will not be listed. However, 3 cultural resources sites, including both project
related sites and individual sites, have been previously recorded in the vicinity of the current
project area. Following is a brief description of these sites:

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many crude bifaces, lithic cores and lithic flakes. This site was
recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in a dirt road cut east of Wells Draw, is a lithic quarry
with lithic cores and lithic flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in a dirt road cut east of Wells Draw, is a light lithic
scatter consisting of four to five worked pieces of chalcedony and one lithic flake of the
same material. This site was recommended NOT ELIGIBLE to the NRHP.

No paleontological localities are listed as being located within the current project area.
The National Register of Historic Places (NRHP) was consulted prior to the commencement of
fieldwork for the present project. No NRHP sites were found located in the vicinity of the
current project area.
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from: USGS 7.5' QuadranglePariette Draw SW, Utah
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ENVIRONMENT

The well pads surveyed during this project lie approximately ten miles south of Myton,
Utah just south of Pleasant Valley. All three well pads and access roads lie in areas of low
rolling tablelands dissected by deep drainages and low eroding bedrock outcrops of sandstone
and limestone. The surface sediments consist of an interfingering of fluvial deposits and thinly
bedded Pleistocene lake bed deposits. Soils in these areas are poorly developed and extremely
sandy in nature. Sediments consist of very fine grained, buff colored sand which contains a
moderate amount of Pleistocene gravels and angular rock fragments composed of quartzite,
mudstone, blocky chert, limestone and sandstone. The elevation of the areas surveyed ranges
between 5050 and 5660 feet (ft) a.s.l. Vegetation in the area covers approximately 30 percent
of the surface and is predominantly shadscale community species. Noted species include prick-
ly pear cactus, ricegrass, greasewood, gray rabbitbrush, spiny horsebrush, desert buckwheat,
bladderpod, spiny hopsage, riddell groundsel and various other desert species. The nearest
permanent water sources are Antelope Creek which is located approximately five miles to the
west-northwest and Pariette Draw which is located in the project area. Many seasonally flow-
ing drainages and washes are present in the vicinity of the project area. These seasonal water
sources were, no doubt, the primary source of water in this area historically. Natural distur-
bance in the area consists primarily of sheetwash erosion and arroyo cutting. Cultural distur-
bance includes pre-existing well pad locations, and a number of roads and access roads which
lead to well locations.

NŒTHODOLOGY

The survey area covered during this project consists of three ten acre parcels of land
centered on proposed well heads and three access road corridors connecting the well locations
to pre-existing well location access roads. The well pads were inventoried by the author and in
parallel transects spaced no more than 15 meters (m) apart. The access roads, which totaled
3,700 ft in length, were walked in two parallel transects spaced 10 m apart to cover a corridor
width of 100 ft (30 m) each. The area surveyed on this project (including both well pads and
access roads) totaled 38.5 acres.

RESULTS

No cultural resources sites or isolated were found as a result of this inventory and three
paleontological localities (42UN906V, 42UN907VP and 42UN908P) were found.

Locality 42UN906V

This locality includes three turtle sites located near the proposed access road for Lomax
well pad Pariette Draw #7-23. These three turtle sites will not be effected by road construc-
tion, but could be subjected to collection by people working in the area.
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Locality 421,iN907VP

This fossil locality consists of approximately 50 fragments of scattered turtle shell frag-

ments located on Lomax well pad Pariette Draw #7-23, These appeared to be weathered and

fragmented prior to deposition, judgingfrom the rounded edges and fragmental nature. Two

partial turtle shells were present on the east side of the location, but both of these are outside

the bounds of the well pad area as staked. One was 265 ft (81 m) east of the center stake at

113 degrees. The other was 200 ft (61 m) southeast of the center stake at 127 degrees.

Additionally, fragments of petrified wood were found eroding out of the southwest side

of a small mound 75 ft (23 m) southwest of the center stake at 237 degrees. A few samples

were collected.

Locality 42UN908P

This fossil locality consists of a sandstone outcrop with petrified wood fragments as well

as plant impressions within the sandstone. The petrified wood fragments range in size from
½-by-¼-in. up to 3-to-6-in. in size and represent the best petrified wood encountered in the

Uintah formation.

RECOMMENDATIONS

Since there were no cultural resources were found, cultural resource clearance is recom-

mended for the proposed project. No paleontological localities were found at well pad #8-23,

paleontologicalclearance is therefore recommended for this well. Three paleontological locali-

ties (42UN906V, 42UN907VP and 42UN908P) were found on well pads #7-23 and #8-23 and
accompanymg access roads.

Paleontological locality 42UN906V is recommended as an important locality. However,
because of the scattered and fragmental nature and poor quality of the turtle shell present no
recommendations are made for this locality.

Locality 42UN907VP is also recommended an importantfossillocality. Because of the
scatteredand fragmentalnature and poor quality of the turtle shellpresentno recommendations

are made for this location. Samples of petrified wood were collected from this site. A much
better petrified wood site was located several hundred yards east of this location.

Locality 42UN908VP is an important fossil locality consisting of the best deposit of
petrified wood identified by the investigator in the Uintah formation. It is recommended that

Jil road construction to well pad Pariette Draw #8-23 be monitored for additional samples of
petrified wood and to assure protection of the current identified deposit of wood.

I If these recommendations are adhered to, paleontological clearance is recommended for

the proposed project.

This investigation was conducted with techniques which are considered to be adequate
for evaluating cultural and paleontological resources which could be adversely affected by the
project. However, should such resources be discovered during construction, a report should
be made immediately to the BLM District Archaeologist, Vernal District Office, Vernal, Utah.
Also, if well preserved fossil material is encountered during construction, contact needs to be
made with the Paleontological Office of the Utah Geological Survey in Salt Lake City, Utah.
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III
RESULTS OF PALEONTOLOGYSURVEY AT LOMAXEXPLORATIONPARIETTE DRAW #7-23
SW, NE Section 23, T8S, R17E, SLB&M, Uintah County, Utah.

Description of Geology and Topography-

This well is located approximately 6 miles south and 5 miles east of Myton,
Utah. It sits on the north side of the stream bed in Pariette Draw. The
wellpad sits on exposures of the Uinta Formation composed of interbedded
sandstone, mudtsone, and clay. The access road runs north from existing well
#9-23, turns west to a junction, then ,north across Pariette Draw and northwest
to the well location.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

The archaeologist had noted turtle shell fragments around the wellpad during
the Archaeological survey. There were three turtle site near the proposed
access rcad before the junŒtion. These, three turtle sites will not be
effected by road construction, but cou-ld be subject to collection by people
working in the area.

The well location had a fair number of-scattered turtle shell fragments.
These appeared to be weathered and fragmented prior to deposition judging from
the rounded edges and fragmental natural. Two partial turtle shells were
present on the east side of the location, but both of these are outside the
bounds of the wellpad area as staked. One was 265 feet east of the center
stake at 113 degrees. The other was 200 feet southeast of the center stake at
127 degrees.

Fragments of petrified wood were found eroding out of the southwest side of a
small mound 75 feet southwest of the center stake at 237 degrees. A few
samples were collected.

Recommendations-

Because of the scattered and fragmental natural and poor quality of the turtle
shell present no other recommendations for mitigation are made for this
location.

Samples of petrified wood were collected from this site. A much better
petrified wood site was located several hundred yards east of this
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RESULTS OF PALEONTOLOGYSURVEY AT LOMAXEXPLORATION PARIETTE DRAW #8-23

SE, NE Section 23, T8S, R17E, SLB&M, Uintah County, Utah.

Description of Geology and Topography-

This well is located approximately 6 miles south and 5 miles east of Myton,
Utah. It sits on the north side of the stream bed in Pariette Draw. The
wellpad sits on exposures of the Uinta Formation composed of interbedded
sandstone, mudtsone, and clay. The access road runs north from existing well
#9-23, turns west to a junction, then north across Pariette Draw and east to
the well location.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

Only a few minor fragments of turtle shell were found on the wellpad.

The proposed access road between well #7-23 and well #8-23 passes over a
sandstone outcrop with petrified wood fragments as well as plant impressions
within the sandstone. As the road swings to the southeast to drop down toward
the wellpad, there is a deposit of petrified wood chunks to the southwest of
the road alignment. The chunks range from small up to 3 X 6+ inches in size
and represents the best petrified wood.this investigator has seen the Uinta
Formation.

Several chunks of petrified wood were collected for possible identification.

Recommendations-

It is recommended that road construction to #8-23 be monitored for additional
samples of petrified wood and to assure projection of the deposit of wood
described above.
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/06/95 API NO. ASSIGNED: 43-013-31517

WELL NAME: MONUMENT BUTTE 16-26
OPERATOR: LOMAX EXPLORATION COMPANY (NO580)

PROPOSED LOCATION: -- INSPECT LOCATION BY: | |
SESE 26 - TOSS - R16E

¯¯

SURFACE: 0507-FSL-0666-FWL TECH REVIEW Initials Date
BOTTOM: 0507-FSL-0666-FWL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 67170 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:

y Bond: Federal[f'State[] Fee[]
(Number ggg¶ 94/( )

_

R649-3-2. General.
Potash (Y/N)

g Oil shale (Y/N) R649-3-3. Exception.

y Water permit
(Number yaj/gregg wjyta $)/ff Y Drilling Unit.

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:
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OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



BTATE OF UTAH

Operator: LOMAX EXPLORATION CO | Well Name: MONUMENT BUTTE 16-26

Project ID: 43-013-31517 | Location: SEC. 26 - TO88 - R16E

Design Parameters: Design Factors:
Mud weight (10.00 ppg) : 0.519 psi/ft Cottapse : 1.125

Shut in surface pressure : 2911 psi Burst : 1.00

Internal gradient (burst) : 0.072 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using buoyed weight Other : 1.50 (J)

Service rating is **Sweet•• Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,500 5.500 15.50 J-55 LT&C 6,500 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 3377 4040 1.196 3377 4810 1.42 85.35 217 2.54 J

Prepared by : FRM, Salt Lake City, UT
Date : 04-20-1995
Remarks :

Minimum segment length for the 6,500 foot well is 1,000 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 107°F (Surface 74°F
, BHT 139°F & temp. gradient 1.000°/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.519 psi/ft and
3,377 poi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemier curve. Engineering responsibility for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version
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MONUMENT BUTTE WATER FLOOD
SEC.26&28,T8S,Rl6E
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STATEOF UTAH
DIVISION OF OIL, GAS&MINING DATE:



EDUIPMENT INVENTORY
UTAH DIVISION OP OIL, GAS AMD HINING

STATE OF UTAH

Operator: INLAND PRODUCTION Lease: State: Federal: X Indian: Fee:

Well Names FEDERAL #16-26 API Number: 43-013-31517

Section:_26_ Township: gS_ Range:1&E County: DUCHESNE Pield: MON BUTTE

We11 Statua: POW Well Type: 011: YES Gaa:

PRODUCTION LEASE EGUIPNENT: (NUMBER)

Boiler(s): Compressor(s): Separator(s): Dehydrator(s):

Shed(a): Line Heeter(a): Heated Separator(s): VRU:

Hester Trenter(s): (1)

PUMPS:

Triplex: Chemical: Centrifugal: (1)

LIFT NETHOD:

Pumpjack: YES Hydraulic: Submersibles Flowing:

GAS EOUIPHENT: (NUMBER)

Purchase Neter: NO Sales Meter: YES

TANKS: NUMBER SIZE

Oil Storage Tank(s): YES 2-400 BBLS

Water Tank(s): YES 1-200 BBLS

Power Water Tankt BBLS

Condensete Tank(s): BBLS

Propane Tank: NO

Central Battery Location: (IF APPLICABLE)

Otr/Gtra Section:___ Township:___ Range:

RENARKS: CENTRIFUGAL IS FOR HEAT TRACE SYSTEN. EOUIPMENT IS RUNNING OFF

RESIDUE GAS, WHICH IS HETERED OFF LEASE.

Inapector: DENNIS L. INGRAN Date:
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart, Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

April 20, 1995

Lomax Exploration Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Monument Butte #16-26 Well, 507' FSL, 666' FWL, SE SE, Sec. 26, T. 8 S., R. 16
E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31517.

Sincerely,

Associate Director

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart, Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)
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Lomax Exploration Company
P.O. Box 1446
Roosevelt, Utah 84066
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Associate Director

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



Operator: Lomax Exploration Company

Well Name & Number: Monument Butte #16-26

API Number: 43-013-31517

Lease: Federal U-67170

Location: SE SE Sec. 26 T. 8 S., R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours followingspudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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approved.

(Noveraber 1983)
(O er at tt get Bureau No. 1004-0136

,..,,..aate,
UNITED STATES Q ar.. August ai, 19as

DEPARTMENT OF THE INTERIO
BUREAU OF LAND MANAGEMENT

DSBlaggTION AND BERIAL NO.

APPLICATION FOR PERMITTO DRILL,DEEPEN R LU " '"''"°""°""""'"•

la. TTFE OF WORK

DRILL[1 DEEPEN O
"""•" "'""

b. TTPE OF WELL

ELL wzt.I. OTH., =" O L",'.'"" O 6 - == t.==•= «s==

2. NAME OF OFERATom

Monument Butte

Lomax Exploration Company
e. was.x. no.

3. ADDEERS OF OPERATO.

#16-26

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 to. raar.o aan voor.. on witocar

4. Loc&TroN or war.r. (Report location clearly and in accordance with any State requirements.•)

At surface
SE/SE

u. asc., r.. a.. x.. on ar.=.
AND BURVET OR AREA

At proposed prod. sone 507 ' FSL 666' FwL jf. Û //-,7/ / Ÿ Sec. 26, TaS, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEASEST TOWN OE POST OFFICE* 12. COUNTT 05 PARISE 13. BTATE

12.1 Miles Northwest of Myton, Utah ,
Duchesne Utah

10. DISTANCE PROM PROPOSED* 10. NO. OF ACRES IN LEABS 17. NO. OF ACEES ABBIGNED

LOCATION TO NEAREST
TO THIS WELI.

PROPERTY OB LEASE LINE. FT. eroy rn i n

(Also to nearest drlg. unit line, if any; JOJ OU '+U

18. DISTANCE FROM PROPOSED
LOCATION* 19. PROPOSED DEPTS 20. ROTART OR CABI.E TOOLS

TO NEARE3T WELI... DRILLING. COMPLETED,

OR ARMED TOR. ON TEIS I.MSA "· 1622' 6500' Rotary

21. ELEVATIows (Show whether DF. BT. GE. etc.)
22. APPROX. DATE WORK WII.I. START*

5473.9'
Second Quarter 1995

23' PROPOSED CASING AND CEMENTING PROGRAM

31ZE OF ROLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITT OF CEMENT

17 114 8 5/8 74# 300' 240 ex Clos G + 22 CaC1

7 7/8 5 1/7 15 5# TD 530 ex Filift followe<1 hv
450 sx Class G w/ 2% CaC1

IN ABOVE 3PACE DESCRIBE PROPOSED Paooman: If proDosal is to deepen or ping back. give data on present productive zone and proposed new product17e

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurtate locations and measured and true vertical depths. Give blowout

preventer program, if any.

(This space for Federal or State omce use)

ASSISTAEDDTr"ci APR2 0
APPROVED

TTTT E
DATE

CONDITI OF ÄPPROVAL. IVaar:

NOTICEOF ROV CONDITIONSOFAPPROVALATTACHED
TOOPERATOR'SCOPY

0 80 -5 A3-) #3 6•• I"''' 'i••·° *•·•ne Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of tfie

United States any false. fictitious or fraudulene statements or representations as to any matter within its

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.
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Well: 16-26

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Lomax Exploration Company

Well Name & Number: 16-26

API Number: 43-013-31517

Lease Number: U-67170

Location: SESE Sec. 26_ T._8S_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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Well: 16-26

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title

to those rights in the subject lease which would entitle the applicantto conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

applicable laws, regulations (43 CFR 3100), OnshoreOil and Gas Orders, and the approved plan of

operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is

being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to

be Encountered

Report A_Il water shows and water-bearing sands to Tim Ingwell of this office. Copies of

State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit

samples to this office along with any water analysesconducted.

All usable water and prospectively valuable minerals (as describedby BLM at onsite)
encountered during drilling, will be recorded by depthand adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while

drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to have a BLM representative on location during pressure
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Well: 16-26

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one

centralizer per joint.

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled

prior to cementing surface casing.

As a minimum, the usable water and oil shale resources shallbe isolated and/or protected by

having a cement top for the production casing at least 200 ft. above the top of the usable

water zone identified at ± 438 ft. or by setting the surface casing at ± 488 ft. and have a

cement top for the production casing at least 200 ft. above the Mahogany Oil Shale ,

identified at ± 3254 ft. If gilsonite is encountered while drilling, it shall be isolated and/or

protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior to the running and

cementing of all casing strings, in order to have a BLM representative on location while

running and cementingall casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a

characteristic of a hazardous waste will not be used in drilling, testing, or completion

operations.

No chromate additives will be used in the mud system on Federal and Indian lands without

prior BLM approval to ensure adequateprotection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shallbe submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplishedduring daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow

is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility

and vaporproof for safe operations). Packers can be released, but tripping should not begin

before daylightunless prior approval is obtained from the AO.

The Gamma Ray and Induction Logs need to be pulled from TD to the Surface Shoe.

A cement bond log (CBL) will be run from the production casing shoe to ± 3054 ft. if the
surface casing is set at ± 438 ft. or it will be run to surface if the surface casing is set at

± 300 ft. and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this
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Whether the well is completed as a dry hole or as a producer, "Well Completion and

Recompletion Report and Log" (Form 3160-4)will be submittednot later than 30 days after

completion of the well or after completion of operations being performed, in accordance with

43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,

geologic summaries, sampledescription, and all other surveys or data obtainedand compiled

during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.

Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or

workover equipment will be removed from a well to be placed in a suspended status without

prior approval of the AO. If operations are to be suspended,prior approval of the AO will

be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,

Monday through Friday except holidays), at least 24 hours orior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form

MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents,or any other unusual occurrences

shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplatedfor completion operations, a "Sundry Notice" (Form

3160-5) to that effect will be filed, for prior approval of the AO, and all conditionsof this

approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the

date on which liquid hydrocarbons are first sold or shipped from a temporarystorage facility,

such as a test tank, and for which a run ticket is required to be generated or, the date on

which liquid hydrocarbons are first produced into a permanent storage facility, whichever first

occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold

or shipped from a temporary storagefacility, such as a test tank, and for which a run ticket is

required to be generated or, the date on which gas is first measuredthrough permanent

metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the

well is placed in a producing status. Suchnotification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is

placed on
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Gas produced from this well may not be vented or flared beyond an initial authorized test

period of 30 days or 50 MMCF following its completion, whichever occurs first, without the

prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well

until the gas can be captured or approval to continueventing or flaring as uneconomic is

granted and the operator shall be required to compensate the lessor for that portion of the gas

vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon

storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will

be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation

work required by the approved APD or approved abandonment notice has been completed to
the satisfactionof the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4

for liquid hydrocarbons and OnshoreOil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR
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Well: 16-26

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as

implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on

which royalty is due anywhere on a lease site or allocated to a lease site, or resumes

production in the case of a well which has been off production for more than 90 days, the

operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally

to be followed by a letter or sundry notice, of the date on which such production has begun or

resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,

not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-

1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension

period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the

following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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Well: 16-26

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,

sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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Well: 16-26

SURFACE USE PROGRAM
Conditions of Approval (COAs)

Lomax Exploration Co.- Well #16-26

Well Site Layout

To reduce disturbance to a drainage, the end of the location from
corner #6 to corner #8 will be shortened 20 feet. For clearity,
from the well hole stake to the #7 corner will be 135 feet instead
of the proposed 155 feet.

Plans For Reclamation Of Location

At time of abandonment the intent of reclamation will be to return
the disturbed area to near natural conditions. Recontour the
surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding
terrain. After recontouring of the area, the stockpiled topsoil
will be spread over the surface, and the area revegetated to the
satisfaction of the authorized officer of the BLM.

Other Information

If the proposed oil well is scheduled for development between March
15 and August 15, additional surveys for special status animal
species will be required a minimum of 14 days prior to access and
location construction and also the drilling operations. Contact
the Authorized Officer of the BLM for specific
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United States Department of the
BUREAU OF IAND MANAGEMENT

Utah State Office
P.O. Box 45155 JUL 2 8 1995

Salt Lake City, Utah 84165-0155

IN RM.Y RF.FR TO:

31oo DIV.OFOIL,GAS&MINING
SL-065914 et al rkL 2 5 WE(UT-923)

NØrICE

Inland Production Company : Oil and Gas Leases
475 Seventeenth St., Ste. 1500 : SL-065914 et al
Denver, Colorado 80202 :

Name Change fecognized

Acceptable evidence has been received in this office concerning the change of
name of Lomax Exploration Company to Inland Production Company on Federal oil
and gas leases.

The oil and gas lease files identified on the enclosed exhibit have been noted
as to the name change. We are notifying the Minerals Management Service and
all applicable Bureau of Land Management offices of the name change by a copy
of this notice. If additional documentation for changes of operator are
required by our Field Offices, you will be contacted by them.

For our purposes, the name change is recognized effective June 29, 1995
(Secretary of State's approval date) .

Due to the name change, the name of the principal/obligor on the bond is
required to be changed from Lomax Exploration Company to Inland Production
Company on Bond No. 4488944 (BIN Bond No. UTOO56) . You may accomplish this
name change either by consent of the surety on the original bond or by a rider
to the original bond. Otherwise, a replacement bond with the new name should
be furnished to this office. BIM Bond Nos. MTO771 and WYOS21 should also be
changed for the bonds held by Montana and Wyoming respectively.

/s/ ROBERTLOPEZ
Chief, Branch of Mineral

Leasing Adjudication

Enclosure
1-Exhibit (1 p)

cc: Hartford Accident & Indemnity Co.
Hartford Plaza
Hartford, CT 06115

bc: Moab District Office
Vernal District Office
Montana state Office
Wyoming State Office
Eastern States Office
MMS--Data Management Division, MS 3113, P.O. Box 5860, Denver, CO 80217
State of Utah, Attn: Lisha Cordova, Division of oil, Gas & Mining,

355 west North Temple, 3 Triad Center, suite 350, SIC, UT 84180
Teresa Thompson (UT-922)
Dianne wright
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EXHIBIT

SL-065914 U-36846 UTU-66185

SL-071572A U-38428 UTU-67170

U-02458 U-45431 UTU-68548

U-15855 U-47171 UTU-69060

U-16535 U-50376 UTU-69061

U-26026 U-62848 UTU-72103

U-34173 UTU-65965 UTU-72104

U-36442 UTU-66184
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AUG 8 '95 1: 46PM IFLP RESOURCES P. 1

FAX COVER SHEET

RESOURCESINC.
475 17th Street, Suite 1500

Denver, CO 80202
303-292-0900, Fax #303-296-4070

DATE: August 8, 1995

TO: Lisha Cordova

COMPANY: State of Utah - Division of Oil, Gas and Mining

FAX NUMBER: 801 359 3940

FROM: Chris A Potter

NUMBER OF PAGES: 1 (INCLUDINGCOVER SHEET):

RE: Transfer of Authority to Inject
Lomax Exploration Company to Inland Production Company

I hope the info I sent to you August 1st was acceptable regarding our name change and
your phone call to me lastweek.......

If there is anything missing or you need additionalinfo, please let me know. I am located
in our Denver

AUG 8 '95 1: 46PM IFLP RESOURCES P. 1

FAX COVER SHEET

RESOURCESINC.
475 17th Street, Suite 1500

Denver, CO 80202
303-292-0900, Fax #303-296-4070

DATE: August 8, 1995

TO: Lisha Cordova

COMPANY: State of Utah - Division of Oil, Gas and Mining

FAX NUMBER: 801 359 3940

FROM: Chris A Potter

NUMBER OF PAGES: 1 (INCLUDINGCOVER SHEET):

RE: Transfer of Authority to Inject
Lomax Exploration Company to Inland Production Company

I hope the info I sent to you August 1st was acceptable regarding our name change and
your phone call to me lastweek.......

If there is anything missing or you need additionalinfo, please let me know. I am located
in our Denver



303 ZSO 40TU

AUG 01 '95 10: 54AM INLAP D RESOURCES P. 5

ÛmarExplorationCompany
A,audimy orinland ResenreesInc.

LOIHBX
July 13, 1995

Stateof UtahDepartmentof Natural Resources
Attention: Ms Becky Pritchet
355 W. North Temple
3 Triad Center, Suite 400
Salt Lake City,Utah 84180-1204

RE: Corporate Name Change

DearSiror Madame:

EEectiveJuly 1, 1995,LomaxExplorationCompanywill havetakenthe steps necessary
to changeits name to Inland Production Company. A Certificateissued by the Texas
Secretaryof Stateevidencingthe name change isattached foryour files. Wehavealso
attached to this letter those Utah Stateleases (Exhibit "B") and wells (Exhibit"A")affected bythis name change. We have attempted to provide a complete list from the
records we have. Theintentis to includeall leasesandwells thatLomax Exploration
Companyoperatesor has an interestin.

Riderschangingthe PrincipalfromLomaxExplorationCompanyto Inland Production
Company under NationwideOiland GasBond# 4488944 for Lomax Exploration
Company will be furnishedto the Stateof Utahin the very nearfuture.

Please amendyour records by substitutingInlandProductionCompanyin placeof
Lomax ExplorationCompanyon the leasesand wells listedon the attachedexhibits. In
the futurewe will beginsubmitting notices and pennits for new opemtions afterJuly 1,
1995 in the name of Tchmd Production Company.

Shoulda fee be required or should you needfurtherinformationor documentsrelatingtoournamechange please contact the undersignedat your convenienceat the following
number: (303) 292-0900 or CherylCameronatour Roosevelt,Utah office (801) 722-
5103.

Sinc 1 yours,

A Potter, CPL
ManagerofLand
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305 295 4070
AUG 01 '95 10: 56AM INLAND ESOURCES .A P. 10

heŠtateof Erxas
f urtfary of þtah

JUNE 309 1995

MIKE PARSONS...GLAST,PHILLIPS E MURRAY
2200 CNG GALLERIA TWRe13355 NCEL RO.LB48
DALLAS sTX 75240-6657

INLAND PRODUCTION COMPANY
CHARTFR NUMßiß 00415304-00

IT HAS BEEN ûUR PLEASURE TO APPROVE ANO PLACG ON RECORD YOUR ARTICLESOF AMENOMENT. A COPY OF THE INSTRUMENT FILED 1N THIS OFFICE IS
ATToCHED FOR YOUR RECORDS.

THIS LETTER WILL ACKNOWLEDGE PAYMENT OF THE FILING FEE.

IF ME CAN BE OF FURTHER SERVICE AT ANY TIXË, PLEASE LET US KNOW.

VERY TRULY YOUAS,

Antonio 0. Garza, Jr., Secretaryof
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AUG 1

BZS

1 1 INLM RESOURCES P.11

642Štafaof Sexas
jittrdaryof jŠtate

CERTIFICATE OF ARENDMENT

FOR

INLAND PRODUCTION COMPANY

FORMERLY

L3MAX EXPLORATION COMPANY
CHAATER NUMBER 00415304

THE UNDEPSIGNGO, A$ SECRETARY OF STATS OF THE STATE OF TEXAS:

HEREßY CESTIFIb5 THAT THE ATTACHED ARTICLES Oc AMENDMENT FOR THE ABOVE

NAMED ENTITY HAVE SEEN RECEIVED IN THIS OFFICE AND ARE FOUND TO

CONFC M TO LAN.

ACCDDDINGLY THE UNDERSIGNED, AS SECRETARY OF STATE, AND BY VIRTUE

OF THE AUTHORITY VESTED IN THE SECRETARY SY LAW, HEREBY ISSUES THIS

CERTIFICATE OF AMENOMENT.

DATED JUNE 29, 1995

EFFECTIVE JUNE 24, 1995

Antonio O. Garza, Jr.. Secre of
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3D ZSO 4OTO
UG 01 '95 1 7AM INLANÏPEGOURCES P. 12

ARTICLESOF AMENDMENT in the if e of thTO THE SecretaryofState ofTexasARTICLES OF INCORPORATION
op JUN29 1995LOMAXEXPLORATIONCOMPANY

Corporations seedoñ
Pursuant to the provisions of Part Pour of the Texas Business Corporation Act, the '

undersigned corporation adopts the following articles of amendment to its Articles of

Incorporation

1. Name. The nameof the corporationis LOMAXEXPLORATIONCOMPANY.

2. Statement ofAmendment. The amendmentaltersor changesArticle One of the
originalArticles of Incorporationto read in full as follows:

"ArticleOne. The nameof the corporation is INLANDPRODUCTION
. COMPANY."

3. Shareholders. The numberof sharesofthecorporationoutstm<bgat thetime·of
such adoption was 205,315, there being 107,546 Common Shares and 97,769 Non-voting
PreferredShares; and the numberof sharesentitled to vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporation are entitled to vote on the amendment. The shareholdersadopted the foregoing
amendmentby un nanus writtenconsentdated June 23, 1995, pursuant to the provisions of
Article9.10 of the TexasEusinessCorporationAct and,therefore,no noticewasrequiredto be
deliveredunder saidArticle9.10.

5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signedby all Directors.'

6. Future Effective Date. This amendment will becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

KyleR. °

, Preskent
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Daision of Gil, Gas and Mining
OPERATORCHANGEHORKSHEET "°" "/ .(GI

Attach all documentation received by the division regarding this change. 2-L 8-SJ
Initial each listed item when completed. Write N/A if item is not applicable. 1 -FI

4-

RE Change of Operator (well sold) O Designation of Agent 5-Anr
O Designation of Operator O Operator Name Change Only 6-LWP

(MERGER)
The operator of the well(s) listed below has changed (EFFECTIVE DATE: 6-29-95

)

TO (new operator) INLAND PRODUCTION COMPANY FROM (former operator) LOMAX EXPLORATION COMPANY
(address) PO BOX 1446 (address) Po Box 1446

ROOSEVELT UT 84066 ROOSEVELT UT 84066
KKBBIE J_ONES KEBBIE JONES
phone ( 801 ) 722-5103 phone ( 801) 722-5103
account no. N 5160 account no. N 0580

Hell(s) (attach additional page if needed):

Name:**SEE ATTACHED** API: Entity: Sec___Twp _Rng__ Lease Type:
Name: API: Entity: Sec_ _Twp_ Rng___ Lease Type:
Name: API: Entity: Sec___Twp_ Rng

__
Lease Type:

Name: API: Entity: Sec__ Twp_ Rng___ Lease Type:
Name: API: Entity: Sec__ Twp__ Rng___ Lease Type:
Name: API: Entity: Sec___Twp _

Rng___ Lease Type:
Name: API: Entity: Sec _Twp__ Rng

_
Lease Type:

OP RATOR CHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).( //ÿÿ//f

PÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator

3. The

Dehpa tmthn oforCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (yegl If
yes, show company file n.umber: .(gg?¶ )

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Øil and Gas Information System (Hang/IBM) for each well
listed above· (73/-f5)

6. Cardex file has been updated for each well listed above.df-/b- (†
7. Hell file labels have.been updated for each well listed above.gi.

_g .

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (p¾yL¶Ñ)

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER
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Name: API: Entity: Sec__ Twp__ Rng___ Lease Type:
Name: API: Entity: Sec___Twp _

Rng___ Lease Type:
Name: API: Entity: Sec _Twp__ Rng

_
Lease Type:

OP RATOR CHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).( //ÿÿ//f

PÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator

3. The

Dehpa tmthn oforCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (yegl If
yes, show company file n.umber: .(gg?¶ )

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Øil and Gas Information System (Hang/IBM) for each well
listed above· (73/-f5)

6. Cardex file has been updated for each well listed above.df-/b- (†
7. Hell file labels have.been updated for each well listed above.gi.

_g .

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (p¾yL¶Ñ)

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes no (If entity assignments were changed, attach c gies of
Form 6, Entity Action Form).

2. State Lands and the Tax Commission have been notified through normal proced res of
entity changes.

BONDVERIFICATION (

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) _ _.

Today's date 19 ___. If yes, division response was made by letter
dated 19 __.

.INRuEReESR60HNERNOTFhe TIrOmNerRESPONaSIBILIe

see of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

Û 2. C i gf d um n h b en nt to State Lands for changes involving State leases.

FILMING

1. All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes no (If entity assignments were changed, attach c gies of
Form 6, Entity Action Form).

2. State Lands and the Tax Commission have been notified through normal proced res of
entity changes.

BONDVERIFICATION (

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) _ _.

Today's date 19 ___. If yes, division response was made by letter
dated 19 __.

.INRuEReESR60HNERNOTFhe TIrOmNerRESPONaSIBILIe

see of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

Û 2. C i gf d um n h b en nt to State Lands for changes involving State leases.

FILMING

1. All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS



"MONUMENT BUTTE 16-34 43-013-31436 SEC. 34, T. 8S, R. 16E DRL Ul6535
''ÉOUNDARY FEDERAL 14-21 43-013-31441 SEC. 21, T. 8S, R. 17E DRL U50376
JGILSONITE STATE 10-32 43-013-31485 SEC. 32, T. 8S, R. 17E DRL ML22061
/ÚILSONITE STATE 8-32 43-013-31498 SEC. 32, T. 8S, R. 17E DRL ML22061

MONUMENT FEDERAL 5-34 43-013-31499 SEC. 34, T. 8S, R. 16E DRL Ul6535
L/MONUMENT BUTTE FED 15-26 43-013-31502 SEC. 26, T. 8S, R. 16E DRL U67170
g/Ú0NUMENT BUTTE ST 16-2 43-013-31510 SEC. 2, T. 9S, R. 16E DRL ML21839
g/kONUMENT BUTTE ST 8-2 43-013-31509 SEC. 2, T. 9S, R. 16E DRL ML21839

MONUMENT BUTTE FED 5-1 43-013-31507 SEC. 1, T. 9S, R. 16E DRL U72103
80NUMENT BUTTE FED 6-1 43-013-31506 SEC. 1, T. 9S, R. 16E DRL U72103

ONUMENT BUTTE FED 15-34 43-013-31511 SEC. 34, T. 8S, R. 16E DRL U62848
ONUMENT BUTTE FED 13-25 43-013-31513 SEC. 25, T. 8S, R. 16E DRL U67170

MONUMENT BUTTE 16-26 43-013-31517 SEC. 26, T. 8S, R. 16E DRL U67170
/ÍRAVIS FEDERAL 8-33 43-013-31503 SEC. 33, T. 8S, R. 16E DRL U34173

P IETTE DRAW FED 10-23 43-047-32672 SEC. 23, T. 8S, R. 17E DRL U45431
PARIETTE DRAW FED 8-23 43-047-32676 SEC. 23, T. 8S, R. 17E DRL UA5431

ARIETTE DRAW FED 7-23 43-047-32673 SEC. 23, T. 8S, R. 17E DRL U45431
SUNDANCE STATE 5-32 43-047-32685 SEC. 32, T. 8S, R. 18E DRL ML22058

cdBONUMENT BUTTE ST 14-36 43-013-31508 SEC. 36, T. 8S, R. 16E DRL ML22061
c/'ASHLEY FEDERAL 10-23 43-013-31519 SEC. 23, T. 9S, R. 15E DRL U66185
enk0NUMENT FEDERAL lA-35 43-013-31514 SEC. 35, T. 8S, R. 16E DRL Ul6535

K CORRAL FEDERAL 1-30 43-047-32686 SEC. 30, T. 9S, R. 18E DRL Ul9267
PLEASANT VALLEY 4-22 43-013-31522 SEC. 22, T. 93, R. 17E DRL Ul3905

ODY FEDERAL 2-35 43-013-31525 SEC. 35, T. 8S, R. 15E DRL UTU67168
e/ÚILSONITE STATE 141-32 43-013-31523 SEC. 32, T. 8S, R. 17E DRL ML21839

OUNDARY FEDERAL 10-21 43-013-31532 SEC. 21, T. 8S, R. 17E DRL U50376
ONUMENT BUTTE ST 16-36R 43-013-10159 SEC. 36, T. 8S, R. 16E DRL ML22061

OUNDARY FEDERAL 9-21 43-013-31542 SEC. 21 T. 8S, R. 17E DRL

"MONUMENT BUTTE 16-34 43-013-31436 SEC. 34, T. 8S, R. 16E DRL Ul6535
''ÉOUNDARY FEDERAL 14-21 43-013-31441 SEC. 21, T. 8S, R. 17E DRL U50376
JGILSONITE STATE 10-32 43-013-31485 SEC. 32, T. 8S, R. 17E DRL ML22061
/ÚILSONITE STATE 8-32 43-013-31498 SEC. 32, T. 8S, R. 17E DRL ML22061

MONUMENT FEDERAL 5-34 43-013-31499 SEC. 34, T. 8S, R. 16E DRL Ul6535
L/MONUMENT BUTTE FED 15-26 43-013-31502 SEC. 26, T. 8S, R. 16E DRL U67170
g/Ú0NUMENT BUTTE ST 16-2 43-013-31510 SEC. 2, T. 9S, R. 16E DRL ML21839
g/kONUMENT BUTTE ST 8-2 43-013-31509 SEC. 2, T. 9S, R. 16E DRL ML21839

MONUMENT BUTTE FED 5-1 43-013-31507 SEC. 1, T. 9S, R. 16E DRL U72103
80NUMENT BUTTE FED 6-1 43-013-31506 SEC. 1, T. 9S, R. 16E DRL U72103

ONUMENT BUTTE FED 15-34 43-013-31511 SEC. 34, T. 8S, R. 16E DRL U62848
ONUMENT BUTTE FED 13-25 43-013-31513 SEC. 25, T. 8S, R. 16E DRL U67170

MONUMENT BUTTE 16-26 43-013-31517 SEC. 26, T. 8S, R. 16E DRL U67170
/ÍRAVIS FEDERAL 8-33 43-013-31503 SEC. 33, T. 8S, R. 16E DRL U34173

P IETTE DRAW FED 10-23 43-047-32672 SEC. 23, T. 8S, R. 17E DRL U45431
PARIETTE DRAW FED 8-23 43-047-32676 SEC. 23, T. 8S, R. 17E DRL UA5431

ARIETTE DRAW FED 7-23 43-047-32673 SEC. 23, T. 8S, R. 17E DRL U45431
SUNDANCE STATE 5-32 43-047-32685 SEC. 32, T. 8S, R. 18E DRL ML22058

cdBONUMENT BUTTE ST 14-36 43-013-31508 SEC. 36, T. 8S, R. 16E DRL ML22061
c/'ASHLEY FEDERAL 10-23 43-013-31519 SEC. 23, T. 9S, R. 15E DRL U66185
enk0NUMENT FEDERAL lA-35 43-013-31514 SEC. 35, T. 8S, R. 16E DRL Ul6535

K CORRAL FEDERAL 1-30 43-047-32686 SEC. 30, T. 9S, R. 18E DRL Ul9267
PLEASANT VALLEY 4-22 43-013-31522 SEC. 22, T. 93, R. 17E DRL Ul3905

ODY FEDERAL 2-35 43-013-31525 SEC. 35, T. 8S, R. 15E DRL UTU67168
e/ÚILSONITE STATE 141-32 43-013-31523 SEC. 32, T. 8S, R. 17E DRL ML21839

OUNDARY FEDERAL 10-21 43-013-31532 SEC. 21, T. 8S, R. 17E DRL U50376
ONUMENT BUTTE ST 16-36R 43-013-10159 SEC. 36, T. 8S, R. 16E DRL ML22061

OUNDARY FEDERAL 9-21 43-013-31542 SEC. 21 T. 8S, R. 17E DRL



!$1 .
Ga Ano :UnmG OPfluig

Exploration Company op y 85160

ENTITY AC110H FORM- roan 6 AcoaEss
P.O. Box 1446

Roosevelt, UT 84066

ACi100 (!)ItilEll1 ftEtt APE lalt0Elf RL NAME
SPUD EffECT1W

CDDE EfillfY NO. UtlITY ND. 90 SC TP RG COutily DME DATE

A 99999 | 43-013-31545 Mon. 3utte Federal #4-1 NWNW 1 9S 16E chesne 9/8/95 9/8/95

Ett I tiituills:
x--I

lf)
o

A 99999 | 43-013-31522 5. Pleasant Valley Fed #4-22 NWNW 22 9S 17E Duchesne 9/11/95 9/11/95

WELL 2 Colil£ttl$:

A 99999 43-013-31517 Kon. Butte Federal 916-26 ESE 26 8S 6E Duchesne 9/5/95 9/5/95

taELL 3 (IldfikWIS:

Lf)
I

N UELL 4 CunkKitiS:

I

..J
LJ

WELL 5 Ukil(Illi:

AClioN CODE$(See instructions ca hacli of fora} Che 1 Camer

A - fatablisli new entity for new well (single well only)
I 3Ê

- 0 - Ud new well to existing entity (group or unit well)
Signature

( - Re-assign well from one entsling entity to another existing entity

D - ke-assip well from one existing entity to a new entity
SOCretary 9/13/95

E - uther (esplain in <oenents section)
T(tia Oate

801 722-5103

a. tiofE: use tiltelENl section to explain hy each Action Code was selected. Ptione No. ( )

(

!$1 .
Ga Ano :UnmG OPfluig

Exploration Company op y 85160

ENTITY AC110H FORM- roan 6 AcoaEss
P.O. Box 1446

Roosevelt, UT 84066

ACi100 (!)ItilEll1 ftEtt APE lalt0Elf RL NAME
SPUD EffECT1W

CDDE EfillfY NO. UtlITY ND. 90 SC TP RG COutily DME DATE

A 99999 | 43-013-31545 Mon. 3utte Federal #4-1 NWNW 1 9S 16E chesne 9/8/95 9/8/95

Ett I tiituills:
x--I

lf)
o

A 99999 | 43-013-31522 5. Pleasant Valley Fed #4-22 NWNW 22 9S 17E Duchesne 9/11/95 9/11/95

WELL 2 Colil£ttl$:

A 99999 43-013-31517 Kon. Butte Federal 916-26 ESE 26 8S 6E Duchesne 9/5/95 9/5/95

taELL 3 (IldfikWIS:

Lf)
I

N UELL 4 CunkKitiS:

I

..J
LJ

WELL 5 Ukil(Illi:

AClioN CODE$(See instructions ca hacli of fora} Che 1 Camer

A - fatablisli new entity for new well (single well only)
I 3Ê

- 0 - Ud new well to existing entity (group or unit well)
Signature

( - Re-assign well from one entsling entity to another existing entity

D - ke-assip well from one existing entity to a new entity
SOCretary 9/13/95

E - uther (esplain in <oenents section)
T(tia Oate

801 722-5103

a. tiofE: use tiltelENl section to explain hy each Action Code was selected. Ptione No. ( )

(



Form 3160-5 UNITED STATES
FoRM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bureau No. 1004-0135

Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. L.case Designanon and Senal No.

U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. Ir ina,an. Anonce or tree same

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT--" for such proposals

SUBMIT IN TRIPLICA TE
7. It umtor cA, Agreement Designation

1 Type of Weil

O °win O GW
H O her

8. Wen Name and No.

2 same of operator
i Mon. Butte Federal 16-26

Inland Production Company
9. API Well No.

3 Address and Telephone No

43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool. or Exploratory Area

-t Location of Well (Footage, Sec., T.. R.. M., or Survey Description)
Monument Butte

SE/SE 507' FSL & 666' FWL
11. couaryor Fansa, state

Sec. 26, T8S, R16E

Duchesne Cty, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Nonce onnœnt
Abandonment

Change of Plans

O acco.pi.con O New Construction

Subsequent Repon
Plugging Back

Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Ahong Cáng
Conversion to lnjecdon

O one, weekly status oss,es,w,
ote: Reportresultsof multipiccompictionon Well

Completion or Recompletion Report and Log forma

13. Describe Proposed or Completed Operations (Clearly stare all pertinent details, and give pertinem dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

Drilled 310' of 12¼" hole w/ Leon Ross Rathole Rig. Spud @ 10:00 AM 9/5/95.

RIH w/ 312' of 8 5/8" esg. Cmt w/ 170 sx premium cmt.

W/O Rotary Rig

SEP 18 1995

14. I hereby certifyethat the forego ng is nd co

itleSecretary/Drilling & Completion Date 9 fl 5 /95

(This space for Federal or State office use)

Approved by Tide
Date

Conditions of approval, if any:

Title 18U.S.C.Section1001,makesit a enme for any petton knowingly and wdifully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or represemations as to any matter withm its jurisdiction.
*See Instruction on Reverse

Form 3160-5 UNITED STATES
FoRM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bureau No. 1004-0135

Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. L.case Designanon and Senal No.

U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. Ir ina,an. Anonce or tree same

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT--" for such proposals

SUBMIT IN TRIPLICA TE
7. It umtor cA, Agreement Designation

1 Type of Weil

O °win O GW
H O her

8. Wen Name and No.

2 same of operator
i Mon. Butte Federal 16-26

Inland Production Company
9. API Well No.

3 Address and Telephone No

43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool. or Exploratory Area

-t Location of Well (Footage, Sec., T.. R.. M., or Survey Description)
Monument Butte

SE/SE 507' FSL & 666' FWL
11. couaryor Fansa, state

Sec. 26, T8S, R16E

Duchesne Cty, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Nonce onnœnt
Abandonment

Change of Plans

O acco.pi.con O New Construction

Subsequent Repon
Plugging Back

Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Ahong Cáng
Conversion to lnjecdon

O one, weekly status oss,es,w,
ote: Reportresultsof multipiccompictionon Well

Completion or Recompletion Report and Log forma

13. Describe Proposed or Completed Operations (Clearly stare all pertinent details, and give pertinem dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

Drilled 310' of 12¼" hole w/ Leon Ross Rathole Rig. Spud @ 10:00 AM 9/5/95.

RIH w/ 312' of 8 5/8" esg. Cmt w/ 170 sx premium cmt.

W/O Rotary Rig

SEP 18 1995

14. I hereby certifyethat the forego ng is nd co

itleSecretary/Drilling & Completion Date 9 fl 5 /95

(This space for Federal or State office use)

Approved by Tide
Date

Conditions of approval, if any:

Title 18U.S.C.Section1001,makesit a enme for any petton knowingly and wdifully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or represemations as to any matter withm its jurisdiction.
*See Instruction on Reverse

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



Form 3160-5 UNITED STATES
FORM APPROVED

Uune 1990) DEPARTMENT OF THE INTERIOR
°Q°¾33'

BUREAU OF LAND MANAGEMENT 5. D:ase Designanon and Senal No.

U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
""°r cA. Agreement Designanon

1 Type of Well

11
GnH

Other

8. Well Name and No.

2 Name of Operator
Mon. Butte Fed. 16-26

Inland Production Company
9. API Wen No.

3 Address and Telephone No

~Û13-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

A Location of Weil (Footage, Sec.. T.. R.. M., or Survey Description)
NOnument Butte

SE/SE 507' PSL & 666' FK
n. conmyor vansa.state

Sec. 26, T88, R16E
Duchesne County, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Nonce onntent *
Abandonment

Change of Plus

O a.co.pieso. O New Constnicaon

O Subsequent Repon
Plugging Back

Non-Routine Fracturing

O c.ins aes.., O ware,ss...o«

O Final Abandonment Notice Mg Cumg
Conversion to Injecdon

Other Neekly Status Report oisposewater
(Note. Reponresultsof muluplecompicuonon Well

Complehon or Recompletton Report and Log form.)

13 Describe Proposed or Completed Operations ¿Clearly state all pertinent details, and give pertinent dates, including estimated date of staning any proposed work. If weil is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

WEEKLYSTATYS REPORT FOR WEEKOF 9/18/95 - 9/25/95

Drilled 7 7/8" hole from 310' - 6175' w/ Kenting Apollo, Rig #56.

Run 6175' of 5½" J-55 cag. Cement w/ 290 sx Hilift + Add, 375 sx

Thrixotropic. Set slips. Cut off csg.

N/O Completion Rig.

DN OFC

14. I hereby certify that the foregoing is tips and correct

(This space for Federal or State office use)

Approved by
Title

Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfullyto make to any departmentor agencyof the UnitedStatesany false, fictitious or fraudulent statemen

or representations as to any matter withm its jurisdiciion.
*See Instruction on Reverse

Form 3160-5 UNITED STATES
FORM APPROVED

Uune 1990) DEPARTMENT OF THE INTERIOR
°Q°¾33'

BUREAU OF LAND MANAGEMENT 5. D:ase Designanon and Senal No.

U-67160

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
""°r cA. Agreement Designanon

1 Type of Well

11
GnH

Other

8. Well Name and No.

2 Name of Operator

Mon. Butte Fed. 16-26

Inland Production Company
9. API Wen No.

3 Address and Telephone No

~Û13-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

A Location of Weil (Footage, Sec.. T.. R.. M., or Survey Description)
NOnument Butte

SE/SE 507' PSL & 666' FK
n. conmyor vansa.state

Sec. 26, T88, R16E
Duchesne County, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Nonce onntent *
Abandonment

Change of Plus

O a.co.pieso. O New Constnicaon

O Subsequent Repon
Plugging Back

Non-Routine Fracturing

O c.ins aes.., O ware,ss...o«

O Final Abandonment Notice Mg Cumg
Conversion to Injecdon

Other Neekly Status Report oisposewater
(Note. Reponresultsof muluplecompicuonon Well

Complehon or Recompletton Report and Log form.)

13 Describe Proposed or Completed Operations ¿Clearly state all pertinent details, and give pertinent dates, including estimated date of staning any proposed work. If weil is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

WEEKLYSTATYS REPORT FOR WEEKOF 9/18/95 - 9/25/95

Drilled 7 7/8" hole from 310' - 6175' w/ Kenting Apollo, Rig #56.

Run 6175' of 5½" J-55 cag. Cement w/ 290 sx Hilift + Add, 375 sx

Thrixotropic. Set slips. Cut off csg.

N/O Completion Rig.

DN OFC

14. I hereby certify that the foregoing is tips and correct

(This space for Federal or State office use)

Approved by
Title

Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfullyto make to any departmentor agencyof the UnitedStatesany false, fictitious or fraudulent statemen

or representations as to any matter withm its jurisdiciion.
*See Instruction on Reverse

OGMUSER
Note
Well is located at507’ FSL 666’ FELper plat and per Newfield Production Company, 3/24/2010.



rm ITED STATES Buonet Bureau No tXN 135
(June 990) DEPARTMENT OF THE INTERIO Exvires: March 3L

U-6¶l70
SUNDRY NOTICES AND REPORTS ON1\¾4§FOIL,GAS&MNAtyindian,Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or eenu yo oddforunl fum ud.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPL/CA TE
7. If unitor cA. Agreement oesignanon

I. Type of Well

°"a O GWa
H Mer

8. Well Name and No.

2. Name of Operator Mon Butte Fed. #16-26

Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of well (Footage. Sec., T.. R., M., or Survey Description) Monument Butte

SE/SE 507' FSL & 666' FwL 11. countyor Parish, State

Sec. 26, T8S, R16E
Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plus

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturmg

Cäng Repair Water Shut-Off

Final Abandonment Notice M ering Cmng Conversion to Injecnon

other Weekly Status Dispose water
(Note: Reportresultsof multiplecompicuonen Well

Completion or Recompleton Recort ana I.og forma

13. Descnbe Proposed or Compieted Operations (Clearly state all pertinent details, and give pertment dates, mcluding estimated date of starting any proposed work. If well is directionally artilea,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 10/17/95 - 10/19/95:

10/17/95: Perf B-2 sd 5373'-5386' Frac as Follows:
Pad 5,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-8 PPG 20/40 sd w/ 9,000 gal gel
Pump 3,258 gal w/ 8 PPG 20/40 sd
Flush w/ 5,436 gals - Total fluid 26,694 gal gel - Total sd 90,700# 20/40

10/19/95: Perf C sd 5173'-78', 5182'-87', 5192'-98' Frac as Follows:
Pad 6,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-6 PPG 20/40 sd w/ 8,000 gal gel
Ramp 6-8 PPG 20/40 sd w/ 4,045 gal gel
Flush w/ 5,087 gal gel - Total fluid 27,132 gal gel - Total sd 80,600# 20/40

14. I hereby cecrt fyethat the foregomg i rg and orrec

100 ;wy Secretary Drilling & Completion oat, 11/3/95

(This space for Federal or State office use)

Approved by Title Date
Conaitions of approval, if any:

Title 18 U.S.C. Secnon 1001, makes it a cnme for any person knowmgly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any m.atter withm its tunsdiction.

*See Instruction on Reverse

rm ITED STATES Buonet Bureau No tXN 135
(June 990) DEPARTMENT OF THE INTERIO Exvires: March 3L

U-6¶l70
SUNDRY NOTICES AND REPORTS ON1\¾4§FOIL,GAS&MNAtyindian,Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or eenu yo oddforunl fum ud.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPL/CA TE
7. If unitor cA. Agreement oesignanon

I. Type of Well

°"a O GWa
H Mer

8. Well Name and No.

2. Name of Operator Mon Butte Fed. #16-26

Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of well (Footage. Sec., T.. R., M., or Survey Description) Monument Butte

SE/SE 507' FSL & 666' FwL 11. countyor Parish, State

Sec. 26, T8S, R16E
Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plus

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturmg

Cäng Repair Water Shut-Off

Final Abandonment Notice M ering Cmng Conversion to Injecnon

other Weekly Status Dispose water
(Note: Reportresultsof multiplecompicuonen Well

Completion or Recompleton Recort ana I.og forma

13. Descnbe Proposed or Compieted Operations (Clearly state all pertinent details, and give pertment dates, mcluding estimated date of starting any proposed work. If well is directionally artilea,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 10/17/95 - 10/19/95:

10/17/95: Perf B-2 sd 5373'-5386' Frac as Follows:
Pad 5,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-8 PPG 20/40 sd w/ 9,000 gal gel
Pump 3,258 gal w/ 8 PPG 20/40 sd
Flush w/ 5,436 gals - Total fluid 26,694 gal gel - Total sd 90,700# 20/40

10/19/95: Perf C sd 5173'-78', 5182'-87', 5192'-98' Frac as Follows:
Pad 6,000 gal gel
Ramp 2-4 PPG 20/40 sd w/ 4,000 gal gel
Ramp 4-6 PPG 20/40 sd w/ 8,000 gal gel
Ramp 6-8 PPG 20/40 sd w/ 4,045 gal gel
Flush w/ 5,087 gal gel - Total fluid 27,132 gal gel - Total sd 80,600# 20/40

14. I hereby cecrt fyethat the foregomg i rg and orrec

100 ;wy Secretary Drilling & Completion oat, 11/3/95

(This space for Federal or State office use)

Approved by Title Date
Conaitions of approval, if any:

Title 18 U.S.C. Secnon 1001, makes it a cnme for any person knowmgly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any m.atter withm its tunsdiction.

*See Instruction on Reverse



une 201 ,EPARTMENT OF THE INTERI Exmres: March °'

uL REAU UF LAND MANAGEME ase Designauon ano Senal No.

67170
SUNDRY NOTICES AND REPORTS O 4 WE 6. f Indian. Allottee or Tribe Name

Do not use his form for proposals to drill or to deepen or regg r ggg G
Use "APPLICATION FOR PERMIT--" for sucM- ---

SUBMIT IN TRIPLICA TE
7. It unitor cA, Agreement oesignation

1. Type of Well

11
Gaell

Other
8. Well Name and No.

2. Name of Operator Mon Butte Fed. #16-26
Inland Production Company 9. API Well No.

3 Address and Telephone No
43-013-31517

P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4 Locanon of Weil (Footage. Sec., T., R., M.. or Survey Description, Monument Butte
SE/SE 507' FSL & 666' FK li. countyor Pansh, State

sec. 26, T8s,R16E Duchesne County, UT

CHECK APPROPRIATE BOX(s) TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.co.m.so. O New Construction

Subsequent Recon Plugging Back Non-Routme Fractunng

O Casmg Repaa Water Shut-Off

Final Abanaonment Notice Al cNNklyStatus
conversionto injecuon

Other Dispose Water
(Note: Reportresultsof muitiplecompienonon Well
Completton or Recometetten Reoort and Lag forma

13 Descnoe Proposed or Completed Operations (Clearly state all pertment details. and give pertinent dates, including estimated date of startmg any proposed work. If weil is direcnonally dnlled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)•

WEEKLY STATUS REPORT FOR WEEKOF 10/21/95 - 10/27/95:

10/21/95: Perf D-1 sd 5034'-5043' Frac as Follows:
Pumped 4,000 gal gel
Ramp 2-4 PPG 16/30 sd w/ 3,000 gal gel
Ramp 4-6 PPG 16/30 sd w/ 7,000 gal gel
Ramp 6-8 PPG 16/30 sd w/ 3,257 gal gel
Flush w/ 4,909 gal gel - Total fluid 22,166 gal gel - Total sd 59,800# 16/30

10/27/95: RIH w/ Trico 1½" THD pump, 4 wt rods, 4 - 3/4" scrapered, 105 - 3/4" slick,
99 - 3/4n scrapered rods. Space out w/ 1 - 8' X 3/4" pony rod. PU polished
rod. Seat pump.

ON PRODUCTION @5:00 PM 10/28/95

14 I hereby certify that the foregomg is and correc

Signed Phong] Ommgr Title Secretary DRilling & Completion oare 11/3/95

(This space for Feaerat or State office use)

Approved by . Title Date
Conaitions of approval, if any:

itle 18 U.S.C Section 1001. nakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. Sctitious or fraudulent statements
r reeresentanons as to anv m.atter within as turisaicuon.

'See Instruction on Reverse
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ON PRODUCTION @5:00 PM 10/28/95

14 I hereby certify that the foregomg is and correc

Signed Phong] Ommgr Title Secretary DRilling & Completion oare 11/3/95

(This space for Feaerat or State office use)

Approved by . Title Date
Conaitions of approval, if any:

itle 18 U.S.C Section 1001. nakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. Sctitious or fraudulent statements
r reeresentanons as to anv m.atter within as turisaicuon.

'See Instruction on Reverse



RESOURCES INC.

December 4, 1995

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
7hree Triad Center Suite 350 DEC- I m
Salt Lake City Utah 8418 1203

DIVOFOll, GAS&MINING

ATTENTION: Mike Hebertson

RE: Monument Butte Federal #4-1 Monument Butte Federal #5-1
NW/NW Sec. 1, TPS, R16E SW/NW Sec. 1, T9S, R16E

Monument Butte Federal #16-26 Patiette Draw Federal #7-23
SE/SESec. 26, T8S, R16E SWINESec. 23, T8S, R17E
43 cis a/gly o

Dear Mike,

Enclosed are the CBL, CNL, and the DIL, for the MBF #4-1, 5-1, and the 16-26.
lncluded are the CNL, and the DLLfor the PDF #7-23.

Please do not hesitate to call me if you need additional information, or have
any questions, (801) 722-5103.

Secretary, Drilling & Completion

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX
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355 West North Temple
7hree Triad Center Suite 350 DEC- I m
Salt Lake City Utah 8418 1203
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Secretary, Drilling & Completion
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Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



Form 3160 Form approvea.
(N ern r UNÍ .D STATE5 sygglT IN DUP IC

E
pdirees Aur uNo. 1109C-0137

DEPARTMENT OF THE IgTERIOR a:sse assa.x,,,os ao s.ars so.

BUREAU OF LAND MANAGEM g \ § U-67170
IV INDIAN. ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORTAND .LOG
la. TYPE OF WELL:

T
- l IT EEMENT NAME

b. TYPE OF COMPLET10N: L-"

2. NAME OF OPERATOR Mon. Butte Federal
Inland Production Company 9. WELL NO.

3. ADDRESS OF OPERATOR #16-26
P.O. Box 1446 Roosevelt, UT 84066 io. FIELD AND POOL, 08 WILDCAT

4. LOCATION OF WP:LL tReport location clearly and in accordance teith any State requirements)* Monument Butte
At surface SE/SE 11. see . T.. a...st.. on neoca xxo svavev

At top prod. interval reported below 507' FSL & 666' FNL
¯

sg
At total depth Sec. 26, T83, R16E

14. PERNIIT No. DATE isstED 12. coCNTY on 13. sTATE

43-013-31517 | 4/20/95 Du h sne : UT
ÎÕ. DATE SPI'DDED 16. DATE T.D. REACHED lÎ. DATE COMPL. (Ready to prott.) 18. ELEVATIONU IDF. RKB, RT, GR, ETC.)e 19. ELEV. CASINGHEAD

9/5/95 9/25/95 10/28/95 | 5473.9' GR
20. T&rAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF Ñt I I P O 23. INTERiAIS ROTARY TOOLS CABLE TOOLS

HOW NIANTe DRILLED BY6175' 6123' - ) Rotary \
24. PRODUCING INTERVAI.(S). OF THls COMPLETION-TOP, BOTTOM, NAME IMD AND TVD)* 25. WAS DIRECTIONAL

5378'-86', 5173'-78', 5182'-87'; 5192'-98, Green River SURVEY MADE

5034'-43' No
26. TTPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

a----" / '-~'

NCBL, DLL,CNL >?-7
28. CASING RECORD (Report all atrings set in well)

CASING SIZE WEIGHT. LB./FT. DEPTH SET (MD) HOI.E SIZE CEMENTING RECORD A&fOUNT PULLED

8 5/8 24# 310' 12 1/4 19n 97 Pmsn + nG =·r/ 21 gol M rel y /s
flocele 50 ax PT•em + An Nant

5 1/2 is se 4178 53' 7 7/8 90 ax Lead. 175 av Thivo RL1A$ CaC1 -

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD tInterrai, asze and nutnber) ag. ACID, SHOT, FRACTURE. CEMENT SQUEEZE. ETC.
B-2 Sd 5373'-867 PTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

C Sd 5173'-78, 5182'-87, 5192'-98' *See BackD-1 Sd 5034'-43'

i I
33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, grijzig-size and type of pump) WELL sTArca (Producirsp or

shut-in)
10/28/95 Pumping - THD Trico Pump ProducingDATE OF TEST HOURS TESTED CHOKE SIEE PROD'N. FOR OIL-BBL. CAS-MCF. WATER--BBL. GAS-OlL RATIO

TEST PERIOD
11/14/95 24 N/A 93 - 100 _ i 5 1 1FLOW. TURING PRESS, CASING PRESSURE CALCCLATED OIL--BBL. GAS--MCF. WATER--HBL. OIL GRAVITT-API (CORB.)24-HOUR RATE

34. DISPOSITION OF GAs (Sold, used for fuel, vented, etc.) TEST WITNESSED BT

Sold & Used for fuel
35. LIST OF ATTACHMENTS

Logs in Item #26 (Mailed on 12/4/95)
36. I hereby certifydtaat en.h rego at d n mation la com te an Ocorrec as de e mined from all available rEecords

*(See Instructionsand Spaces fer Additional Data on Reverse
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33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, grijzig-size and type of pump) WELL sTArca (Producirsp or

shut-in)
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Sold & Used for fuel
35. LIST OF ATTACHMENTS

Logs in Item #26 (Mailed on 12/4/95)
36. I hereby certifydtaat en.h rego at d n mation la com te an Ocorrec as de e mined from all available rEecords

*(See Instructionsand Spaces fer Additional Data on Reverse

OGMUSER
Note
Well is located at507’ FSL 666’ FEL (SESE)per plat and per Newfield Production Company, 3/24/2010.



37. SUMMARY OF POROUS 2'ONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. Ti P

Garden Gulch 4320' #32
NAME

MEAS. DEPTH VERT.RDUEEPTH

Point 3 4582'
X Mkr 4840' Perf B-2 Sd 5373'-5386'
Y Mkr 4873' Ffac w/ 90,700# 20/40 sd w/ 26,694 gal gel
Douglas Ck 4995'
Bicarbonate 5248• Perf C Sd 5173'-78', 5182'-87, 5192'-98'
B Limestone 5373' Frac w/ 80,600# 20/40 sd w/ 27,132 gal gel
Castle Peak 5884'

Perf D-1 Sd 5034'-43'
Frac w/ 59,800# 16/30 sd w/ 22,166 gal

37. SUMMARY OF POROUS 2'ONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. Ti P
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NAME

MEAS. DEPTH VERT.RDUEEPTH
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X Mkr 4840' Perf B-2 Sd 5373'-5386'
Y Mkr 4873' Ffac w/ 90,700# 20/40 sd w/ 26,694 gal gel
Douglas Ck 4995'
Bicarbonate 5248• Perf C Sd 5173'-78', 5182'-87, 5192'-98'
B Limestone 5373' Frac w/ 80,600# 20/40 sd w/ 27,132 gal gel
Castle Peak 5884'

Perf D-1 Sd 5034'-43'
Frac w/ 59,800# 16/30 sd w/ 22,166 gal



FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPA MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Izase Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-67170
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. IfIndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

Oil Gas 8. Well Name and No.X
Well Well Other MONUMENT BUTTE FEDERAL 16-26

9. API Well No.
2. Name of Operator 43-013-31517

INLAND PRODUCTION COMPANY 10. Field and Pool, or ExploratoryArea
3. Address and Telephone No. MONUMENT BUTTE

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State
4. Locationof Well (Footage, Sec., T., R., m., or SurveyDescription)

0507 FSL 0666 FWL SE/SE Section 26, TOSS R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-Routine Fracturing
CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of staning any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagratn for the above referenced well.

OCT13 1998

DIV.0F01L,GAS&WIINING

14. I her by certify that o

y Title Manager, Regulatory Compliance Date 10/8/98

(This space for Federal or State office use)

Approved by Title Date
Conditionsof approval, if any:

CC: UTAHDOGM
Title 18 U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the UnitedStatesany false, fictitious
or fradulent statements or representationsas to any matter within its
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CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of staning any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagratn for the above referenced well.

OCT13 1998

DIV.0F01L,GAS&WIINING

14. I her by certify that o

y Title Manager, Regulatory Compliance Date 10/8/98

(This space for Federal or State office use)

Approved by Title Date
Conditionsof approval, if any:

CC: UTAHDOGM
Title 18 U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the UnitedStatesany false, fictitious
or fradulent statements or representationsas to any matter within its

OGMUSER
Note
Well is located at507’ FSL 666’ FEL (SESE)per plat and per Newfield Production Company, 3/24/2010.



Inland Production Company
Site Facility Diagram

Monument Butte 16-26

SE/SE Sec. 26, TSS, 16E

Duchesne County

Sept. 17, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1, and 3 sealed closed

Production Tank 2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 2, 3, and 4 sealed closed

2) Valves 1 open

Production Tank Draining Phase:

1) Valve 3 open

Water Tank Diked Section

Legend

Emulsion Line -

L . -.

-----
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Water Line -·- -·-·- -·-·
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Well
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CorporationsSection ge o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as describedbelow:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004,

Secretary of State

Comevisit us ontheinternetathttp://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection ge o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as describedbelow:

Newfield Production Company
Filing Number: 41530400
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In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004,

Secretary of State

Comevisit us ontheinternetathttp://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT the c ONS

TO THE
SectentarYofState ofTexas

ARTICLESOF INCORPORATION
OF SW02 26

INLAND PRODUCTIONCOMPAN'r' CorpotationsSection

Pursuant_to the provisions of Article 4.04 of the TexasBusinessCorporation Act (the

"TBCA"), the undersigned corporation adopts the following articles of amendment to the articles

of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - AmendedName

The following amendment to the Articles of Incorporation was approved by the Board of

Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entimty as follows:

"ARTI.CLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
. upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has

signed a consent in writing pursuantto Article 9.10of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigne_d corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT the c ONS

TO THE
SectentarYofState ofTexas

ARTICLESOF INCORPORATION
OF SW02 26

INLAND PRODUCTIONCOMPAN'r' CorpotationsSection
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ARTICLE 2 - AmendedName
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Directors and adoptedby the shareholders of the corporation on August 27, 2004.
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the name of the corporation so that, as amended, Article One shall read in its entimty as follows:

"ARTI.CLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
. upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has

signed a consent in writing pursuantto Article 9.10of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigne_d corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
. Tage pyggg•

Utah State Office INgERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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UTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477)£
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189)(
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307)E
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004

FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630

Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS

WALKER/SAND PASS 14-21R-4-l(REEN' 21 040S Ol0W 4301331069 14300 Fee NA P K

CODY FEDERAL 2-35 (REENTRY) 35 080S 150E 4301331525 11794 Federal OW P

MONUMENT BUTTE FED 14-25 25 080S 160E 4301331531 11805 Federal OW P

MONUMENT BUTTE FED 12-25 25 080S 160E 4301331554 11840 Federal OW P

MONUMENT BUTTE FED 10-25 25 080S 160E 4301331562 11874 Federal OW P

MONUMENT BUTTE FED 16-26 26 080S 160E 4301331517 11814 Federal OW P

MONUMENT BUTTE ST 14-36 36 080S 160E 4301331508 11774 State OW P

MONUMENT BUTTE ST 10-36 36 080S 160E 4301331551 11822 State OW P

MONUMENT BUTTE ST 2-36 36 080S 160E 4301331556 11855 State OW P

ASHLEY FEDERAL 10-23 23 090S 150E 4301331519 11775 Federal OW P

FEDERAL 41-10Y 10 090S 160E 4301331478 11764 Federal NA PA

FEDERAL 21-13Y 13 090S 160E 4301331400 11510 Federal OW P

NOVA 31-20 G NGC FEDERAL 20 090S 160E 4301331071 10185 Federal OW S

FEDERAL 41-21Y 21 090S 160E 4301331392 11505 Federal OW S

FEDERAL 21-25Y 25 090S 160E 4301331394 11530 Federal OW S

ALLEN FEDERAL 31-6G 06 090S 170E 4301331442 11642 Federal GW S

FEDERAL 41-18 18 090S 170E 4301331399 11536 Federal NA PA

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield 2 FORM_48.xts 4/19/2005

Division of Oil, Gas and Mining
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-l0) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_2_FORM 4B.xis 4/19/2005
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NEWFlELD PRODUCTION COMPANY ENTITY ACTION FORM FORM 6
RT. 3 BOX 3630 DEPARTMENT OF NATURAL RESOURCES

MYTON, UT 84052 DIVISION OF OIL, GAS AND MINING OPERATOR ACCT NO: N2695

ACTIN CRRNT NEW APINUMBER WELL QQ SEC TWN RNG REASON EFFECTIVE
CODE ENTITY ENTITY

D 14648 15150 4301332359 FEDERAL 9-24-8-16 NENSE 24 8S 16E Monument Butte North East EOR 1/1/2006 y
D 99998 15150 4301331633 MONUMENT BUTTE FED NE 11-24 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 12293 15150 4301331990 MBFNE 11-24-8-16 NESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 14611 15150 4301332366 FEDERAL 10-24-8-16 NWSE 24 8S 16E Monument Butte North East EOR 1/1/2006 '

D 12244 15150 4301331923 MBFNE 12-24 NWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11907 15150 4301331629 MONUMENT BUTTE FED NE 16-24 SESE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11930 15150 4301331630 MONUMENT BUTTE FED 14-24 SESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11912 15150 4301331628 MON BUTTE FED NE 15-24 SWSE 24 8S ,16E Monument Butte North East EOR 1/1/2006

D 11984 15150 4301331653 MON BUTTE FED NE 13-24 SWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11884 15150 4301331608 MON BUTTE FED 1-25(I) NENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11881 15150 4301331601 MONUMENT BUTTE FED 8-25 SENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11887 15150 4301331604 MONUMENT BUTTE FED 2-25 NWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11873 15150 4301331561 MON BUTTE FED 7-25 SWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11882 15150 4301331596 MONUMENT BUTTE FED 6-25 SENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11922 15150 4301331605 MON BUTTE FED 3-25 NENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11897 15150 4301331600 MON BUTTE FED 9-25 NESE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11874 15150 4301331562 MONUMENT BUTTE FED 10-25 NWSE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11899 15150 4301331597 MONUMENT BUTTE FED 16-25 SESE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11847 15150 4301331559 MON BUTTE FED 15-25 SWSE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11840 15150 4301331554 MONUMENT BUTTE FED 12-25 NWSW 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11841 15150 4301331553 MON BUTTE FED 11-25 NESW 25 8S 16E Monument Butte North East EOR 1/1/2006
D l 1805 15150 4301331531 MONUMENT BUTTE FED 14-25 SESW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11786 15150 4301331513 MON BUTTE FED 13-25 SWSW 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11900 15150 4301331502 MON BUTTE FED 15-26 SWSE 26 8S 16E Monument Butte North East EOR 1/1/2006

D 11814 15150 4301331517 MONUMENT BUTTE FED 16-26 SESE 26 8S 16E Monument Butte North East EOR 1/1/2006

'ntur A '/3 /09 RECEIVED lGMKETTLE
PRODUCTION CLERK 1/25/2006

DIV.0FOIL,GAS&
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D 11907 15150 4301331629 MONUMENT BUTTE FED NE 16-24 SESE 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11930 15150 4301331630 MONUMENT BUTTE FED 14-24 SESW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11912 15150 4301331628 MON BUTTE FED NE 15-24 SWSE 24 8S ,16E Monument Butte North East EOR 1/1/2006

D 11984 15150 4301331653 MON BUTTE FED NE 13-24 SWSW 24 8S 16E Monument Butte North East EOR 1/1/2006

D 11884 15150 4301331608 MON BUTTE FED 1-25(I) NENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11881 15150 4301331601 MONUMENT BUTTE FED 8-25 SENE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11887 15150 4301331604 MONUMENT BUTTE FED 2-25 NWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11873 15150 4301331561 MON BUTTE FED 7-25 SWNE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11882 15150 4301331596 MONUMENT BUTTE FED 6-25 SENW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11922 15150 4301331605 MON BUTTE FED 3-25 NENW 25 8S 16E Monument Butte North East EOR 1/1/2006
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D 11874 15150 4301331562 MONUMENT BUTTE FED 10-25 NWSE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11899 15150 4301331597 MONUMENT BUTTE FED 16-25 SESE 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11847 15150 4301331559 MON BUTTE FED 15-25 SWSE 25 8S 16E Monument Butte North East EOR 1/1/2006
D 11840 15150 4301331554 MONUMENT BUTTE FED 12-25 NWSW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11841 15150 4301331553 MON BUTTE FED 11-25 NESW 25 8S 16E Monument Butte North East EOR 1/1/2006

D l 1805 15150 4301331531 MONUMENT BUTTE FED 14-25 SESW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11786 15150 4301331513 MON BUTTE FED 13-25 SWSW 25 8S 16E Monument Butte North East EOR 1/1/2006

D 11900 15150 4301331502 MON BUTTE FED 15-26 SWSE 26 8S 16E Monument Butte North East EOR 1/1/2006

D 11814 15150 4301331517 MONUMENT BUTTE FED 16-26 SESE 26 8S 16E Monument Butte North East EOR 1/1/2006

'ntur A '/3 /09 RECEIVED lGMKETTLE
PRODUCTION CLERK 1/25/2006

DIV.0FOIL,GAS&



NEWFIELD

May 25, 2007

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-completion
Mon Bt 16-26-8-16
Sec.26, T8S, Rl6E
API #4301331517

Dear Mr. Brad Hill:
The subject well had new perforations added in the Green River Formation. Then

put back on production. Please find enclosed the sundry.

Sin erely,

Jentri P
Produc n Clerk

RECEIVED
MAY2 9 2007

DIV.0FOILGAS&
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STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIALNUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this formfor proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. MON BUTTE NE

l TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MONUMENT BUTTE FED 16-26

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331517

3 ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 crfY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4

OT

GOENSOAFT

CE: 507 FSL 666 L couNTY: DUCHESNE

OTR/OTR.SECTION. TOWNSHIP. RANGE.MERIDIAN: SESE, 26, T8S, R16E STATE: UT

o CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicat•> 0 ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARTTLY ABANDON

O CHANGETO PREVIOUSPLANs O OPERATOR CHANGE O TUBING REPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELL NAME O PLUGBACK WATER DISPOSAL

(SubmitOriginalFormOnly)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATION OF WELL SYTE OTHER: -

05/25/2007 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subjectwell was recompleted on 05/01/07, attached is a daily status report.

SNAME(PLEASEPRINT) -I TrfLE Production Clerk

(ThisspaceforSwe
HI-Lii i-D
MAY29 2007

DIV.0F0lL,GAS&
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(ThisspaceforSwe
HI-Lii i-D
MAY29 2007

DIV.0F0lL,GAS&

OGMUSER
Note
Well is located at507’ FSL 666’ FEL (SESE)per plat and per Newfield Production Company, 3/24/2010.



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

MON BT 16-26-8-16
2/1/2007 To 6/30/2007

4/24/2007 Day: 1 Recompletion

Nabors #919 on 4/23/2007 - MIRU Nabors #919. RD pumping unit. Hotoiler
pumped 60 bbis 250° water down csg. Open well to tank. Tbg. flowed for 3 hrs. &
died. Recovered 20 bbis. Unseat pump. Flush rods w/ 35 bbis water. Softseat pump.
Pressure test tbg. to 3000 psi. POOH w/ rods, stopping 3 times to flush rods w/ 20
bbis water total. LD pump. X-over for tbg. ND wellhead. TAC was not set. NU BOP.
POOH w/ tbg., tallying tbg. LD BHA. SWIFN.

4/25/2007 Day: 2 Recompletion

Nabors #919 on 4/24/2007 - RIH w/ 4 3/4" rock bit, 5 1/2" csg. scraper, PSN & 2
7/8" tbg. to 5917'. Circulate well clean. POOH w/ tbg. LD BHA. RU wireline truck.
Perforate PB11 sds @ 4788-4803' w/ 4 spf for total of 60 holes. RD wireline truck.
MU & RIH w/ 5 1/2" TS plug, on/off tool, 4' x 2 3/8" tbg. sub, 5 1/2" HD pkr., PSN
& 60 jts 2 7/8" tbg. SWIFN.

4/26/2007 Day: 3 Recompletion

Nabors #919 on 4/25/2007 - Cont. RIH w/ tools. Set TS plug @ 5411'. Set HD pkr. @
5338' w/ EOT @ 5349'. RU BJ services acid truck. Acidize B2 sds @ 5373-5386' as
shown below. Bleed off well. Release tools. Set TS plug @ 5220'. Set HD pkr. @ 5144'
w/ EOT @ 5155'. RU BJ services to tbg. Acidize C sds @ 5173-5208' as shown below.
Bleed off well. Release tools. Set TS plug @ 5060'. Set HD pkr. @ 5014' w/ EOT @
5025'. RU BJ services to tbg. Acidize D1 sds as shown below. Bleed off well. Release
tools. Set TS plug @ 5411'. Set HD pkr. @ 5014' w/ EOT @ 5025'. RU swab. SWIFN.

4/27/2007 Day: 4 Recompletion

Nabors #919 on 4/26/2007 - RIH w/ swab. SFL ® surface. Made 8 runs. Recovered
72 bbis. No show of oil or gas. EFL @ 1600'. RD swab. Release tools. Set TS plug @
4950'. Set HD pkr. @ 4724' w/ EOT @ 4735'. RU BJ Services frac crew to tbg. O psi
on well. Frac PB11 sds w/ 22,288#'s of 20/40 sand in 233 bbis of Lightning 17 fluid.
Broke @ 3340 psi. Treated w/ ave. pressure of 4125 psi @ ave. rate of 14.3 BPM.
Open well to flattank for immediate flowback @ 1 bpm. Well flowed for 1 hour &
died. Recovered 60 bbis water. Release HD pkr. RIH w/ tbg. Tag sand @ 4738'. C/O
to TS plug @ 4950'. Release TS plug. POOH w/ 60 jts 2 7/8" workstring tbg., laying
tbg. down on trailer. EOT @ 3090'. SWIFN.

4/29/2007 Day: 5 Recompletion

Nabors #919 on 4/28/2007 - Cont. POOH w/ workstring tbg., laying down on
trailer. LD BHA. RIH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg., PSN, 1 jt 2 7/8"
tbg., 5 1/2" TAC, 172 jts 2 7/8" tbg. ND BOP. Set TAC w/ 15,000# tension. NU
wellhead. X-over for rods. Clean up wellhead area. SWIFN.

5/1/2007 Day: 6 Recompletion

Nabors #919 on 4/30/2007 - RU hotoiler to tbg. Flush tbg. w/ 60 bbis 250° water.
RIH w/ CDI 2 1/2" x 1 3/4" x 12' x 15.5' RHAC pump, 6- 1 1/2" weight bars, 20-

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152773&API=4301331517000...
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Summary Rig Activity Page 2 of 2

3/4" guided rods, 102- 3/4" slick rods, 90- 7/8" guided rods, 1- 6', 4' x 7/8" pony
subs, 1 1/2" x 26' polished rod. Tbg. was full. Stroke test to 800 psi. RU pumping
unit. Hang off rods. Adjust tag. RD. Return well to production @ 1:30 p.m. 86" stroke
length, 5 spm. Final Report.

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152773&API=4301331517000...
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NEWFIELD

ROCKY MOUNTAINS

September 2, 2009

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Butte Federal #16-26-8-16
Monument Butte Field, Monument Butte NE Unit, Lease #U-67170
Section 26-Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Monument Butte Federal
#16-26-8-16 from a producing oilwell to a water injection well in the Monument Butte (Green
River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Eric Sundberg
Regulatory Analyst

RECEIVED
SEP15 2009

DIVOFOIL,GAS&MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fa× (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT BUTTE FEDERAL #16-26-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

MONUMENT BUTTE NE UNIT

LEASE #U-67170

SEPTEMBER 2,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT BUTTE FEDERAL #16-26-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

MONUMENT BUTTE NE UNIT

LEASE #U-67170

SEPTEMBER 2,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UlC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Monument Butte Federal #16-26-8-16

Field or Unit name: Monument Butte (Green River), Monument Butte NE Unit Lease No. U-67170

Well Location: QQ SE/SE section 26 township 8S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31517

Proposed injection interval: from 4321 to 5884
Proposed maximum injection: rate 500 bpd pressure 1770 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date g/¿p/b<ÿ
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UlC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Monument Butte Federal #16-26-8-16

Field or Unit name: Monument Butte (Green River), Monument Butte NE Unit Lease No. U-67170

Well Location: QQ SE/SE section 26 township 8S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31517

Proposed injection interval: from 4321 to 5884
Proposed maximum injection: rate 500 bpd pressure 1770 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date g/¿p/b<ÿ
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



SpudDate:9/05/95 ÌVÍOnument Butte Federal #16-26-8-16
Put on Production: 10/28/95
GL: 5474' KB: 5487, Initial Production: 93 BOPD,

Proposed Injection 100 MCFPD, 5 BWPD

Wellbore Dia;yam
SURFACECASING FRACJOB

CSG SIZE 8-5/8" 10/19/95 5373'-5386' Frac B-2 sand as follows:
GRADE. 90,700# of20/40 sand in 635 bbls of

frac fluid Treated with avg press of
WEIGHT: 24# - - 2200 psi @25 bpm, ISIP 2602 psi
DEPTH LANDED: 310' 10121/95 SI73'-5198' Frac C-sd as follows:

HOLE SIZE: 12-1/4,, - - 80,600#of20/40 sand in 646 bbls of
frac fluid Treated with avg press of

CEMENT DATA: 120 sxs Premlite + 50 sxs Prem 2050 psi @32 bpm, ISIP 1804 psi

10/22/95 5034'-5043' Frac D-I sand as follows:
59,800# of 16/30 sand in 527 bble of
frac fluid Treated with avg press of
2200 psi @26 bpm, ISIP 2131 psi

04/26/07 Recompletion Frac PBli sand as follows:
22288# of20/40 sand in 233 bbis of
frac fluid Treated with avg press of
4125 psi @14 3 bpm, ISIP 2131 psiPRODI,IÇTION CASII1G Calc flush: 2471 gal Actual flush: 1113

CSG SlZE: 5-1/2"

GRADE; J-55

WEIGHT 15 5#

DEPTH LANDED: 6175' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 290 sxs Lead + 375 sxs Thixotropic

CBMENT TOP AT: 150'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55

NO OF JOINTS: 172jts (5426.56')

TUBING ANCHOR: 5439 56' KB

NO OF JOINTS: 1jt (31 54)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5475.00' KB

NO OF JOINTS: 2 7/8" J-55

NO OF JOINTS: 2 jt (66 00')
TOTAL STRING LENGTH: EOT @5541 44' KB

PERFORATION RECORD
10/18/95 5373'-5386'

10/20/95 5192'-5198'

10/20/95 5182'-518T

Anehor @4738, 10/20/95 5173'-5178'
- 10/22/95 5034'-5043'4788-4803'

04/24107 4788'-4803' 4 JSPF 60 holes
5034'-5043'

5173'-5178'
5182'-518T
5192'-5l98'
5201'-5208'

PBTD @6123'
TD @6175'

NEWFIELD / \
--I

Monument Butte Federal #16-26-8-16
507' FSL & 666' FEL
SE/SE Section 26-T8S-R16E
Duchesne Co, Utah
API #43-013-31517; Lease #U-67170 cT
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Monument Butte Federal

WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.
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4. Rig down and move out.

Monument Butte Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Butte Federal #16-26-8-16 from a
producing oil well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Monument Butte Federal
#16-26-8-16 well, the proposed injection zone is from Garden Gulch to Castle Peak
(4321' - 5884'). The confining strata directly above and below the injection zones are the
Garden Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The
Garden Gulch Marker top is at 3994' and the TD is at 6175'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Butte Federal #16-26-8-16 is on file with the Utah
Division of Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #U-67170) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V -RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 310' KB, and 5-1/2", 15.5#
casing run from surface to 6175' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1770 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Butte Federal #16-26-8-16, for
existing perforations (4788' - 5386') calculates at 0.78 psig/ft. The maximum injection
pressures will be limited so as not to exceed this gradient. A step rate test will be
performed periodically to ensure we are below parting pressure. The proposed maximum
injection pressure is 1770 psig. We may add additional perforations between 3994' and
6175'. See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Butte Federal #16-26-8-16, the proposed injection zone (4321' - 5884')
is in the Garden Gulch to Basal Carbonate of the Green River Formation. The reservoir
is a very fine-grained sandstone with minor imbedded shale streaks. The estimated
porosity is 13%. The members are composed of porous and permeable lenticular
calcareous sandstone and low porosity carbonates and calcareous shale. The porous and
lenticular sandstone varies in thickness from 0-31' and is confined to the Monument
Butte Federal Field. Outside the Monument Butte Federal Field, the sandstone is
composed of tight, very fine, silty, calcareous sandstone, less than 3' thick. The stratum
confining the injection zone is composed of tight, moderately calcareous, sandy
lacustrine shale. All of the confining strata are impermeable, and will effectively seal off
the oil, gas, and water of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-16.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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T8S, Ri6E, S.L.B.&M. LOMAXEXPLORATION CO.

Well location, MONUMENTBUTTE #16-26,
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QUADRANGLE,DUCHESNECOUNTY, 7.5 MtNUTEQUAD.
(TOPOGRAPHIC MAP) PUBUSHED BY THE UNITEDSTATES

.A DEPARTMENTOF THE INTERIOR,GEOLOGICALSURVEY.
6 SAID ELEVATIONIS MARKEDAS BEING 5424 FEET.

26 N
'._ srass cap
o

--
--

---- SC A LE

CERTIFICATE

MONUMENTBUTTE/16-26 ,',H DISNO1
S

CRJ1H THRVEABYS
8

REU

Elev. Ungraded Ground = 5474' 666' SUPERVISIONAND THATTHE SAME E TRUE AND CORRÈG T0 1HE
BEST OF MY KNOMEDGEAND BEU .

26 J8.24' (Measured) * '74 **

1910 Frass Cop Brass Cop 25, Ðrost -

CY REGI$TEREDt.ANDSUÁŸEYOR

SS9 56'W -- 40.02 (G.L.O.) S8954'04"E - 2647.62' (Meas.)
REGISTRATION.NO.101319

NB959'W - G.L.0. (Basis of Bear/ngs) sTATE'oF UTAH ,

UNTAH ENGINEERING a LANSURYEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078
(801) 789-1017

LEGEND: scAt£ DATESURVEYED: DATEDRAWN:
1" = 1000' 2-6-95 2-8-95

=
90° SYMBOL PARTY REFERENCES

= PRÓPOSED WELL HEAD.
B.B. J.K. C.B.T. G.L.O. PLAT

WEATHER FILE

Á = SECT10N CORNERS LOCATED. (ÐrassCaps) COOL LOMAXEXPLORATION



EXHIBIT B
Page 1095

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1. Township 8 South, Range 16 East U-67170 Newfield Production Company (Surface Rights)
Section 24: S2 HBP 1001 17thSt. Suite 2000 USA
Section 25: NE, E2NW, S2 Denver, CO 80202
Section 26: S2SE

2. Township 8 South, Range 16 East U-34346 Newfield Production Company (Surface Rights)
Section 23: SE HBP 1001 17thSt. Suite 2000 USA
Section 25: W2NW Denver, CO 80202
Section 26: SW, N2SE Citation 2002 Investment LP

8223 Willow Place #250
Houston, TX 77070

3. Township 8 South, Range 16 East U-73088 Newfield Production Company (Surface Rights)
Section 22: SE HBP 1001 17thSt. Suite 2000 USA
Section 23: SW Denver, CO 80202
Section 26: N2
Section 27: NE, S2NW,

EXHIBIT B
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Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1. Township 8 South, Range 16 East U-67170 Newfield Production Company (Surface Rights)
Section 24: S2 HBP 1001 17thSt. Suite 2000 USA
Section 25: NE, E2NW, S2 Denver, CO 80202
Section 26: S2SE

2. Township 8 South, Range 16 East U-34346 Newfield Production Company (Surface Rights)
Section 23: SE HBP 1001 17thSt. Suite 2000 USA
Section 25: W2NW Denver, CO 80202
Section 26: SW, N2SE Citation 2002 Investment LP

8223 Willow Place #250
Houston, TX 77070

3. Township 8 South, Range 16 East U-73088 Newfield Production Company (Surface Rights)
Section 22: SE HBP 1001 17thSt. Suite 2000 USA
Section 23: SW Denver, CO 80202
Section 26: N2
Section 27: NE, S2NW,



EXHIBIT B
Page 2 45

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

4. Township 8 South, Range 16 East U-16535 Newfield Production Company (Surface Rights)
Section 34: NE, N2SE, SESE HBP 1001 17thSt. Suite 2000 USA
Section 35: ALL Denver, CO 80202

AGK Energy LLC
38 Nonohe Pl
Paia, HI 96779
Marian Brennan
104 Lee Ln
Bellville, TX 77418
Raymond H Brennan
104 Lee Ln
Bellville, TX 77024
Davis Bros LLC
Davis Resources
110 W 7thSt. Suite 1000
Tulsa, OK 74119
Deer Valley LTD
800 Bering Drive Suite 305
Houston, TX
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# Land Description Expires Leased By Surface Rights

4. Township 8 South, Range 16 East U-16535 Newfield Production Company (Surface Rights)
Section 34: NE, N2SE, SESE HBP 1001 17thSt. Suite 2000 USA
Section 35: ALL Denver, CO 80202

AGK Energy LLC
38 Nonohe Pl
Paia, HI 96779
Marian Brennan
104 Lee Ln
Bellville, TX 77418
Raymond H Brennan
104 Lee Ln
Bellville, TX 77024
Davis Bros LLC
Davis Resources
110 W 7thSt. Suite 1000
Tulsa, OK 74119
Deer Valley LTD
800 Bering Drive Suite 305
Houston, TX



EXHIBIT B
Page 3 O 6

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

International Drilling Services
7710 - T Cherry Park PMB 503
Houston, TX 77095
Thomas I Jackson
7710 - T Cherry Park PMB 503
Houston, TX 77095
Beverly Sommer
1025 North Crescent Drive
Beverly Hills, CA 90210
Texas General Offshore, Inc
7710 - T Cherry Park PMB 503
Houston, TX 77095
Jasper N Warren
17350 State Highway 249 Suite 140
Houston TX 77064-1140
Whitehall Energy Corp
104 Lee Lane
Bellville, TX

EXHIBIT B
Page 3 O 6

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

International Drilling Services
7710 - T Cherry Park PMB 503
Houston, TX 77095
Thomas I Jackson
7710 - T Cherry Park PMB 503
Houston, TX 77095
Beverly Sommer
1025 North Crescent Drive
Beverly Hills, CA 90210
Texas General Offshore, Inc
7710 - T Cherry Park PMB 503
Houston, TX 77095
Jasper N Warren
17350 State Highway 249 Suite 140
Houston TX 77064-1140
Whitehall Energy Corp
104 Lee Lane
Bellville, TX



EXHIBIT B
Page 4 a#-6

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

5. Township 8 South, Range 16 East ML-22061 Newfield Production Company (Surface Rights)
Section 36: ALL HBP 1001 17thSt. Suite 2000 STATE

Denver, CO 80202
Davis Bros LLC
Davis Resources
110 W 7th St. Suite 1000
Tulsa, OK 74119
AGK Energy LLC
38 Nonohe Pl
Paia, HI 96779
Marian Brennan
104 Lee Ln
Bellville, TX 77418
Raymond H Brennan
104 Lee Ln
Bellville, TX 77024
Deer Valley LTD
800 Bering Drive Suite 305
Houston, TX

EXHIBIT B
Page 4 a#-6

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

5. Township 8 South, Range 16 East ML-22061 Newfield Production Company (Surface Rights)
Section 36: ALL HBP 1001 17thSt. Suite 2000 STATE

Denver, CO 80202
Davis Bros LLC
Davis Resources
110 W 7th St. Suite 1000
Tulsa, OK 74119
AGK Energy LLC
38 Nonohe Pl
Paia, HI 96779
Marian Brennan
104 Lee Ln
Bellville, TX 77418
Raymond H Brennan
104 Lee Ln
Bellville, TX 77024
Deer Valley LTD
800 Bering Drive Suite 305
Houston, TX



EXHIBIT B
Page 5 4-PS

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

International Drilling Services
7710 - T Cherry Park PMB 503
Houston, TX 77095
Thomas I Jackson
7710 - T Cherry Park PMB 503
Houston, TX 77095
Texas General Offshore, Inc
7710 - T Cherry Park PMB 503
Houston, TX 77095
Jasper N Warren
17350 State Highway 249 Suite 140
Houston TX 77064-1140
Key Production
707 17thSt #3300
Denver, CO 80202-3404

EXHIBIT B
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Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

International Drilling Services
7710 - T Cherry Park PMB 503
Houston, TX 77095
Thomas I Jackson
7710 - T Cherry Park PMB 503
Houston, TX 77095
Texas General Offshore, Inc
7710 - T Cherry Park PMB 503
Houston, TX 77095
Jasper N Warren
17350 State Highway 249 Suite 140
Houston TX 77064-1140
Key Production
707 17thSt #3300
Denver, CO 80202-3404



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Butte Federal #16-26-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: .-x

Newfie roduc¾mpany
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2009.

Notary Public in and for the State of Colorado:

. MyCommissionExpires
My Commission Expires:

e e

e
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I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: .-x

Newfie roduc¾mpany
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2009.

Notary Public in and for the State of Colorado:

. MyCommissionExpires
My Commission Expires:

e e

e



/1#achmen† E

SpudDate:9/05/95 Monument Butte Federal #16-26-8-16
Put on Production: 10/28/95
GL: 5474' KB: 5487• Initial Production: 93 BOPD,

Wellbore Diagram 100McFPD, 5 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-518" 10/19195 5373'-5386' I¾ac B-2 sand as follows:
90,700#of20/40 sand in 635 bbls ofGRADE: frac fluid Treated with avg press of

WEIGHT: 24# - - 2200 psi@ 25 bpm, ISIP 2602 psi

DEPTH LANDED: 310' 10/21/95 5173'-Sl98' Frae C-sd as follows:
. - 80,600# of20/40 sand in 646 bbis ofHOLE SIZE: 12-1/4'

frac fluid Treated with avg press of
CEMENT DATA: 120 exs Premlite + 50 sxs Prem 2050 psi @32 bpm, ISIP 1804 psi

10/22/95 5034'-5043' Frac D-I sand as follows:
59,800#of 16/30 sand in 527 bble of
frac fluid Treated with avg press of
2200 psi @26 bpm, ISIP 2131 psi

04/26/07 Recompletion Frac PB11 sand as follows:
22288# of20/40 sand in 233 bbis of
frac fluid Tmated with avg press. of
4125 psi @14 3 bpm, ISIP 2131 psi

PRODUCTION CASING Cale flush: 2471 gal Actual flush: 1113
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

DEPTH LANDED: 6175' KB

HOLE SIZE: 7-7/8"

CBMENT DATA: 290 sxs Lead + 375 sxs Thixotropic

CEMENT TOP AT: 150'

TUBING
SIZE/GRADElWT: 2-7/8", 1-55

NO OF JOINTS: 172jts (5426 56')
TUBING ANCHOR: 5439 56' KB

NO OF JOINTS: I jt (31 54)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5475 00' KB

NO OF JOINTS: 2 7/8" J-55

NO OF JOINTS: 2 jt (66.00')

TOTAL STRING LENGTH: EOT @5541 44' KB

PERFORATION RECORD
SUCKER RODS 10/18/95 5373'-5386'

POLISHED ROD: 1 ½" x 26' polished rod 10/20/95 5192'-5198'

SUCKER RODS: 1-4', 6' x 7/8" pony subs, 90-7/8" guided rods, 102-3/4" slick 10/20/95 5182'-5187'
rods, 20-3/4" guided rods, 6-1 ½" weight bars 10/20/95 5173'-5178'
PUMP SIZE: CDI 2 ½" xl ¾" x 12' x 15' RHAC

- 10/22/95 5034'-5043'
STROKE LENGTH: 86. - 4788-4803'

04/24/07 4788'-4803' 4 JSPF 60 holes
PUMP SPEED, SPM: 5 5034'-5043'

5173'-5178'
5182'-5187'
5192'-5198'
5201'-5208'

Anchor @5352'
5373'-5386'

SN @5475'
Eff @SS41'
PBTD @6123'

NEWFIELD / \ TD@6175'

W%-I
Monument Butte Federal #16-26-8-16
SOT FSL & 666' FEL
SE/SE Section 26-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31517; Lease #U-67170 TW

/1#achmen† E

SpudDate:9/05/95 Monument Butte Federal #16-26-8-16
Put on Production: 10/28/95
GL: 5474' KB: 5487• Initial Production: 93 BOPD,

Wellbore Diagram 100McFPD, 5 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-518" 10/19195 5373'-5386' I¾ac B-2 sand as follows:
90,700#of20/40 sand in 635 bbls ofGRADE: frac fluid Treated with avg press of

WEIGHT: 24# - - 2200 psi@ 25 bpm, ISIP 2602 psi

DEPTH LANDED: 310' 10/21/95 5173'-Sl98' Frae C-sd as follows:
. - 80,600# of20/40 sand in 646 bbis ofHOLE SIZE: 12-1/4'

frac fluid Treated with avg press of
CEMENT DATA: 120 exs Premlite + 50 sxs Prem 2050 psi @32 bpm, ISIP 1804 psi

10/22/95 5034'-5043' Frac D-I sand as follows:
59,800#of 16/30 sand in 527 bble of
frac fluid Treated with avg press of
2200 psi @26 bpm, ISIP 2131 psi

04/26/07 Recompletion Frac PB11 sand as follows:
22288# of20/40 sand in 233 bbis of
frac fluid Tmated with avg press. of
4125 psi @14 3 bpm, ISIP 2131 psi

PRODUCTION CASING Cale flush: 2471 gal Actual flush: 1113
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

DEPTH LANDED: 6175' KB

HOLE SIZE: 7-7/8"

CBMENT DATA: 290 sxs Lead + 375 sxs Thixotropic

CEMENT TOP AT: 150'

TUBING
SIZE/GRADElWT: 2-7/8", 1-55

NO OF JOINTS: 172jts (5426 56')
TUBING ANCHOR: 5439 56' KB

NO OF JOINTS: I jt (31 54)

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5475 00' KB

NO OF JOINTS: 2 7/8" J-55

NO OF JOINTS: 2 jt (66.00')

TOTAL STRING LENGTH: EOT @5541 44' KB

PERFORATION RECORD
SUCKER RODS 10/18/95 5373'-5386'

POLISHED ROD: 1 ½" x 26' polished rod 10/20/95 5192'-5198'

SUCKER RODS: 1-4', 6' x 7/8" pony subs, 90-7/8" guided rods, 102-3/4" slick 10/20/95 5182'-5187'
rods, 20-3/4" guided rods, 6-1 ½" weight bars 10/20/95 5173'-5178'
PUMP SIZE: CDI 2 ½" xl ¾" x 12' x 15' RHAC

- 10/22/95 5034'-5043'
STROKE LENGTH: 86. - 4788-4803'

04/24/07 4788'-4803' 4 JSPF 60 holes
PUMP SPEED, SPM: 5 5034'-5043'

5173'-5178'
5182'-5187'
5192'-5198'
5201'-5208'

Anchor @5352'
5373'-5386'

SN @5475'
Eff @SS41'
PBTD @6123'

NEWFIELD / \ TD@6175'

W%-I
Monument Butte Federal #16-26-8-16
SOT FSL & 666' FEL
SE/SE Section 26-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31517; Lease #U-67170 TW



Mod ment E-/

Hawkeye Federal L-26-8-16
Spud Date: 6-4-07 Initial Poduction: BOPD,
Put on Production: 7-19-07 Wellbore Diagmm MCFD, BWPD
GL: 5498' KB: 5510'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 07-12-07 6420-6460' Frac BS, & CP5 sandsas follows:

GRADE: J-55 50822#20/40 sand in 5 I 1bbis Lightning 17
frac fluid Treated @evg press of2499 psi

WEIGHT: 24# Cement top @490' -
- wlavg late of 29 8 BPM ISIP 2460 psi Calc

LENGTH: 7 jts (30399')
flush: 6418 gal Actual ilush: 5964 gal.

DEPTH LANDED: 314.89' KB
07-13-07 6224-6288' Frac CP3, & CP2 sandsas follows:

49244# 20/40 sand in 5I I bbls Lightning 17
HOLE SIZE:12-1/4" frac fluid Treated@ avg press of2499 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis emt to surf. wlavg rate of29 8 BPM ISIP 2460 psi. Calc
flush: 6222 gal. Actual flush: 5712 gal

07-13-07 5510-5526' Free BI sands as follows:
69501# 20/40 sand in 61 I bb1sLightning 17
flac fluid Treated @avg piess of2737 psi
w/avg rate of 26.8 BPM. ISIP 3052 psi. Calc
flush: 5508 gal. Actual flush: 5082 gal.

PRODUCTION CASING 07-13-07 5315-5378' FracC,&D3sandasfollows:

CSG SIZE: 5-1/2. 39606#20/40 sand in 422 bbis Lightning 17
frac fluid Treated@ avg press of 1998w/

GRADE:1-55 avgrateof245 BPM ISIP2067 psi Calc

WEIGHT: 15.5#
flush: 5313 gal. Actual flush: 4872 gal

LENGTH: 151jts (6652 98') 07-13-07 5186-5206' Frac DI sand as follows:

DEPTH LANDED: 6666 23' KB
59495#20/40 sand in 524 bb1sLightning 17
frac fluid Treated @avgpress of 2047 w/

HOLE SIZE: 7-7/8" avg rate of24 5 BPM ISIP 2352 psi Cale

CEMENT DATA: 350 sxs Prem Lite H mixed & 480 sxs 50/50 POZ
4944-4957, flush: 5184 gal. Actual flush: 4704 gal.

CEMENT TOP AT: 490' 07-13-07 4944-4957' Frac PBll sand as follows:
5186-5206, 46754# 20/40 sand in 449 bbis Lightning 17

fiac fluid Treated@ avg pless of23I4 w/
avg rate of24 6 BPM. ISIP 2342 psi Calc

TUBING 53¡g_ggg4, flush:4942gal.Actualilush:4830gal

SIZEIGRADE/WT.: 2-7/8"/ J-55 / 6 5# 4 l MI J Unit Upgrade

NO OF JOINTS: 206 jts (6372 13')

TUBING ANCHOR: 6384.13' KB 5 418-5 8

NO OF JOINTS: 2 jts (59 04')

SEATING NIPPLE: 2-7/8" (l.10')
5510-5526'

SN LANDED AT: 6445.82' KB

NO. OF JOINTS: 2 jts (60 97')

TOTAL STRING LENGTH: EOT @6508.34' KB 6224-6236'

6280-6288'

Anchol @6384 PERFORATION RECORD
SUCKER RODS

SN 6446' : 6420-6426' 07-12-07 6454-6460' 4 JSPF 24 holes
07-12-07 6420-6426' 4 JSPF 24 holes

POLISHED ROD: 1-1/2" x 26' SM - 6454-6460' 07-12-07 6280-6288' 4 JSPF 32 holes
SUCKER RODS: 252 7/8" scrapeied rods, 4-1 ½" weight lods 07-12-07 6224-6236' 4 JSPF 48 holes
PUMP SIZE: 2-1/2" x 2" x 24' x 24' RHAC w/SM plungel 07-13-07 5510-5526' 4 JSPF 64 holes
STROKE LENGTII: 168" 07-13-07 5358-5378' 4 JSPF 80 holes

PUMP SPEED, SPM: 5 SPM 07-13-07 5315-5324' 4 JSPF 36 holes
07-13-07 5186-5206' 4 JSPF 80holes
07-13-07 4944-495T 4 JSPF $2 holes

EOT 6384'

NEWFIELD
PBTD @6620'

SHOE 6666
Hawkeye Federal L-26-8-16

TD (q 6670'
1968' FSL & 2013' FEL

NW/SE Section 26-T85-Rl6E

Duchesne Co, Utah

API # 43-013-33263: laase # UTU-34346

DF

Mod ment E-/

Hawkeye Federal L-26-8-16
Spud Date: 6-4-07 Initial Poduction: BOPD,
Put on Production: 7-19-07 Wellbore Diagmm MCFD, BWPD
GL: 5498' KB: 5510'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 07-12-07 6420-6460' Frac BS, & CP5 sandsas follows:

GRADE: J-55 50822#20/40 sand in 5 I 1bbis Lightning 17
frac fluid Treated @evg press of2499 psi

WEIGHT: 24# Cement top @490' -
- wlavg late of 29 8 BPM ISIP 2460 psi Calc

LENGTH: 7 jts (30399')
flush: 6418 gal Actual ilush: 5964 gal.

DEPTH LANDED: 314.89' KB
07-13-07 6224-6288' Frac CP3, & CP2 sandsas follows:

49244# 20/40 sand in 5I I bbls Lightning 17
HOLE SIZE:12-1/4" frac fluid Treated@ avg press of2499 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis emt to surf. wlavg rate of29 8 BPM ISIP 2460 psi. Calc
flush: 6222 gal. Actual flush: 5712 gal

07-13-07 5510-5526' Free BI sands as follows:
69501# 20/40 sand in 61 I bb1sLightning 17
flac fluid Treated @avg piess of2737 psi
w/avg rate of 26.8 BPM. ISIP 3052 psi. Calc
flush: 5508 gal. Actual flush: 5082 gal.

PRODUCTION CASING 07-13-07 5315-5378' FracC,&D3sandasfollows:

CSG SIZE: 5-1/2. 39606#20/40 sand in 422 bbis Lightning 17
frac fluid Treated@ avg press of 1998w/

GRADE:1-55 avgrateof245 BPM ISIP2067 psi Calc

WEIGHT: 15.5#
flush: 5313 gal. Actual flush: 4872 gal

LENGTH: 151jts (6652 98') 07-13-07 5186-5206' Frac DI sand as follows:

DEPTH LANDED: 6666 23' KB
59495#20/40 sand in 524 bb1sLightning 17
frac fluid Treated @avgpress of 2047 w/

HOLE SIZE: 7-7/8" avg rate of24 5 BPM ISIP 2352 psi Cale

CEMENT DATA: 350 sxs Prem Lite H mixed & 480 sxs 50/50 POZ
4944-4957, flush: 5184 gal. Actual flush: 4704 gal.

CEMENT TOP AT: 490' 07-13-07 4944-4957' Frac PBll sand as follows:
5186-5206, 46754# 20/40 sand in 449 bbis Lightning 17

fiac fluid Treated@ avg pless of23I4 w/
avg rate of24 6 BPM. ISIP 2342 psi Calc

TUBING 53¡g_ggg4, flush:4942gal.Actualilush:4830gal

SIZEIGRADE/WT.: 2-7/8"/ J-55 / 6 5# 4 l MI J Unit Upgrade

NO OF JOINTS: 206 jts (6372 13')

TUBING ANCHOR: 6384.13' KB 5 418-5 8

NO OF JOINTS: 2 jts (59 04')

SEATING NIPPLE: 2-7/8" (l.10')
5510-5526'

SN LANDED AT: 6445.82' KB

NO. OF JOINTS: 2 jts (60 97')

TOTAL STRING LENGTH: EOT @6508.34' KB 6224-6236'

6280-6288'

Anchol @6384 PERFORATION RECORD
SUCKER RODS

SN 6446' : 6420-6426' 07-12-07 6454-6460' 4 JSPF 24 holes
07-12-07 6420-6426' 4 JSPF 24 holes

POLISHED ROD: 1-1/2" x 26' SM - 6454-6460' 07-12-07 6280-6288' 4 JSPF 32 holes
SUCKER RODS: 252 7/8" scrapeied rods, 4-1 ½" weight lods 07-12-07 6224-6236' 4 JSPF 48 holes
PUMP SIZE: 2-1/2" x 2" x 24' x 24' RHAC w/SM plungel 07-13-07 5510-5526' 4 JSPF 64 holes
STROKE LENGTII: 168" 07-13-07 5358-5378' 4 JSPF 80 holes

PUMP SPEED, SPM: 5 SPM 07-13-07 5315-5324' 4 JSPF 36 holes
07-13-07 5186-5206' 4 JSPF 80holes
07-13-07 4944-495T 4 JSPF $2 holes

EOT 6384'

NEWFIELD
PBTD @6620'

SHOE 6666
Hawkeye Federal L-26-8-16

TD (q 6670'
1968' FSL & 2013' FEL

NW/SE Section 26-T85-Rl6E

Duchesne Co, Utah

API # 43-013-33263: laase # UTU-34346

DF



Monument Butte Federal #10-26-8-16
Spud Date: 11/07/96
POP: 12/21/96

Initial Production: 210 BOPD,

GL: 5496' KB: 5509' Wellbore Diagmm 198 MCFPD, 12 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/11/96 5834'-6021' Frac CP-I & LODC sands as follows:

GRADE: J-55 119.500#of20/40 sand in 661 bbis of
Boragel Breakdown @2617 psi Treated é

WEIGHT:24# avg rate of34 5 bpm wlavg pless of 1750

LENGTH: 294 30'(7 jts) psi ISIP-2100 psi. 5-min 1978 psi
Flowback on 12/64" ck for 3 hours and

DEVfH LANDED: 293 70' GL died

HOLE SIZE:12-l/4" 12/13/96 5244'-5252' Frae C sand as follows:

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls to surE 98,700#of20/40 sand in 519 bls of
Boragel Breakdown @3360 psi Tieated
avg rate of 20 3 bpm wlavg press of2000
psi ISIP-3768 psi, 5-min 3417 psi
Flowback on 12/64" ck foi 12min and died

12/16/96 5069'-5086' Frac D-1 sand as follows:
109,l00#of20/40 sand in 55 I bb1sof

Cement top @756 - " Boragel Bleakdown @3367 psi Ticated @
PRODUCTION CASING avgrateof204bpmwlavgpressof1800

CSG SIZE: 5-1/2. psi ISIP-2580 psi.5-min 2485 psi
Flowback on 12/64" ck for 2 houis and

GRADE: 1-55 died.

WEIGHT: 155# 03/18/02 Tubing leak Update rod andtubing details

LENGTH: 148jts (6253 94') 07/09/03 Parted Rods Update rod detail

DEFI'H LANDED: 6253' 03/01/05 Pump change Updated rod detail.

HOLE SIZE: 7-7/8"

CEMENT DATA: 340 sk Hibond mixed & 360 sxs thixotropic

CEMENT TOP AT: 756"per CBL

TUBING
SIZEIGRADE/WT : 2-7/8" I M-50 / 6 5#

NO OF JOINTS: 188jts (5809 32')

TUBINGANCHOR: 5822.32' KB stim- 07T

NO OF JOINTS: 2 jts (61 78')
5050

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5886 90' KB

NO OF JOINTS: I jts (30 89')

TOTAL STRING LENGTH: EOT 5919 34' KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' Anchor (gi5822'

SUCKER RODS: 2-6' x 7/8" pony rod, 100 -- 7/8" scrapered rods. 94 - 3/4" 5834 -5839'

plam rods. 34 - 3/4" scrapered mds, 6-1 1/2"weighted rods

PUMP SIZE: 2 1/2" x i 3/4" x 16' RHAC pump
5852'-5854'

STROKE LENGTH: 78"

PUMP SPEED, SPM: 7 SPM
SN 5887

LOGS:Dual Latellog, GR, SP, Spectral Densily-Dual Spaced Neutron. CBL-GR PERFORATION RECORD
SWI -5899 12/10/96 6019'-6021' 4 JSPF 8 holes

12/10/96 5892'-5899' 4 JSPF 28 holes
12/10/96 5852'-5854' 4 JSPF 8 holes

EOTia Sul"
12/10/96 5834'-5839' 4 JSPF 20 holes
12/12/96 5244'-5252' 4 JSPF 32 holes

billo -boll 12/14/96 5080'-5086' 4 JSPF 24 holes
12/14/96 5069'-5077' 4 JSPF 32 holes

NEWFIELD Toportilig6ois

PBTD g 6205'

Monument Butte Federal #10-26-8-16
TDI Shoe 6253'

1973' FSL & 1992' FEL

NWSE Section 26-T8S-R16E

Duchesne Co, Utah

API #43-013-31668: Lease #U-34346

Monument Butte Federal #10-26-8-16
Spud Date: 11/07/96
POP: 12/21/96

Initial Production: 210 BOPD,

GL: 5496' KB: 5509' Wellbore Diagmm 198 MCFPD, 12 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/11/96 5834'-6021' Frac CP-I & LODC sands as follows:

GRADE: J-55 119.500#of20/40 sand in 661 bbis of
Boragel Breakdown @2617 psi Treated é

WEIGHT:24# avg rate of34 5 bpm wlavg pless of 1750

LENGTH: 294 30'(7 jts) psi ISIP-2100 psi. 5-min 1978 psi
Flowback on 12/64" ck for 3 hours and

DEVfH LANDED: 293 70' GL died

HOLE SIZE:12-l/4" 12/13/96 5244'-5252' Frae C sand as follows:

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls to surE 98,700#of20/40 sand in 519 bls of
Boragel Breakdown @3360 psi Tieated
avg rate of 20 3 bpm wlavg press of2000
psi ISIP-3768 psi, 5-min 3417 psi
Flowback on 12/64" ck foi 12min and died

12/16/96 5069'-5086' Frac D-1 sand as follows:
109,l00#of20/40 sand in 55 I bb1sof

Cement top @756 - " Boragel Bleakdown @3367 psi Ticated @
PRODUCTION CASING avgrateof204bpmwlavgpressof1800

CSG SIZE: 5-1/2. psi ISIP-2580 psi.5-min 2485 psi
Flowback on 12/64" ck for 2 houis and

GRADE: 1-55 died.

WEIGHT: 155# 03/18/02 Tubing leak Update rod andtubing details

LENGTH: 148jts (6253 94') 07/09/03 Parted Rods Update rod detail

DEFI'H LANDED: 6253' 03/01/05 Pump change Updated rod detail.

HOLE SIZE: 7-7/8"

CEMENT DATA: 340 sk Hibond mixed & 360 sxs thixotropic

CEMENT TOP AT: 756"per CBL

TUBING
SIZEIGRADE/WT : 2-7/8" I M-50 / 6 5#

NO OF JOINTS: 188jts (5809 32')

TUBINGANCHOR: 5822.32' KB stim- 07T

NO OF JOINTS: 2 jts (61 78')
5050

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5886 90' KB

NO OF JOINTS: I jts (30 89')

TOTAL STRING LENGTH: EOT 5919 34' KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' Anchor (gi5822'

SUCKER RODS: 2-6' x 7/8" pony rod, 100 -- 7/8" scrapered rods. 94 - 3/4" 5834 -5839'

plam rods. 34 - 3/4" scrapered mds, 6-1 1/2"weighted rods

PUMP SIZE: 2 1/2" x i 3/4" x 16' RHAC pump
5852'-5854'

STROKE LENGTH: 78"

PUMP SPEED, SPM: 7 SPM
SN 5887

LOGS:Dual Latellog, GR, SP, Spectral Densily-Dual Spaced Neutron. CBL-GR PERFORATION RECORD
SWI -5899 12/10/96 6019'-6021' 4 JSPF 8 holes

12/10/96 5892'-5899' 4 JSPF 28 holes
12/10/96 5852'-5854' 4 JSPF 8 holes

EOTia Sul"
12/10/96 5834'-5839' 4 JSPF 20 holes
12/12/96 5244'-5252' 4 JSPF 32 holes

billo -boll 12/14/96 5080'-5086' 4 JSPF 24 holes
12/14/96 5069'-5077' 4 JSPF 32 holes

NEWFIELD Toportilig6ois

PBTD g 6205'

Monument Butte Federal #10-26-8-16
TDI Shoe 6253'

1973' FSL & 1992' FEL

NWSE Section 26-T8S-R16E

Duchesne Co, Utah

API #43-013-31668: Lease #U-34346



SpudDate:IIII3/96 Monument Butte Federal #9-26
Put on Production: 12/20/96
GL: 5495' KB: 5508' Initial Production: 104 BOPD.

Wellboæ Diagram 144 MCFPD.4 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/11/96 5413'-545T Frae B-l & B-2 sands as follows:

GRADE: J-55 8 I.700#of 20/40 sand in 492 bb1sof

WEIGHT:24#
Bolagel Breakdown (a: 2410 psi Tiealed (a

I avg late of 22 4 bpm w/avg press of 1750

LENGTH: 307 14'(9 jis) psi ISIP-2406 psi, 5-min 2379 psi
Flowback on 12/64" ck foi 4 hours and

DEFTH LANDED: 305 04' GL died

HOLE SIZE:12-II4" 12/14/96 5116'-5250' Frac D-l, D-3 & C sand as follows:

CEMENT DATA: 120 sxs Piemium cmt. es! 4 bbis to sm E O n n No

avg late of25 8 bpm wlavg piess of 1700
psi 1SIP-2694, 5-min 2595 psi Flowback
on 12/64" ck foi 3 hours and died

12/16/96 4848'-4867' Frac PB-Il sand as follows:

I 72,800# of20/40 sand in 4 12bbis of
Cement top(o 788' Boragel Bitakdown (a, 2857 psi Treated (at

PRODUCTION CASING avgsuteofiB6bpmwravgpiessof2100

CSG SIZE: 5-1/2, psi ISIP-2616 psi. 5-min 2550 psi
Flowback on 12/64" ck for 3 hours and

GRADE: J-55 died

WEIGHT: 15.5#

LENGTH: 153jis (6413 33')

DEVI'H LANDED: 6399 33'

HOLE SIZE: 7-7/8"

CEMENT DATA: 470 sk Hibond mixed & 480 sxs thixotropic

CEMENT TOP AT: 788' pel CBL

TUBING
SIZEIGRADEIW1 : 2-7/8" ? M-50! 6 5#

NO OF JOINTS: 205 jts (?)
TUBING ANCIIOR: 5332

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT (à 5487'

SN LANDED AT: 5395'

SUCKER RODS

POLlSHED ROD: 1-Ir2" x 22' polished

SUCKER RODS:4-3/4"scrapeied 112-3/4' plainrods.95-3/4"scrapeied PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 12/11/96 5413'-541T 4 ]SPF 16 holes

PUMP NUMBER: ?
12/\ I/96 5443'-5457 4 JSPF 56 holes

4848'-4867' PB-I I sds 12/12/96 5243'-5250' 4 JSPF 28 holes
PUMP SIZE: 1-2-1/2" x 1-1/2" x 16 RHAC pump 12/12/96 521 l'-5216' 4 JSPF 20 holes

STROKE LENGTH: 86 5 I 16'-5120' D-I sds
12/12/96 5 I 16'-5120' 4 JSPF 16 holes
12/14/96 4848'-486T 4 JSPF 76 holes

PUMP SPEED. SPM: 7-1:2 SPM - 5211'-5216'D-3sds
LOGS:Dual Laterlog. GR. SP. Speclial Densily-Dual Spaced Neulmn. CBL-GR

5243'-5250' C sds

Anchor (a5332'

5413'-5417' B-I sds
5443'-5457' B-2 sds

SN (di5395'

NEWFIELD EOT(4 548T

Monument Butte Federal #9-26
660 FEL 1980 FNL
NESE Section 26-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31667; Lease

SpudDate:IIII3/96 Monument Butte Federal #9-26
Put on Production: 12/20/96
GL: 5495' KB: 5508' Initial Production: 104 BOPD.

Wellboæ Diagram 144 MCFPD.4 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/11/96 5413'-545T Frae B-l & B-2 sands as follows:

GRADE: J-55 8 I.700#of 20/40 sand in 492 bb1sof

WEIGHT:24#
Bolagel Breakdown (a: 2410 psi Tiealed (a

I avg late of 22 4 bpm w/avg press of 1750

LENGTH: 307 14'(9 jis) psi ISIP-2406 psi, 5-min 2379 psi
Flowback on 12/64" ck foi 4 hours and

DEFTH LANDED: 305 04' GL died

HOLE SIZE:12-II4" 12/14/96 5116'-5250' Frac D-l, D-3 & C sand as follows:

CEMENT DATA: 120 sxs Piemium cmt. es! 4 bbis to sm E O n n No

avg late of25 8 bpm wlavg piess of 1700
psi 1SIP-2694, 5-min 2595 psi Flowback
on 12/64" ck foi 3 hours and died

12/16/96 4848'-4867' Frac PB-Il sand as follows:

I 72,800# of20/40 sand in 4 12bbis of
Cement top(o 788' Boragel Bitakdown (a, 2857 psi Treated (at

PRODUCTION CASING avgsuteofiB6bpmwravgpiessof2100

CSG SIZE: 5-1/2, psi ISIP-2616 psi. 5-min 2550 psi
Flowback on 12/64" ck for 3 hours and

GRADE: J-55 died

WEIGHT: 15.5#

LENGTH: 153jis (6413 33')

DEVI'H LANDED: 6399 33'

HOLE SIZE: 7-7/8"

CEMENT DATA: 470 sk Hibond mixed & 480 sxs thixotropic

CEMENT TOP AT: 788' pel CBL

TUBING
SIZEIGRADEIW1 : 2-7/8" ? M-50! 6 5#

NO OF JOINTS: 205 jts (?)
TUBING ANCIIOR: 5332

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT (à 5487'

SN LANDED AT: 5395'

SUCKER RODS

POLlSHED ROD: 1-Ir2" x 22' polished

SUCKER RODS:4-3/4"scrapeied 112-3/4' plainrods.95-3/4"scrapeied PERFORATION RECORD
TOTAL ROD STRING LENGTH: ? 12/11/96 5413'-541T 4 ]SPF 16 holes

PUMP NUMBER: ?
12/\ I/96 5443'-5457 4 JSPF 56 holes

4848'-4867' PB-I I sds 12/12/96 5243'-5250' 4 JSPF 28 holes
PUMP SIZE: 1-2-1/2" x 1-1/2" x 16 RHAC pump 12/12/96 521 l'-5216' 4 JSPF 20 holes

STROKE LENGTH: 86 5 I 16'-5120' D-I sds
12/12/96 5 I 16'-5120' 4 JSPF 16 holes
12/14/96 4848'-486T 4 JSPF 76 holes

PUMP SPEED. SPM: 7-1:2 SPM - 5211'-5216'D-3sds
LOGS:Dual Laterlog. GR. SP. Speclial Densily-Dual Spaced Neulmn. CBL-GR

5243'-5250' C sds

Anchor (a5332'

5413'-5417' B-I sds
5443'-5457' B-2 sds

SN (di5395'

NEWFIELD EOT(4 548T

Monument Butte Federal #9-26
660 FEL 1980 FNL
NESE Section 26-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31667; Lease



Monument Butte Federal 12-25-8-16
Spud Date: 10/19/95
Put on Production: 12/15/1995
GL: 5442' KB: 5455' Wellboæ Diagrain IP: BOPD, MCFD, BWPD

SURFACE CASING FRAC JOBS
CSG SIZE: 8-5/8" 12/08/95 5380'-5418' Frae B sands as foHows:

ORADE: J-55 63.900# 20/40 sand in 5 I I bbis Bolagel
fluid Treated @avg pressure of2100 psi with

WEIGHT: 24# avg rate of30 BPM ISIP 2048 psi

LENGTH: 7 jis (305) 12/09/95 5221'-5239' Frac C sandsas follows:

DEPTH LANDED: 301 97
64,000#20/40 sand in 500 bbis Bora gel
Treated @avg pressureof 1700psi with avg

HOLE SIZE: 12-1/4" rateof28 5 BPM ISIP 2052 psi.

CEMENT DATA: 120sxs Class "G" cmt 10/30/02 5380'-5418' Refrac existing B2 sandsand frac new B2
sands as follows:
48,195# 20/40 sand in 376 bbis Viking I-25

TOC 360' Auid Treated @avg pressure of3325 psi with
avgrateofl6BPM ISIP-2080psi.
Calc flush: 1391gals Actualflush: 1302µIs

10/30/02 5040'-5074' Refrac existing D1 sandsand frac new DI

PRODUCTION CASING 88d07#2
/ 0 din410bbisVikingI-25

CSG SIZE: 5-1/2" fluid Treated avg pressure of2100 psi with

ORADE: J-55
avg rate of2i BPM. ISIP-2350 psi
Calc flush:5040 gals Actual flush: 4956 gals

WEIGHT: 15 5# 9/9/03 Tubing leak Update rod and tubing detail
LENGTH: 144jis (6188.91') 7-15-05 Pump change: Update rodand tubing detail
DEFTH LANDED: 6186 Il'

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx HiFill & 340 sx Thrixotmpic

CEMENT TOP AT: 360'

TUBING
SIZE/GRADE/WT: 2 7/8" / 1-55 / 6 5#

NO. OF JOINTS: 170jts (5337 86')

TUBING ANCHOR: 5350 86'

NO OF JOINTS: 3 jis (94 27')

SEATING NIPPLE: 2 7/8" (I 10')

SN LANDED AT: 5316 93'

NO OF JOINTS: 2 jis (63 26')

TOTAL STRlNG LENGTH: EOT (à 5508 74'
5040'-5046'
5046'-5055'

5071'-5074'
SUCKER RODS 5221'-5225'
POLISHED ROD: I Ir2" x22' SM 5230'-5239, PERFORATION RECORD

SUCKER RODS: 2', 4', 8'. x ¾" pony lods. 98-3/4" guided rods, 79-3/4" plain Anchor @5351' 12/07/95 5410'-5418' 4 JSPF 32 holes
rods.36-3/4" guided lods (top20 new), 4-1 ½" K-bars 12/07/95 5380'-5384' 4 JSPF 16holes
PUMP SIZE: 2 1/2"x I 1/2"x 12' x 125' x 155' RHAC Axelson pump 5380'-5384' 12/09/95 5230'-5239' 4 JSPF 36 holes

STROKE LENGTH: 42,, 12/09/95 5221'-5225' 4 JSPF 16holes
5405'-5408' 12/12/95 507I'-5074' 4 JSPF 12holes

PUMP SPEED. SPM: 4 SPM SN 5316' · 5410'-5418. 12/12/95 5046'-5055' 4 ]SPF 36 holes
10 29/02 5405'-5408' 4 JSPF 12holes

EOT @5508'
10729/02 5040'-5046' 4 JSPF 24 holes

Top of Fill @5934'

NEWFIELD

Monument Butte Federal 12-25-8-16 ----- PBTD@6148'

670' FWL 1901' FSL / \ SHOE @6186'
NWISW Section25-T8S-Rl6E

Duchesne Co, Utalt
TD @6200'

API #43-013-31554: Lease #UTU-67170

KC

Monument Butte Federal 12-25-8-16
Spud Date: 10/19/95
Put on Production: 12/15/1995
GL: 5442' KB: 5455' Wellboæ Diagrain IP: BOPD, MCFD, BWPD

SURFACE CASING FRAC JOBS

CSG SIZE: 8-5/8" 12/08/95 5380'-5418' Frae B sands as foHows:

ORADE: J-55 63.900# 20/40 sand in 5 I I bbis Bolagel
fluid Treated @avg pressure of2100 psi with

WEIGHT: 24# avg rate of30 BPM ISIP 2048 psi

LENGTH: 7 jis (305) 12/09/95 5221'-5239' Frac C sandsas follows:

DEPTH LANDED: 301 97
64,000#20/40 sand in 500 bbis Bora gel
Treated @avg pressureof 1700psi with avg

HOLE SIZE: 12-1/4" rateof28 5 BPM ISIP 2052 psi.

CEMENT DATA: 120sxs Class "G" cmt 10/30/02 5380'-5418' Refrac existing B2 sandsand frac new B2
sands as follows:
48,195# 20/40 sand in 376 bbis Viking I-25

TOC 360' Auid Treated @avg pressure of3325 psi with
avgrateofl6BPM ISIP-2080psi.
Calc flush: 1391gals Actualflush: 1302µIs

10/30/02 5040'-5074' Refrac existing D1 sandsand frac new DI

PRODUCTION CASING 88d07#2
/ 0 din410bbisVikingI-25

CSG SIZE: 5-1/2" fluid Treated avg pressure of2100 psi with

ORADE: J-55
avg rate of2i BPM. ISIP-2350 psi
Calc flush:5040 gals Actual flush: 4956 gals

WEIGHT: 15 5# 9/9/03 Tubing leak Update rod and tubing detail
LENGTH: 144jis (6188.91') 7-15-05 Pump change: Update rodand tubing detail
DEFTH LANDED: 6186 Il'

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx HiFill & 340 sx Thrixotmpic

CEMENT TOP AT: 360'

TUBING
SIZE/GRADE/WT: 2 7/8" / 1-55 / 6 5#

NO. OF JOINTS: 170jts (5337 86')

TUBING ANCHOR: 5350 86'

NO OF JOINTS: 3 jis (94 27')

SEATING NIPPLE: 2 7/8" (I 10')

SN LANDED AT: 5316 93'

NO OF JOINTS: 2 jis (63 26')

TOTAL STRlNG LENGTH: EOT (à 5508 74'
5040'-5046'
5046'-5055'

5071'-5074'
SUCKER RODS 5221'-5225'
POLISHED ROD: I Ir2" x22' SM 5230'-5239, PERFORATION RECORD

SUCKER RODS: 2', 4', 8'. x ¾" pony lods. 98-3/4" guided rods, 79-3/4" plain Anchor @5351' 12/07/95 5410'-5418' 4 JSPF 32 holes
rods.36-3/4" guided lods (top20 new), 4-1 ½" K-bars 12/07/95 5380'-5384' 4 JSPF 16holes
PUMP SIZE: 2 1/2"x I 1/2"x 12' x 125' x 155' RHAC Axelson pump 5380'-5384' 12/09/95 5230'-5239' 4 JSPF 36 holes

STROKE LENGTH: 42,, 12/09/95 5221'-5225' 4 JSPF 16holes
5405'-5408' 12/12/95 507I'-5074' 4 JSPF 12holes

PUMP SPEED. SPM: 4 SPM SN 5316' · 5410'-5418. 12/12/95 5046'-5055' 4 ]SPF 36 holes
10 29/02 5405'-5408' 4 JSPF 12holes

EOT @5508'
10729/02 5040'-5046' 4 JSPF 24 holes

Top of Fill @5934'

NEWFIELD

Monument Butte Federal 12-25-8-16 ----- PBTD@6148'

670' FWL 1901' FSL / \ SHOE @6186'
NWISW Section25-T8S-Rl6E

Duchesne Co, Utalt
TD @6200'

API #43-013-31554: Lease #UTU-67170

KC



$#achmenE-Š

Federal Q-25-8-16
Spud Date: 04/09/07
Put on Production: P & A P&A Wellbore
GL: 5388' KB: 5400' NSlaul

Smfaceto 499'
200 exsClassG cemen!

SURFACE CASING

CSG SIZE: 8·5/8"

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jis (311.85')

DEPFH IANDED: 323.70' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 ausCIess "G" can,est 3 bbis cmtto surf.

2275-1983'
100 exaClass0 cement

2498-2248"
124 ans Class G cement

4403-4153'
124axs Class G coment

155 sus Class G cement

NEWFIELD

Federal Q-25-8-16
533' PSL & 1976' FWL

m @6458'

SE/SW Section25-T8S-R16E

Duchesno Co, Utah

API #43-013-33272; Isase

$#achmenE-Š

Federal Q-25-8-16
Spud Date: 04/09/07
Put on Production: P & A P&A Wellbore
GL: 5388' KB: 5400' NSlaul

Smfaceto 499'
200 exsClassG cemen!

SURFACE CASING

CSG SIZE: 8·5/8"

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jis (311.85')

DEPFH IANDED: 323.70' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 ausCIess "G" can,est 3 bbis cmtto surf.

2275-1983'
100 exaClass0 cement

2498-2248"
124 ans Class G cement

4403-4153'
124axs Class G coment

155 sus Class G cement

NEWFIELD

Federal Q-25-8-16
533' PSL & 1976' FWL

m @6458'

SE/SW Section25-T8S-R16E

Duchesno Co, Utah

API #43-013-33272; Isase



Machment E- o

Mon Butte NE QA-25-8-16
Spud Date: 3/18/2009
Put on Pmduction:4/27/2009 Wellbore Diagram
GL: 5443' KB: 5455'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/20/2009 5663-5669' Frac A3 es planned w/ 14,952 #'s 20/40 sand

GRADE: J-55 Cuiutili oe m-5 i
Spot 12 bbls of 15% HCIduring flush for stage #2 ISDP = 2335 psi

WEIGHT: 24# 4/20/2009 5502-5513' Frac B2 sds as planned w/ 60.331 #'s 20/40

LENGTH: 8 jts (312.12') sand. Spot 12 bbis of 15%HCl during flush for stage #3 ISDP = 2345 psi
FG = 86 psilft S min shut-in = 2211 psi 10 min shut-in = 2075 psi 15

DEFTH LANDED: 323 97' KB min shut-in = 2004 psi

HOLE SIZE: 12-1/4"
4/20/2009 5324-5330' Frac C sds as planned w/ 16.320#'s 20/40 sand

CEMENT DATA: 160 sx class 'g' cmt Spor 12bb1sof 15% HCI during flush for stage #4 ISDP = 2110 psi FG =

.83 psi/ft 5 min shut-in = 1882psi 10min shut-in = 1786 psi 15min
shut-in = 1754 psi

4/20/2009 5144-5156' Frac DI sds w/ 57,846 #'s 20/40 send ISDP =

2685 psi FG = 96 psilft 5 min shut-in = 2213 psi. 10min shut-in = 2043
psi 15min shut-in = 1970psi.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WElGHT: 155#

LENGTH: 175jis (6895.87')

DEFTH LANDED: 6552 74'

HOLE SIZE: 7-7/8"

CEMENT DATA: 325 sx piimlite and 425 sx 50/50 poz

CEMENT TOP AT: 54'

TUBING
SIZEIGRADElWT.; 2-7/8" / J-55

NO OF JOlNTS: 179jts (5621')

TUBING ANCHOR: 5624' KB

NO OF JOlNTS: I ji (28')

SEATING NIPPLE; 2-7/8" (I.10')

SN LANDED AT: 5652 90' KB

NO OF JOINTS: 2 jts (6 I)

TOTAL STRING LENGTH: EOT @5714'

SUCKER RODS
PERFORATION RECORD

4:20/09 5663-5669' 4 JSPF 24 holes

POLISHED ROD:
5 I I I S IS6 4/20/09 5502-5513' 4 JSPF 44 holes

SUCKER RODS: 4>20/09 5324-5330' 4 JSPF 24 holes

PUMP SlZE: central hydraulic 2 5" x I 75" RHAC
¯

532 I-5330 4•20/09 5144-5156' 4 JSPF 48 holes

STROKE LENGTH:

PUMP SPEED. SPM:

Anchor @5624'

EDI m S]I-Y

NEWFIELD PBTD@6513

Mon Butte NE QA-25-8-16
TD a (IS/3

1872' FSL & 669' FWL

NW/SW Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-34064: Lease #

Machment E- o

Mon Butte NE QA-25-8-16
Spud Date: 3/18/2009
Put on Pmduction:4/27/2009 Wellbore Diagram
GL: 5443' KB: 5455'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/20/2009 5663-5669' Frac A3 es planned w/ 14,952 #'s 20/40 sand

GRADE: J-55 Cuiutili oe m-5 i
Spot 12 bbls of 15% HCIduring flush for stage #2 ISDP = 2335 psi

WEIGHT: 24# 4/20/2009 5502-5513' Frac B2 sds as planned w/ 60.331 #'s 20/40

LENGTH: 8 jts (312.12') sand. Spot 12 bbis of 15%HCl during flush for stage #3 ISDP = 2345 psi
FG = 86 psilft S min shut-in = 2211 psi 10 min shut-in = 2075 psi 15

DEFTH LANDED: 323 97' KB min shut-in = 2004 psi

HOLE SIZE: 12-1/4"
4/20/2009 5324-5330' Frac C sds as planned w/ 16.320#'s 20/40 sand

CEMENT DATA: 160 sx class 'g' cmt Spor 12bb1sof 15% HCI during flush for stage #4 ISDP = 2110 psi FG =

.83 psi/ft 5 min shut-in = 1882psi 10min shut-in = 1786 psi 15min
shut-in = 1754 psi

4/20/2009 5144-5156' Frac DI sds w/ 57,846 #'s 20/40 send ISDP =

2685 psi FG = 96 psilft 5 min shut-in = 2213 psi. 10min shut-in = 2043
psi 15min shut-in = 1970psi.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WElGHT: 155#

LENGTH: 175jis (6895.87')

DEFTH LANDED: 6552 74'

HOLE SIZE: 7-7/8"

CEMENT DATA: 325 sx piimlite and 425 sx 50/50 poz

CEMENT TOP AT: 54'

TUBING
SIZEIGRADElWT.; 2-7/8" / J-55

NO OF JOlNTS: 179jts (5621')

TUBING ANCHOR: 5624' KB

NO OF JOlNTS: I ji (28')

SEATING NIPPLE; 2-7/8" (I.10')

SN LANDED AT: 5652 90' KB

NO OF JOINTS: 2 jts (6 I)

TOTAL STRING LENGTH: EOT @5714'

SUCKER RODS
PERFORATION RECORD

4:20/09 5663-5669' 4 JSPF 24 holes

POLISHED ROD:
5 I I I S IS6 4/20/09 5502-5513' 4 JSPF 44 holes

SUCKER RODS: 4>20/09 5324-5330' 4 JSPF 24 holes

PUMP SlZE: central hydraulic 2 5" x I 75" RHAC
¯

532 I-5330 4•20/09 5144-5156' 4 JSPF 48 holes

STROKE LENGTH:

PUMP SPEED. SPM:

Anchor @5624'

EDI m S]I-Y

NEWFIELD PBTD@6513

Mon Butte NE QA-25-8-16
TD a (IS/3

1872' FSL & 669' FWL

NW/SW Section 25-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-34064: Lease #



Gmémenf E-7

Spud Date: 11/13/96 Monument Butte Federal NE #14-26-8-16
Put on Production: 1/10/97
GL: 5531' KB: 5544' Initial Production: 75 BOPD,

Wellbore Diagimin 121 MCFPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/2/97 6037-6045' Frac CP-2 sa s follows:

GRADE: J-55 86,000# of 20/40 sandin 505 bbis of

WEIGHT:24#
Bomgel Treated avg rate of25 2 bpm
wravg press of2300 psi ISIP-3078 psi

LENGTH: 297.90'(7 jts ) . - 1/4/97 5385'-5390' Frac B-2 sand as follows:

DEPTH LANDED: 291 30' GL
98,700#of20|40 sand in 573 bbis of

HOLE SIZE:12-l/4"
Boragel Treated avg rate of25 2 bpm
w/avg press of 1980psi. ISIP-2041 psi

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis to sutf 1/7/97 5052'-5070' Frac D-1 sand as follows:
107,600#of20/40 sand in 546 bb1sof
Boragel Treated @avg late of22 5 bpm
wlavg pless of2350 psi ISIP-2902 psi

3/2!/02 Tubing leak Update lod and tubing details

8/27/02 Tubing leak Update rod and tubing details

PRODUCTION CASING
4/3/03 Tubingleak. Updaterodandtubingdetails

CSG SIZE: 5-1/2"
1/20/06 Tubing leak. Update md and tubing deleils

GRADE: J-55
1/14/09 Tubing Leak Updated md & tubing details

WEIGHT: 15.5#

LENGTH: 150jts (6257')

DEPTH LANDED: 6252'

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sk Hibond mixed & 390 sxs thixotropic

CEMENT TOP AT: 120'

TUBING
SIZEIGRADElWT : 2-7/8" i M-50 / 6 5#

NO OF JOINTS: 191 jts (5901 89')

TUBING ANCHOR: 5946 65' KB

NO OF JOINTS: 2 jts (62 23')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT: 6015 18' KB

NO OF JOINTS: 2 jts (62 16')

TOTAL STRING LENGTH: EOT 6077 34'

SUCKER RODS

POLISHED ROD: 1-1.2" x 22' polished

SUCKER RODS: 6-1 L2" weight bars, 49-3/4" guided rods, 54-3/4" plain rods.
131-3/4"scrapered rods; 1-4'. 1-8' x ¾" pony rods

PUMP SIZE: 2-l/2" x l-l/2' x 13' x 16' RHAC pump

STROKE LENGTH: 52"

PUMP SPEED. SPM: 5 SPM PERFORATION RECORD
505T.5tis5
5060'- MIW 12/30/96 6037-6045' 4 JSPF 32 holes

1/03/97 5385'-5390' 4 JSPF 20 holes

$385'- 5390 \/06/97 5052'-5055' 4 JSPF 12holes
1/06/97 5060'-5070' 4 JSPF 40 holes

Anchol @5947
6037'- 6045

SNg6015

NEWFIELD
EOT@6077

Top of fill @6133'

Monument Butte Federal NE #14-26-8-16 PBTD@6210'

660' FSL & 1980' FWL SHOEITD@ 6250'

SE/SW Section 26-T8S-R16E

Duchesne Co, Utah

API #43-013-31703, Lease #U-34346

DF

Gmémenf E-7

Spud Date: 11/13/96 Monument Butte Federal NE #14-26-8-16
Put on Production: 1/10/97
GL: 5531' KB: 5544' Initial Production: 75 BOPD,

Wellbore Diagimin 121 MCFPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/2/97 6037-6045' Frac CP-2 sa s follows:

GRADE: J-55 86,000# of 20/40 sandin 505 bbis of

WEIGHT:24#
Bomgel Treated avg rate of25 2 bpm
wravg press of2300 psi ISIP-3078 psi

LENGTH: 297.90'(7 jts ) . - 1/4/97 5385'-5390' Frac B-2 sand as follows:

DEPTH LANDED: 291 30' GL
98,700#of20|40 sand in 573 bbis of

HOLE SIZE:12-l/4"
Boragel Treated avg rate of25 2 bpm
w/avg press of 1980psi. ISIP-2041 psi

CEMENT DATA: 120 sxs Premium cmt, est 5 bbis to sutf 1/7/97 5052'-5070' Frac D-1 sand as follows:
107,600#of20/40 sand in 546 bb1sof
Boragel Treated @avg late of22 5 bpm
wlavg pless of2350 psi ISIP-2902 psi

3/2!/02 Tubing leak Update lod and tubing details

8/27/02 Tubing leak Update rod and tubing details

PRODUCTION CASING
4/3/03 Tubingleak. Updaterodandtubingdetails

CSG SIZE: 5-1/2"
1/20/06 Tubing leak. Update md and tubing deleils

GRADE: J-55
1/14/09 Tubing Leak Updated md & tubing details

WEIGHT: 15.5#

LENGTH: 150jts (6257')

DEPTH LANDED: 6252'

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sk Hibond mixed & 390 sxs thixotropic

CEMENT TOP AT: 120'

TUBING
SIZEIGRADElWT : 2-7/8" i M-50 / 6 5#

NO OF JOINTS: 191 jts (5901 89')

TUBING ANCHOR: 5946 65' KB

NO OF JOINTS: 2 jts (62 23')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT: 6015 18' KB

NO OF JOINTS: 2 jts (62 16')

TOTAL STRING LENGTH: EOT 6077 34'

SUCKER RODS

POLISHED ROD: 1-1.2" x 22' polished

SUCKER RODS: 6-1 L2" weight bars, 49-3/4" guided rods, 54-3/4" plain rods.
131-3/4"scrapered rods; 1-4'. 1-8' x ¾" pony rods

PUMP SIZE: 2-l/2" x l-l/2' x 13' x 16' RHAC pump

STROKE LENGTH: 52"

PUMP SPEED. SPM: 5 SPM PERFORATION RECORD
505T.5tis5
5060'- MIW 12/30/96 6037-6045' 4 JSPF 32 holes

1/03/97 5385'-5390' 4 JSPF 20 holes

$385'- 5390 \/06/97 5052'-5055' 4 JSPF 12holes
1/06/97 5060'-5070' 4 JSPF 40 holes

Anchol @5947
6037'- 6045

SNg6015

NEWFIELD
EOT@6077

Top of fill @6133'

Monument Butte Federal NE #14-26-8-16 PBTD@6210'

660' FSL & 1980' FWL SHOEITD@ 6250'

SE/SW Section 26-T8S-R16E

Duchesne Co, Utah

API #43-013-31703, Lease #U-34346

DF



tn 5/17/96 ÌVÍOnument Butte Federal #15-26-8-16
Put on Injection: 5/13/99 Initial Production: 296 BOPD.

GL: 5534' KB: 5547' hijection Diagrain 383 MCFPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 5/9/96 5471'-5485' Frac A sand as follows:

GRADE: 1-55 63,800# 20/40 sd in 44 I bb1sBoragel.

WEIGHT:24#
Badown @2449 psi tiented @avg rate 21
bpm, avg pness2490 psi. ISIP 3332 psi.

LENGTH: 305' 5/11/96 5273'-5280' Frac BI-Carb zone as foHows:

DEPTH LANDED: 302 63' GL 31,600#20/40 sd in 282 bbls Bolagel
Breakdown @401 I, treated @avg rate IS 5

HOLE SIZE:12-l/4" bpm. avg press 1900 psi ISIP-2276 psi

CEMENT DATA: 120 sxs Premium cmi, est 5 bbis to smE 5/14/96 5058'-5080' Fnic D sand as follows:
44,500# 20/40 sd in 316 bbis Bolagel.
Formation bloke (g;2501#, avg TP 1900#
16 bpm 1SIP-2252psi

5/2/99 Convert to injector.

2/26/09 5 Year MIT completed and submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 155#

LENGTH: 149jts (6363 43')

DEPTH LANDED: 6360 30' KB

HOLE SIZE: 7-7/8

CEMENT DATA: 300 sks Hyfill mixed & 360 sks thixotropic

CEMENT TOP AT: Surface pel CBL

TUBING
SIZE/GRADE/WI': 2-7/8"; LS / 6 5#

NO OF JOINTS: 159jts
SEATING NIPPLE: 1 10' @4950 47' KB

PACKER: elements © 4954 82' KB

TOTAL STRING LENGTH: EOT @4958 90' KB

Packet g 4955

PERFORATION RECORD

5058'-5063' D sds
5/896 547I'-5485' 4 JSPF 56 holes
Sil096 5273'-5280' 4 JSPF 28 holes
St1396 5070'-5080' 4JSPF 40holes
5, 13196 5058'-5063' 4 JSPF 20 holes

5070'-5080' D sds

5273'-5280' Bi-caib

547l'-5485' A sds

- SN 4955'

NEWPIELD
EOT@ 4959'

Monument Butte Federal #15-26-8-16
613 FSL & 1979 FEL
SWSE Section 26-T8S-R16E
Duchesne Co, Utah
API #43-013-31502; Lease #U-67170

CR

tn 5/17/96 ÌVÍOnument Butte Federal #15-26-8-16
Put on Injection: 5/13/99 Initial Production: 296 BOPD.

GL: 5534' KB: 5547' hijection Diagrain 383 MCFPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 5/9/96 5471'-5485' Frac A sand as follows:

GRADE: 1-55 63,800# 20/40 sd in 44 I bb1sBoragel.

WEIGHT:24#
Badown @2449 psi tiented @avg rate 21
bpm, avg pness2490 psi. ISIP 3332 psi.

LENGTH: 305' 5/11/96 5273'-5280' Frac BI-Carb zone as foHows:

DEPTH LANDED: 302 63' GL 31,600#20/40 sd in 282 bbls Bolagel
Breakdown @401 I, treated @avg rate IS 5

HOLE SIZE:12-l/4" bpm. avg press 1900 psi ISIP-2276 psi

CEMENT DATA: 120 sxs Premium cmi, est 5 bbis to smE 5/14/96 5058'-5080' Fnic D sand as follows:
44,500# 20/40 sd in 316 bbis Bolagel.
Formation bloke (g;2501#, avg TP 1900#
16 bpm 1SIP-2252psi

5/2/99 Convert to injector.

2/26/09 5 Year MIT completed and submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 155#

LENGTH: 149jts (6363 43')

DEPTH LANDED: 6360 30' KB

HOLE SIZE: 7-7/8

CEMENT DATA: 300 sks Hyfill mixed & 360 sks thixotropic

CEMENT TOP AT: Surface pel CBL

TUBING
SIZE/GRADE/WI': 2-7/8"; LS / 6 5#

NO OF JOINTS: 159jts
SEATING NIPPLE: 1 10' @4950 47' KB

PACKER: elements © 4954 82' KB

TOTAL STRING LENGTH: EOT @4958 90' KB

Packet g 4955

PERFORATION RECORD

5058'-5063' D sds
5/896 547I'-5485' 4 JSPF 56 holes
Sil096 5273'-5280' 4 JSPF 28 holes
St1396 5070'-5080' 4JSPF 40holes
5, 13196 5058'-5063' 4 JSPF 20 holes

5070'-5080' D sds

5273'-5280' Bi-caib

547l'-5485' A sds

- SN 4955'

NEWPIELD
EOT@ 4959'

Monument Butte Federal #15-26-8-16
613 FSL & 1979 FEL
SWSE Section 26-T8S-R16E
Duchesne Co, Utah
API #43-013-31502; Lease #U-67170

CR



SpudDate:6/26/95 ÌÅOnument Butte Fed. #13-25-8-16
Put on Production: 8/22/95
Put on Injection: 5/25/96 Initial Production: 75 BOPD,

GL: 5410' KB: 5424. Injection Wellbore 100 MCFD, 4 BWPD
Diagram

SURFACE CASING _ FRAC JOB

CSG SIZE: 8-5/8" 8/17/95 4999'-5018' Frac DI sand as follows:

GRADE: J-55 8,000#20/40 sand in 457 bbis Gel Scleened
out

WElGHT:24# 8/18/95 4999'-50l8' Re-Frac Dl sand as follows:
LENGTH: 8 jts (295 83') 70,000#20/40 sand + 32,000# 16/30sand in

DEPYH LANDED: 294 12' KB 812 bbls Purgel Scleened out w/ 86.900#

\/ sand in formation and 13.600# in casing Avg
HOLE SIZE:12-l/4 treating press 2600 psi@ 36 BPM

CEMENT DATA: 120 sxs Premlite cmt, es! 6 bbis cmt to surf 5/20/96 Convert to Injector.

7-21-05 5358-5364' Re-completion frac B2 sandas follows:
15093#'s 20/40 sand in 152 bis of Lightning
17 Huid Treated @ave pressure of4583 psi

Cement Top@ 570' -

· @ave rate of 14 I BPM ISIP 5770 psi

7-21-05 5150-5232' Re-completion Frac BiC and C sand as
follows: 20,00I#'s of20/40 sand in 205 bbis

PRODUCTION CASING ofLightning17fracfluid Tseated@ave

CSG SIZE: 5-l/2" pzessute of3209 psi @ave rateof l4 i BPM
SIP2100psi

GRADE: J-55 8- I 7-05 MIT complete
WEIGHT: 15.5#

LENGTH: 6175'

DEFTH LANDED: 6150' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 320 sxs Hililt & 330 sxs Thixotiopic.

CEMENT TOP AT: 570' pel CBL

TUBING
SIZE/GRADE/WT : 2-7/8" I 1-55 I 6 5#

NO OF JOINTS: 159 jis 4936 92'

SEATING NIPPLE: 2-7/8" (I.10')

SN LANDED AT: 4949 92 KB

NO OF JOlNTS: I jt (6221 12')
PACKER: 4954 27 KB Packer @4954'

TOTAL STRING LENGTH: EOT @4958-39' -

4999'-5018' Dl sds

PERFORATION RECORD
8/16195 4999'-50\8' 4]SPF 76holes

5150'-Sl56' C sds 7-20-05 5150-5156' 4 JSPF 24 holes
7-20-05 5170-5176' 4 JSPF 24 holes

- Sl70'-5176' C sds 7-20-05 5230-5232' 4 JSPF 4 holes
7-20-05 5358-5364' 4 JSPF 24 holes

5230'-5232' BiC sds

$358'-5364' B2 sds

NEWFIELD
PBTD @6084'

/ \ TD @6150'

Monument Butte Fed. #13-25-8-16
660' FSL & 660' FWL

SWSW Section 25-T8S-RI6E
Duchesne Co, Utah

API #43-013-31513; Lease #U-67170
KC

SpudDate:6/26/95 ÌÅOnument Butte Fed. #13-25-8-16
Put on Production: 8/22/95
Put on Injection: 5/25/96 Initial Production: 75 BOPD,

GL: 5410' KB: 5424. Injection Wellbore 100 MCFD, 4 BWPD
Diagram

SURFACE CASING _ FRAC JOB

CSG SIZE: 8-5/8" 8/17/95 4999'-5018' Frac DI sand as follows:

GRADE: J-55 8,000#20/40 sand in 457 bbis Gel Scleened
out

WElGHT:24# 8/18/95 4999'-50l8' Re-Frac Dl sand as follows:
LENGTH: 8 jts (295 83') 70,000#20/40 sand + 32,000# 16/30sand in

DEPYH LANDED: 294 12' KB 812 bbls Purgel Scleened out w/ 86.900#

\/ sand in formation and 13.600# in casing Avg
HOLE SIZE:12-l/4 treating press 2600 psi@ 36 BPM

CEMENT DATA: 120 sxs Premlite cmt, es! 6 bbis cmt to surf 5/20/96 Convert to Injector.

7-21-05 5358-5364' Re-completion frac B2 sandas follows:
15093#'s 20/40 sand in 152 bis of Lightning
17 Huid Treated @ave pressure of4583 psi

Cement Top@ 570' -

· @ave rate of 14 I BPM ISIP 5770 psi

7-21-05 5150-5232' Re-completion Frac BiC and C sand as
follows: 20,00I#'s of20/40 sand in 205 bbis

PRODUCTION CASING ofLightning17fracfluid Tseated@ave

CSG SIZE: 5-l/2" pzessute of3209 psi @ave rateof l4 i BPM
SIP2100psi

GRADE: J-55 8- I 7-05 MIT complete
WEIGHT: 15.5#

LENGTH: 6175'

DEFTH LANDED: 6150' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 320 sxs Hililt & 330 sxs Thixotiopic.

CEMENT TOP AT: 570' pel CBL

TUBING
SIZE/GRADE/WT : 2-7/8" I 1-55 I 6 5#

NO OF JOINTS: 159 jis 4936 92'

SEATING NIPPLE: 2-7/8" (I.10')

SN LANDED AT: 4949 92 KB

NO OF JOlNTS: I jt (6221 12')
PACKER: 4954 27 KB Packer @4954'

TOTAL STRING LENGTH: EOT @4958-39' -

4999'-5018' Dl sds

PERFORATION RECORD
8/16195 4999'-50\8' 4]SPF 76holes

5150'-Sl56' C sds 7-20-05 5150-5156' 4 JSPF 24 holes
7-20-05 5170-5176' 4 JSPF 24 holes

- Sl70'-5176' C sds 7-20-05 5230-5232' 4 JSPF 4 holes
7-20-05 5358-5364' 4 JSPF 24 holes

5230'-5232' BiC sds

$358'-5364' B2 sds

NEWFIELD
PBTD @6084'

/ \ TD @6150'

Monument Butte Fed. #13-25-8-16
660' FSL & 660' FWL

SWSW Section 25-T8S-RI6E
Duchesne Co, Utah

API #43-013-31513; Lease #U-67170
KC



N/fohmen/'E 10

Monument Butte Federal 14-25-8-16
Spud Date: 8/21/95 Initial Poduction: 163 BOPD,
Put on Pmduction: 10/14/95 Wellbore Diagram 132 MCFD, OBWPD
GL: 5386' KB: 5398'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 10/0585 5326'-5332' Frae B2 sands as follows:

GRADE: J-55 46,000# 16/30sand in 455 bbis Boragel frac

WEIGHT: 24#
fluid Treated@ avgpless of2120 psi wlavg
lateof21 BPM ISIP 2341 psi Calc flush:

LENGTH: 7 jts (314 74')
5326 gal Actual flush: 5246 gal

DEPTH LANDED: 310 89' KB 10/07/95 5153'-5178' Frac C sandsas follows:
80.200# 16/30sand in 675 bbis Boragel fiac

HOLE SIZE:12-l/4" fluid Treated @avg press of2100 psi w/avg

CEMENT DATA: 130 sxs Piemium cmi, es!4 bbis cml to surE Inteof40 BPM InS 6 psi Calc flush:

10/10/95 4978'-5008' Frac DI sandsas follows:
- - 81,000# 16/30sand in 703 bbis Boragel frac

Huid Treated @evgpress of2100 psi wlavg
rateof35 BPM ISIP 2519 psi Calc flush:
4978 gal Actual flush; 4943 gal.

PRODUCTION CASING
NGTE:Nowolkovelinformationsinceputonproduction10/14/95

CSG SIZE: 5-1/2- TOC @800·
- - 2/12/03 4480'-4524' Frac GB4 and GB6 sands as follows:

58,257#20/40 sand in 474 bbis Viking I-25
GRADE: J-55 fluid T!ealed @avg press of 1976psi wlavg

WEIGHT: 15 5#
rateof20 2 BPM ISIP 2534 psi Calc flush:
4480 gal Actual Gush:4368 gal

DEPTH LANDED: 6101' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 255 sxs Hilift & 285 sxs Thixotropic

CEMENT TOP AT: 800' pel CBL

TUBING
SIZEIGRADE/WT.: 2-7/8" / 1-55 / 6 5#

NO OF JOINTS: 171jis (5366 56')

TUBING ANCHOR: 5378 56' KB

NO OF JOINTS: I ji (31 40')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT: 5412 76' KB

NO OF JOINTS: I ji (31 43')

TOTAL STRING LENGTH: EOT ge 5445 74 W/12' KB

4480'-4487'

4519'-4524'

SUCKER RODS
4978'-4983'

POLISHED ROD: I-li2' x 22' SM | 4988'-4994'
SUCKER RODS: 6-1 1/2" weight bais: 10-3/4" sciapeied rods; 99-3/4 plain - 5001'-5008'
rods; 100-3/4" sclepened mds; I-3/4" plain tod; 1-8' x 3/4" pony rod

PUMP SIZE: 2-l/2" x i-l /2" x 16' RHAC 5153'-5160' PERFORATION RECORD
STROKE LENGTH: 86" 5l69'-5174'

PUMP SPEED. SPM: 3 5 SPM
5176'-5178' 10/04/95 5326'-5332' 4 ]SPF 24 holes

$326'-5332 10/0695 5176'-5178' 4]SPF 24holes
LOGS: DIGLISP/OR/CAL 10/06'95 5169'-5174' 4]SPF 24holes

10/06/95 5153'-5160' 4 ]SPF 24 holes
Anchos 5379' 10/08/95 5001'-5008' 4 JSPF 24 holes

SN 5413. 10/08/95 4988'-4994' 4]SPF 24holes
10/08/95 4978'-4983' 4 JSPF 24 holes

EOT @5446. 2/11/03 4519'-4524' 4 JSPF 20 holes
2/11/03 4480'-4487' 4 JSPF 28 holes

Top of Fill @584T

Monument Butte Federal 14-25-8-16 PBTD@ 6044'

535' FSL & 1980' FWL
SE/SW Section 25-T8S-Rl6E SHOEITD @6101'

Duchesne Co, Utah
API #43-013-31531; Lease #UTU-67170

MH

N/fohmen/'E 10

Monument Butte Federal 14-25-8-16
Spud Date: 8/21/95 Initial Poduction: 163 BOPD,
Put on Pmduction: 10/14/95 Wellbore Diagram 132 MCFD, OBWPD
GL: 5386' KB: 5398'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 10/0585 5326'-5332' Frae B2 sands as follows:

GRADE: J-55 46,000# 16/30sand in 455 bbis Boragel frac

WEIGHT: 24#
fluid Treated@ avgpless of2120 psi wlavg
lateof21 BPM ISIP 2341 psi Calc flush:

LENGTH: 7 jts (314 74')
5326 gal Actual flush: 5246 gal

DEPTH LANDED: 310 89' KB 10/07/95 5153'-5178' Frac C sandsas follows:
80.200# 16/30sand in 675 bbis Boragel fiac

HOLE SIZE:12-l/4" fluid Treated @avg press of2100 psi w/avg

CEMENT DATA: 130 sxs Piemium cmi, es!4 bbis cml to surE Inteof40 BPM InS 6 psi Calc flush:

10/10/95 4978'-5008' Frac DI sandsas follows:
- - 81,000# 16/30sand in 703 bbis Boragel frac

Huid Treated @evgpress of2100 psi wlavg
rateof35 BPM ISIP 2519 psi Calc flush:
4978 gal Actual flush; 4943 gal.

PRODUCTION CASING
NGTE:Nowolkovelinformationsinceputonproduction10/14/95

CSG SIZE: 5-1/2- TOC @800·
- - 2/12/03 4480'-4524' Frac GB4 and GB6 sands as follows:

58,257#20/40 sand in 474 bbis Viking I-25
GRADE: J-55 fluid T!ealed @avg press of 1976psi wlavg

WEIGHT: 15 5#
rateof20 2 BPM ISIP 2534 psi Calc flush:
4480 gal Actual Gush:4368 gal

DEPTH LANDED: 6101' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 255 sxs Hilift & 285 sxs Thixotropic

CEMENT TOP AT: 800' pel CBL

TUBING
SIZEIGRADE/WT.: 2-7/8" / 1-55 / 6 5#

NO OF JOINTS: 171jis (5366 56')

TUBING ANCHOR: 5378 56' KB

NO OF JOINTS: I ji (31 40')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT: 5412 76' KB

NO OF JOINTS: I ji (31 43')

TOTAL STRING LENGTH: EOT ge 5445 74 W/12' KB

4480'-4487'

4519'-4524'

SUCKER RODS
4978'-4983'

POLISHED ROD: I-li2' x 22' SM | 4988'-4994'
SUCKER RODS: 6-1 1/2" weight bais: 10-3/4" sciapeied rods; 99-3/4 plain - 5001'-5008'
rods; 100-3/4" sclepened mds; I-3/4" plain tod; 1-8' x 3/4" pony rod

PUMP SIZE: 2-l/2" x i-l /2" x 16' RHAC 5153'-5160' PERFORATION RECORD
STROKE LENGTH: 86" 5l69'-5174'

PUMP SPEED. SPM: 3 5 SPM
5176'-5178' 10/04/95 5326'-5332' 4 ]SPF 24 holes

$326'-5332 10/0695 5176'-5178' 4]SPF 24holes
LOGS: DIGLISP/OR/CAL 10/06'95 5169'-5174' 4]SPF 24holes

10/06/95 5153'-5160' 4 ]SPF 24 holes
Anchos 5379' 10/08/95 5001'-5008' 4 JSPF 24 holes

SN 5413. 10/08/95 4988'-4994' 4]SPF 24holes
10/08/95 4978'-4983' 4 JSPF 24 holes

EOT @5446. 2/11/03 4519'-4524' 4 JSPF 20 holes
2/11/03 4480'-4487' 4 JSPF 28 holes

Top of Fill @584T

Monument Butte Federal 14-25-8-16 PBTD@ 6044'

535' FSL & 1980' FWL
SE/SW Section 25-T8S-Rl6E SHOEITD @6101'

Duchesne Co, Utah
API #43-013-31531; Lease #UTU-67170

MH



Monument Federal #2A-35-8-16
Spud Date: 3/15/1995 Initial Production: 7l BOPD,
Put on Production: 4/19/1995 Wellboæ Diagram 55 MCFD, l BWPD
GL: 5503' KB: 5517'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/15/95 5339'-5377' Frac B-2 sandas follows:
90,720# 16/30sand in 340 bbls YF 130

GRADE: J-55
fluid Treated@ avg press of2500 psi

WEIGHT: 24# w/avg rate of31 BPM ISIP 5063 psi

DEFTH LANDED: 300' 4/16/95 5010'-5022' Frac D-I sandas follows:

HOLE SIZE:12-l/4,, 86,672# 16/30sand in 257 bb1sYF 130
fluid Treated @avg press of2500 psi

CEMENT DATA: 165 sxs Class "G" cml wlavg rateof31 BPM ISlP 2815 psi

10/28/99 Tubing leak Update rod and tubing details

2/18/02 5889'-6226' Frac CP & BS sands as follows:
I14,500#20/40 sand in 977 bbls YF 125
fluid Treated @avg press of4262 psi
wlavg rate of 198 BPM ISIP 2000 psi Calc
flush: 1512gal, Actual flush: 1281gal

2/18/02 5520'-5708' Frac A3 & LODC sandsas follows:
PRODUCTION CASING 130,200#20/40sandin 1098bbisYF125

CSG SlZE: 5-1/2,. fluid Treated @avg press of4465 psi
w/avg rate of20 i BPM ISIP 2280 psi Calc

GRADE: J-55 flush: 1412gal, Actual flush: 1260gal

WEIGHT: 15 5# 2/19/02 4460'-457I' Frac GB4 & GB6 sands as follows:

DEFTH LANDED: 6300'
46,920# 20/40 sand in 437 bbis YF 125
fluid Treated @avg piess of2144 psi

HOLE SIZE: 7-7/8" wlavg rate of 2 I BPM ISIP 2325 psi Calc

CEMENT DATA: 378 sxs Hilin + 407 sxs 10-0 RFC
flush: 4460 gal, Actual flush: 4365 gel

CEMENT TOP AT: at surface per CBL
I 'O I I-I Parted Rods Update rod and tubing details.

TUBING
SIZEIGRADE/WT : 2-7/8" / J-55 / 6 5# 4460'-446T 084 sds

NO OF JOINTS: 184jts (5937 96') 4526'-4530' GB sds
TUBING ANCHOR: 5951 96'

NO OF JOINTS: I jf (32 30') 4568'-457l'GB6 sds

SEATING NIPPLE: 2-7/8" (I 10') 5010'-5022' D sds
SN LANDED AT: 5987 06' KB

NO OF JOINTS: 2 jis (66 03')
5339'-5349' B sds

TOTAL STRING LENGTH: EØT @6054 64' w/ld'KB 5369'-5377' B sds

5520'-5523' A3 sds

$56T-5582' LODC sds

SUCKER RODS
PERFORATION RECORD

5678'-5708' LODC sds 4/12/95 5369'-537T 4 JSPF 32 holes

POLISHED ROD: 1-l/2" x 22' (A) 4/12/95 5339'-5349' 4 JSPF 40 holes
sso os% CT 5 sds 4/16/95 5010'-5022' 4 JSPF 48 holes

SUCKER RODS: 10-3/4" scrapeied rods; 2-3/4" scrapered tods; 126-3/4" plain
lods, 95-3/4" scrapered rods, 1-8' x 3/4" pony rods 2/15/02 621l'-6226' 4 JSPF 60 holes

5922'-5942' CPI sds 2/15/02 6118'-6126' 4 JSPF 32 holes
PUMP SIZE: 2-l/2" x I-l/2" x 12' x 16' RHAC 2/15/02 5922'-5942' 2 JSPF 40 holes
STROKE LENGTH: 74"

Anchor @5952 2/15/02 5889'-5896' 4 JSPF 28 holes
PUMP SPEED, SPM: 3 SPM 2/15/02 5678'-5708' 2 JSPF 60 holes

LOGS: DIGL/SP/GR/CAL SN @5987' 2/15/02 5567'-5582' 2 JSPF 30 holes
2/15/02 5520'-5523' 4]SPF 12holes

EOT @6055, 2/15/02 4568'-457l' 4 JSPF 12holes
2/15/02 4526'-4530' 4]SPF 16holes
2/15/02 4460'-4467' 4 JSPF 28 holes

6118'-6126' CP-4 sds

i I -6226' BS sds

NEWFIELD
PBTD@625I'

SHOEITD @6299'

Monument Federal #2A-35-8-16
661' FNL & 1985' FEL
NWNE Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31437; Lease #U-16535

KR

Monument Federal #2A-35-8-16
Spud Date: 3/15/1995 Initial Production: 7l BOPD,
Put on Production: 4/19/1995 Wellboæ Diagram 55 MCFD, l BWPD
GL: 5503' KB: 5517'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/15/95 5339'-5377' Frac B-2 sandas follows:
90,720# 16/30sand in 340 bbls YF 130

GRADE: J-55
fluid Treated@ avg press of2500 psi

WEIGHT: 24# w/avg rate of31 BPM ISIP 5063 psi

DEFTH LANDED: 300' 4/16/95 5010'-5022' Frac D-I sandas follows:

HOLE SIZE:12-l/4,, 86,672# 16/30sand in 257 bb1sYF 130
fluid Treated @avg press of2500 psi

CEMENT DATA: 165 sxs Class "G" cml wlavg rateof31 BPM ISlP 2815 psi

10/28/99 Tubing leak Update rod and tubing details

2/18/02 5889'-6226' Frac CP & BS sands as follows:
I14,500#20/40 sand in 977 bbls YF 125
fluid Treated @avg press of4262 psi
wlavg rate of 198 BPM ISIP 2000 psi Calc
flush: 1512gal, Actual flush: 1281gal

2/18/02 5520'-5708' Frac A3 & LODC sandsas follows:
PRODUCTION CASING 130,200#20/40sandin 1098bbisYF125

CSG SlZE: 5-1/2,. fluid Treated @avg press of4465 psi
w/avg rate of20 i BPM ISIP 2280 psi Calc

GRADE: J-55 flush: 1412gal, Actual flush: 1260gal

WEIGHT: 15 5# 2/19/02 4460'-457I' Frac GB4 & GB6 sands as follows:

DEFTH LANDED: 6300'
46,920# 20/40 sand in 437 bbis YF 125
fluid Treated @avg piess of2144 psi

HOLE SIZE: 7-7/8" wlavg rate of 2 I BPM ISIP 2325 psi Calc

CEMENT DATA: 378 sxs Hilin + 407 sxs 10-0 RFC
flush: 4460 gal, Actual flush: 4365 gel

CEMENT TOP AT: at surface per CBL
I 'O I I-I Parted Rods Update rod and tubing details.

TUBING
SIZEIGRADE/WT : 2-7/8" / J-55 / 6 5# 4460'-446T 084 sds

NO OF JOINTS: 184jts (5937 96') 4526'-4530' GB sds
TUBING ANCHOR: 5951 96'

NO OF JOINTS: I jf (32 30') 4568'-457l'GB6 sds

SEATING NIPPLE: 2-7/8" (I 10') 5010'-5022' D sds
SN LANDED AT: 5987 06' KB

NO OF JOINTS: 2 jis (66 03')
5339'-5349' B sds

TOTAL STRING LENGTH: EØT @6054 64' w/ld'KB 5369'-5377' B sds

5520'-5523' A3 sds

$56T-5582' LODC sds

SUCKER RODS
PERFORATION RECORD

5678'-5708' LODC sds 4/12/95 5369'-537T 4 JSPF 32 holes

POLISHED ROD: 1-l/2" x 22' (A) 4/12/95 5339'-5349' 4 JSPF 40 holes
sso os% CT 5 sds 4/16/95 5010'-5022' 4 JSPF 48 holes

SUCKER RODS: 10-3/4" scrapeied rods; 2-3/4" scrapered tods; 126-3/4" plain
lods, 95-3/4" scrapered rods, 1-8' x 3/4" pony rods 2/15/02 621l'-6226' 4 JSPF 60 holes

5922'-5942' CPI sds 2/15/02 6118'-6126' 4 JSPF 32 holes
PUMP SIZE: 2-l/2" x I-l/2" x 12' x 16' RHAC 2/15/02 5922'-5942' 2 JSPF 40 holes
STROKE LENGTH: 74"

Anchor @5952 2/15/02 5889'-5896' 4 JSPF 28 holes
PUMP SPEED, SPM: 3 SPM 2/15/02 5678'-5708' 2 JSPF 60 holes

LOGS: DIGL/SP/GR/CAL SN @5987' 2/15/02 5567'-5582' 2 JSPF 30 holes
2/15/02 5520'-5523' 4]SPF 12holes

EOT @6055, 2/15/02 4568'-457l' 4 JSPF 12holes
2/15/02 4526'-4530' 4]SPF 16holes
2/15/02 4460'-4467' 4 JSPF 28 holes

6118'-6126' CP-4 sds

i I -6226' BS sds

NEWFIELD
PBTD@625I'

SHOEITD @6299'

Monument Federal #2A-35-8-16
661' FNL & 1985' FEL
NWNE Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31437; Lease #U-16535

KR



SpudDate:3/I1/96 ÌVÍOnument Butte Federal #1A-35-8-16
Put on lujection: 6/1/96 Initial Injection Rate: 232 BWIPD
GL: 5455' KB: 5468' Injection

SURFACE CASING M'e lbore Dia:p m FRAC JOB

CSG SIZE: 8-5/8" 4/30/96 5296'-53l6' Free B zone as follows:
36,700#of 20/40 sd in 315 bb1sBoragel

GRADE: J-55
Treated @avg rate 18bph, avg press 1750

WEIGHT:24# psi ISIP- 2139 psi Calc Flush: 5296 gal

LENGTH: 305.52, Actual flush: 5219 gal

DEFTH LANDED: 302' KB 5/2/96 4985'-5012' Frac D zone as follows:
14,300#of20/40 sd in 207 bbis of Boragel

HOLE SIZE:12-l/4" Treated @avg late 16 I bpm, avg press

CEMENT DATA: 120sxs Premium cmt, est 5 bbts cmt to surf 1500px IS 189987¢psiCalc Flush: 4985 gal

7/30/03 Recompletion Ready for MIT.

6/25/08 5 Year MIT completedand submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WEIGHT: 155#

LENGTH: 145jis (6104.80')

DEPTH LANDED: 6100' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sk Hyfill mixed & 450 sxs thixottopic

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO OF JOINTS: 14I jts (4347 03')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT: 4360.03, SN @4360'

PACKER: 4364 13' KB
Packei @4364"

TOTAL STRING LENGTH: EOT @4368 35' KB

EOT 4368'

- 4456'-4482' GB-4 sds

4546'-4554' GB-6 sds

4985'-5000' D sds PERFORATION RECORD
4/29/96 5296'-5316' 4]SPF 76holes
5/1/96 5005'-5012' 4 JSPF 28 holes

5005'-5012' D sds 5/1/96 4985'-5000' 4 JSPF 20 holes
7/24/03 4456'-4482' 4 JSPF 104 holes

5296'-5316' B sds
7/24/03 4546'-4554' 4 JSPF 32 holes

NEWFIELD
PBTD@6060'

Monument Butte Federal #1A-35-8-16 SHOEPTD@ 6l01'

659 FNL & 659 FEL
NENE Section 35-T8S-Rl6E
Duchesne Co, Utah
APl #43-Ol3-3l 514; Lease #U-l6535

CR

SpudDate:3/I1/96 ÌVÍOnument Butte Federal #1A-35-8-16
Put on lujection: 6/1/96 Initial Injection Rate: 232 BWIPD
GL: 5455' KB: 5468' Injection

SURFACE CASING M'e lbore Dia:p m FRAC JOB

CSG SIZE: 8-5/8" 4/30/96 5296'-53l6' Free B zone as follows:
36,700#of 20/40 sd in 315 bb1sBoragel

GRADE: J-55
Treated @avg rate 18bph, avg press 1750

WEIGHT:24# psi ISIP- 2139 psi Calc Flush: 5296 gal

LENGTH: 305.52, Actual flush: 5219 gal

DEFTH LANDED: 302' KB 5/2/96 4985'-5012' Frac D zone as follows:
14,300#of20/40 sd in 207 bbis of Boragel

HOLE SIZE:12-l/4" Treated @avg late 16 I bpm, avg press

CEMENT DATA: 120sxs Premium cmt, est 5 bbts cmt to surf 1500px IS 189987¢psiCalc Flush: 4985 gal

7/30/03 Recompletion Ready for MIT.

6/25/08 5 Year MIT completedand submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WEIGHT: 155#

LENGTH: 145jis (6104.80')

DEPTH LANDED: 6100' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sk Hyfill mixed & 450 sxs thixottopic

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO OF JOINTS: 14I jts (4347 03')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT: 4360.03, SN @4360'

PACKER: 4364 13' KB
Packei @4364"

TOTAL STRING LENGTH: EOT @4368 35' KB

EOT 4368'

- 4456'-4482' GB-4 sds

4546'-4554' GB-6 sds

4985'-5000' D sds PERFORATION RECORD
4/29/96 5296'-5316' 4]SPF 76holes
5/1/96 5005'-5012' 4 JSPF 28 holes

5005'-5012' D sds 5/1/96 4985'-5000' 4 JSPF 20 holes
7/24/03 4456'-4482' 4 JSPF 104 holes

5296'-5316' B sds
7/24/03 4546'-4554' 4 JSPF 32 holes

NEWFIELD
PBTD@6060'

Monument Butte Federal #1A-35-8-16 SHOEPTD@ 6l01'

659 FNL & 659 FEL
NENE Section 35-T8S-Rl6E
Duchesne Co, Utah
APl #43-Ol3-3l 514; Lease #U-l6535

CR



SpudDate:3/22/96 Monument Butte State #4-36-8-16
POP: 4/26/96 Initial Production: 129 BOPD,

GL: 5429' KB: 5442' Wellbore Diagrain 163 MCFGPD, 5 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/18/96 555l'-5571' Frac A-3 sand as follows:

GRADE: J-55 71,500#of20/40 sand in 436 bbls of Boragel
Tieated @avg rate 20 4 bpm, avg press 1950

WEIGHT:24# psi ISIP-2290 psi. Calc flush: 5551 gal.

LENGTH: 292.74. Actual flush: 5461 gal.

DEFTH LANDED: 290 14, 4/20/96 5305'-5334' Frac B-2 sand as follows:
72,700# of 20/40 sand in 477 bbis of Boragel

HOLE SIZE:12-l/4" Treated @avg rate 20 8 bpm and avg press

CEMENT DATA: 120 sxs Premium cmt, es! 5 bbis to smf. 2050 I PS2224077¢psiCalc flush: 5305 gal

4/23/96 4995'-5173' Frae D-1, D-3 & C sands as follows:
- 152,300#of20/40 sand in 787 bbls of

Boragel. Treated @avg rate 35 5 bpm, avg
press 2000psi. ISIP-2598 psi. Calc flush: 4995
gal Actual flush: 4896 gal.

09/18/02 4982-4991' Frac D1 sands as follows:
PRODUCTION CASING 70,000#20/40sandin300bbisofVikingfld
CSG SIZE: 5-1/2" 09/18/02 4507-4556' Frac GB6 sands as follows:
GRADE: 1-55 30,l00 #20/40 sand in 139 bbls of Viking fld.

WEIGHT: 155# I 1/21/07 Tubing Leak. Rod & Tubing details updated

LENGTH: 142jts 07/02/09 Major Workover Tubing & Rod detail

DEPTH LANDED: 6040 17'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Hyfill mixed & 350 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT : 17-2-7/8" / J-55 / 6.5# 4507-4509'

SIZE/GRADEIWT : 138-2 7/8" / M-50 / 6 5#

NO. OF JOINTS: 138jis (4304.90)

TUBING ANCHOR: 5527 45' KB
4550-4556'

NO OF JOINTS: 17jts (531 70)

SEATINO NIPPLE: 2-7/8" (I 10') 4982-4991'
SN LANDED AT: 556] 28' KB

NO OF JOINTS: 2 jis (59 8 I)

TOTAL STRING LENGTH: BOT @5622 64' KB Anchos @5527

SUCKER RODS
4995'-5002' lepelf

POLISHED ROD: 1-1/2" x 22' polished lod

SUCKER RODS: 6- 1 1/2" wi mds, 99- 3/4" guided mds, 86- 3/4" slick rods, 5106'-5113'
30- 3/4" guided rods. 1-2'. 1-4', I-6'x 3/4" pony rods

PUMP SIZE:2-1/2" x 1-1/2" x 12' x 15 1/2' RHAC pump 5163'-5173'

STROKE LENGTH: 68"

PUMP SPEED, SPM: 5 SPM 5305'-5310' PERFORATION RECORD

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 4/17/96 5563'-557l' 4 JSPF 32 holes
5320'-5334' 4/17/96 5551'-5555' 4 JSPF 16holes

| 4/19/96 5305'-5310' 4]SPF 88holes
4/19/96 5320'-5334' 4 JSPF 52 holes

$55l'-5555' 4/22/96 4995'-5002' 2JSPF 14holes
4/22/96 5106'-5113' 21SPF 14holes
4/22/96 5163'-5173' 2]SPF 20holes

5563 -5571 9/18/02 4982-4991' 2 JSPF 36 holes

9/18/02 4550-4556' 2JSPF 24holes

NEWF I ELD SN @5561, 9/18/02 4407-4509' 2 JSPF Bholes

a d po 586T

Monument Butte State #4-36-8-16 PBTD@ 6007'
TD @6200'

486 FNL & 484 FWL

NWNW Section 36-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31573; Lease #U-22061

TW

SpudDate:3/22/96 Monument Butte State #4-36-8-16
POP: 4/26/96 Initial Production: 129 BOPD,

GL: 5429' KB: 5442' Wellbore Diagrain 163 MCFGPD, 5 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/18/96 555l'-5571' Frac A-3 sand as follows:

GRADE: J-55 71,500#of20/40 sand in 436 bbls of Boragel
Tieated @avg rate 20 4 bpm, avg press 1950

WEIGHT:24# psi ISIP-2290 psi. Calc flush: 5551 gal.

LENGTH: 292.74. Actual flush: 5461 gal.

DEFTH LANDED: 290 14, 4/20/96 5305'-5334' Frac B-2 sand as follows:
72,700# of 20/40 sand in 477 bbis of Boragel

HOLE SIZE:12-l/4" Treated @avg rate 20 8 bpm and avg press

CEMENT DATA: 120 sxs Premium cmt, es! 5 bbis to smf. 2050 I PS2224077¢psiCalc flush: 5305 gal

4/23/96 4995'-5173' Frae D-1, D-3 & C sands as follows:
- 152,300#of20/40 sand in 787 bbls of

Boragel. Treated @avg rate 35 5 bpm, avg
press 2000psi. ISIP-2598 psi. Calc flush: 4995
gal Actual flush: 4896 gal.

09/18/02 4982-4991' Frac D1 sands as follows:
PRODUCTION CASING 70,000#20/40sandin300bbisofVikingfld
CSG SIZE: 5-1/2" 09/18/02 4507-4556' Frac GB6 sands as follows:
GRADE: 1-55 30,l00 #20/40 sand in 139 bbls of Viking fld.

WEIGHT: 155# I 1/21/07 Tubing Leak. Rod & Tubing details updated

LENGTH: 142jts 07/02/09 Major Workover Tubing & Rod detail

DEPTH LANDED: 6040 17'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Hyfill mixed & 350 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT : 17-2-7/8" / J-55 / 6.5# 4507-4509'

SIZE/GRADEIWT : 138-2 7/8" / M-50 / 6 5#

NO. OF JOINTS: 138jis (4304.90)

TUBING ANCHOR: 5527 45' KB
4550-4556'

NO OF JOINTS: 17jts (531 70)

SEATINO NIPPLE: 2-7/8" (I 10') 4982-4991'
SN LANDED AT: 556] 28' KB

NO OF JOINTS: 2 jis (59 8 I)

TOTAL STRING LENGTH: BOT @5622 64' KB Anchos @5527

SUCKER RODS
4995'-5002' lepelf

POLISHED ROD: 1-1/2" x 22' polished lod

SUCKER RODS: 6- 1 1/2" wi mds, 99- 3/4" guided mds, 86- 3/4" slick rods, 5106'-5113'
30- 3/4" guided rods. 1-2'. 1-4', I-6'x 3/4" pony rods

PUMP SIZE:2-1/2" x 1-1/2" x 12' x 15 1/2' RHAC pump 5163'-5173'

STROKE LENGTH: 68"

PUMP SPEED, SPM: 5 SPM 5305'-5310' PERFORATION RECORD

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 4/17/96 5563'-557l' 4 JSPF 32 holes
5320'-5334' 4/17/96 5551'-5555' 4 JSPF 16holes

| 4/19/96 5305'-5310' 4]SPF 88holes
4/19/96 5320'-5334' 4 JSPF 52 holes

$55l'-5555' 4/22/96 4995'-5002' 2JSPF 14holes
4/22/96 5106'-5113' 21SPF 14holes
4/22/96 5163'-5173' 2]SPF 20holes

5563 -5571 9/18/02 4982-4991' 2 JSPF 36 holes

9/18/02 4550-4556' 2JSPF 24holes

NEWF I ELD SN @5561, 9/18/02 4407-4509' 2 JSPF Bholes

a d po 586T

Monument Butte State #4-36-8-16 PBTD@ 6007'
TD @6200'

486 FNL & 484 FWL

NWNW Section 36-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31573; Lease #U-22061

TW



Monument Butte F-36-8-16
Spud Date: 07/11/08
Put on Production: 08/13/08 Wellbore Diagram
GL:5432' KB:5444'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8-7-08 6282-6292' Flac CP5 sds as follows:

GRADE:1-55 Cement top @1I0; Frac w/ 26,183#20/40 sand in 399 bbis of
Lightning 17 fluid Tiealed w/ ave pressure of

WEIGHT: 24# - 2395 psi w/ ave late of23 4 BPM ISIP 2205 psi

LENGTH: 9 jis (401 25')
Actual flush: 5683 gals

DEVfH LANDED: 413 10' KB
8-7-08 5640-5644' Frac A3 sds as follows:

Frac w/ 45,408# 20/40 sand in 466 bbis of
HOLE SIZE: 12-1/4" Lightning 17fluid Treated w/ eve plessure of

CEMENT DATA: 207 sx of class "G" cement 2265 psi w/ ave rate of23 3 BPM ISIP 2295 psi
Actual flush: 5124 gals

8-7-08 5398-5404' Frac B2 sds as follows:
- - Frac w/ 50,120#20/40 sand in485 bbis of

Lightning 17 fluid Treated w/ ave pressure of
1965 psi w/ ave rate of 23 3 BPM ISIP 2550 psi
Actual flush: 4935 gals

8-7-08 5252-5266' Frac C sds as follows:
PRODUCTION CASING Fracw/40,466#2Œ40sandin446bbisof
CSG SIZE: 5-1/2" Lightning 17 fluid Treated w/ eve plessure of

GRADE: 1-55
2135 psi w/ ave rate of 23 3 BPM ISIP 2804 psi
Actual flush: 4767 gals

WEIGHT: 15$# 8-7-08 5072-5088' Frac D1 sds as follows:
LENGTH: I5 I jts Flac w/ 55,301# 20/40 sand in 493 bbis of

DEFTH LANDED: 6504 76, Lightning 17 fluid Treated w/ ave piessure of
2125 psi w/ ave late of23 4 BPM ISIP 2839 psi

HOLE SIZE: 7-7/8" Actual flush: 4494 gals

CEMENT DATA: 400 sx of Primlite & 475 sa of50/50 poz 8-8-08 4618-4626' Frac GB6 sds as follows:

CEMENT TOP AT: 110, Flac w/ 29,634# 2Œ40 sand in 423 bbis of
Lightning 17 fluid Treated w/ ave pressure of
2378 psi wl ave tale of23 4 BPM ISIP 2575 psi
Actual flush: 4204 gals

TUBING Rd-IIM 4554-4562' FlacA3sdsasfollows:
.

Flac w/ 45,408# 20/40 sand in 466 bbis of
SIZEIGRADE/WT : 2-7/8" /1-55 / 6 S# - 1551 Lightning 17 fluid Tiealed w/ ave pressme of

NO OF JOINTS: 203 jis (6243 62')
2265 psi wt ave iale of23 3 BPM ISIP 2295 psi

TUBING ANCHOR LANDED AT: 6255 62' KB
Actual flush: 4473 gals

NO OF JOINTS: I jts 31 00'

SEATING NIPPLE:2-7/8"(I 10') Sin

SN LANDED AT: 6289 42' KB

NO OFJOINTS:2jts6278' ,,r,

TOTAL STRING LENGTH: EOT 6352 75'

SUCKER RODS
PERFORATION RECORD
8-8-08 4554-4562' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 26' polished rod
, y 8-8-08 4618-4626' 4 JSPF 32 holes

PONY RODS: 1-2' x 7/8" pony sub 8-7-08 5072-5088' 4 JSPF 64 holes

SUCKER RODS: 247- 7/8" guided rods (8 per), 4-1 ½" weight bars 8-7-08 5252-5266' 4 JSPF 56 holes

PUMP SIZE: 2-1/2" x 1-3/4" x 16' x 20' RHAC sod pump- CDl SimillScir-i3 8-7-08 5398-5404' 4 JSPF 24 holes

STROKE LENGTH:
8-7-08 5412-5424' 41SPF 48 holes

PUMP SPEED, SPM:
8-7-08 5640-5644' 4 JSPF 16holes
8-7-08 5650-5660' 4 JSPF 40 holes

I A in taS" 8-7-08 6282-6292' 4 JSPF 40 holes

NEWFIELD

Monument Butte F-36-8-16

475' FNL & 470' FWL

NW/NW Section 36-T8S-Rl6E

Duchesne Co, Utah

API #43-013-33862: Lease #ML-22061

Monument Butte F-36-8-16
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Lightning 17 fluid Treated w/ ave pressure of
2378 psi wl ave tale of23 4 BPM ISIP 2575 psi
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POLISHED ROD: 1-1/2" x 26' polished rod
, y 8-8-08 4618-4626' 4 JSPF 32 holes

PONY RODS: 1-2' x 7/8" pony sub 8-7-08 5072-5088' 4 JSPF 64 holes

SUCKER RODS: 247- 7/8" guided rods (8 per), 4-1 ½" weight bars 8-7-08 5252-5266' 4 JSPF 56 holes
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NEWFIELD

Monument Butte F-36-8-16

475' FNL & 470' FWL

NW/NW Section 36-T8S-Rl6E

Duchesne Co, Utah

API #43-013-33862: Lease #ML-22061



Spud Date: 12/7/82 ÌVÍOnument Butte Fed. #3-35
Put on Production: 3/3/83
Put on Injection: 7/31/89 Initial Pmduction: 70 BOPD,

GL: 5532' KB: 5544. Injection Wellboæ NM MCFD, NM BWPD
Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12/29/82 5073'-5086' Frac D2 sand as follows:

GRADE:1-55 76,000#20/40 sand in 583 bbis 3% KCI fiac

WEIGHT: 24# fluid Treated@ avg press of2400 psi w/avg
raleof30 BPM ISIP 2100 psi Calc flush:

DEFTH LANDED: 280' .. 5073 gal Actual flush: 4956 gal

HOLE SIZE: 12-1/4" 2/20/83 5010'-5034' Frac Dl sandas follows:

CEMENT DATA: 210 sxs Class "G" cmt Returns to surface 120,000#20MOsand in 904 bbis 3% KCI fiac
fluid Treated@ avg piess of2900 psi wlavg
rate of 29 BPM Flush to top perE

8/18/03 4500'-5516' Re- Completion: Peif A3. BLS. B2. C,
PBI I, PBIO. GB6. GB4 sands Ready for
MIT.

7/30/08 5 Year MIT completed and submitted.
Coment Top @1060'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WEIGHT: 17#

LENGTH: 143jts.
DEFTH LANDED: 5745'

HOLE SIZE: 7-7/8"

CEMENT DATA: 400 sxs Lo-Dense & 350 sxs Gypseal

CEMENT TOP AT: 1060' per CBL

SN@4428'
TUBING

Packer @4433'SIZEIGRADE/WT.: 2-7/8" / J-55 / 6 5#

DEPTH LANDED: 4417.32. - ECT @4437'

NO OF JOINTS: 136jts 4500'-4517 GB4 sds

SEATING NIPPLE: 2-7/8" (I 10') - 4552'-4556' GB-6 sds

SN LANDED AT: 4428 32' KB

TUBING PACKER: 4433 4736'-4748' PB-10 sds

TOTAL STRING LENGTH: EOT 4436 62' 478I'-4790' PB-I I sds

PERFORATION RECORD

12/28/82 5073'-5086' I SPF 13holes
2/19/83 5010'-5034' I SPF 24 holes

- 5010'-5034' D-I sds 8/18/03 5512'-5516' 4 SPF 16holes
8/18/03 5380'-5388' 4 SPF 32 holes

5073'-5086' D-2 sds 8/18/03 5350'-5353' 4 SPF 12holes
8/18/03 519T-5204' 4 SPF 28 holes519T-5204' C sds
8/18/03 478I'-4790' 4 SPF 36 holes
8/18/03 4736'-4748' 4 SPF 48 holes
8/18/03 4552'-4556' 4 SPF 16holes

$350'-5353' B-2 sds 8/18/03 4500'-45 IT 4 SPF 68 holes

5380'-5388' BLS sds

5512'-5516' A-3 sds

Topof Fill@ 5547'

NEWFIELD PBTD@S701'

SHOE @5745'

Monument Butte Fed. #3-35-8-16
1874' FNL & 1925' FEL TD@5748'

SWNE Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30608; Lease #U-16535

CR

Spud Date: 12/7/82 ÌVÍOnument Butte Fed. #3-35
Put on Production: 3/3/83
Put on Injection: 7/31/89 Initial Pmduction: 70 BOPD,

GL: 5532' KB: 5544. Injection Wellboæ NM MCFD, NM BWPD
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7/30/08 5 Year MIT completed and submitted.
Coment Top @1060'
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8/18/03 4736'-4748' 4 SPF 48 holes
8/18/03 4552'-4556' 4 SPF 16holes
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Duchesne Co, Utah
API #43-013-30608; Lease #U-16535

CR



SpudDate:6/19/1991 Monument Butte Fed. #8-35
Put on Production: 7/26/199 I

Initial Production: 114 BOPD,
GL: 5483' KB: 5498' Wellbore Diagram 126 MCFD, 12 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/I 1/91 5574'-5591' Frac LODC sand as follows:
21.000# 20/40 sand + 100,000# 16/30sand ilGRADE:1-55
925 bbis fluid Tieated (le avg piess of2800

WEIGHT: 24# psi wlavg rate of30 BPM. ISIP 2460 psi

DEFTH LANDED: 295' 7/13/91 5328 -5342' Frac B-2 sand as follows:

HOLE SIZE:12-l/4"
Casing Shoe g 295' 22,200#20/40 sand + I 1,400# 16/30sand in

12I bbis fluid T!eated g avg pless of2950
CEMENT DATA: 216 sxs Class "G" cmt psi w/avg rate of40 BPM ISIP 2430 psi

7/16/91 5073'-5158' Frac C & D sand as follows:
17,000#20'40 sand + 87.000# 16/30sand in
902 bbis fluid Treated @avg press of2280
psi wlavg tale of36 BPM. ISIP 1950psi.

7/17/91 4995'-5000' Frac D-I sand as follows:
22,826# 16/30sand in 238 bbis fluid. Treatet

avg piess of2680 psi wlavg rate of20

PRODUCTION CASING
BPM ISIP2180psi

CSG SIZE: 5-1/2" I i24
- 10/29/99 Pump change Update rod and tubing details

4/19/02 4470'-4552' Frac GB4, GB6 sands as follows:GRADE:1-55 61,560# 20/40 sand in 456 bbls Viking I-25
WEIGHT: 16.5# frac fluid Treated (ii:avg piess of 2350 psi

DEPTH LANDED: 6294 49, av tale0 af28A6cIPM P 22400 i Calc

HOLE SIZE: 7-7/8"
I 1/25/02 Parted Rods Updale rod detail

CEMENT DATA: 616 sxs Hilift & 529 sxs Class "O 06/09/03 Parted Rods Update lod detail
CEMENT TOP AT: 1246' pel CBL 2/25/09 Pump Change Updated lod & Iubing details

TUBING
SIZE/GRADE/WT:2-7/8"i1-55i65#

NO OF JOINTS: 177jis (5518 49')

TUBING ANCHOR: 5534.99' KB

NO OF JOINTS: 2 jts (63 00')
SEATINGNIPPLE:2-7/8"(I 10')

SN LANDED AT: 5600 79' KB

NO OF JOINTS: I jis (31 50')

TOTAL STRING LENGTII: EOT (a 5633 84' KB

4470'-4484'
PERFORATION RECORD

SUCKER RODS 4545'-4552' 7 10'91 5574'-5591 4 JSPF 68 holes

POLISHED ROD: 1-1/2" x 22' SM 7 12/91 5328'-5342' 4 JSPF 56 holes
4995'-5000' 7tl5/91 5150'-5158' 4 JSPF 32 holes

SUCKER RODS: 6-1 1/2"weight bars: 10-3/4 guided rods, I 13-3/4" slick
rods; 93-3/4"guided rods. 1-8'. 1-6', I-4' x 3/4" pony lods ,

7/15/91 5073'-5082' 4 JSPF 18holes- 5073'-5082 7,17/91 4995'-5000' 4JSPF 20holes
PUMP SIZE: 2-1/2" x I-li2" x 16' RHAC 4'I9/02 4545'-4552' 4JSPF 28holes
STROKE LENGTH: 52" 5150'-5158' 4 19/02 4470'-4484' 4 JSPF 56 holes
PUMP SPEED, SPM: 5 SPM

5328'-5342'

Anchor @5535'

5574'-559I'

I
SN(4 5601

,
EOTg5634'

NEWFIELD - Top of Fill @5895'

PBTD y 6217'

SHOE g 6294'
Monument Butte Fed. #8-35-8-16 TD @6309'

189T FNL & 673' FEL
SENE Section 35-T8S-R16E

Duchesne Co, Utah DF 3/26/09

API #43-013-31263; Lease
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rods; 93-3/4"guided rods. 1-8'. 1-6', I-4' x 3/4" pony lods ,

7/15/91 5073'-5082' 4 JSPF 18holes- 5073'-5082 7,17/91 4995'-5000' 4JSPF 20holes
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STROKE LENGTH: 52" 5150'-5158' 4 19/02 4470'-4484' 4 JSPF 56 holes
PUMP SPEED, SPM: 5 SPM

5328'-5342'

Anchor @5535'
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API #43-013-31263; Lease



Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 -

Vernal, UT 84078
multi-chern

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-29286

Well Name: MON BT 16-26-8-16
Sample Point: Tank
Sample Date: 7 I27I2009

Sales Rep: Randy Huber
Lab Tech: Peter Poulsen

Test Date: 8/3/2009 Cations mg/L Anions mg/L
Calcium (Ca): 80.00 Chloride (CI): 5003.00

Temperature ( F): 160 Magnesiurn (Mg): 48.80 Sulfate (804): 33.00
Sample Pressure (psig): 0 Barium (Ba) 140.00 Dissolved CO2: 0.01
Specific Gravity (g/cm"): 1.0050 Strontium (Sr): - Bicarbonate (HCOy): 1830.00
pH: 8.5 Sodium (Na) 3690.00 Carbonate (CO3)
Turbidity (NTU): - Potassium (K) - H2S: 10.00

Iron (Fe): 0.23 Phosphate (PO4). -

Manganese (Mn): 0.20 Silica (SiO2): -

Calculated T.D.S (mg/L) 10835 Lithíum (L - Fluoride (F): -

Molar Conductivity (µS/cm): 16417 Aluminum (AI) - Nitrate (NOg): -

Resitivity (Motim): 0.6091 Ammonia NS - Lead (Pb): -

Zinc (Zn):
Bromine (Br): -

Boron (B):

Test Conditions
Temp Gauge Press.

*F psi Sat index Scale Sat index Scale Sat index Scale Sat Index Scale Sat Index Scale psi
160 0 58.38 99.56 0.00 -1856.90 0.00 -1679.90 - - 35.22 64.05 0.12
80 0 33.57 78.03 0.00 61.75 0.00 -2645 80 - - 165.84 69.39 0.07
100 0 42.12 90.37 0.00 73.07 0.00 -2488 10 - - 108.98 68.18 0.08
120 0 49.15 97.74 0.00 80.14 0.00 -2252 80 - 73.27 66.89 0.09
140 0 54.Ÿ2 100.61 Ò.0Ö 830Ý Ò.00-Ï9/370 - 50.32 65.53 0.10

160 0 58.38 99.56 0.00 81.67 0.00 -1679 90 - 35.22 64.05 0.11

iso o se 92 96.22 0.00 ŸŸ46 Ò.00-ÏŠ9Š20 25.05 62 3Ý 0.i2

200 0 59.45 90.73 0.00 Ÿ199 Ò.00-ÏÙ880 - Ï8.05 6Ò.43 0.12
220 2.51 56.87 83.04 0.00 66.04 0.01 -905.15 - - 12.90 58.18 0.12
240 10.3 53.36 72.64 0.00 58.57 0.01 -703.30 - - 9.46 55.45 0.12
260 20.76 49.00 61.94 0.00 50.44 I 0.02 -534.34 - - 7.00 52.22 0.12
280 34.54 i 44.11 52.07 0.00 42.54 0.03 -395.99 - - 5.21 48.37 0.12
aoo 2 3 Š9.03 ÄŠ.55i Ò.00 ŠŠ46 Ò.04-É8Š00 - - 3.91 4373 Ò 2

Conclusions: Notes:
Calclum Carbonate scale is indicated at alltemperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calclum Sulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scalingwas not evaluated
Barium Sulfate scale is Indicated at all temperatures from 80 F to 300°F

MLilÍi-ÛflOIT1 PrOduction Chemicals Wocinosday, August 05, 2009
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 -

Vernal, UT 84078
multi-chern

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-29286

Well Name: MON BT 16-26-8-16
Sample Point: Tank
Sample Date: 7 I27I2009

Sales Rep: Randy Huber
Lab Tech: Peter Poulsen

Test Date: 8/3/2009 Cations mg/L Anions mg/L
Calcium (Ca): 80.00 Chloride (CI): 5003.00

Temperature ( F): 160 Magnesiurn (Mg): 48.80 Sulfate (804): 33.00

Sample Pressure (psig): 0 Barium (Ba) 140.00 Dissolved CO2: 0.01
Specific Gravity (g/cm"): 1.0050 Strontium (Sr): - Bicarbonate (HCOy): 1830.00

pH: 8.5 Sodium (Na) 3690.00 Carbonate (CO3)

Turbidity (NTU): - Potassium (K) - H2S: 10.00
Iron (Fe): 0.23 Phosphate (PO4). -

Manganese (Mn): 0.20 Silica (SiO2): -

Calculated T.D.S (mg/L) 10835 Lithíum (L - Fluoride (F): -

Molar Conductivity (µS/cm): 16417 Aluminum (AI) - Nitrate (NOg): -

Resitivity (Motim): 0.6091 Ammonia NS - Lead (Pb): -

Zinc (Zn):
Bromine (Br): -

Boron (B):

Test Conditions
Temp Gauge Press.

*F psi Sat index Scale Sat index Scale Sat index Scale Sat Index Scale Sat Index Scale psi
160 0 58.38 99.56 0.00 -1856.90 0.00 -1679.90 - - 35.22 64.05 0.12

80 0 33.57 78.03 0.00 61.75 0.00 -2645 80 - - 165.84 69.39 0.07

100 0 42.12 90.37 0.00 73.07 0.00 -2488 10 - - 108.98 68.18 0.08

120 0 49.15 97.74 0.00 80.14 0.00 -2252 80 - 73.27 66.89 0.09

140 0 54.Ÿ2 100.61 Ò.0Ö 830Ý Ò.00-Ï9/370 - 50.32 65.53 0.10

160 0 58.38 99.56 0.00 81.67 0.00 -1679 90 - 35.22 64.05 0.11

iso o se 92 96.22 0.00 ŸŸ46 Ò.00-ÏŠ9Š20 25.05 62 3Ý 0.i2

200 0 59.45 90.73 0.00 Ÿ199 Ò.00-ÏÙ880 - Ï8.05 6Ò.43 0.12

220 2.51 56.87 83.04 0.00 66.04 0.01 -905.15 - - 12.90 58.18 0.12

240 10.3 53.36 72.64 0.00 58.57 0.01 -703.30 - - 9.46 55.45 0.12

260 20.76 49.00 61.94 0.00 50.44 I 0.02 -534.34 - - 7.00 52.22 0.12

280 34.54 i 44.11 52.07 0.00 42.54 0.03 -395.99 - - 5.21 48.37 0.12

aoo 2 3 Š9.03 ÄŠ.55i Ò.00 ŠŠ46 Ò.04-É8Š00 - - 3.91 4373 Ò 2

Conclusions: Notes:
Calclum Carbonate scale is indicated at alltemperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calclum Sulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scalingwas not evaluated
Barium Sulfate scale is Indicated at all temperatures from 80 F to 300°F

MLilÍi-ÛflOIT1 PrOduction Chemicals Wocinosday, August 05, 2009

hic e Commitment Page 1 of 2 Excellence



Multi-Chem Group, LLC
Multi-ChemAnalytical Laboratory
1553 East Highway 40
Vernal, UT 84078

multi-chern

Scale Prediction Graphs

WellName: MON BT 16-26-8-16 Sample ID: WA-29286
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Multi-Chem Group, LLC
Multi-ChemAnalytical Laboratory
1553 East Highway 40
Vernal, UT 84078

multi-chern

Scale Prediction Graphs

WellName: MON BT 16-26-8-16 Sample ID: WA-29286
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 multi-cherir
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19260

Well Name: Mon Butte Injection
Sample Point: Triplex Suction
Sample Date: 1 I6 /2009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Sample Specifics Analysis @Properties in Sample Specifics
|
Test Date: 117/2009 Cations mg/L Anions mg/L

Calcium (Ca): 120.00 Chloride (CI): 500.00
Temperature ( F): 80 Magnesium (Mg): - Sulfate (804): 12.00

| Sample Pressure (psig): 0 Barium (Ba): 206.00 Dissolved CO2I •

Specific Gravity (g/cm'): 1.0000 Strontium (Sr): - Bicarbonate (HCOa): 634.00

pH: 7.1 Sodium (Na): 355.72 Carbonate (COs): -

Turbidity (NTU): - Potassium (K); - H2S. -

Iron (Fe): 3,00 Phosphate (PO4)· -

Manganese (Mn): 0.20 Silica (SiO2). -

Calculated T.D.S. (mg/L) 1831 Lithium (Li): - Fluoride(F): -

Molar Conductivity(µSlcm): 2774 Aluminum (AI); - Nitrate(NOy): -

Resitivity (Mohm): 3.6049 Ammonia NH3: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): .

Boron (B): .

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale Sat index Scale psi

80 0 1.61 0.31 0 00 7 52 30 0.00 1 /69 0 - - 258.58 24.59 1.48

80 0 1.61 0.31 0.00 M Di 0.00 |150 (0 - - 258.58 24.59 0.64

100 0 2.23 0.55 0 00 - 11 68 0.00 1354 10 - - 174.02 24.35 0.80

120 0 2.88 0.75 0 00 81 0.00 I os en - - 120.29 24.16 0.90

ino o aao oed ooo B o.oo - as is 23 se 1.02

160 0 4.34 1.14 0.00 / I I 0.00 862 65 - 61.59 23.85 1.16

180 0 5,09 1.32 0.00 6 12 0.01 698 06 - - 45.41 23.72 1,28

200 0 5.79 1.49 0.01 5 30 0.01 560 22 - - 34.05 23.60 1.31

220 2.51 6.40 1,65 0.01 4.66 0.01 125 86 - - 25.63 23.47 1.33

240 10.3 6.95 1.79 0.01 4.00 0.02 319 21 - - 19.73 23.26 1.37

260 20.76 7.40 1.91 0.01 3.62 0.03 232 50 - - 15.35 22.98 1.40

280 34.54 7.74 1.99 0,01 3.23 0.04 103 03 - - 12.05 22.61 1.44

300 52.34 7.95 2.02 0.01 2 92 0.07 1 ID 69 - - 9.54 22.10 1.48

Conclusions: Notes:
CalciumCarbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

CalciumSulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scalingwas not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°Fto 300°F

Multi-Chem Production Chemicals Wednesday, January 07, 2009
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 multi-cherir
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19260

Well Name: Mon Butte Injection
Sample Point: Triplex Suction
Sample Date: 1 I6 /2009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

Sample Specifics Analysis @Properties in Sample Specifics
|
Test Date: 117/2009 Cations mg/L Anions mg/L

Calcium (Ca): 120.00 Chloride (CI): 500.00
Temperature ( F): 80 Magnesium (Mg): - Sulfate (804): 12.00

| Sample Pressure (psig): 0 Barium (Ba): 206.00 Dissolved CO2I •

Specific Gravity (g/cm'): 1.0000 Strontium (Sr): - Bicarbonate (HCOa): 634.00

pH: 7.1 Sodium (Na): 355.72 Carbonate (COs): -

Turbidity (NTU): - Potassium (K); - H2S. -

Iron (Fe): 3,00 Phosphate (PO4)· -

Manganese (Mn): 0.20 Silica (SiO2). -

Calculated T.D.S. (mg/L) 1831 Lithium (Li): - Fluoride(F): -

Molar Conductivity(µSlcm): 2774 Aluminum (AI); - Nitrate(NOy): -

Resitivity (Mohm): 3.6049 Ammonia NH3: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): .

Boron (B): .

Test Conditions
Temp Gauge Press.

°F psi Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale Sat index Scale psi

80 0 1.61 0.31 0 00 7 52 30 0.00 1 /69 0 - - 258.58 24.59 1.48

80 0 1.61 0.31 0.00 M Di 0.00 |150 (0 - - 258.58 24.59 0.64

100 0 2.23 0.55 0 00 - 11 68 0.00 1354 10 - - 174.02 24.35 0.80

120 0 2.88 0.75 0 00 81 0.00 I os en - - 120.29 24.16 0.90

ino o aao oed ooo B o.oo - as is 23 se 1.02

160 0 4.34 1.14 0.00 / I I 0.00 862 65 - 61.59 23.85 1.16

180 0 5,09 1.32 0.00 6 12 0.01 698 06 - - 45.41 23.72 1,28

200 0 5.79 1.49 0.01 5 30 0.01 560 22 - - 34.05 23.60 1.31

220 2.51 6.40 1,65 0.01 4.66 0.01 125 86 - - 25.63 23.47 1.33

240 10.3 6.95 1.79 0.01 4.00 0.02 319 21 - - 19.73 23.26 1.37

260 20.76 7.40 1.91 0.01 3.62 0.03 232 50 - - 15.35 22.98 1.40

280 34.54 7.74 1.99 0,01 3.23 0.04 103 03 - - 12.05 22.61 1.44

300 52.34 7.95 2.02 0.01 2 92 0.07 1 ID 69 - - 9.54 22.10 1.48

Conclusions: Notes:
CalciumCarbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

CalciumSulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scalingwas not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°Fto 300°F

Multi-Chem Production Chemicals Wednesday, January 07, 2009
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory .

1553EastHighway40 multi-chern
Vernal, UT 84078

Scale Prediction Graphs

Well Name: Mon Butte injection Sample ID: WA-19260
i
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory .

1553EastHighway40 multi-chern
Vernal, UT 84078

Scale Prediction Graphs

Well Name: Mon Butte injection Sample ID: WA-19260
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Attachment "G"

Monument Butte Federal #16-26-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4788 4803 4796 2131 0.88 2100
5034 5043 5039 2131 0.86 2098
5173 5198 5186 1804 0.78 1770
5373 5386 5380 2602 0.92 2567

Minimum 1770

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"

Monument Butte Federal #16-26-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4788 4803 4796 2131 0.88 2100
5034 5043 5039 2131 0.86 2098
5173 5198 5186 1804 0.78 1770
5373 5386 5380 2602 0.92 2567

Minimum 1770

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



INLAND PRODUCTION CO. TEL:801-722-5103 Oct 23,95 9:54 No.UUo I-'.U

INLAND PRODUCTIONCOMPANY
MONUMENT BUTTEFEDERAL& 10-26

SEISE SEC 26. TOS, R16E
Duchesne County, Utah

API W43-013-31517

DAÆY ¢OMPLETIONREPORT

09/27/95 • ß¾esent ppamaron: Run Cse
Summary.' 09/26/95 - RU Ceg crew. Run 6175' of 6 1/2" J-55 cag.
Cmt w/ 290 sx Hifill + Add, 375 exThrixotropic, 10% Cal-Seal. Set slips,
out off cog.
RELEASED RIOO 12:30 PM9/26/88
Cost * 48,006 Cumulative Cost 6 48,005

10/17/95 - Pþesent Operagen: Perforate (Day 1)
Summery: 10/16/96 - MIRU. NU. BOP. Talley, PU 2 7/8 tbg. RIH w/
bit & scraper. Ta0. PBTD @8143'. Pressure Cog to 3500 PSI, "Held". Swab
FL to 4900'. POOH w/ tbg. SDFN.
Cost * 2,705 Cumulative Cost $50,710

10/18/88 -;¾asent Operagen: Swab, POOH, Frac (Day 21
Bummary: 10/17/95 - RU Halliburton Wi.T. Perf 8-2 zone 6373'-6386' (4/62).
RIH w/ tbo to 8064'. RU swab. Hit fluid O 4600', Made 2 runs, rec 14 BF, w/
tr of oli, 3rd run tbo was dry. SIFN.
Cost * 2,753 Cumulative Cost $53,463

10/19/98 - Assent Sparagon: Set Plug & Perf (Day 3)
Summary: 10/18/95 - SIP 0. RU swab. Hit fluid © 5300'. Rec 1/2 BF, no
oli show. POOH w/ tbg. RU Halliburton. Frec B-2 zone:

Pad 5,000 gal
Ramp 4,000 gal wi 2-4 PPG 20/40 ad
Hamp 9,000 gal w/ 4•8 PPG20/40 ad
Pumped 3,268 gals w/ 8 PPO20/40 ad
Flush w/ 6,436 gals
TOtel Fluid 20.004 gols
Total Sd 90,700# 20/40

Max TP 3400 @ 29 BPM, Avg TP 2200 25 BPM, ISIP 2602, 2255 after 5 min,
2218 after 10 min.
Start flow back after 10 min, SI @ 1BPM. Rec 230 GF w/ sd @times before dyeing.
SIFN.
Cost $25,630 CumulativeCost * 78,993

10/20/96 - PVasent Openegan: Finish RIMw/ tbg to Perf (Day 4)
Summary: 10/19/95 - SAP400 pai. Bleed well off. RUHalliburton WLT. Set plug @
5280'. Press can to 3500 pai, held. Dump 1 sk sd on plug w/ baller. RIH w/ tog to
5251'. RU swab. Pulled FL to 4000'. Reo 109 bbis frao fiuld. POOH w/ tbg. BU
Halliburton WLT. Perf C zone 5173' 78', 5182' - 87. $192' - 98'. R1H w/ 80 Jte. SDFN,
Cost * 5,563 CumulativeCost * 84,550

10/21/85•IWasant Operogan: RIHw/ RBP (Day 5)
Summary: 10/20/95 - SIP 200#. Blow well down. TlH w/ tbg to 5251'. RU awab equip.
IFL@4500', FFL @EOT. Made 4 awabruna. Rec 10 BFwl 20% oilcut. RD swab equip.
POOH w/ tog. RU Halliburton & frac as
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INLAND PRODUCTIONCOMPANY
MONUMENT BUTTEFEDERAL& 10-26

SEISE SEC 26. TOS, R16E
Duchesne County, Utah

API W43-013-31517

DAÆY ¢OMPLETIONREPORT

09/27/95 • ß¾esent ppamaron: Run Cse
Summary.' 09/26/95 - RU Ceg crew. Run 6175' of 6 1/2" J-55 cag.
Cmt w/ 290 sx Hifill + Add, 375 exThrixotropic, 10% Cal-Seal. Set slips,
out off cog.
RELEASED RIOO 12:30 PM9/26/88
Cost * 48,006 Cumulative Cost 6 48,005

10/17/95 - Pþesent Operagen: Perforate (Day 1)
Summery: 10/16/96 - MIRU. NU. BOP. Talley, PU 2 7/8 tbg. RIH w/
bit & scraper. Ta0. PBTD @8143'. Pressure Cog to 3500 PSI, "Held". Swab
FL to 4900'. POOH w/ tbg. SDFN.
Cost * 2,705 Cumulative Cost $50,710

10/18/88 -;¾asent Operagen: Swab, POOH, Frac (Day 21
Bummary: 10/17/95 - RU Halliburton Wi.T. Perf 8-2 zone 6373'-6386' (4/62).
RIH w/ tbo to 8064'. RU swab. Hit fluid O 4600', Made 2 runs, rec 14 BF, w/
tr of oli, 3rd run tbo was dry. SIFN.
Cost * 2,753 Cumulative Cost $53,463

10/19/98 - Assent Sparagon: Set Plug & Perf (Day 3)
Summary: 10/18/95 - SIP 0. RU swab. Hit fluid © 5300'. Rec 1/2 BF, no
oli show. POOH w/ tbg. RU Halliburton. Frec B-2 zone:

Pad 5,000 gal
Ramp 4,000 gal wi 2-4 PPG 20/40 ad
Hamp 9,000 gal w/ 4•8 PPG20/40 ad
Pumped 3,268 gals w/ 8 PPO20/40 ad
Flush w/ 6,436 gals
TOtel Fluid 20.004 gols
Total Sd 90,700# 20/40

Max TP 3400 @ 29 BPM, Avg TP 2200 25 BPM, ISIP 2602, 2255 after 5 min,
2218 after 10 min.
Start flow back after 10 min, SI @ 1BPM. Rec 230 GF w/ sd @times before dyeing.
SIFN.
Cost $25,630 CumulativeCost * 78,993

10/20/96 - PVasent Openegan: Finish RIMw/ tbg to Perf (Day 4)
Summary: 10/19/95 - SAP400 pai. Bleed well off. RUHalliburton WLT. Set plug @
5280'. Press can to 3500 pai, held. Dump 1 sk sd on plug w/ baller. RIH w/ tog to
5251'. RU swab. Pulled FL to 4000'. Reo 109 bbis frao fiuld. POOH w/ tbg. BU
Halliburton WLT. Perf C zone 5173' 78', 5182' - 87. $192' - 98'. R1H w/ 80 Jte. SDFN,
Cost * 5,563 CumulativeCost * 84,550

10/21/85•IWasant Operogan: RIHw/ RBP (Day 5)
Summary: 10/20/95 - SIP 200#. Blow well down. TlH w/ tbg to 5251'. RU awab equip.
IFL@4500', FFL @EOT. Made 4 awabruna. Rec 10 BFwl 20% oilcut. RD swab equip.
POOH w/ tog. RU Halliburton & frac as



INLAND PRODUCTION CO. TEL:801-722-5103 Oct 25,95 10:02 No.002 P.01

INLAND PRODUCTION COMPANY
MONUMENTBUTTEFEDERAL#16-26
85/8E SEC20. TOR. 816E
Duohesne County, Utah
AP # 43-013-31617
DAÆYCOMMETIONREPORT

Continued (Day5)
10/21/95 - Summary: 10/20/96 (cont.)

Pad 0,000 gal boragel 63.6195
Ramp 2-4 PPG 20/40 ed w/ 4,000 gal gel
Ramp 4-8 PPG 20/40 ad w/ 8,000 gal gel
Remp 8-9 PPO 20/40 ad w/ 4,046 gol gol
Flush w/ 5,087 gal 10# linear gol
Total fluid used 27,132 gal
Total ad 80,000# 20/40

MaxTP 2500 @ 39 BPM, Ave TP 2050 O 31.8 6PM. ISIP 1804, 2045 after 6 min, 1989
after 10 min.
Start flow back, after 10 min, SI O 1 BPM w/ 12/84 choke. Flowed for 5 hrs. Rec 220
bble gelled wtr. SIFN.
Cost 0 18,183 Cumulative Cost * 102,739

10/22/95 - Stesent Operagen: Swab Down, POOH, Frac (Day 6)
Summary: 10/21/96 - Well flowed 220 bbis frac fluid back after frac, on previous day,
SIP 200 pal. Bleed well down. Remove tree saver from BOP. RUHelliburton. Set
RSP Ô 5100'. Press can to 4000 psi, held. Dump 1 ak ad on plug w/ beller. RiH w/
tbo to 5050*. Swab FL to 4500'. Rec 107 bble frac fluid. POOH w/ tbg. RU Halliburton.
Perf D-1 ad 6034'-5043' (4/38). RIH w/ tb0 to 5050'. RU sweb. Hit fluid O 4200'.
Swabbed the dry in 4 runa. Rec 19 BFO 4200°. Swabbed tbo dry in 4 runs. Reo 19
BF w/ tr of oli. SDFS.
Cost i 5,229 CumulativeCost 0 107,968

10/24/95 - Skesamt Operagen: Change Out Frao Head (Day 7)
Summary: 10/23/95 · SIP 0. RUswaab. Swab fluid from 4200' . 4600' in 2 runs.
Rec 5 BFwl tr of olt. POOH wl tb0 RU Halliburton 4 frac D-1 adas follows:

Punped 4,000 get pad
Ramp 2-4 PPG 18/30 ad in 3.000 gais gel
Ramp 4-0 PPG 16/30 ad in 7,000 gals gel
Ramp 0-8 PPG 18/30 ad in 3,257 gals gel
Flush 4,909 gais
Total ituid 22,166 mala
Total ed 59,800# 16/30 ad

Max TP 2938 @29.5 BPM, Ave TP 2200 O 25.6 6PM, ISIP 2131,
2098 efter 5 min, 1950 after 10 min.
Flowed well back ® 1 BPM, after 10 min, SI. Well flowed back just over3 hrs
before dyein0. Roc 163 bble frac fluid. SIFN.
Cost * 21,856 Cumulative Cost * 129,824

10/26/95 PWasent Opensilen: POOH w/ PLug (Day 8)
Summary: 10/24/90 • SW O.Nemove tr68 Saver. NU bÕP. NU $ÓÔÛ ffad Sp001.

NU 3000# wellhead. NUBOP. RIH w/ RH. Tag ad @4894'. Cire ad out to plug

5f00'. Latch onto&rolesse. POOH w/ tbg. LDplug, RIHw/ tbg &RH. Ta0 ad
5147. Ciro ad Out to plug @ 5280'. Latch onto & release. POOH w/ the to 4208°. SDFN.

Cost * 2,380 CumulativeCost 6

INLAND PRODUCTION CO. TEL:801-722-5103 Oct 25,95 10:02 No.002 P.01

INLAND PRODUCTION COMPANY
MONUMENTBUTTEFEDERAL#16-26
85/8E SEC20. TOR. 816E
Duohesne County, Utah
AP # 43-013-31617
DAÆYCOMMETIONREPORT

Continued (Day5)
10/21/95 - Summary: 10/20/96 (cont.)

Pad 0,000 gal boragel 63.6195
Ramp 2-4 PPG 20/40 ed w/ 4,000 gal gel
Ramp 4-8 PPG 20/40 ad w/ 8,000 gal gel
Remp 8-9 PPO 20/40 ad w/ 4,046 gol gol
Flush w/ 5,087 gal 10# linear gol
Total fluid used 27,132 gal
Total ad 80,000# 20/40

MaxTP 2500 @ 39 BPM, Ave TP 2050 O 31.8 6PM. ISIP 1804, 2045 after 6 min, 1989
after 10 min.
Start flow back, after 10 min, SI O 1 BPM w/ 12/84 choke. Flowed for 5 hrs. Rec 220
bble gelled wtr. SIFN.
Cost 0 18,183 Cumulative Cost * 102,739

10/22/95 - Stesent Operagen: Swab Down, POOH, Frac (Day 6)
Summary: 10/21/96 - Well flowed 220 bbis frac fluid back after frac, on previous day,
SIP 200 pal. Bleed well down. Remove tree saver from BOP. RUHelliburton. Set
RSP Ô 5100'. Press can to 4000 psi, held. Dump 1 ak ad on plug w/ beller. RiH w/
tbo to 5050*. Swab FL to 4500'. Rec 107 bble frac fluid. POOH w/ tbg. RU Halliburton.
Perf D-1 ad 6034'-5043' (4/38). RIH w/ tb0 to 5050'. RU sweb. Hit fluid O 4200'.
Swabbed the dry in 4 runa. Rec 19 BFO 4200°. Swabbed tbo dry in 4 runs. Reo 19
BF w/ tr of oli. SDFS.
Cost i 5,229 CumulativeCost 0 107,968

10/24/95 - Skesamt Operagen: Change Out Frao Head (Day 7)
Summary: 10/23/95 · SIP 0. RUswaab. Swab fluid from 4200' . 4600' in 2 runs.
Rec 5 BFwl tr of olt. POOH wl tb0 RU Halliburton 4 frac D-1 adas follows:

Punped 4,000 get pad
Ramp 2-4 PPG 18/30 ad in 3.000 gais gel
Ramp 4-0 PPG 16/30 ad in 7,000 gals gel
Ramp 0-8 PPG 18/30 ad in 3,257 gals gel
Flush 4,909 gais
Total ituid 22,166 mala
Total ed 59,800# 16/30 ad

Max TP 2938 @29.5 BPM, Ave TP 2200 O 25.6 6PM, ISIP 2131,
2098 efter 5 min, 1950 after 10 min.
Flowed well back ® 1 BPM, after 10 min, SI. Well flowed back just over3 hrs
before dyein0. Roc 163 bble frac fluid. SIFN.
Cost * 21,856 Cumulative Cost * 129,824

10/26/95 PWasent Opensilen: POOH w/ PLug (Day 8)
Summary: 10/24/90 • SW O.Nemove tr68 Saver. NU bÕP. NU $ÓÔÛ ffad Sp001.

NU 3000# wellhead. NUBOP. RIH w/ RH. Tag ad @4894'. Cire ad out to plug

5f00'. Latch onto&rolesse. POOH w/ tbg. LDplug, RIHw/ tbg &RH. Ta0 ad
5147. Ciro ad Out to plug @ 5280'. Latch onto & release. POOH w/ the to 4208°. SDFN.

Cost * 2,380 CumulativeCost 6



INLAND PRODUCTION CO. TEL:801-722-5103 Oct 30,95 10:52 No.002 P.02

INLAND PRODUCTIONCOMPANY
MONUMENT BUTTEFEDERA(.W16-26
SE/SE SEC 28. TBS, R1ßE
Duchesne County, Utah
API # 43-013•31517
DAILY COAfPLETIONREPORT
Rege 3

10/28/06 - Pimsent Operogan: Swabbing iDay 9)
Summary: 10/25196 - SIP 0. POOH w/ RBP. TlH w/ tbg & NC w/ bar. Tag sd ®
680T. POOH w/ 14 Jts. EOT © 5470'. RU swab equip. Made 24 swab runs. Roc
300 BF. FL @ 1500' w/ 20% oli on last run. Good gas blow after each run. SIFN.
Est recovered, 240 BW, BO BO.
Cost * 1,818 Cumulative Cost 8 134,022

10/27/95 - Skesent Operegron: RIN w/ Hods (Doy 10)

Summary: 10/26/95 - StP 300 psi. Blaed press off. Continue to swab. Made 12 runs.
Rec 147 BF w/ 30% oil cut & good gas blow. Fluid maintained@2000'. Pump 80 bbis

KCLwtr down tbg to kill well. RIHw/ tbg. Tag ad top © 590T. LD 15 Ita. POOH w/ tbg.
RIH w/ NC, 4 jts 2 7/8" tbg, Trico 5 1/2" AC (60.000# shearl. 1 Jt,SN, 188 Jts2 7/8° tbo.
ND BOP. Set anchor in 10,000# tension. NU wellhead. SDFN.
Cost * 2,030 Cumulative Cost * 138.052

10/28/96 - Skesent Operation: On Production (Day 11)
Summary: 10/27/95 - SITP 50 psi. SICP 100 psi. PU prima pump. RiH w/ Trico 1 1/2"
THD pump, 4 wt rede, 4 3/4" eorapered, 10E · 3/4" milok, BS - 2/4" aorapered rods. Space

out w/ 1 - 8' x 3/4" pony rod. PU polished rod. Seat pump. Stroke up to 1000 psi w/ rig,
held. Hang horsehead. SDFS.
Cost * 1,653 CumulativeCost ‡

INLAND PRODUCTION CO. TEL:801-722-5103 Oct 30,95 10:52 No.002 P.02

INLAND PRODUCTIONCOMPANY
MONUMENT BUTTEFEDERA(.W16-26
SE/SE SEC 28. TBS, R1ßE
Duchesne County, Utah
API # 43-013•31517
DAILY COAfPLETIONREPORT
Rege 3

10/28/06 - Pimsent Operogan: Swabbing iDay 9)
Summary: 10/25196 - SIP 0. POOH w/ RBP. TlH w/ tbg & NC w/ bar. Tag sd ®
680T. POOH w/ 14 Jts. EOT © 5470'. RU swab equip. Made 24 swab runs. Roc
300 BF. FL @ 1500' w/ 20% oli on last run. Good gas blow after each run. SIFN.
Est recovered, 240 BW, BO BO.
Cost * 1,818 Cumulative Cost 8 134,022

10/27/95 - Skesent Operegron: RIN w/ Hods (Doy 10)

Summary: 10/26/95 - StP 300 psi. Blaed press off. Continue to swab. Made 12 runs.
Rec 147 BF w/ 30% oil cut & good gas blow. Fluid maintained@2000'. Pump 80 bbis

KCLwtr down tbg to kill well. RIHw/ tbg. Tag ad top © 590T. LD 15 Ita. POOH w/ tbg.
RIH w/ NC, 4 jts 2 7/8" tbg, Trico 5 1/2" AC (60.000# shearl. 1 Jt,SN, 188 Jts2 7/8° tbo.
ND BOP. Set anchor in 10,000# tension. NU wellhead. SDFN.
Cost * 2,030 Cumulative Cost * 138.052

10/28/96 - Skesent Operation: On Production (Day 11)
Summary: 10/27/95 - SITP 50 psi. SICP 100 psi. PU prima pump. RiH w/ Trico 1 1/2"
THD pump, 4 wt rede, 4 3/4" eorapered, 10E · 3/4" milok, BS - 2/4" aorapered rods. Space

out w/ 1 - 8' x 3/4" pony rod. PU polished rod. Seat pump. Stroke up to 1000 psi w/ rig,
held. Hang horsehead. SDFS.
Cost * 1,653 CumulativeCost ‡



NEWFIELD Ñ&Cámón/ S-/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/24/2007 Day: 1

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 5/8" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 0' BP/Sand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

Di sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'
C sds 5201-5208'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/23/2007 SITP: SICP:

MIRU Nabors #919. RD pumping unit. Hotoiler pumped 60 bbls 250° water down csg. Open well to tank. Tbg. f\owed
for 3 hrs. & died. Recovered 20 bbls. Unseat pump. Flush rods w/ 35 bbis water. Softseat pump. Pressure test tbg. to
3000 psi. POOH w/ rods, stopping 3 times to flush rods w/ 20 bbis water total. LD pump. X-over for tbg. ND wellhead.
TAC was not set. NU BOP. POOH w/ tbg., tallyingtbg. LD BHA. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid lost/recovered today: 115 Oil lost/recovered today:
Ending fluid to be recovered: 115 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Nabors #919 $4,520

Weatherford BOP $250
NDSI hot oil $1,158

Liddel Trucking $660
NPC Trucking $300

5 jts 2 7/8" "B"grd tbg. $600

NPC Supervision $300
DAILY COST: $7,788

Workover Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD Ñ&Cámón/ S-/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/24/2007 Day: 1

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 5/8" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 0' BP/Sand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

Di sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'
C sds 5201-5208'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/23/2007 SITP: SICP:

MIRU Nabors #919. RD pumping unit. Hotoiler pumped 60 bbls 250° water down csg. Open well to tank. Tbg. f\owed
for 3 hrs. & died. Recovered 20 bbls. Unseat pump. Flush rods w/ 35 bbis water. Softseat pump. Pressure test tbg. to
3000 psi. POOH w/ rods, stopping 3 times to flush rods w/ 20 bbis water total. LD pump. X-over for tbg. ND wellhead.
TAC was not set. NU BOP. POOH w/ tbg., tallyingtbg. LD BHA. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid lost/recovered today: 115 Oil lost/recovered today:
Ending fluid to be recovered: 115 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Nabors #919 $4,520

Weatherford BOP $250
NDSI hot oil $1,158

Liddel Trucking $660
NPC Trucking $300

5 jts 2 7/8" "B"grd tbg. $600

NPC Supervision $300
DAILY COST: $7,788

Workover Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/25/2007 Day: 2

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 Sis" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 0' BP/Sand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-518T
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/24/2007 SITP: SICP:

RIH w/ 4 3/4" rock bit, 5 1/2" csg. scraper, PSN & 2 7/8" tbg. to 5917'. Circulate well clean. POOH w/ tbg. LD BHA. RU
wireline truck. Perforate PB11 sds @4788-4803' w/ 4 spf for total of 60 holes. RD wireline truck. MU & RIH w/
5 1/2" TS plug, onloff tool, 4' x 2 3/8" tbg. sub, 5 1/2" HD pkr., PSN & 60 jts 2 7/8" tbg. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 115 Starting oil rec to date:
Fluid lost/recovered today: 100 Oil lost/recovered today:
Ending fluid to be recovered: 215 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Nabors #919 $5,305

Weatherford BOP $250
The Perforators, llc $3,210

NPC Supervision $300
DAILY COST: $9,065

Workover Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/25/2007 Day: 2

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 Sis" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 0' BP/Sand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-518T
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/24/2007 SITP: SICP:

RIH w/ 4 3/4" rock bit, 5 1/2" csg. scraper, PSN & 2 7/8" tbg. to 5917'. Circulate well clean. POOH w/ tbg. LD BHA. RU
wireline truck. Perforate PB11 sds @4788-4803' w/ 4 spf for total of 60 holes. RD wireline truck. MU & RIH w/
5 1/2" TS plug, onloff tool, 4' x 2 3/8" tbg. sub, 5 1/2" HD pkr., PSN & 60 jts 2 7/8" tbg. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 115 Starting oil rec to date:
Fluid lost/recovered today: 100 Oil lost/recovered today:
Ending fluid to be recovered: 215 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Nabors #919 $5,305

Weatherford BOP $250
The Perforators, llc $3,210

NPC Supervision $300
DAILY COST: $9,065

Workover Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/26/2007 Day: 3

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 5/8" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 0' BP/Sand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/25/2007 SITP: SICP:

Cont. RIH w/ tools. Set TS plug @5411'. Set HD pkr. @5338' w/ EOT @5349'. RU BJ services acid truck. Acidize B2
sds @ 5373-5386' as shown below. Bleed off well. Release tools. Set TS plug @5220'. Set HD pkr. @5144' w/ EOT
@ 5155'. RU BJ services to tbg. Acidize C sds @ 5173-5208' as shown below. Bleed off well. Release tools. Set TS
plug @5060'. Set HD pkr. @5014' wl EOT @5025'. RU BJ services to tbg. Acidize D1 sds as shown below. Bleed off
well. Release tools. Set TS plug @5411'. Set HD pkr. @5014' w/ EOT @5025'. RU swab. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 215 Starting oil rec to date:
Fluid lost/recovered today: 200 Oil lost/recovered today:
Ending fluid to be recovered: 415 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

Bs sds @5373-5386' D1 sds @5034-5043' COSTS
beford acid: 2000 psi @2 bpm before acid: 2250 psi @2 bpm Nabors #919 $5,370
treat w/ 936 galls water w/ treat w/ 936 galls water w/ Weatherford BOP $250
Techni-hib & scale inhib. Follow Techni-hib & scale inhib. Follow BJ Services $10,831
wl250 galls. 15% hcl acid. w/250 galls. 15% hcl acid. RNI water disposal $600
During acid: 2475 psi @2 bpm During acid: 2150 psi @2 bpm

After acid: 2475 psi @2 bpm After acid: 2100 psi @2 bpm

ISIP @2300 psi ISIP @ 1820 psi

C sds @ 5173-5208'

before acid: 1300 psi @2 bpm

treat w/ 936 galls water w/ NPC Supervision $300
Techni-hib & scale inhib. Follow DAILYCOST: $17,351
w/ 400 galls. 15% hcl acid. TOTAL WELL COST: $34,204
during acid: 1550 psi @2 bpm
after acid: 1550 psi @2 bpm
ISIP @ 1400 psi

Workover Supervisor: Don

NEWFIELD

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/26/2007 Day: 3

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 5/8" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 0' BP/Sand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/25/2007 SITP: SICP:

Cont. RIH w/ tools. Set TS plug @5411'. Set HD pkr. @5338' w/ EOT @5349'. RU BJ services acid truck. Acidize B2
sds @ 5373-5386' as shown below. Bleed off well. Release tools. Set TS plug @5220'. Set HD pkr. @5144' w/ EOT
@ 5155'. RU BJ services to tbg. Acidize C sds @ 5173-5208' as shown below. Bleed off well. Release tools. Set TS
plug @5060'. Set HD pkr. @5014' wl EOT @5025'. RU BJ services to tbg. Acidize D1 sds as shown below. Bleed off
well. Release tools. Set TS plug @5411'. Set HD pkr. @5014' w/ EOT @5025'. RU swab. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 215 Starting oil rec to date:
Fluid lost/recovered today: 200 Oil lost/recovered today:
Ending fluid to be recovered: 415 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

Bs sds @5373-5386' D1 sds @5034-5043' COSTS
beford acid: 2000 psi @2 bpm before acid: 2250 psi @2 bpm Nabors #919 $5,370
treat w/ 936 galls water w/ treat w/ 936 galls water w/ Weatherford BOP $250
Techni-hib & scale inhib. Follow Techni-hib & scale inhib. Follow BJ Services $10,831
wl250 galls. 15% hcl acid. w/250 galls. 15% hcl acid. RNI water disposal $600
During acid: 2475 psi @2 bpm During acid: 2150 psi @2 bpm

After acid: 2475 psi @2 bpm After acid: 2100 psi @2 bpm

ISIP @2300 psi ISIP @ 1820 psi

C sds @ 5173-5208'

before acid: 1300 psi @2 bpm

treat w/ 936 galls water w/ NPC Supervision $300
Techni-hib & scale inhib. Follow DAILYCOST: $17,351
w/ 400 galls. 15% hcl acid. TOTAL WELL COST: $34,204
during acid: 1550 psi @2 bpm
after acid: 1550 psi @2 bpm
ISIP @ 1400 psi

Workover Supervisor: Don



NEWFIELD ÑÑ¤C'ÁnmS -/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/27/2007 Day: 4

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 5/8" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 3090' BPISand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/26/2007 SITP: SICP:

RIH w/ swab. SFL @ surface. Made 8 runs. Recovered 72 bbis. No show of oil or gas. EFL @ 1600'. RD swab.
Release tools. Set TS plug @4950'. Set HD pkr. @4724' w/ EOT @4735'. RU BJ Services frac crew to tbg. O psi on
well. Frac PB11 sds wl 22,288#'s of 20/40 sand in 233 bbls of Lightning 17 fluid. Broke @ 3340 psi. Treated wl ave.
pressure of 4125 psi @ave. rate of 14.3 BPM. Open well to flattank for immediate flowback @ 1 bpm. Well flowed for
1 hour & died. Recovered 60 bbis water. Release HD pkr. RlH wl tbg. Tag sand @4738'. C/O to TS plug @4950'.
Release TS plug. POOH wl 60 jts 2 7/8" workstring tbg., laying tbg. down on trailer. EOT @ 3090'. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 215 Starting oil rec to date:
Fluid lost/recovered today: 173 Oil lost/recovered today:
Ending fluid to be recovered: 388 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Nabors #919 $5,609
Company: BJ Services Weatherford BOP $250
Procedure or Equipment detail: PB11 sands down tbq. BJ Services PB11 $22,807

542 gals to fill, breakdown & get crosslink. RNI water disposal $500
2500 gals of pad Zubiate Hot Oil $700
1915 gals W/ 1-4 ppg of 20/40 sand CD Trucking $800
3703 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 1113 gals of slick water

Max TP: 4416 Max Rate: 14.5 bpm Total fluid pmpd: 233 bbis

Avg TP: 4125 Avg Rate: 14.3 bpm Total Prop pmpd: 22,288#'s

ISIP: 2245 5 min: 10 min: FG: .90 NPC Supervision $300
DAILYCOST: $30,966

Workover Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD ÑÑ¤C'ÁnmS -/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/27/2007 Day: 4

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 5/8" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 3090' BPISand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/26/2007 SITP: SICP:

RIH w/ swab. SFL @ surface. Made 8 runs. Recovered 72 bbis. No show of oil or gas. EFL @ 1600'. RD swab.
Release tools. Set TS plug @4950'. Set HD pkr. @4724' w/ EOT @4735'. RU BJ Services frac crew to tbg. O psi on
well. Frac PB11 sds wl 22,288#'s of 20/40 sand in 233 bbls of Lightning 17 fluid. Broke @ 3340 psi. Treated wl ave.
pressure of 4125 psi @ave. rate of 14.3 BPM. Open well to flattank for immediate flowback @ 1 bpm. Well flowed for
1 hour & died. Recovered 60 bbis water. Release HD pkr. RlH wl tbg. Tag sand @4738'. C/O to TS plug @4950'.
Release TS plug. POOH wl 60 jts 2 7/8" workstring tbg., laying tbg. down on trailer. EOT @ 3090'. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 215 Starting oil rec to date:
Fluid lost/recovered today: 173 Oil lost/recovered today:
Ending fluid to be recovered: 388 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Nabors #919 $5,609
Company: BJ Services Weatherford BOP $250
Procedure or Equipment detail: PB11 sands down tbq. BJ Services PB11 $22,807

542 gals to fill, breakdown & get crosslink. RNI water disposal $500
2500 gals of pad Zubiate Hot Oil $700
1915 gals W/ 1-4 ppg of 20/40 sand CD Trucking $800
3703 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 1113 gals of slick water

Max TP: 4416 Max Rate: 14.5 bpm Total fluid pmpd: 233 bbis

Avg TP: 4125 Avg Rate: 14.3 bpm Total Prop pmpd: 22,288#'s

ISIP: 2245 5 min: 10 min: FG: .90 NPC Supervision $300
DAILYCOST: $30,966

Workover Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD Ñ¾Ávo/ 4 -/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/30/2007 Day: 5

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 Sis" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 3090' BPisand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'

D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/27/2007 SITP: SICP:

Cont. POOH w/ workstring tbg., laying down on trailer. LD BHA. RIH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg., PSN, 1 jt
2 7/8" tbg., 5 1/2" TAC, 172 jts 2 7/8" tbg. ND BOP. Set TAC wl 15,000# tension. NU wellhead. X-over for rods.
Clean up wellhead area. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 388 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 388 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Nabors #919 $5,195

Weatherford BOP $250

NPC Supervision $300
DAILY COST: $5,745

Workover Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD Ñ¾Ávo/ 4 -/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 4/30/2007 Day: 5

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 Sis" @ 310' Prod Csg: 5 1/2" @ 6175' WT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 3090' BPisand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'

D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'

C sds 5182-5187'

C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/27/2007 SITP: SICP:

Cont. POOH w/ workstring tbg., laying down on trailer. LD BHA. RIH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg., PSN, 1 jt
2 7/8" tbg., 5 1/2" TAC, 172 jts 2 7/8" tbg. ND BOP. Set TAC wl 15,000# tension. NU wellhead. X-over for rods.
Clean up wellhead area. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 388 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 388 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Nabors #919 $5,195

Weatherford BOP $250

NPC Supervision $300
DAILY COST: $5,745

Workover Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD NSM ~/

DAILYWORKOVER REPORT
WELL NAME: MBF 16-26-8-16 Report Date: 5/1/2007 Day: 6

Operation: Recompletion Rig: Nabors #919

WELL STATUS
Surf Csg: 8 Sis" @ 310' Prod Csg: 5 1/2" @ 6175' wT: 15.5# Csg PBTD: 6123'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkrl_EOT@: 5542' BPISand PBTD: 5907'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

PB11 sds new 4788-4803' 4/60 C sds 5201-5208'
D1 sds 5034-5043' 4/36 B2 sds 5373-5386' 4/52
C sds 5173-5178'
C sds 5182-5187'
C sds 5192-5198'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/30/2007 SITP: SICP:

RU hotoiler to tbg. Flush tbg. w/ 60 bbls 250° water. RlH w/ CDI 2 1/2" x 1 3/4" x 12' x 15.5' RHAC pump, 6- 1 1/2"
weight bars, 20- 3/4" guided rods, 102- 3/4" slick rods, 90- 7/8" guided rods, 1- 6', 4' x 7/8" pony subs, 1 1/2" x 26'
polished rod. Tbg. was full. Stroke test to 800 psi. RU pumping unit. Hang off rods. Adjust tag. RD. Return well to
production @1:30 p.m. 86" stroke length, 5 spm. Final Report.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 388 Starting oil rec to date:
Fluid lost/recovered today: 60 Oil lost/recovered today:
Ending fluid to be recovered: 448 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Nabors #919 $3,320

KB 13.00' 1 1/2" x 26' polished rod "A"grade 7/8" rods $8,215
172 2 7/8 J-55 tbg (5426.56') 1- 4', 6' x 7/8" pony subs CDI rod pump repair $950

TA (2.80' @5439.56' KB) 90- 7/8" guided rods D&M Hot Oil $1,300
1 2 7/8 J-55 tbg (31.54') 102- 3/4" slick rods

SN (1.10' @5475.00' KB) 20- 3/4" guided rods

2 2 7/8 J-55 tbg (66.00') 6- 1 1/2" weight bars

2 7/8 NC (.45') CDI 2 1/2" x 1 3/4" x 12' x 15'

EOT 5541.44' W/ 13' KB RHAC pump w/ SM plunger.

NPC Supervision $300
DAILY COST: $14,085

TOTAL WELL COST: $85,000

Completion Supervisor: Don
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polished rod. Tbg. was full. Stroke test to 800 psi. RU pumping unit. Hang off rods. Adjust tag. RD. Return well to
production @1:30 p.m. 86" stroke length, 5 spm. Final Report.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 388 Starting oil rec to date:
Fluid lost/recovered today: 60 Oil lost/recovered today:
Ending fluid to be recovered: 448 Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Nabors #919 $3,320

KB 13.00' 1 1/2" x 26' polished rod "A"grade 7/8" rods $8,215
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TA (2.80' @5439.56' KB) 90- 7/8" guided rods D&M Hot Oil $1,300
1 2 7/8 J-55 tbg (31.54') 102- 3/4" slick rods
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DAILY COST: $14,085

TOTAL WELL COST: $85,000

Completion Supervisor: Don



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4738'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 158' balance plug using 18 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 42 sx Class "G" Cement down 5-1/2" casing to 360'

The approximate cost to plug and abandon this well is $59,344.

Monument Butte Federal
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Monument Butte Federal



SpudDate:9/05/9s ÌVÍOnument Butte Federal #16-26-8-16
Put on Production: 10/28/95
GL: 5474' KB: 5487' Initial Production: 93 BOPD,

Proposed P (: A 100 MCFPD, 5 BWPD

Wellbore Dia; ram
SURFACE CAS NG

CSG SIZE: 8-5/8" TOC @150'
GRADE: Pump 42 ex Class "G" Cement down 5-1/2" casing to 360"
WEIGHT: 24# - -

DEPTH LANDED: 310' Casing Shoe @310'
HOLE SIZE: 12-1/4"

CEMENT DATA: 120 sxsPremlite+ 50 sus Prem

PRODUCTION CASING
CSO SIZE: 5-1/2"

GRADB: J-55 120' balance plug using 14 sx Class "G" cement 60'
above Uints/Green River and extending 60' below

WEIGHT: 15 5# (1693'-1813')
DEPTH LANDED: 6175' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 290 sxs Idad + 375 exs Thixotropic

CEMENT TOP AT: 150'

- 158' balance plu8 using 18 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Maho8any Oil Shale (3128'-3286')

100' (12 sm)Class G Cement plug on top of CIBP

CIBP @4738'

4788-4803'

5034'-5043'
= 2 5173'-5178'

5182'-518T
5192'-5198'
5201'-5208'

PBTD @6123'
TD @6175'

NEWPIELD /

Monument Butte Federal #16-26-8-16
507' FSL & 666' FEL
SE/SE Section 26-TSS-R16E
Duchesne Co, Utah
API #43-013-31517; Lease #U-67170 cT
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HOLE SIZE: 12-1/4"
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above Uints/Green River and extending 60' below
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507' FSL & 666' FEL
SE/SE Section 26-TSS-R16E
Duchesne Co, Utah
API #43-013-31517; Lease #U-67170 cT



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR O o 100 7

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USAUTU-67170

Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

MON PUTTE NE
1. Type of Well

Oil Well Gas Well O Other 8. Well Name and No.

2. Name of Operator . MONUMENT BUTTE FED 16-26

NEWFIELD PRODUCTION COMPANY 9. API Well No.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331517

Myton, UT 84052 | 435 646 3721 10. Field and Pool, or Exploratory Area

4. Location ofWell (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE
507 FSL 666 FEL 11. County or Parish, State

SESE Section 26 T8S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Production (Start/Resume) Water Shut-Off
Notice of Intent O Alter Casing O Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair Q New Construction Recomplete Other
Change Plans O Plug & Abandon Temporarily Abandon

Final Abandonment Convert to Injector Q Plug Back Water Disposal

13. Describe Proposed or Completed Operation: (Clearlystate all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion

ofthe involved operations. Ifthe operation results in a multiple completion orrecompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Eric Sundberg Regulatory Analyst

Signature D
9/02/2009

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved_by....
.... Title pate

Conditions of approval, ifany, are attached. Approval ofthis notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United

States anv false. fictitious and fraudulent statements or reoresentations as to anv matter within its iurisdiction

(Instructions on page
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WEST VALLEY CITY, UTAH 84170 CUSTOMER'S
FED.TAX l D.# 87-0217663 PROOF OF PUBLICATION COPY

CUSTOMERËAME AND ADDRESS CCOÙNT NUMBER DATE

DIV OF OIL-GAS & MINING, RECEMED 9001402352 10/5/2009

1594 W NORTH TEMP #12 10 BEFORETHE DIVISIONOF OiL, GASAND MINING

P.O. BOX 145801 n DEPARTMENTOFNATURALHRESOURCES

NOTICEOF AGENCY ACTION
SALT LAKE CITY, UT 84114 cAUSENO.UICa355

IN THE MATTEROF THE APPOCATION OF NEWFIELD PRODUG
DROF01 r,ASC TION COMPANY FOR ADMINISTRATIVEAPPROVALOF CERTAIN

WELLSLOCATED IN SECflONS 24, 26, 27, 34, 35, 36-
lUWNSHIV 8 LUUin, RANbt 16 EAbT, DUCHESNE COUNTY,

ACCOUNT NAME uvAN, As cLASS11INJECTIONWELLS.

THE STATEOE UTAH TO ALL PERSONSINTERESTED IN THE
ABOVE ENTITLEbMATTER.

DIV OF OIL-GAS & MINING,
Notice is hereby giventhat the Division of Oil, Gas and Min-
Ing (the "Division ) is commencîng on informal adjudicative
proceeding to consider the application of Newfield Produc-

TELEPHONE ADORDER# / INVOICE NUMBI tron companyfor administrative approval of the following
walle
Hawkeye Unit:
Boil Weevil 26-13-8-16 well located in NW/4 SW/4, Sec-

80 15385340 0000502572 / tion 26, Township 8 South, Range 16 East
Monument Butte Federal NE 14-26-8-16 well locoted in SE/4
SW/4 Sernon 9A TowneliipR Konth Panna l^Fort
Monument Bulte Unit:SCHEDULE Monument Butte Federd! 2-34-8-16 well located in NW/4

MonumentFederal 10-34-8-16 well located in NW/4 SE/4,
Section 34, Township 8 South, Range 16 East

Start 10/02/2009 End 10/02/2009 $°,"],"s*g,ga*,,'yog°,',VEcaated in SE/4

Fadern! 1-35-A-1A well inented in SF/ SF/4 Smetion 35
Township 8 South, Range 16 EastCUST REF O. Monument Federal 2A-35-8-16 well located in NW/4 NE/4,

Monument Butte State 4-36-8-16 well located in NW/4
NW/4, Sectîon 36, ToWnship 8 Soulti, Range 16 East
Monument Butte NE Unit-
Monument Butte Federal NE 16-24 8-16 well located in SE/4
SE/4, Section 24, Township 8 Soyli),Atenge,16 East

IMdelW fd&df8-*T& Well idented in 4E/4
CAPTION A asowmpasam,tange istan

Travis Unit
Monument ßutte Federal 16-27-8-16 well located m SEf4
SE/4, Section 27, Township 8 South, Ronge 16 East

BEFORE THE DIVISION OF OIL, GAS AND MINI gagg¿ de MS aneg 16coEted in SE/4

Wells Drow Unit
Federal 13-34-a-8-16 well located in NW/4 SW/4, SectionSIZE 34, Township8 South, Range )6 East

tion 34, Township 8 South, Range 16 East

84 Lines 2.00 COLUMN Mesne County, Utah for conversion to Class 11 injection
wells. The proceedi gAwill be conducted in accordance with
Utah Admin. R649-1 dministrative Procedures.

water injection. iiie maximum requested înjection pressures

2 and rates will be determined based on fracture gradient in-
formation submitted by Newfield Production Company.

MISC. CHARGES AD CHARGES intervene in the proceeding must file a written protest or no-
tice of intervention with the Division within fifteen days fol-
lowmy µutmeahon of tms nonce. The Division's Presiding Offi-
cer for the proceeding is Gil Hunt, Associate Director, at P.O.
Box 145801, Salt Lake City, UT 8411415801, phone num-
ber (801) 538-5340. if sudi o protest or notice of interven-
tion is received, a hearing will. De scheduled in accordance
atin Ihr ufoldinellioned udnianshahve procedural rules.

TOTAL COST Protestants and/or interveners should be prepared to demon-
strole at the hearing how this matter offects their interests.

Octed this 28th day of September, 2009.

215.00 STATEOF UTAH
DIVISIONOF OIL,GAS& MINING

/s/ Gil Hunt

AFFIDAVIT OF PUBLICATION AssoËti"$rector
502572 . UPAXLP

AS NEWSPAPER AGENCY CORPORATION LEGAL BOOKER, I CERTIFY THAT THE ATTACHED ADVERTISEMENT OF
BEFORE THE DIVISION OF OIL, GAS AND MINI FOR DIV OF OIL-GAS & MINING,
WAS PUBLISHED BY THE NEWSPAPER AGENCY CORPORATION, AGENT FOR THE SALT LAKE TRIBUNE AND DESERET
NEWS. DAILY NEWSPAPERS PRINTED IN THE ENGLISH LANGUAGE WITH GENERAL CIRCULATION IN UTAH, AND
PUBLISHED IN SALT LAKE CITY, SALT LAKE COUNTY IN THE STATE OF UTAH.

PUBLISHED ON Start 10/02/2009 End 10/02/2009

SIGNATURE

DATE 10/5/2009

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATION" Í !
PLEASE PAY FROM BILLING
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ABOVE ENTITLEbMATTER.

DIV OF OIL-GAS & MINING,
Notice is hereby giventhat the Division of Oil, Gas and Min-
Ing (the "Division ) is commencîng on informal adjudicative
proceeding to consider the application of Newfield Produc-

TELEPHONE ADORDER# / INVOICE NUMBI tron companyfor administrative approval of the following
walle
Hawkeye Unit:
Boil Weevil 26-13-8-16 well located in NW/4 SW/4, Sec-

80 15385340 0000502572 / tion 26, Township 8 South, Range 16 East
Monument Butte Federal NE 14-26-8-16 well locoted in SE/4
SW/4 Sernon 9A TowneliipR Konth Panna l^Fort
Monument Bulte Unit:SCHEDULE Monument Butte Federd! 2-34-8-16 well located in NW/4

MonumentFederal 10-34-8-16 well located in NW/4 SE/4,
Section 34, Township 8 South, Range 16 East

Start 10/02/2009 End 10/02/2009 $°,"],"s*g,ga*,,'yog°,',VEcaated in SE/4

Fadern! 1-35-A-1A well inented in SF/ SF/4 Smetion 35
Township 8 South, Range 16 East

CUST REF O. Monument Federal 2A-35-8-16 well located in NW/4 NE/4,

Monument Butte State 4-36-8-16 well located in NW/4
NW/4, Sectîon 36, ToWnship 8 Soulti, Range 16 East
Monument Butte NE Unit-
Monument Butte Federal NE 16-24 8-16 well located in SE/4
SE/4, Section 24, Township 8 Soyli),Atenge,16 East

IMdelW fd&df8-*T& Well idented in 4E/4
CAPTION A asowmpasam,tange istan

Travis Unit
Monument ßutte Federal 16-27-8-16 well located m SEf4
SE/4, Section 27, Township 8 South, Ronge 16 East

BEFORE THE DIVISION OF OIL, GAS AND MINI gagg¿ de MS aneg 16coEted in SE/4

Wells Drow Unit
Federal 13-34-a-8-16 well located in NW/4 SW/4, SectionSIZE 34, Township8 South, Range )6 East

tion 34, Township 8 South, Range 16 East

84 Lines 2.00 COLUMN Mesne County, Utah for conversion to Class 11 injection
wells. The proceedi gAwill be conducted in accordance with
Utah Admin. R649-1 dministrative Procedures.

water injection. iiie maximum requested înjection pressures

2 and rates will be determined based on fracture gradient in-
formation submitted by Newfield Production Company.

MISC. CHARGES AD CHARGES intervene in the proceeding must file a written protest or no-
tice of intervention with the Division within fifteen days fol-
lowmy µutmeahon of tms nonce. The Division's Presiding Offi-
cer for the proceeding is Gil Hunt, Associate Director, at P.O.
Box 145801, Salt Lake City, UT 8411415801, phone num-
ber (801) 538-5340. if sudi o protest or notice of interven-
tion is received, a hearing will. De scheduled in accordance
atin Ihr ufoldinellioned udnianshahve procedural rules.

TOTAL COST Protestants and/or interveners should be prepared to demon-
strole at the hearing how this matter offects their interests.

Octed this 28th day of September, 2009.

215.00 STATEOF UTAH
DIVISIONOF OIL,GAS& MINING

/s/ Gil Hunt

AFFIDAVIT OF PUBLICATION AssoËti"$rector
502572 . UPAXLP

AS NEWSPAPER AGENCY CORPORATION LEGAL BOOKER, I CERTIFY THAT THE ATTACHED ADVERTISEMENT OF

BEFORE THE DIVISION OF OIL, GAS AND MINI FOR DIV OF OIL-GAS & MINING,

WAS PUBLISHED BY THE NEWSPAPER AGENCY CORPORATION, AGENT FOR THE SALT LAKE TRIBUNE AND DESERET
NEWS. DAILY NEWSPAPERS PRINTED IN THE ENGLISH LANGUAGE WITH GENERAL CIRCULATION IN UTAH, AND
PUBLISHED IN SALT LAKE CITY, SALT LAKE COUNTY IN THE STATE OF UTAH.

PUBLISHED ON Start 10/02/2009 End 10/02/2009

SIGNATURE

DATE 10/5/2009

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATION" Í !
PLEASE PAY FROM BILLING
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AFFIDAVIT OF PUBLICATION UIC-355 %
Federal 13 34-8-8-16

BEFORE THE DIVI- well located m NW/4
SIONOFOIL,GASAND SR/4,Section34, Town-
MININ0 ship 8 South, Range 16

DEPARTMENT OF East

NATURAL RESOURC- Mells Dran 14A-34-

County of Duchesne, ES TERHOF
8 \ 64 Sll located m SE

STATEOFUTAH THE APPLICATION OF
shaspt8 South, Range 16

NEWFIELDPRODUC~ D
TION COMPANY FOR uchesne County,

S BWW
CDah, for conversion to

CËIffA
ass injection wells.

I, Craig L. Ashby on oath, say that I am the 's
NSO

4
co du ed co

PUBLISHER of the Uintah Basin Standard, a weekly 34, 35, 36; TOWNSHIP 10,AdministrativeProce-
8 SOUTH, RANGE 16 du

newspaper of general circulation, published at Roosevelt, EAST, DUCHESNE Selected zones in the

State and Countyaforesaid, and that a certain notice, a true ËLO
S C IO

eenbeRi rd mation

copy of which is hereto attached, was published in the full 9 TATEOFUTE
injection. The maximum

issue such newspaper for / consecutive issues, and TO ALL PERSONS IN- ed c on e

TERESTED IN THE
that the first publication was on the day of ABOVE ENTITLED e

a , 20 , and that the last publication MA eR
s hereby given d

by Ne eld

of such notice was in the issue of such newspaper dated the that the Division of Oil, Any person desiring to

day of rTS 20 .
oÌ)s co n

ca n

an informal adjudicative theproceedingmustfilea
proceedingtoconsiderthe writtenprotestornoticeof
application of Newfield intervention.with the Di-
Production Company for vision within fifteen daysadmimstrative approval following publication of
of the followmg wells: thisnotice.TheDivision'sHawkeve Unit: Presiding Officer for theBoll Weevil 26-13-8^ proceeding is Gil Hunt16 well located in NW|4 AssociateDirector,atP.O

Publisher SW/4, Section 26, Town Box 145801, Salt Lakeship 8 South, Range 16 City, UT 84114-5801
East phonenumber(801)5381

Monument Butte Fed- 5340. If such a protest oreral NE 14-26-8-16 well notice of interventionis
Subscribed and sworn to ore Iñe this |ccapedn SE/4 SW/4 received,ahearingwillbe

day of , 20 souti, ange i?nast
edu n a ann

ra 481
ee o e

Notary Public th e
inge

atter affects their inter-

rh 2 h yof

471NHILLCRESTOR4tS-5 34, Township 8 South DIVISION OF OIL
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EAST, DUCHESNE
COUNTY,UTAR,AS
CLASS II INJECTION
WELLS.

THESTATEOFUTAH
TO ALL PERSONS IN-
TERESTED IN THE
ABOVE ENTITLED
MATTER.

Notice is hereby given
that the Division of Oil,
Gas and Mining (the "Di-
vision") is commencing
an informal adjudicative
proceedingtoconsiderthe
application of Newfield
Production Company for
administrative approval
of the following wells:

Hawkeve Unit:
Boll Weevil 26-13-8-

16 well located in NW/4
SWl4, Section26, Tówn-
ship 8 South, Range 16
East

MonumentButteFed-
eral NE 14-26-8-16 well
located in SE/4 SW/4,
Section 26, Township 8
South, Range 16 East

Monument Butte
Unit

Monument Butte
Federal 2-34-8-16 well
located in NW/4 NE/4,
Section 34,Township 8
South, Range 16 East

Monument Federal
10-34-8-16 well located
in NW/4 SE/4, Section
34, Township 8 South,
Range 16 East
g MonumentButte Fed-
eral 16-34-8-16 well
located in SE/4 SE/4,
Section 34, Township 8
South, Range 16 East

Federall-35-8-16well
located in SE/4 SE/4,
Section 35, Township 8
South, Range 16 East

Monument Federal
2A-35-8-16 well located
in NW/4 NE/4, Section
35, Township 8 South,
Range 16 East

Monument Butte State
4-36-8-16 well located in
NW/4NW/4,Section36,
Township 8 South, Range
16 East

MonumentButte NE

Monument Butte Fed-
eral NE 16-24-8-16 well
located in SE/4 SE/4,
Section 24, Township 8
South, Range 16 East

Monument Butte Fed-
eral 16226-8-16 well
located in SE/4 SE/4,
Section 26, Township 8
South, Range 16 East

Travis Unit:
Monument Butte Fed-

eral 16-27-8-16 well
located in SE/4 SE/4,
Section 27, Township 8
South, Range 16 East
Continued on next
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BEFORE THE DIVlSION OF OlL, GAS AND M1NING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-355

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR ADMINISTRATIVE
APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 24, 26, 27, 34, 35, 36; TOWNSHIP 8 SOUTH, RANGE 16
EAST, DUCHESNE COUNTY, UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an informal
adjudicative proceeding to consider the application of Newfield Production Company for administrative approval
of the following wells:
Hawkeye Unit:
Boll Weevil 26-13-8-16 well located in NW/4 SW/4, Section 26, Township 8 South, Range 16 East
Monument Butte Federal NE 14-26-8-16 well located in SE/4 SW/4, Section 26, Township 8 South, Range 16 East
Monument Butte Unit:
Monument Butte Federal 2-34-8-16 well located in NW/4 NE/4, Section 34,Township 8 South, Range 16 East
Monument Federal 10-34-8-16 well located in NW/4 SE/4, Section 34, Township 8 South, Range 16 East
Monument Butte Federal 16-34-8-16 well located in SE/4 SE/4, Section 34, Township 8 South, Range 16 East
Federal 1-35-8-16 well located in SE/4 SE/4, Section 35, Township 8 South, Range 16 East
Monument Federal 2A-35-8-16 well located in NW/4 NE/4, Section 35, Township 8 South, Range 16 East
Monument Butte State 4-36-8-16 well located in NW/4 NW/4, Section 36, Township 8 South, Range 16 East
Monument Butte NE Unit:
Monument Butte Federal NE 16-24-8-16 well located in SE/4 SE/4, Section 24, Township 8 South, Range 16 East
Monument Butte Federal 16-26-8-16 well located in SE/4 SE/4, Section 26, Township 8 South, Range 16 East
Travis Unit:
Monument Butte Federal 16-27-8-16 well located in SE/4 SE/4, Section 27, Township 8 South, Range 16 East
Monument Butte Federal 6-34-8-16 well located in SE/4 NW/4, Section 34, Township 8 South, Range 16 East
Wells Draw Unit:
Federal 13-34-B-8-16 well located in NW/4 SW/4, Section 34, Township 8 South, Range 16 East
Wells Draw 14A-34-8-16 well located in SE/4 SW/4, Section 34, Township 8 South, Range 16 East

Duchesne County, Utah, for conversion to Class II injection wells. The proceeding will be conducted in
accordance with Utah Admin. R649-10, Administrative Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested injection
pressures and rates will be determined based on fracture gradient information submitted by Newfield Production
Company.

Any person desiring to object to the application or otherwise intervene in the proceeding must file a written
protest or notice of intervention with the Division within fifteen days following publication of this notice. The
Division's Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O. Box 145801, Salt Lake
City, UT 84114-5801, phone number (801) 538-5340. If such a protest or notice of intervention is received, a
hearing will be scheduled in accordance with the aforementioned administrative procedural rules. Protestants
and/or interveners should be prepared to demonstrate at the hearing how this matter affects their interests.

Dated this 28th day of September, 2009.

STATE OF UTAH
DIVISION OF OIL, GAS & MINING

Gil Hunt
Associate
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Duchesne County, Utah, for conversion to Class II injection wells. The proceeding will be conducted in
accordance with Utah Admin. R649-10, Administrative Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested injection
pressures and rates will be determined based on fracture gradient information submitted by Newfield Production
Company.

Any person desiring to object to the application or otherwise intervene in the proceeding must file a written
protest or notice of intervention with the Division within fifteen days following publication of this notice. The
Division's Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O. Box 145801, Salt Lake
City, UT 84114-5801, phone number (801) 538-5340. If such a protest or notice of intervention is received, a
hearing will be scheduled in accordance with the aforementioned administrative procedural rules. Protestants
and/or interveners should be prepared to demonstrate at the hearing how this matter affects their interests.

Dated this 28th day of September, 2009.

STATE OF UTAH
DIVISION OF OIL, GAS & MINING

Gil Hunt
Associate



Newfield Production Company

BOLL WEEVIL 26-13-8-16, MONUMENT BUTTE FEDERAL NE 14-26-8-16, MONUMENT
BUTTE FEDERAL 2-34-8-16, MONUMENT FEDERAL 10-34-8-16, MONUMENT BUTTE
FEDERAL 16-34-8-16, FEDERAL 1-35-8-16, MONUMENT FEDERAL 2A-35-8-16, MONUMENT
BUTTE STATE 4-36-8-16, MONUMENT BUTTE FEDERAL NE 16-24-8-16, MONUMENT
BUTTE FEDERAL 16-26-8-16, MONUMENT BUTTE FEDERAL 16-27-8-16, MONUMENT
BUTTE FEDERAL 6-34-8-16, FEDERAL 13-34-B-8-16, WELLS DRAW 14A-34-8-16

Cause No. UIC-355

Publication Notices were sent to the following:

Newfield Production Company Bruce Suchomel
1001 17th Street, Suite 2000 US EPA Region 8
Denver, CO 80202 MS 8P-W-GW

1595 Wynkoop Street
Uintah Basin Standard Denver, CO 80202-1129
268 South 200 East
Roosevelt, UT 84066 Newfield Production Company
via Email ubs@ubstandard.com Rt 3 Box 3630

Myton UT 84052
Salt Lake Tribune
PO Box 45838 SITLA
Salt Lake City, UT 84145 675 East 500 South
via Email naclegal@mediaoneutah.com Salt Lake City, UT 84102-2818

Vernal Office
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Michael Hyde
Duchesne County Planning
PO Box 317
Duchesne, UT
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Jean Sweet - RE: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

From: "NAC Legal" <naclegal@mediaoneutah.com>

To: '"Jean Sweet"' <jsweet@utah.gov>

Date: 9/29/2009 1:34 PM
Subject: RE: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

Ad #502572 is scheduled to run October 2 and the total charge is $215.00. Please
check the ad in the paper .

Thank you,

Lynn Valdez
MediaOne of Utah,
a Newspaper Agency Company
4770 South 5600 West
West Valley City, Utah 84118
Ph.: 801-237-2720

Email: naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Tuesday, September 29, 2009 10:01 AM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

To whom it may concern:

Attached is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it will be published. My e-mail address is:
isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, ExecutiveSecretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
aweet@utah.gov
file://C:\Documents and Settings\ogmuser\Local Settings\Temp\XPgrpwise\4AC20CE2N...
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' State of Utah
.7,,,,,

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

GARY R.HERBERT
ExecutiveDirector

Governor DÎVÍSion of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

September 28, 2009

VIA E-MAIL: naclegal mediaoneutah.com

Salt Lake Tribune
PO Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary
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1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 OIL, GAS & MINING

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801)538-7458

' State of Utah
.7,,,,,

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

GARY R.HERBERT
ExecutiveDirector

Governor DÎVÍSion of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

September 28, 2009

VIA E-MAIL: naclegal mediaoneutah.com

Salt Lake Tribune
PO Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC 355

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary
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(10/06/2009) Jean Sweet - Legal Page 1

From: Bonnie <bonnie@ubstandard.com>

To: <jsweet@utah.gov>

Date: 10/1/2009 4:56 PM
Subject: Legal

Jean,
The legal Notice of Agency Action - Newfield Production 20090928 will
run on October 6, 2009.
Thank you,

Bonnie Parrish
Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066
(435) 722-5131
(435) 722-4140 Fax
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State of Utah
. DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

September 28, 2009
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Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary
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Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

November 23, 2009

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Monument Butte NE Unit Well: Monument Butte Federal 16-26-8-16, Section 26, Township 8 South,
Range 16 East, SLBM, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Gil Hunt
Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Duchesne County uTAN

Newfield Production Company, Myton DNRWell File
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Monument Butte Federal 16-26-8-16

Location: 26/8S/16E API: 43-013-31517

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Monument Butte NE Unit. Lands in the one-half mile radius of the well are administered by the
BLM and the State of Utah. The Federal Government and the State of Utah are the mineral
owners within the area of review (AOR). Newfield and other various individuals hold the leases
in the unit. Newfield has provided a list of all surface, mineral and lease holders in the half-mile

radius. Newfield is the operator of the Monument Butte NE Unit. Newfield has submitted an
affidavit stating that all owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 310 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,175 feet. A cement bond log demonstrates
adequate bond in this well up to 3,766 feet. A 2 7/8 inch tubing with a packer will be set at 4,738.
Higher perforations will be opened at a later date. A mechanical integrity test will be run on the
well prior to injection. There are 11 producing wells, one of which has a surface location inside
the AOR and a bottom hole location outside the AOR, and 4 injection wells in the area of review.
There is also 1 P/A well with a surface location outside the AOR and a bottom hole location
inside the AOR. All of the wells have evidence of adequate casing and cement.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is at a depth of approximately 300 feet. Injection shall be limited to the interval
between 4,321 feet and 5,884 feet in the Green River Formation. Information submitted by
Newfield indicates that the fracture gradient for the 16-26-8-16 well is 0.78 psi/ft., which was the
lowest reported fracture gradient for the injection zone. The resulting minimum fracture pressure
for the proposed injection interval is 1,770 psig. The requested maximum pressure is 1,770 psig.
The anticipated average injection pressure is 1100 psig. Injection at this pressure should not
initiate any new fractures or propagate existing fractures in the adjacent confining intervals. Any
groundwater present should be adequately
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Monument Butte Federal 16-26-8-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Monument Butte NE Unit on March 5, 1996. Correlative rights issues were addressed at this
time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta .Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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RECEIVED: Nov. 30, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/27 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 11/26/2012. 11/21/2012 22 bbls Anguard, 10 bbls

fresh water and 60 bbls packer fluid pumped down csg. On
11/27/2012 Chris Jensen with the State of Utah DOGM was contacted

concerning the initial MIT on the above listed well. On 11/27/2012 the
casing was pressured up to 1030 psig and charted for 30 minutes with
no pressure loss. The well was not injecting during the test. The tubing

pressure was 0 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/30/2012

December 03, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/27/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/26/2012. 11/21/2012 22 bbls Anguard, 10 bbls utah Division of
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casing was pressured up to 1030 psig and charted for 30 minutes with sy: e
no pressure loss. The well was not injecting during the test. The tubing

pressure was 0 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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N/A 11/30/2012
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DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/26/2012. 11/21/2012 22 bbls Anguard, 10 bbls utah Division of

fresh water and 60 bbls packer fluid pumped down csg. On oil, Gas and Mining

11/27/2012 Chris Jensen with the State of Utah DOGM was contacted Date: December 03, 2012
concerning the initial MIT on the above listed well. On 11/27/2012 the
casing was pressured up to 1030 psig and charted for 30 minutes with sy: e
no pressure loss. The well was not injecting during the test. The tubing

pressure was 0 psig during the test. There was not a State
representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/30/2012

RECEIVED: Nov. 30,



RECEIVED: Nov. 30, 2012

Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date i pi Time 10:to pm

Test Conducted by: eks pl ,,k

Others Present:

We11Location:sfisr 5<-'> TSS,NIGŒ APINo:V3-o;3-31537

Time_ Casinq Pressure

0 min ) 0 3o ps¡g

5 /q 3 o psig

10 /oyo psig

15 | o 30 psig !

20 / O 10 psig

25 /01O U"O

30 min / o10 psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: O psig

Result: Fail

Signature of Witness:

Signature of Person Conducting
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Daily Activity Report

Format For Sundry

MON BT 16-26-8-16
9/1/2012 To 1/30/2013

11/12/2012 Day: 1 Conversion

NC #3 on 11/12/2012 - MIRU NC#3, Flush, Soft Seat Tst, Psr Tst Tbg to 3500psi, Tst Good,
L/D Rod String, N/U BOPs, TOOH W/ Tbg, Brake & Dope Each Conn. - 5:30AM-6:00AM C/Tvl,
6:00AM Move Rig, 7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @
250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst
Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods,
90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D,
N/U BOPs, R/U Rig Fir, TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope,
SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig,
7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit,
R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr
Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4
Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr,
TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig, 7:00AM MIRU NC#3, R/U
Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod,
Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH
& L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers,
6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr, TOOH W/ 20Jts Tbg, Brake
& Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $8,692

11/13/2012 Day: 2 Conversion

NC #3 on 11/13/2012 - Brake & Dope Each Conn W/ Lubon 404 Dope, L/D Tail Jts, P/U & RIH
W/ Pkr, Psr Tst Tbg, N/D BOPs, Pmp Pkr Fluid, N/U Injection Tree, Psr Tst Csg. - 5:30AM-
6:00AM C/Tvl, 6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope,
Flush 3 Time W/ 20BW Do to Oil In Tbg, L/D 22]ts, T/A, 1Jt, S/N, 2]ts, & N/C. P/U & RIH W/
Guide Collar, XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr
@, EOT @ , Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained
100psi One Hour, Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish
S/Vlve, R/D Snd Line, R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The
Bottom, Pmp 70BW W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension,
L/D 6' Tbg Sub, N/U Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back
Up To 1500psi, Left Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office
To Do Self Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl,
6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time
W/ 20BW Do to Oil In Tbg, L/D 22Jts, T/A, 1]t, S/N, 2]ts, & N/C. P/U & RIH W/ Guide Collar,
XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ ,

Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour,
Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/VIve, R/D Snd Line,
R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW
W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U
Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left
Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office To Do Self
Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time W/ 20BW Do to

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...
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Daily Activity Report

Format For Sundry

MON BT 16-26-8-16
9/1/2012 To 1/30/2013

11/12/2012 Day: 1 Conversion

NC #3 on 11/12/2012 - MIRU NC#3, Flush, Soft Seat Tst, Psr Tst Tbg to 3500psi, Tst Good,
L/D Rod String, N/U BOPs, TOOH W/ Tbg, Brake & Dope Each Conn. - 5:30AM-6:00AM C/Tvl,
6:00AM Move Rig, 7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @
250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst
Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods,
90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D,
N/U BOPs, R/U Rig Fir, TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope,
SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig,
7:00AM MIRU NC#3, R/U Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit,
R/U Rod Eqp, L/D P/Rod, Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr
Tst Tbg To 3500psi, TOOH & L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4
Slick Rods, 20 3/4 4 Pers, 6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr,
TOOH W/ 20Jts Tbg, Brake & Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Move Rig, 7:00AM MIRU NC#3, R/U
Advantage H/Oiler, Pmp 60BW Down Csg @ 250*, R/D Pmp Unit, R/U Rod Eqp, L/D P/Rod,
Flush Tbg W/ 30BW @ 250*, Soft Seat & Tst Tbg, Fill W/ 3BW, Psr Tst Tbg To 3500psi, TOOH
& L/D 1- 1 1/2X26', 1-4'&6' 7/8 Pony Rods, 90 7/8 4 Pers, 102 3/4 Slick Rods, 20 3/4 4 Pers,
6-1 1/2 Wt Bars, & 1 Rod Pmp. N/D W/H-D, N/U BOPs, R/U Rig Flr, TOOH W/ 20Jts Tbg, Brake
& Dope Each Conn W/ Lubon 404G Dope, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $8,692

11/13/2012 Day: 2 Conversion

NC #3 on 11/13/2012 - Brake & Dope Each Conn W/ Lubon 404 Dope, L/D Tail Jts, P/U & RIH
W/ Pkr, Psr Tst Tbg, N/D BOPs, Pmp Pkr Fluid, N/U Injection Tree, Psr Tst Csg. - 5:30AM-
6:00AM C/Tvl, 6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope,
Flush 3 Time W/ 20BW Do to Oil In Tbg, L/D 22]ts, T/A, 1Jt, S/N, 2]ts, & N/C. P/U & RIH W/
Guide Collar, XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr
@, EOT @ , Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained
100psi One Hour, Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish
S/Vlve, R/D Snd Line, R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The
Bottom, Pmp 70BW W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension,
L/D 6' Tbg Sub, N/U Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back
Up To 1500psi, Left Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office
To Do Self Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl,
6:00AM OWU, TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time
W/ 20BW Do to Oil In Tbg, L/D 22Jts, T/A, 1]t, S/N, 2]ts, & N/C. P/U & RIH W/ Guide Collar,
XN Nipple, 2 3/8 Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ ,

Pmp 10BW Pad, Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour,
Good Tst, Bled Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/VIve, R/D Snd Line,
R/D Tbg Epq, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW
W/ Pkr Fluid In It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U
Injection Tree, Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left
Psr On Csg Over Night To Help It Level Out, Sent Crew To Newfield Office To Do Self
Assesments, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
TOOH W/130jts, Brake & Dope Each Conn W/ Lubon 404 Dope, Flush 3 Time W/ 20BW Do to

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...
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Oil In Tbg, L/D 22Jts, T/A, 1Jt, S/N, 2Jts, & N/C. P/U & RIH W/ Guide Collar, XN Nipple, 2 3/8
Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ , Pmp 10BW Pad,
Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour, Good Tst, Bled
Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Line, R/D Tbg Epq,
R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW W/ Pkr Fluid In
It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U Injection Tree,
Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left Psr On Csg Over
Night To Help It Level Out, Sent Crew To Newfield Office To Do Self Assesments, 6:00PM
CSDFN, 6:00PM-6:30PM C/Tvl. Finalized
Daily Cost: $0
Cumulative cost: $16,984

11/14/2012 Day: 3 Conversion

NC #3 on 11/14/2012 - Try To Get A Psr Tst On The Csg, Release Pkr, L/D One Jt, Set Pkr,
Try To Psr Tst, Leave Well W/1500psi On It Over Night. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @480psi, Bumped Up To 1500psi Six More Times, Was Losing Psr @ +/-33psi per min
From 1500psi to 1000psi, +/-10psi per min From 1000psi to 830psi, +/- 2.7psi per min From
830psi To 800psi. The Same Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D
Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k#
Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts
tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN
Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
- 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To 1500psi Six More Times,
Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-10psi per min From 1000psi
to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same Results W/ Each Tst, Hole
Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D ljt Tbg
& 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To
1500psi, New Tally=149jts tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg
Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To
1500psi Six More Times, Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-

10psi per min From 1000psi to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same
Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg
Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection
Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts tbg=4700.49, S/N=1.10,
Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @
4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $24,844

11/15/2012 Day: 4 Conversion

NC #3 on 11/15/2012 - Try To Psr Tst Pkr, Would Not, TOOH, Pkr Was Safetied, Replace Pkr &
TIH, Psr Tst Tbg. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi,
Psr Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vive To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @420psi, Bumped Up To 1500psi, Psr Bled Off @+/- 43.3psi Per Min From 1500psi-

850psi, +/- 6psi Per Min From 850-760psi, Bumped Back Up Three More Times W/ Simular
Results, N/D Injection Tree, N/U BOPs, R/U Rig Fir, R/U Tbg Eqp, P/U Jt Tbg That We Laid

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...
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Oil In Tbg, L/D 22Jts, T/A, 1Jt, S/N, 2Jts, & N/C. P/U & RIH W/ Guide Collar, XN Nipple, 2 3/8
Tbg Sub, XO, Pkr, On/Off Tool, S/N, & 150jts Tbg, C/E Of Pkr @, EOT @ , Pmp 10BW Pad,
Drop S/Vlve, Fill W/30 BW, Psr Tst Tbg To 3000psi, Gained 100psi One Hour, Good Tst, Bled
Off Psr, R/U Snd Line W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Line, R/D Tbg Epq,
R/D Rig Flr, N/D BOPs, N/U W/H-D W/ 6' Tbg Sub On The Bottom, Pmp 70BW W/ Pkr Fluid In
It, Well Circulating, N/D W/H-D, Set Pkr In 15k# Tension, L/D 6' Tbg Sub, N/U Injection Tree,
Psr Csg Up To 1500psi, Bled Off To 960psi, Bumped back Up To 1500psi, Left Psr On Csg Over
Night To Help It Level Out, Sent Crew To Newfield Office To Do Self Assesments, 6:00PM
CSDFN, 6:00PM-6:30PM C/Tvl. Finalized
Daily Cost: $0
Cumulative cost: $16,984

11/14/2012 Day: 3 Conversion

NC #3 on 11/14/2012 - Try To Get A Psr Tst On The Csg, Release Pkr, L/D One Jt, Set Pkr,
Try To Psr Tst, Leave Well W/1500psi On It Over Night. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @480psi, Bumped Up To 1500psi Six More Times, Was Losing Psr @ +/-33psi per min
From 1500psi to 1000psi, +/-10psi per min From 1000psi to 830psi, +/- 2.7psi per min From
830psi To 800psi. The Same Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D
Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k#
Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts
tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN
Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
- 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To 1500psi Six More Times,
Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-10psi per min From 1000psi
to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same Results W/ Each Tst, Hole
Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg Sub, Release Pkr, L/D ljt Tbg
& 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection Tree, Air Out Csg, Psr Tst Csg To
1500psi, New Tally=149jts tbg=4700.49, S/N=1.10, Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg
Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @ 4729.78), SWI, 6:00PM CSDFN,
6:00PM-6:30PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @480psi, Bumped Up To
1500psi Six More Times, Was Losing Psr @ +/-33psi per min From 1500psi to 1000psi, +/-

10psi per min From 1000psi to 830psi, +/- 2.7psi per min From 830psi To 800psi. The Same
Results W/ Each Tst, Hole Standing Full, N/D Injection Tree, L/D Injection Tree, P/U 6' Tbg
Sub, Release Pkr, L/D 1jt Tbg & 6' Tbg Sub, Set Pkr In 15k# Tension, P/U & N/U Injection
Tree, Air Out Csg, Psr Tst Csg To 1500psi, New Tally=149jts tbg=4700.49, S/N=1.10,
Pkr=7.03(C/E @ 4719.83), XO=.55, Tbg Sub=4.15, XN Nipple=1.10, Guide Collar=.42(EOT @
4729.78), SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl
Daily Cost: $0
Cumulative Cost: $24,844

11/15/2012 Day: 4 Conversion

NC #3 on 11/15/2012 - Try To Psr Tst Pkr, Would Not, TOOH, Pkr Was Safetied, Replace Pkr &
TIH, Psr Tst Tbg. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi,
Psr Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vive To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg
Psr @420psi, Bumped Up To 1500psi, Psr Bled Off @+/- 43.3psi Per Min From 1500psi-

850psi, +/- 6psi Per Min From 850-760psi, Bumped Back Up Three More Times W/ Simular
Results, N/D Injection Tree, N/U BOPs, R/U Rig Fir, R/U Tbg Eqp, P/U Jt Tbg That We Laid
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Down & Release Pkr, TOOH To Change Pkr, Pkr Was Safetied, P/U & RIH W/ New 5 1/2
Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW Pad, Drop S/Vlve, Pmp W/30BW, Would
Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To 3000psi, SWI, 6:00PM CSDFN, 6:00PM-
6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi, Psr
Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig FIr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. Finalizecl
Daily Cost: $0
Cumulative Cost: $32,476

11/16/2012 Day: 5 Conversion

NC #3 on 11/16/2012 - TOH w/ pkr. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night
(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O
6'Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/
Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To
700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D
Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D,
R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM CSDFN. - 6:00AM Tbg Psr @
3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish
S/Vive, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D Rig FIr, N/D BOPs, N/U W/H-D
W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst
Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off
@ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On
Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM
CSDFN. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/
Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D
Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k#
Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To
1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D,
W/H-D Psr Tsted, SWI, 6:00PM CSDFN.
Daily Cost: $0
Cumulative Cost: $51,928

11/19/2012 Day: 6 Conversion

NC #3 on 11/19/2012 - TOH w/ tbg & pkr. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls
water @ 250. Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bb\s water @ 250. Cont. to
TOH w/ 50-jts 2 7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @
4747', pulled 2-jts & set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi.
Watched for 15 min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 4108'. Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure
test csg to 1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8
tbg. Set pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747'
to 2222'. Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/
50-jts 2 7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched
for 30 min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250.
Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2
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Summary Rig Activity Page 3 of 5

Down & Release Pkr, TOOH To Change Pkr, Pkr Was Safetied, P/U & RIH W/ New 5 1/2
Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW Pad, Drop S/Vlve, Pmp W/30BW, Would
Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To 3000psi, SWI, 6:00PM CSDFN, 6:00PM-
6:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM Csg Psr @420psi, Bumped Up To 1500psi, Psr
Bled Off @+/- 43.3psi Per Min From 1500psi-850psi, +/- 6psi Per Min From 850-760psi,
Bumped Back Up Three More Times W/ Simular Results, N/D Injection Tree, N/U BOPs, R/U
Rig FIr, R/U Tbg Eqp, P/U Jt Tbg That We Laid Down & Release Pkr, TOOH To Change Pkr, Pkr
Was Safetied, P/U & RIH W/ New 5 1/2 Weatherford Arrow Set Pkr, & 150Jts Tbg, Pmp 10 BW
Pad, Drop S/Vlve, Pmp W/30BW, Would Not Fill, R/U S/Lne, Psh S/Vlve To S/N, Psr Tst Tbg To
3000psi, SWI, 6:00PM CSDFN, 6:00PM-6:30PM C/Tvl. Finalizecl
Daily Cost: $0
Cumulative Cost: $32,476

11/16/2012 Day: 5 Conversion

NC #3 on 11/16/2012 - TOH w/ pkr. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night
(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O
6'Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/
Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To
700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D
Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D,
R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM CSDFN. - 6:00AM Tbg Psr @
3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/ Fishing Tool, P/U & RIH, Fish
S/Vive, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D Rig FIr, N/D BOPs, N/U W/H-D
W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k# Tension, Fill Csg W/ 5BW, Psr Tst
Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To 1500psi Six Times, Csg Bleading Off
@ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U Rig Flr, R/U Tbg Eqp, Wait On
Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D, W/H-D Psr Tsted, SWI, 6:00PM
CSDFN. - 6:00AM Tbg Psr @ 3000psi, Held 3000psi Over Night(Good Tst), R/U Snd Lne W/
Fishing Tool, P/U & RIH, Fish S/Vlve, R/D Snd Lne, P/U & M/O 6'Tbg Sub, R/D Tbg Eqp, R/D
Rig Flr, N/D BOPs, N/U W/H-D W/ Injection Tree, Pmp 65BW W/ Pkr Fluid, Set Pkr In 15k#
Tension, Fill Csg W/ 5BW, Psr Tst Csg To 1500psi, Csg Bled Off To 700psi & Bumped Up To
1500psi Six Times, Csg Bleading Off @ +/-12.5psi per min. N/D Injection Tree, N/U BOPs, R/U
Rig Flr, R/U Tbg Eqp, Wait On Camron To Tst Seals In W/H-D, R/U Camron & Tst W/H-D,
W/H-D Psr Tsted, SWI, 6:00PM CSDFN.
Daily Cost: $0
Cumulative Cost: $51,928

11/19/2012 Day: 6 Conversion

NC #3 on 11/19/2012 - TOH w/ tbg & pkr. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls
water @ 250. Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bb\s water @ 250. Cont. to
TOH w/ 50-jts 2 7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @
4747', pulled 2-jts & set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi.
Watched for 15 min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 4108'. Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure
test csg to 1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8
tbg. Set pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747'
to 2222'. Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/
50-jts 2 7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched
for 30 min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250.
Cont. to TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2
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7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts
& set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15
min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'.
Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test.
Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to
1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min. Good test.
TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to
TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2 7/8 tbg
& pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts & set
Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'. Pressure
test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test. Bleed off
pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to 1500 psi
from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @
2852'. Pressure test csg to 1500 psi from 474T to 2852'. Watche for 15 min. Good test. TOH
w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD.
Daily Cost: $0
Cumulative Cost: $63,535

11/20/2012 Day: 7 Conversion

NC #3 on 11/20/2012 - TOH w/ tbg, pressure test csg. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @
957'. Pressure test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg.
Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2
7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2
7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH
w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts
2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop STD valve. Pumped 30 bbis water to push
STD valve to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD. -

TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 95T. Pressure test csg to 1500 psi. Watched for 30 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for
30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi.
Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test.
Found hole between 677'- 708'. TOH w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg
and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop
STD valve. Pumped 30 bb\s water to push STD valve to SN. Pressure test tbg to 3000 psi.
Leave pressure on tbg over night. SDFD. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 957'. Pressure
test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'.
Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr
@ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr
@ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH w/ tbg & pkr.
TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg.
Flush tbg w/ 30 bbis water @ 250. Drop STD valve. Pumped 30 bbis water to push STD valve
to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD.
Daily Cost: $0
Cumulative Cost: $72,277
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7/8 tbg & pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts
& set Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15
min. Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'.
Pressure test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test.
Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to
1500 psi from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set
pkr @ 2852'. Pressure test csg to 1500 psi from 4747' to 2852'. Watche for 15 min. Good test.
TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD. - TOH w/ 40-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to
TOH w/ 60-jts 2 7/8 tbg. Flush tbg w/ 20 bbls water @ 250. Cont. to TOH w/ 50-jts 2 7/8 tbg
& pkr. PU & TIH w/ Plug & Pkr, SN & 150-jts 2 7/8 tbg. Set plug @ 4747', pulled 2-jts & set
Pkr @ 4677'. Test plug & pkr @ 1500 psi for 15 min. Dropped 20 psi. Watched for 15 min.
Good test. Bleed off pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 4108'. Pressure
test csg to 1500 psi from 4747' to 4108'. Watched pressure for 30 min. Good test. Bleed off
pressure. Unset pkr. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 3477'. Pressure test csg to 1500 psi
from 4747' to 3477'. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @
2852'. Pressure test csg to 1500 psi from 474T to 2852'. Watche for 15 min. Good test. TOH
w/ 20-jts 2 7/8 tbg. Set pkr @ 2222'. Pressure test csg to 1500 psi from 4747' to 2222'.
Watch for 15 min. Good test. TOH w/ 70-jts 2 7/8 tbg & pkr. Change out pkr. TIH w/ 50-jts 2
7/8 tbg. Set pkr @ 1593'. Pressure test csg to 1500 psi from 4747' to 1593'. Watched for 30
min. Good test. SDFD.
Daily Cost: $0
Cumulative Cost: $63,535

11/20/2012 Day: 7 Conversion

NC #3 on 11/20/2012 - TOH w/ tbg, pressure test csg. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @
957'. Pressure test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg.
Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2
7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2
7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH
w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts
2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop STD valve. Pumped 30 bbis water to push
STD valve to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD. -

TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 95T. Pressure test csg to 1500 psi. Watched for 30 min.
Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'. Pressure test csg to 1500 psi. Watch for
30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr @ 644'. Pressure test csg to 1500 psi.
Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr @ 833'. Watched for 15 min. Good test.
Found hole between 677'- 708'. TOH w/ tbg & pkr. TIH w/ tbg to retrieve plug. TOH w/ tbg
and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg. Flush tbg w/ 30 bbls water @ 250. Drop
STD valve. Pumped 30 bb\s water to push STD valve to SN. Pressure test tbg to 3000 psi.
Leave pressure on tbg over night. SDFD. - TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 957'. Pressure
test csg to 1500 psi. Watched for 30 min. Good test. TOH w/ 20-jts 2 7/8 tbg. Set pkr @ 325'.
Pressure test csg to 1500 psi. Watch for 30 min. Lost 200 psi. TIH w/ 10-jts 2 7/8 tbg. Set pkr
@ 644'. Pressure test csg to 1500 psi. Lost 200 psi in 15 min. TIH w 4-jts 2 7/8 tbg. Set pkr
@ 833'. Watched for 15 min. Good test. Found hole between 677'- 708'. TOH w/ tbg & pkr.
TIH w/ tbg to retrieve plug. TOH w/ tbg and Plug. TIH w/ pkr assembly, 150-jts 2 7/8 tbg.
Flush tbg w/ 30 bbis water @ 250. Drop STD valve. Pumped 30 bbis water to push STD valve
to SN. Pressure test tbg to 3000 psi. Leave pressure on tbg over night. SDFD.
Daily Cost: $0
Cumulative Cost: $72,277
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Sundry Number: 32546 API Well Number: 43013315170000Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 5 of 5

11/21/2012 Day: 8 Conversion

NC #3 on 11/21/2012 - RIH w/ sandline & fish STD valve. - Pressure dropped 100 psi over
night. Pumped it up back to 3000 psi. Pressure held for 1 hour. Good test. RIH w/ sandline &
fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10
bbls fresh water & 20 bbls of An-Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of
An-guard into hole. SDFD. - Pressure dropped 100 psi over night. Pumped it up back to 3000
psi. Pressure held for 1 hour. Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND
bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bbis of An-

Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD. -

Pressure dropped 100 psi over night. Pumped it up back to 3000 psi. Pressure held for 1 hour.
Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton
pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bb\s of An-Guard. Set pkr @ 4751' w/
15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD.
Daily Cost: $0
Cumulative Cost: $93,469

11/26/2012 Day: 9 Conversion

NC #3 on 11/26/2012 - Psr Csg Up & Psr Tst, Held 1000psi For One Hour, R/D & M/O NC#3. -

5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For
One Hour, Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @
12:00PM Final Report Ready For MIT. - 5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To
1100psi, Bled Off To 1000 & Held For One Hour, Good Tst, Pmped Back Up To 1100psi For
MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM Final Report Ready For MIT. - 5:30AM-
6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For One Hour,
Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM
Final Report Ready For MIT.
Daily Cost: $0
Cumulative Cost: $97,184

11/28/2012 Day: 10 Conversion

Rigless on 11/28/2012 - Conduct initial MIT - On 11/27/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/27/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test.. - On 11/27/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 11/27/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test..
- On 11/27/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 11/27/2012 the casing was pressured up to 1030 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was 0 psig during the test. There was not a State representative available
to witness the test..
Daily Cost: $0
Cumulative Cost: $176,018

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...

Sundry Number: 32546 API Well Number: 43013315170000
Summary Rig Activity Page 5 of 5

11/21/2012 Day: 8 Conversion

NC #3 on 11/21/2012 - RIH w/ sandline & fish STD valve. - Pressure dropped 100 psi over
night. Pumped it up back to 3000 psi. Pressure held for 1 hour. Good test. RIH w/ sandline &
fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10
bbls fresh water & 20 bbls of An-Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of
An-guard into hole. SDFD. - Pressure dropped 100 psi over night. Pumped it up back to 3000
psi. Pressure held for 1 hour. Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND
bops. NU wellhead. Halliburton pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bbis of An-

Guard. Set pkr @ 4751' w/ 15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD. -

Pressure dropped 100 psi over night. Pumped it up back to 3000 psi. Pressure held for 1 hour.
Good test. RIH w/ sandline & fish STD valve. RD rig floor. ND bops. NU wellhead. Halliburton
pumped 60 bbls pkr fluid, 10 bbls fresh water & 20 bb\s of An-Guard. Set pkr @ 4751' w/
15000 tension. Sqeezed 2 bbls of An-guard into hole. SDFD.
Daily Cost: $0
Cumulative Cost: $93,469

11/26/2012 Day: 9 Conversion

NC #3 on 11/26/2012 - Psr Csg Up & Psr Tst, Held 1000psi For One Hour, R/D & M/O NC#3. -

5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For
One Hour, Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @
12:00PM Final Report Ready For MIT. - 5:30AM-6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To
1100psi, Bled Off To 1000 & Held For One Hour, Good Tst, Pmped Back Up To 1100psi For
MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM Final Report Ready For MIT. - 5:30AM-
6:00AM C/Tvl. Psr @ 560psi, Pmp Psr Up To 1100psi, Bled Off To 1000 & Held For One Hour,
Good Tst, Pmped Back Up To 1100psi For MIT, R/D Rig Eqp, R/D & M/O NC#3 @ 12:00PM
Final Report Ready For MIT.
Daily Cost: $0
Cumulative Cost: $97,184

11/28/2012 Day: 10 Conversion

Rigless on 11/28/2012 - Conduct initial MIT - On 11/27/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/27/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test.. - On 11/27/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 11/27/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test..
- On 11/27/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 11/27/2012 the casing was pressured up to 1030 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was 0 psig during the test. There was not a State representative available
to witness the test..
Daily Cost: $0
Cumulative Cost: $176,018

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152773&API=4301331517&MinD...



RECEIVED: Jan. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

12/24 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:30 PM on
12/24/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /3 /2013

January 07, 2013

Sundry Number: 33519 API Well Number: 43013315170000Sundry Number: 33519 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
12/24/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 07, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/3/2013

RECEIVED: Jan. 03,

Sundry Number: 33519 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
12/24/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 07, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/3/2013

RECEIVED: Jan. 03,



SpudDate:9/05/95 Monument Butte Federal 16-26-8-16
Put on Production: 10/28/95 Initial Production: 93 BOPD,
GL: 5474' KB: 5487' Injection Wellbore 100 MCFPD, 5 BWPD

Diagram
SIIRFACE CASING

_

FRAÇJOR
CSG SIZE: 8-5/8" 10/19)95 S201'-5386' Frac B·2sand as follows:

90,700#of20/40 sand in 635 bbis of
GRADE: frac fluicLTreatedwith avg press of
WEIGHT 24# - - 2200 psi @25 bpm,ISIP 2602 psi

DEFIH LANDED:310' IW21195 SI73'-5198' Frac C·si as follows:
80,600#of 20/40sand in 646 bbis of

HOLE SIZE 12-1/4' frac fluid Treated with avg press of
CEMENTDATA: 120sxs Premlite+ 50sxs Prem 2050 psi @32 bpm, ISlP 1804psi

1W22/95 5034'-SO43' Frar D-I sand as follows:
59,800#of 16/30sand in 527bbis of
frac fluid Treatedwith avg press of
2200 psi @26 bpm, ISIP 2131 psi

04/26/07 4788-4803' Recompletion Frae PBll sand as
foHows:22288#of 20/40sand in 233
bbis of frac fluid Treatedwith avg press
of4125 psi @143 bpm, ISIP 2131 psi

PRODUCTION CASING Calc Hush:2471gal Actualflush: ll l3

CSG SIZE: 5-l/2" I 1/21/12 Anguani Halliburtonpumped60 bbis pkr fluid, 10

GRADE:1-55 bbis fresh water & 20 bbis of An-Guard
Set pkr @4751' w/ 15000tension

WEIGHT 155# Squeezed2 bbis of An-guard intohole
DEFTHLANDED:6175' KB I 1/26/12 Convert to injection WeH
HOLE SIZE: 7-7/8" l1/27/12 Conversion MIT Finalized - update Ibg

CEMENTDATA: 290 sxs Lead+ 375 sxs Thixotmpic detail

CEMENTTOP AT I50'

TilßlNG
SIZE/GRADE/WT: 2-7/8" /1-55 / 6 5#

NO OF JOINFS: 1501 jts (4732')

SEAT[NGNIPPLE: 2-7/8" (l 10')

SN LANDED AT: 4745' KB

ONIOFFTOOL AT: 4746 l'

ARROW#1 PACKERCE AT: 475l 38'

XO 2-3/8 x 2-7/8 J-55 AT: 4755 l'

TBO PUP 2-3/8 J-55 AT: 4755 7. I SN @4745'

X/N NIPPLE AT: 4759 8
On Off Tool @4746'

TOTALSTRINGLENGIII: Eff @4761' Packer@4751'

1
-

yN @4760' PERFORATION RECORD
10/18/95 5373'-5386'

4788-4803'
10/18195 5201'-5208'

10/20/95 5192'-5198'

10/20/95 5182'-5187'

5034'-5043, 10/20/95 5173'-5178'

5173'-5l78'
10/22/95 5034'-5043'

5182'-5l87, 04/24RYI 4788'-4803' 4JSPF 60holes

- 5192'-5198'

5201'-5208'

5373'-5386'

NEWFIELD

Monument Butte Federal 16-26-8-16
507' FSL & 666' FEL PBTD@6123'

SE/SESection26-T8S-Rl6E ( I\ TD@6175'

Duchesne Co, Utah
API #43-013-31517;Lease #U-67170

LCN

SpudDate:9/05/95 Monument Butte Federal 16-26-8-16
Put on Production: 10/28/95 Initial Production: 93 BOPD,
GL: 5474' KB: 5487' Injection Wellbore 100 MCFPD, 5 BWPD

Diagram
SIIRFACE CASING

_

FRAÇJOR
CSG SIZE: 8-5/8" 10/19)95 S201'-5386' Frac B·2sand as follows:

90,700#of20/40 sand in 635 bbis of
GRADE: frac fluicLTreatedwith avg press of
WEIGHT 24# - - 2200 psi @25 bpm,ISIP 2602 psi

DEFIH LANDED:310' IW21195 SI73'-5198' Frac C·si as follows:
80,600#of 20/40sand in 646 bbis of

HOLE SIZE 12-1/4' frac fluid Treated with avg press of
CEMENTDATA: 120sxs Premlite+ 50sxs Prem 2050 psi @32 bpm, ISlP 1804psi

1W22/95 5034'-SO43' Frar D-I sand as follows:
59,800#of 16/30sand in 527bbis of
frac fluid Treatedwith avg press of
2200 psi @26 bpm, ISIP 2131 psi

04/26/07 4788-4803' Recompletion Frae PBll sand as
foHows:22288#of 20/40sand in 233
bbis of frac fluid Treatedwith avg press
of4125 psi @143 bpm, ISIP 2131 psi

PRODUCTION CASING Calc Hush:2471gal Actualflush: ll l3

CSG SIZE: 5-l/2" I 1/21/12 Anguani Halliburtonpumped60 bbis pkr fluid, 10

GRADE:1-55 bbis fresh water & 20 bbis of An-Guard
Set pkr @4751' w/ 15000tension

WEIGHT 155# Squeezed2 bbis of An-guard intohole
DEFTHLANDED:6175' KB I 1/26/12 Convert to injection WeH
HOLE SIZE: 7-7/8" l1/27/12 Conversion MIT Finalized - update Ibg

CEMENTDATA: 290 sxs Lead+ 375 sxs Thixotmpic detail

CEMENTTOP AT I50'

TilßlNG
SIZE/GRADE/WT: 2-7/8" /1-55 / 6 5#

NO OF JOINFS: 1501 jts (4732')

SEAT[NGNIPPLE: 2-7/8" (l 10')

SN LANDED AT: 4745' KB

ONIOFFTOOL AT: 4746 l'

ARROW#1 PACKERCE AT: 475l 38'

XO 2-3/8 x 2-7/8 J-55 AT: 4755 l'

TBO PUP 2-3/8 J-55 AT: 4755 7. I SN @4745'

X/N NIPPLE AT: 4759 8
On Off Tool @4746'

TOTALSTRINGLENGIII: Eff @4761' Packer@4751'

1
-

yN @4760' PERFORATION RECORD
10/18/95 5373'-5386'

4788-4803'
10/18195 5201'-5208'

10/20/95 5192'-5198'

10/20/95 5182'-5187'

5034'-5043, 10/20/95 5173'-5178'

5173'-5l78'
10/22/95 5034'-5043'

5182'-5l87, 04/24RYI 4788'-4803' 4JSPF 60holes

- 5192'-5198'

5201'-5208'

5373'-5386'

NEWFIELD

Monument Butte Federal 16-26-8-16

507' FSL & 666' FEL PBTD@6123'
SE/SESection26-T8S-Rl6E ( I\ TD@6175'

Duchesne Co, Utah
API #43-013-31517;Lease #U-67170

LCN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-355

Operator: Newfield Production Company

Well: Monument Butte Federal 16-26-8-16

Location: Section 26, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-31517

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on November 23, 2009.

2. Maximum Allowable Injection Pressure: 1,770 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,321' - 5,884')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: /À ' Ó ~ NI l
o Rogers Date

sociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Eric Sundberg, Newfield Production Company, Denver UTAH
Newfield Production Company, Myton DNRDuchesne County
Well File

N:\O&G Reviewed Docs\ChronFile\UIC
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 . TTY (801) 538-7458 • www.ogm.utah.gov ort, GAS &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-355

Operator: Newfield Production Company

Well: Monument Butte Federal 16-26-8-16

Location: Section 26, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-31517

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on November 23, 2009.

2. Maximum Allowable Injection Pressure: 1,770 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,321' - 5,884')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: /À ' Ó ~ NI l
o Rogers Date

sociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Eric Sundberg, Newfield Production Company, Denver UTAH
Newfield Production Company, Myton DNRDuchesne County
Well File

N:\O&G Reviewed Docs\ChronFile\UIC
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 . TTY (801) 538-7458 • www.ogm.utah.gov ort, GAS &



RECEIVED: Oct. 28, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/22 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 10/21/2013 Chris Jensen with the State of Utah DOGM was
contacted concerning the 1 Year MIT on the above listed well. On

10/22/2013 the casing was pressured up to 1350 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test . The tubing pressure was 1707 psig during the test. There was not

a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/28/2013

November 18, 2013

Sundry Number: 44230 API Well Number: 43013315170000Sundry Number: 44230 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/22/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: 1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 10/21/2013 Chris Jensen with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

10/22/2013 the casing was pressured up to 1350 psig and charted for oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date: November 18, 2013
test . The tubing pressure was 1707 psig during the test. There was not

a State representative available to witness the test. sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/28/2013

RECEIVED: Oct. 28,

Sundry Number: 44230 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/22/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: 1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 10/21/2013 Chris Jensen with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

10/22/2013 the casing was pressured up to 1350 psig and charted for oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date: November 18, 2013
test . The tubing pressure was 1707 psig during the test. There was not

a State representative available to witness the test. sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/28/2013

RECEIVED: Oct. 28,



RECEIVED: Oct. 28, 2013

Sundry Number: 44230 API Well Number: 43013315170000Sundry Number: 44230 API Well Number: 43013315170000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton,UT 84052
435-646-3721

Witness: Date/g/71/92'3 Time Û /
Test Conducted by:
Others Present:

We11: $¾ Fleid:
gjwnen7¯ a c-

WelILocation:5E/5 ¢c2(Tig/4E APINo:43 O/3-3/f/7

Bing Casing Pressuro

0 min psig

5 psig

10 psig

15 (3 psig |

20 psig
25 psig

30 min §(} psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: | 7 psig

Result: Fail

Signature of Witness:
Signature of Person Conducting

Sundry Number: 44230 API Well Number: 43013315170000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton,UT 84052
435-646-3721

Witness: Date/g/71/92'3 Time Û /
Test Conducted by:
Others Present:

We11: $¾ Fleid:
gjwnen7¯ a c-

WelILocation:5E/5 ¢c2(Tig/4E APINo:43 O/3-3/f/7

Bing Casing Pressuro

0 min psig

5 psig

10 psig

15 (3 psig |

20 psig
25 psig

30 min §(} psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: | 7 psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Oct. 28, 2013

Sundry Number: 44230 API Well Number: 43013315170000Sundry Number: 44230 API Well Number: 43013315170000

WON

000



RECEIVED: Oct. 02, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /30 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 09/30/2014 Chris Jensen with the State of Utah DOGM was
contacted concerning the 1 Year MIT on the above listed well. On

09/30/2014 the casing was pressured up to 1238 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1708 psig during the test. There was a

State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10 /2 /2014

October 02, 2014

Sundry Number: 56183 API Well Number: 43013315170000Sundry Number: 56183 API Well Number: 43013315170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-67170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 16-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0507 FSL 0666 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/30/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 09/30/2014 Chris Jensen with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

09/30/2014 the casing was pressured up to 1238 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1708 psig during the test. There was a October 02, 2014

State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/2/2014

RECEIVED: Oct. 02,



RECEIVED: Oct. 02, 2014

Sundry Number: 56183 API Well Number: 43013315170000Sundry Number: 56183 API Well Number: 43013315170000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dateligi g Time ,1:oo am y
Test ConducM by: .

Others Present:

Well Location: ¾/sé se pu ,rs flue API No: 4'3cf55/S ' l

Egne Casing Pressure

0 min 9 Q psig
5 psig

10 5 ps¡g
15 psig
20 psig
25 5 7 psig
30 min i psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Pass Fail

Signature of Witness: , ,( J'\
Signature of Person Conducting



RECEIVED: Oct. 02, 2014

Sundry Number: 56183 API Well Number: 43013315170000
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Well Details 

TO: 6175 
PBTO: 6123 

Top Perf: 4788 

Btm Perf: 5386 

NEWFIELD .. 
Moa._t Butte Feder.J 16-l6-8-16 

501' FSL &; 666' FEL 
SFiSE Section 26-T8S-RI6E 

Duchesne Co, Utah 
API #43-013-31517' Lease #U-67170 

Casing Patch Procedure 

AFE tI: 

Hope Weller 
Office: 281-847~089 
Mobile: 703-727-2492 

_ Use Johnson fresh water for casing test (packer fluids). 

hweller@newfield.com 

_ Center element of packer can't be set more than 100' above top perf (try to avoid casing collars). 

_ Special Conditions of Approval (COA): State Well 

Have safety meeting and conduct a JSA 

2 MIRU, bleed off well, NO wellhead, NU BOPs 
3 Unset 5-112" Arrowset packer 

ApProved by the 
Utah DMsion of 

0;1, Gaa and Mining 

Date: ..... _;-. __ _ 

By:~"",,-~~~-

4 Flush tubing wi 40 bbls H20 and circulate standing valve to PSN and test tubing to 3000 psi; retrieve standing valve 
5 Pump down caSing and up tubing to circulate old Angard out of the well 
6 TOOH wi 2-7/8" tubing and BHA 
7 PU RBP and test packer and TIH to test caSing to confirm leak from 677'-708'; TOOH once confirmed 
8 TIH with BHA and tubing as follows: 

a. 2-7/8" Wireline Guide 
b. 2-7/8" XN-nipple 
c. 4' tbg sub 
d. 5-112" x 2-7/8" Arrowset dressed for 15.5# caSing 
e. Onloff tool 
f. 2-7/8" SN 
g. 2-7/8" tbg to 4030' from pkr (708' from surface) 
h. 1 jt 2-7/8" tubing with dual cup packers on the backside with -30' 3.5" tubing between the packers 

Cut small notches in the top and bottom 2-7/8" tbg collars so a metal on metal seal is not created with the cup packers 
i. 2-7/8" tbg to surface 

9 RIH WI tbg. Spot PKR@ +1- 4738'. This will spot cup packers around 677' and 708'. 
10 Pump 15 bbl pad & drop standing valve. 
11 Pump to SN & pressure test tbg to 3000 psi. 
12 Must have 100% test for 30 minutes. 
13 Retrieve standing valve WI sandline & overshot. 
14 Add 6' tbg sub on top of string. 
15 NO BOP & land tbg on flange (packer unset). 
16 Isolate caSing valve from flowline. Remove 2nd (outer) casing valve. 
17 Order 100 bbls of Johnson fresh water (for mixing). 
18 Mix 75 bbls on hot oiler WI chemicals (all 4 buckets). 
19 Pump 50 bbls dn annulus@90°F. 

a. Should have retum hose to flowline in case well circulates. 
b. This step will ensure fluid movement past the cup packers since annular space to the top packer is only 11 bbls. 

20 PU & set PKR @ +1· 4738' WI stretch enough to have 15,00atl tension when landed. 
21 Remove 6' sub & land bonnet on wellhead (NU bolts). 
22 Top off annulus WI mixed wtr (re-fill WI fresh if necessary). 
23 Pressure test pkr & annulus to 1000 psi. This will ensure mechanical integrity of all the packers in the well bore. 
24 Must have 100% test for 30 minutes. 

Notes: 
Depth X tension X .22075 = stretch 

4738 X 15 X .22075 : 15.69 inches. Remember, first movement down will gain your 9" of J-slot travel. 



RECEIVED: Nov. 20, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/12 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Workover MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had workover procedures performed (casing
repair), attached is a daily status report. On 11/09/2015 Mark Jones

with the State of Utah was contacted concerning the MIT on the above
listed well. On 11/12/2015 the csg was pressured up to 1163 psig and
charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tbg pressure was 800 psig during the test. There

was a State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/20/2015

November 23, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



RECEIVED: Nov. 20, 2015

Sundry Number: 67846 API Well Number: 43013315170000



Sundry Number: 67846 API Well Number: 43013315170000 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS, AND MINING 

SUNDRY NOTICES AND REPORTS ON WELLS 

, Do not use this form for proposals to drill new wells, significantly deepen existing wells below 
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 

i FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF WELL 
, Water Injection Well 

, 2. NAME OF OPERATOR: 
NEWFIELD PRODUCTION COMPANY 

.3. ADDRESS OF OPERATOR: 
I Rt 3 Box 3630 , Myton, UT, 84052 

4. LOCATION OF WELL 
FOOTAGES AT SURFACE: 

0507 FSL 0666 FEL 
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

PHONE NUMBER: 
435 646-4825 Ext 

Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S 

11. 

FORM 9 

5.LEASE DESIGNATiON AND SERIAL NUMBER: I 
U-67170 l 

-
6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7.UNIT or CA AGREEMENT NAME: 
GMBU(GRRV) 

8. WELL NAME and NUMBER: 
MONUMENT BUTTE FED 16-26 

9. API NUMBER: 
43013315170000 

9. FIELD and POOL or WILDCAT: 
MONUMENT BUTTE 

COUNTY: 
DUCHESNE 

STATE: 
UTAH 

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION 

: 0 NOTICE OF INTENT 
Approximate date work will atart: 

./ SUBSEQUENT REPORT 
Oate of Work Completion: 

11/12/2015 

o SPUD REPORT 
Oat. of Spud: 

o DRILLING REPORT 
, Report Dale: 

o ACIDIZE 

o CHANGE TO PREVIOUS PLANS 

D CHANGE WELL STATUS 

o DEEPEN 

D OPERATOR CHANGE 

o PRODUCTION START OR RESUME 

D REPERFORATE CURRENT FORMAnON 

o TUBING REPAIR 

o WATER SHUTOFF 

o WILDCAT WELL DETERMINATION 

TYPE OF ACTION 

o ALTER CASING 

o CHANGE TUBING 

o COMMINGLE PRODUCING FORMATIONS 

o FRACTURE TREAT 

o PLUG AND ABANDON 

D RECLAMATION OF WELL SITE 

o SIDETRACK TO REPAIR WELL 

o VENT OR fLARE 

o SI TA STATUS EXTENSION 

./ OTHER 

D CASING REPAIR 

o CHANGE WELL ~AME 

o CONVERT WELL TYPE 

D NEW CONSTRUCTION 

o PLUG BACK 

o RECOMPlETE DIFFERENT FORMA 1ION 

o TEMPORARY ABANDON 

o WATER DISPOSAL 

o APD EXTENSION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

. The above subject well had workover procedures performed (casing 
repair), attached is a daily status report. On 11/09/2015 Mark Jones 

with the State of Utah was contacted concerning the MIT on the above 
listed well. On 11112/2015 the csg was pressured up to 1163 psig and 
charted for 30 minutes with no pressure loss. The well was not injecting 
during the test. The tbg pressure was 800 psig during the test. There 

Accepted by the 
Utah Division of 

Oil, Gas and Mining 

FOR RECORD ONLY 
November 23, 2015 

was a State representative available to witness the test - Mark Jones. 
Approved by the 
Utah Division of 

Oil, Gas and Mining 

NAME (PLEASE PRINT) 
Lucy Chavez-Naupoto 

SIGNATURE 
NIA 

PHONE NUMBER TITLE 
435 646-4874 . Water Services Technician 

DATE 
11/20/2015 

Nov. 20, 2015 



RECEIVED: Oct. 17, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-67170 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 16-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0507 FSL 0666 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 26 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/13 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 10/10/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 1 Year MIT on the above listed well. On

10/13/2016 the casing was pressured up to 1060 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1705 psig during the test. There was a

State representative available to witness the test - Mark Reinbold.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/17/2016

October 21, 2016

Sundry Number: 75398 API Well Number: 43013315170000



RECEIVED: Oct. 17, 2016

Sundry Number: 75398 API Well Number: 43013315170000



RECEIVED: Oct. 17, 2016

Sundry Number: 75398 API Well Number: 43013315170000
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